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PREFACE. 

This volume on Heat is the third of a series forming a Text-Book 
on Physics. The first two volumes dealt with the Properties of 
Matter and Sound, and the succeeding volumes will deal with 
Magnetism and Electricity, and Light. 

The Text-Book is intended chiefly for the use of students who 
lay most stress on the study of the experimental part of Physics, 
and who have not yet reached the stage at which the reading 
of advanced treatises on special subjects is desirable. To bring 
the subject within the compass thus prescribed, an account is 
given only of phenomena which are of special importance, or 
which appear to throw light on other branches of Physics, and the 
mathematical methods adopted are very elementary. The student 
who possesses a knowledge of advanced mathematical methods, 
and who knows how to use them, will, no doubt, be able to work 
out and remember most easily a theory which uses such methods. 
But at present a large number of earnest students of Physics are 
not so equipped, and the authors aim at giving an account of the 
subject which will be useful to students of this class. Even for 
the reader who is mathematically trained, there is some advan- 
t^e in the study of elementary methods, compensating for their 
cumbrous form. They bring before us more evidently the points 
at which various assumptions are made, and they render more 
prominent the conditions under which the theory holds good. 

J. H. P. 
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HEAT. 

/ CHAPTER I. 

TEMPERATUIIE. 

Introdactoij Remarks — Temperature — Thermal Bqnilibrinm — Oonstrnction of 
Hercury - Glass Tbermometers — Fixed Poiats ; CeDti^iade. Fahrenheit, and 
Reaumnr Scales— Marking Fixed Points — Calibration and Graduation— Pre- 
cantious in nse — Limits of accnracj — Bange — Scales of temperature given bj 
expansion arbitrary — The Work Scale^Air and Hydrogen Scales— Platinum 
Besistance ThsTmometers —Table of TemperatareB — Hudmnm and Hinimom 
Thermometer — Tbermostata. 

Introductory Remarks. — In the soience of Heat, we investigate those 
phenomena which are chiefly revealed to us by our sense of warmth or 
cold. We use the words "hot" or "cold" to describe the condition of 
ezternaJ bodies which corresponds to the sensation we receive through 
our skin on touching or approaching them, and we habitually compare 
bodies with respect to the sensations so received, describing one as 
"hotter" or "colder" than another. Given several vessels of water, 
we could with very little trouble arrange them in order of hotness, and 
we have a number of expressions in common use to describe their con- 
ditions, such as "ice-cold," "cool," "chill taken off," "tepid," "luke- 
warm," "warm," "hot," "boiling hot." Our primary sensations are, 
therefore, those of hotness or of coldness, and we are accustomed to think 
of hotness as varying in degree. If we put a hot body in contact with a 
cold one — if, for instance, we pour hot water into a cold vessel — the hot 
water is cooled while the cold vessel is heated. We regard this change 
as the passage of something which we term heat from the hottor to the 
colder body, its lose by the former being accompanied by cooling, its gain 
by the latter by heating. We do not mean to imply by " something " some 
kind of matter. We may fairly describe kinetic energy as " something," 
and say that when one body strikes another, setting it in motion, " aome- 
thintf," vis., kinetic energy, has passed from the one to the other, yet 
we do not think of energy as matter. 

So, here, we only describe the heat as " something," because w» 
believe that we can identify the heat gained by the cold vessel with that 
lost by the hot water. We also think of heat as greater or less in 
amount. If the hot water cools very considerably, we think of it a& 
giving up more heat than if it cools only slightly. Or if the quantity of 
hot water cooling is comparatively large, we Uiink of it as giving up mor& 
heat than a smaller quantity of water cooling to the same extent. 
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These, then, are our two fundamental ideas : that bodies are comparable 
as to their hotness or coldaess, and that in general, on becoming hotter 
they receive something which we call heat — the amount of heat received 
depending both on the quantity and nature of the matter and on the 
degree to which it becomes hotter. 

Our first aim must be to render our conceptions more definite, by 
obtaining Rome numerical scale to express hoa hot a body ia 

We shall be occupied, in the earlier chapters of the book, with a 
description of the mode in which such a scale is obtained, and an account 
of its use in the investigation of the change of dimensions of bodies when 
heated. Afterwards we shall show how numerical expressions may be 
obtained for quantities of heat, and how these quantities may be deter- 
mined by experiment. 

Temperatore and Thermal Eqmlibrinm.— The number which 

expresses on some definite scale how hot a body is, is termed its 
tempeiatnn. 

Any instrument, such as the ordinary mercury and glass instrument, 
used to obtain the temperature of a body is termed a th«mom«ter. 

We know from common observation that bodies in contact with each 
other, and not subjected to changes of external conditions, after a time 
get neither hotter nor colder — t.e. heat does not pass from one to another. 
They are then said to be in thennal KmiUbriimi with each other. 

For example, in a room not exposed to draughts or to sunlight, and 
containing no fire, the objects lying on a table will after a time all be in 
thermal equilibrium with the table and with each other. A glass of 
water on the table will neither be heated nor cooled by putting into it 
an iron rod which has also been lying on the table. The sensation 
. received by an observer touching the various objects may, however, be 
very different. The iron will feel colder than the table on which it has 
been placed, and the water in the glass will feel warmer than the iron 
and colder than the table. But if, instead of the finger, we use a 
thermometer, we find that it will register the same whether it is laid on 
the table, placed against the iron, or put in the water — the difference of 
sensation not being due to difference of temperature but to different 
rates of communication of heat from the band to the surfaces touched. 

The thermometer, then, shows us that bodies in thermal equilibrium 
with each other are at the same temperature, and as the thermometer is 
also one of the bodies it is also at the same temperature as the substance 
in which it is placed. 

Conversely it is true that bodies at the same temperature are in 
thermal equilibrium with each other. 

This may be proved by direct experiment ; by pouring, for instance, 
a quantity of mercury into a vessel containing water at the same 
temperature, and noting that the temperature remains constant. 

ThennOllLfitfirs.—- In order to obbiin a definite scale of temperature, 
we make use of the fact that, in general, bodies expand on being heated. 
Various simple experiments show this. For instance, if a metal rod 
(Fig. 1) be fixed at the end V in a vice and if the end A presses down 
on a small roller r on a flat plate, then a pointer F attached to the 
roller will move over, a scale S when the rod is heated, say by a gas 
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Or, if A brass rod (Fig. 2), exactly fits into a space in a brass plate 
when cool, it can no longer be inserted into the space after it is 
heated, if the plate remains cool. 

We might use the expansion of a brass rod to give us a scale 
of temperature, if we had a 
sufficiently delicate and simple 
method of measuring its length. 

We might call the tempera- 
ture of the brass when placed 
in ice^old water, 0°, and de- 
scribe its temperature as rising 
1° for every increase in length 
but the difficulty 



of measuring such a small in- Fio. 1.— EKpansiaQ of aHeatad Bod. 

crease as would occur for any 

ordinary rise of temperature would render such a scale of little practical 

value. 

We therefore make use of the facts that the expansion of liquids by 
heat is usually much greater, and that of gases enormously greater, than 
that of solids. 

If a glass flask is filled with water, and then closed by a cork with a 

tube of narrow-bore passing through the cork, the warmtii of the band 

is quite sufficient to make Vbe water rise very appreciably in the narrow 

tube. For though the glass expands, thus making the internal capacity 

greater, the water expands still more, not only filling 

> the additional volume of the flask, but also rising 

the tube. This is the principle which is used in 

the ordinary thermometer, the bulb containing either 

mercury or alcohol, and the expansion in excess of 

that required to fill the increase of volume of the 

bulb being indicated by the rise of liquid in the tube. 

Gases expand still more than liquids. If a flask 

partially filled with water be closed by a cork, 

Fio 2 — Oaiuie into *^'''"^'' which passes a narrow tub© with its lower 

whioh a Bar Sts ^^^ ^ipp>i>g under the surface of the liquid, the 

when cold but not warmth of the hand will make the air in the upper 

wbeu hot. portion of the fiask expand and drive the liquid 

rapidly up the tube. Gas thermometers on this 

principle may be made far more sensitive than the liquid thermometers, 

but there are, as we shall see, difficulties in their use, which render them 

unsuitable for ordinary purposes. 

The OonBtmction of Mercory-in-GlaBs Thermometen.— To 

construct a good thermometer for scientific purposes, a tube is selected 
with a capillary bore as nearly uniform as possible. A bulb is blown on 
the end of this, the size of the bulb being adjusted by the experience of the 
glass-blower to the sensibility required in the thermometer — the greater 
the sensibility the larger the bulb or the finer the bore. In order to fill 
the bulb with mercury, it is heated to expel some of the air, and the open 
end of the tube is inserted under mercury. On cooling, the pressure of 
the remaining air diminishes, and the external atmospheric pressure 
drives some mercury up into the bulb. The tube is then held bulb 
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downwards, and the bulb is heated till the mercurjr boila, the mercury 
vapour rising and displacing the remaining air. On again inverting the 
tube and placing the open end under mercury, as the temperature falls, 
the. whole space will, as a rule, be filled with mercury. Should the air 
not be entirely expelled, however, the operation must be repeated. The 
tube is then drawn out near the end till the bore is nearly closed, the 
bulb is again heated until the mercury flows past the narrow part, and the 
latter b rapidly sealed up by means of a blowpipe flame. It is found by 
experience that the bulb of a thermometer undergoes contraction. The 
contraction is very considerable during the first few weeks or even 
months after it has been blown, but after two or three years it takes 
place very slowly and is hardly appreciable over short intervals of time. 
It is advisable, therefore, to wait till this stage is reached before the 
graduation of the instrument is proceeded with. 

Fixed Points. — If we only had to use one thermometer, to indicate a 
rise in temperature in one particular case, it would be sufficient to mark 
on the stem divisions of some chosen length, say 1 mm. each, to number 
these from the bottom to the top of the tube, and to call each step of one 
"division" a degree. If, for example, the mercury stood 50 mm. above 
the lowest mark, we might call the temperature 50°. But we wish to 
use different instruments for different cases and to compare their 
indications. Further, we wish to compare the indications of our thermo- 
meters with those of instruments used by other experimenters on other 
occasions. We must, therefore, have a definite scale, as nearly as 
possible the same on all instruments. This is secured by the use of 
definite " fixed points," the same on all instruments, each corresponding 
to a definite fixed temperature. The two fixed points universally used 
are Ist, the temperature of ice when just melting under the atmospheric 
pressure of 760 mm.; and 2nd, the temperature of steam from water 
boiling normally under the same atmospheric pressure. The height of 
the mercury column of a thermometer placed under constant conditions 
in different vessels containing melting ice will remain invariable. Placed 
under similar conditions in the steam from water boiling normally at a 
pressure of 760 mm. in different vessels, it will again remain invamble> 
but at a' point much higher in the stem. The volume of the tube — or, 
if it is of even bore, the length ^between these two fixed points is 
divided into a number of equal parts, and each part indicates a degree. 

The Centigrade Scale.* — On the centigrade scale, now universally 
employed for scientific purposes, the temperature of melting ice is 0°, 
and that of boiling water under the stated conditions is 100°, and the 
interval is divided into 100 parts. The scale is indicated by writing C. 
after the temperature, as 0° 0. 

T?te Fahrenheii Scale. — On the Fahrenheit scale, the temperature of 
melting ice is 32°, and that of boiling water is 212°, the interval being- 
divided into 180 equal parta A Fahrenheit temperature is indicated by 
writing F. after the temperature, as 212° F. 

This scale arose from a premature attempt to obtain fixed points. 
Fahrenheit found that a mixture of ice, water, and sal-ammoniac gave a 
very low definite temperature, which he took as 0°. He found that the 
n the bistor; of tbermonietx; will be found in Bcltou'a 
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Qormftl tempemture of the human body was nearljr coniitaQt, and using 
a duodeoim&l scale he took this a.3 96°. Later, the constaacy <j 
tomperature of boiling water was found to give a better fixed point, 
and this was put at 213" on the scale. The estimate of 96° for the 
human body was then found to be more than 2° too low. 

7%e Reaumur Scale. — On this scale the fixed points are 0° for melting 
ice and 80° for boiling water. Reaumur used alcohol diluted with one- 
fifth of water as the liquid in his thermometer, and each degree marked 
an expansion of YsJa-c of the volume of the liquid at 0°. 

Conoersion of Scales. — If the same temperature ie indicated respectively 
on the three scales by G, F, and B, then evidently — 
_0^ F-32 R^ 
lOO" IBO ""so" 
< equations enable us at once to convert from one scale to 



mtry the lower fixed 



and thesi 
another. 

Harkinff the Fixed Points.— in this < 

point is marked first. For this purpose the bulb 
of the tube is immersed in a metal vessel contain- 
ing ft mixture of small pieces of melting ice and 
air-free distilled water. The vessel may also 
be surrounded by melting ice to prevent the 
temperature of the water in it rising above that 
of the ice. The thermometer is placed so that 
the mercury rises just to the top of the ice, and 
when it is steady a file mark is made to show its 
position. 

The thermometer is then placed in a metal 
vessel, the construction of which is indicated by 
Fig. 3, the bulb and the tube being entirely 
surrounded by steam. The thermometer is placed 
so that the mercury rises just into sight and its 
final level, which is only attained after some 
time, say a quarter or half-an-hour, is again 
marked by a fine file. 

It is essential to read the barometer, as the 
boiling temperature of water varies with the 
atmospheric pressure, being only 99° at 733'2 mm. 
(slightly below 29 inches). The point marked 
will only be 100° on the rare occasions when 
the barometer is at 760 mm., and, in general, 
allowance must be made for the deviation. 

Pressure also affects the melting point of ice, 
bat so slightly that the ordinary variations of fiq, 3.— Boiling- Point 
pressure produce no appreciable effect. Practi- ApparatuB. 

cally it is only important in ordinary thermo- 
meters to attend to the purity of the water, and to be sure that the ice is 
all at the melting temperature. Impurities lower the melting point, and 
large lumps of ice which have not been long melting may easily be below 
the melting point inside. 

It may be noted that 760 mm. of mercury is not an invariable 
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staodard, but v&rieB with the variation of gravity. At the equator, 
760 mm. of mercury would only imply a presaure equal to something 
leas than 768 mm. in England, and water would boil therefore at 
slightly above 99-9°. If great accuracy is required, the gtandard 
pressure is taken as 760 mm. of mercury in lat. 4S°. The same 
barometric height at Greenwich corresponds to a pressure greater by 
about 56 in 100,000, which will alter the boiling-point about -016° C. 

Oalibration. — If the thermometer is to be used as a standard, it must 
be calibrated, i.e. the variations in the capillary bore must be deter- 
mined and allowed for. There are various modes of eSedang this,* the 
simplest and quickest being as follows : — 

The mercury in the tube is detached near the neck of the bulb, 
either by wanning the tube in a very fine gas flame at the point where 
it is to be detached, or by manipulation of the trace of air still remain- 
ing, and which collects in the vacuum left in the bulb if the thermometer 
is inverted and the mercury is sent down to the end of the tube. The de- 
tached thread is then run down into an enlargement of the bore provided 
for the purpose at the end farthest from the bulb, leaving the bore clear. 

A short thread, say about 20 mm. in length, is then detached from 



A P C P ^ '^ _ -, 



-HK, = eqnal 

the mercury still remaining in the bulb and is measured at 1 
points along the tube by a travelling microscope, or by the dividing 
engine.f Let ua suppose, for example, that f^e length AK, Fig. 4, 
along the tube, represents 100°, and that we wish to know how to 
adjust the intervening divisions to allow for variations of bore. Let us 
bring one end of the thread to A, the other end being at B. Measure 
AB. Now pass the thread along by gently tapping the end farthest 
from the bulb till the thread occupies the position BC. Measure BC. 
Now bring the thread to CD. Measure CD ; and so on. Let us suppose, 
for simplicity, that the last position of the thread is HK, the end of tho 
thread exactly falling at E, and suppose that there are in all 25 lengths 
of the thread between A and K. Then the lengths AB, BC, CD^HK 
represent 25 equal volumes, and each of them must contain 4°. To 
graduate to 100°, we must divide each of the lengths AB, BC, &c., into 
four equal parts. At each of the points B, C, ifec, there is, therefore, a. 
sudden though small change in the length of the degrees. Hence the 
method is only applicable when the variation in the bore is practically 
negligible through one thi'ead -length. For still greater accuracy, the 
tube is previously graduated to equal lengths, and the correction to be 
applied at each point is determined by graphic methods. The mode of 
employing the dividing engine for graduation is described in Stewart 
and Gee's Practical Fhygicg, p. 24. 

* JUpart d/ Committee an Methodt Employed in the Calibratiort of Mtnmriol TAermo- 
meteri, British Aesociation, 16S2. 

+ See Stewart and Gee, r 
pent of simple coastxaction le 
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When the thermometer is not to serve as a standard, the labour of 
calibration may be saved bj comparing the readings with some standard 
instaniment, and observing the deviation from the true reading at 
various points along the scale. Such comparisons are undertaken by 
the Kational Physical Laboratory, and a certificate is issued with each 
thermometer compared, stating its errors. 

FrecantiOUS in USO. — In order to obtain consistent values for a given 
temperature, certain precautions must be observed in using the mercury- 
glass thermometer. If the instrument is first used for a low tempera- 
ture, then exposed to a high one, and lastly brought back to the first low 
temperature, it will give a lower indication than before. The effect is 
entirely due to the glass, which does not on cooling at once contract to 
its original volume. In the course of days or weeks, however, it does 
return to that volume. The effect may be well observed by immersing 
a thermometer in melting ice till it is at 0°, then putting it into steam 
for twenty minutes or so and then returning it to the ice. The zero 
point will be found to be depressed by an amount differing with the kind 
of glass used, ranging from about 0'1° C to perhaps 06° C. With some 
kinds of glass the depression is nearly proportional to the high tempera- 
ture reached, butwitb others therelaUon is not so simple. If time cannot 
be allowed to eliminate the effect, the thermometer, if of English make, 
should have its zero point re-determined immediately before being used for 
any temperature lower than the high one to which it has been subjected. 
Abroad it is usual to mark the fised point 100° before the 0° point in 
graduation, and with such a thermometer the zero point should be re- 
determined immediately after the reading of an intermediate temperature. - 

We have already mentioned the gradual contraction of the bulb and 
consequent rise of zero point. Though after a few years this becomes 
very small, it may still be sensible for delicate instruments, and it is 
necessary, therefore, to find the zero point at intervals and subtract the 
rise from the indication on the scale. Br. Joule observed the rise of 
zero point on two delicate thermometers at intervals during forty 
years, and the results obtained for one of them {Scientific Papert, 
vol. i p. 358) may be represented by the curve in Fig, 5. It practically 
coincides with the curve, 

y=13-94-9-51e'" 
the height y being in arbitrary divisions of the stem, 13 divisions to 
1° F., and t being the time in years from 1814. 

The total rise in thirty-eight years was 1° F., and if the curve truly 
represents the results, it appears to show that it had still, in 1882, about 
^'„th of a degree Fab. to rise, and that it will halve its distance from 
the final value about every ten years. 

In taking a temperature the whole instrument should if possible be 
at that temperature. If, for instance, the bulb alone is in a hot liquid 
while the stem emerges into the colder air, not only is the stem con- 
ducting heat from the bulb and keeping it at a lower temperature than 
the liquid, but the glass and the part of the mercury in the air have too 
small volumes, and on both accounts the temperature indicated is too low. 
There are formulffi for correcting tor the emergence of the stem, but they 
are unsatisfactory, and where possible their use should be avoided. 
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A thermometer ghotild be used when poesible in the position in which 
ite fixed points were marked. If, for instance, the; wore nuu-ked with 
the stem vertical, then in the horizontal position the internal pressure 
on the bulb due to the column of mercury in the stem is removed and 
the bulb contracts slightly, indicating too high a temperature. 

Corrections can, however, be determined by direct experiment and 
can be applied to the observed reading. With the most sensitive instru- 
ments it is also necessary to take into account the varying pressure on 
the outside of the bulb due to change of atmospheric pressure or depth 
of immersion in a liquid. 

ZJntitS of Accuracy. — With different thermometers made of the same 
kind of glass and carefully graduated, the indications of a given tempera- 
ture should agree to within about 001° C. Different kinds of glass have 
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Fig. 5. — Joule's Observations on the Alteration of the Freesing Point in Thermo- 
meters, and the Comparison with the Cnrve y= 13*1H° - 9'51°e'" 

different expansions and, though their indications at 0° and 100° will 
agree, intermediate indications may differ by, perhaps, more than 0'I° C. 
Above IOC their indications may differ much more widely than this. In 
recent years very careful attention has been paid to the qualities of 
different glasses for thermometer purposes and to the methods of 
correction to be employed to make the readings of different thermo- 
meters give the same v^ue of the same temperature.* 

It is to be hoped that, as a result of these investigations, the quality 
of glass used will be improved, and that scientific thermometer makers 
will everywhere use the same glass, the same mode of marking the fixed 
points, and the same mode of graduating, so that the indications of 
different instruments may be immediately compared. 

Kanffe of the Mercnry-Olass Thermometer.—There are limits 
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to the use of the mercury thermometer in both directions. The freezing 
point of mercury being about -39° C. it cannot be used for lower tempera- 
tures, and hence, for meteorological purposes, it is usual in cold climatea 
to replace it by alcohol, since alcohol has a much lower freezing point. 

Nor is it safe to use an ordinary mercury thermoiDeter much above 
350° C, the pressure of mercury rising from about ^ atmosphere at 
300° to 1 atmosphere at 356°, the normal boiling-point of mercury, and 
then increasing still more rapidly to 2 atmospheres at 400° and 4 
atmospheres at 450°. This great increase of internal pressure may 
very seriously alter the Capacity of the bulb. Mercury thermometers 
made of specially hard glass and containing nitrogen above the mercury 
are now, however, made with a range up to 500° C, but they are hardly 
suitable for exact work. 

Scales of Temperature given by Expansion depend on the Sab- 
stances used. — Beginners in the study oi heat sometimes suppose that 
mercury and glass are chosen in the construction of thermometers, because 
their expansion is regular and equal for each successive degree. But this 
regularity is simply due to our definition, that equal degrees shall be 
such equal expaoeions. Within the short range from 0°G. to 100° C. 
most substances which remain otherwise in the same physical condition 
between these points expand nearly regularly with rise of temperature 
as indicated by the mercury-glassi thermometer. And so most substances, 
with the same fixed points would give nearly the same scale. Thus, if the 
expansion of a brass rod between 0° and 100° were used and divided into 
100 equal steps, each step would have very nearly the same value as the 
corresponding steps on the mercury-glass scale. But not exactly, for even 
between 0° and 100° there are measurable deviations from expansion in 
the same rates, and outside that range the deviations become more con- 
siderable. As we have seen, even different kinds of glass expand 
diSerently, so that two thermometers of different glasses agreeing at 
0° and 100° will not agree exactly at all intermediate points. The 
disagreement fortunately is very small within that range. 

The Work Scale of Temperature.— There is one scale of tem- 
perature, due to Iiord Kelvin, which is quite independent of the particular 
substance used to indicate it. We shall give a full account of this scale 
in chapter xvii. Here we can only attempt a brief sketch of its nature 
in order that the reader may know that such a scale exists. 

The work scale depends on the amount of work obtained from a given 
supply of heat to a heat engine. 

We may roughly describe an ordinary steam engine as a heat engine 
which takes in heat at the temperature of the boiler, and turns some of 
this heat into work by the expansion of the steam in the cylinder. 
Though the steam cools as it expands it does not turn all the heat 
received into work but retains some of it till it passes into the cooler 
or condenser where it returns to the liquid form. It can therefore at 
tiie very most only convert into work the difference between the heat 
taken into the boiler and the heat put out in the condenser. 

We can imagine an ideal engine, in which any substance is used, like 
steam in the ordinary engine, to do work by expansion. The substance 
works between a source of heat, hka the boiler in an ordinary engine, 
and a cooler receiver like the condenser. The working substance ^es 
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in heat from the source, converts some of it to work, and gives out the 
balance to the receiver. When the engine is imagined to work under 
certain ideal conditions first prescribed by Caroot (whence it is known 
as a Carnot engine), the fraction of the heat received which is converted 
into work depends solely on the temperatures of the source and receiver, 
and for two given temperatures is the same whatever working subatance 
is used. Or, putting the statement in another way, the ratio of the heat 
put in at the higher temperature to the heat put out at the lower 
temperature depends eolely on these temperatures. We may therefore 
use the Gamot engine to give us a scale of temperature in the following 
way. Let a quantity of heat Q, be put in at the higher temperature which 
we will denote by 0, and let a quantity Q^ be put out at the lower 
temperature B^- Then wa fix the ratio of these temperatures by 
putting 

If we keep 0, and Q, constant, Q, is less the lower 0^. If all the 
heat Q, is turned into work, none remains to be put out at 0^. In this 
case Q, is zero and therefore 0^ is zero. This implies that the new scats 
dates from a point such that a Carnot engine working down to that 
point will turn all the heat which it receives from the source into work. 
We can imagine no greater degree of cold than that of such a receiver, 
and its temperature is therefore termed the absolute zero. 

It can be shown that if a Carnot engine works between the tempera- 
tures of boiling water as source, and melting ice as receiver, then for 
every 373 parts of heat put in at 100° C. it will turn out about 273 parts 
at 0° C, and convert 100 parts into work. The ratio of these tempera- 
tures on the work scale is therefore 373 i 273 very nearly. If we decide 
to make the length of degree on the scale such that there are 100 of then 



between melting 
(where A denotes 
and boiling water 



and boiling water, then melting ice is at 273' A. 
the work, or, as it is often termed, the absolute scale), 
' at 373° A. The absolute zero then is at - 273° C. or 



273 absolute degrees below the temperature of melting ice. Though the 
Carnot engine is ideal merely, and though we can only approximate to 
it in practice, we shall see in chapter zvii. that we can tell how it would 
work if realisable. The new scale is, therefore, a perfectly definite one, 
and it is possible to determine the relation between the work expression 
of a temperature and its expression on other scales. 

Air and HydrogeD Scales. — By the experiments which we shall 
describe in chapter iv. it has been found that different gases of sufficient 
tenuity, and sufficiently above their condensing points, expand nearly 
equally for equal rises of temperature when kept at the same pressure, 
and that if their density is kept constant their pressure increases nearly 
equally. Two gases have been chiefly used for thermometric purposes, 
dry air, and hydrogen, and it is usual to employ the increase of pressure 
at constant density to give a scale of temperature. Taking y^th of the 
increase between 0° C. and 100° C. to indicate a degree the scale agrees 
very nearly with the mercury glass scale within that range. A gas 
thermometer is applicable through a far wider range than the mercury- 
glass thermometer. Its scale has the further advantage of being nearly 
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coincident with the wtvk scale. Formerly the air scale was the standard, 
bat now the hydrogen scale, as used at the Bureau International des 
Poidg et Hesores has taken its place. At the Bureau there is a hydrogen 
thermometer in which the pressure at 0° G. is 1 metre of mercury, and in 
which the density is kept constant. The d^rees of the scale of this 
instrument are increments of pressure, each yjifth of the increase of 
pressure between 0° G. and 100° C. We shall return to the subject of 
gas thermometry in chapter ir. 

FlatinQm Besistance Thermomiiter, — The electrical resistance of 
pure metals increases almost in direct proportion to the rise of tempera- 
ture as indicated by the mercury-glass and gas scales. Siemens wa« the 
first to employ the resistance of a platinum wire to iadicate temperature, 
and the metlkod has been thoroughly investigated by Galleadar ("On 
the Practical Measurement of Temperature," Phil. Tratu., 1887, A., 
p. 161 ; Phil. Mag., 1899, xlviii, p. 519). He has shown that it gives 
an instrument convenient in form, easy to use, and applicable through a 
far wider range than any other. The platinum wire be used in his 
original experiments was '017 cm. diameter, about a metre long, and 
about S ohms resistance. This was wrapped as a spiral on a glass 
tube, and the ends soldered into thicker platinum leads -073 cm. diameter, 
the tube being inserted in the enclosure of which the temperature was to 
be measured. The resistance of the leads could easily be allowed for, 
and the resistance of the platinum spiral itself at any temperature could 
be found. The platinum scale is defined as giving equal degrees by 
equal increments of resistance, 100 of such degrees makmg the interval 
from 0° to 100° G. Let R be the resistance at any temperature, Rg 
and Rj^ the resistances at 0° G. and 100° G. If we denote a tempera- 
tare on the platinum scale by pt, then 

Caltendar compared this scale with the air scale, and found that if t is 
the temperature on the latter, then to a close approximation 

'-""-KlMoo'lSo) 

where & ia constant for a given wire and has nearly the same value, 157 
for all specimens of pure platinum. 

It will be seen that the difference between the two scales must by 
definition vanish at 0° G. and 100° G. At 50° C. it is a maximum — t 
being less than pt by about 0-i°. Above 100° ( is the greater, at 200* 
by about 3°, at 300° by about 9°, at 500° by about 31°. 

One great advantage of the platinum thermometer lies in its easy 
use for the determination of low temperatures. 

Thermo-Electric Thenoometer. — This thermometer makes use of 
the fact that when a circuit consists of two different metals, A and B, 
an electric current in general flows round the circuit when the two 
junctions are at different temperatures. The driving E.M.F. depends 
solely on the nature of the metals A and B and on the temperatures of 
the two junctions. Further, if a galvanometer be included in the 
circuit, with wire of another metal G, inserted, say, in the course of the 
wire B, then so long as the temperatures of the junctions of G with B 
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are the same as that of one junction of A and B, the E M.F. is the game 
as if the circuit consisted of A and B only. The thermo-electric ther- 
mometer is made in many forma, and with many pairs of metala, according 
to the purpose for which it ia used. It will be sufficient here to describe 
one form, devised by Le Chatelier, and used by Roberta-Austen for the 
determination of certain high temperatures {Nature, xlv., 1891-2, p. 634). 
The active metals in this form are platinum, and an alloy of platinum 
with 10 per cent, of rhodiuni. The junction to be inserted in the vessel 
of which the high temperature is to be measured, conaiate of a platinum 
wire round which the platinum-rh odium wire is twisted. The two wires 
are brought out of the vessel and connected up to a D'Araonval galvano- 
meter, the junctions with the galvanometer being kept at the same lower 
temperature, that of the,room. The E.M.F. drives a current deflecting 
the galvanometer, by an amount depending on the difference of tempera- 
tures. The instrument is calibrated by inserting the testing junction 
into vessels of known temperatures, containing in Buccession, say, boiling 
water 100° 0., melting lesid 326° C, and boiling zinc 940°, the deflection 
of the galvanometer being obBerved for each of these, and other tempera- 
tures being determined by interpolation. 

Some Important Temperatures.— The following table gives a few 

important temperatures determined in various ways. They are put here 
merely to enable the student to realise the range of measurement posdble 
with ^e instruments and methods now available : — 



Table or Temper atubes. 

(Ohiefly from " Travera' Study of Gases," and from Callendar, 
Phil. Mag., ilviii., 1899, p. 519.) 

t Temperature on 

Centigrade Scale. 
Absolute zero, work scale . . - 273 

Melting point of hydrogen - 266 to - 257 

Boiling „ „ . . - 252 to - 263 

Boiling „ oxygen .... -183 
Uelting „ mercury 



anUine 



Melting 



Boiling 
Melting 



zinc 

gold 
„ ,, platinum 

Crater of electric arc, of the order 
Sun's radiating sui'face, of the order 
Bodies begin to emit visible rays, about 
Red beat, about .... 
White heat above .... 



337-7 
419-0 
444-5 
961 
1061 
1820 
3500 
6000 
380 
500 to 1000 
. 1000 
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Maximtun and Mmimiim Thermometers. — It is often important 

for meteorological purposes to register tlie highest and lowest tempera- 
tures which have been attained in any 
period during the absence of the observer. 
For maximum thermometers, a common 
device is to have a short rod of iron in the 
tube above the mercury ; the thermometer 
is then placed with its stem horizontal. As 
. the mercury moves outwards along the 
stem, the rod is pushed in front of it ; but 
when the mercury recedes, it leaves the rod 
behind, thus indicating the farthest point 
reached. The iron index may be brought 
back into contact with the mercury by means 
of a magnet. 

For mimmum thermometers, a small glass 
rod is put in the tube, which is horizontal. 
The liquid (in this case usually alcohol) flows 
past the glass rod in rising, but in falling it 
pulls the rod back with it owing to capillary 
adhesion. The glass index may be brought 
again to the end of the liquid column by 
inverting the thermometer. 

Six's Thermometer. — This instrument, 
which is a maximum and minimum thermo- 
meter in one, is now very commonly used. 
The construction is shown in Fig. 6. It 
consists essentially of a TJ tube with a bulb 
at each extremity of the XJ. The bulb G 
contains alcohol or other suitable liquid, 
extending along the tube to a; ah is a 
thread of mercury extending round the bend 
to & / above 6 the tube and part of the bulb 
H to which it leads are filled with the same 
liquid as that in G, and above the liquid is 
a space V containing the vapour of the liquid, 
which can be compressed or extended, and 
serves as a sort of spring. 

In the tubes above a and b are two 
small iron rods or indices with hairs 
attached to them, the hair giving just 
enough friction to keep the index in posi- 
tion when the mercury column retreats and 
leaves it. The indices may be brought into 
contact with the mercury at a and b by means 
of a small magnet applied outside the tubes. 

Suppose Uiat at a given temperature pjQ, g, 

the indices ii are in contact with the 

merciuy on each side. If now the temperature rises, the liquid in 
" ' ' i down the mercury from a, and the mercury thread 



ab I 



9 round, b rises and the vapour space in the bulb above it is 
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decreased. The index ftbove a is left in its initial positioa, while the 
index above h is pushed to the farthest position reached by tlie mercury. 
If, on the other hand, the temperature falls, the liquid in G contracts, the 
point a rises and pushes ite index in front of it, while the index above h 
is left in its initial position. Two graduated scales are fixed behind the 
two limbs of the T7, that on the left running from above downwards, 
that on the right from below upwards. Evidently the former gives 
L and the latter maximum temperatures. The instrument is 




Fio. 7. — Constant-Temperature Apparatna, nsing tie BoiUng-Point Uetbod. 

reset after an observation by moving the indices back to the ends of the 
mercury thread by the magnet. 

The liquid in G is here the chief expanding liquid. The mercury is 
little more than a device for moving the indices. 

ThflrmoBtatB, or Constant-Temperatore Instnuaents.— In a 
great number of physical experiments, it is desirable to keep a body at a 
known fixed temperature for a considerable time. There are certain 
temperatures which are easOy maintained, as, for instance, that of melt- 
ing ice. A body placed in melting ice, or in a chamber surrounded by 
melting ice, will remain indefinitely at 0° G, if proper precautions are 
taken to keep the temperature of tJie ice and water uniform either by 
Rtirring or by surrounding the vessel with a second vessel containing a 
similar mixture. There are also definite " freezing mixtures " which 
give fairly constant temperatures below 0°. Or, again, the steam from 
water boiling in a metal vessel is very nearly 100° at ordinary altitudes. 
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and by observation of the barometer any deviation from 100° can be 
accurately determined. But, as we know, the boiling-point varies in a 
definite manner with the variation of pressure, 
so that it is possible, by regulating the pressure, 
to keep the steam at temperatures other than 
100*. This method is made use of in one class 
of constant-temperature apparatus. Water, or 
some other liquid suitably chosen, and contained 

in a closed vessel, is supplied with so much heat * Ij 

that it boils. The vapour passes into a cooling — i 
arrangement, so that it is condensed back into I 

liquid as fast as it is formed. The pressure is ^ 

so regulated by varying the amount of air in 
the vessel, that the boiling-point is the desired 
fixed temperature. To adapt this apparatus to 
secure a constant temperature, the vapour is made 
to surround the chamber in which the constant- 
temperature operations are being carried on. 

The sketch in Fig. 7 will illustrate an applica- 
tion of the method. 

This will be seen to be merely an adaptation 
of Begnault's apparatus for determining the 
pressure of water vapour at high temperatures, 
described in chapter z. 

Eamsay and Young have investigated the 
change in vapour pressure of a number of liquids 
in the neighbourhood of their boiling points, choos- 
ing liquids which are suitable for use in such an 
apparatus as this, and tables embodying their results will be found 
the Journal of the Chemical Society, Sept. 1885, vol. xlvii. p. 640. The 
liquidE 



r^ 






ur 



FiH. 8.— Thermostat. 



Liquid. 






BoUiug-Fomt. 


Carbon bisulphide ... 46° 


Ethyl alcohol 






78° 


Chlorobenzene 






132° 


Bromobenzene 






155° 


Aniline . 






184° 


Methyl saHcylate . 






222° 


Bromonaphthalen e 






280° 


Mercury . . 






358° 



In another class of constant-temperature apparatus, the constant- 
temperature enclosure is heated by gas, and the supply of gas to the 
burner or burners is regulated by means of a " thermostat," so that if 
the temperature tends to rise above that required, the gas supply is 
checked, while if it tends to fall below it, the gas supply is increased. 
There are many devices for effecting this. The following (Nicol, Phil. 
Mag., 1883, xv. p. 340) will serve as an example. The thermostat 
(Fig. 8) is placed with its bulb in the constant-temperature chamber. 
The gas passes from A to B and thence to the burner, partly through 
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& small hole at a and partly up from the end C of the smaller tube. The 
larger tube D is filled with mercury, which extends round to the lower 
part of the bulb E, the upper part of which is filled with benioliue or 
paraffin, or some more expansible, and, therefore, more sensitive liquid 
than mercury. The tube A can be raised or lowered, and is so adjusted 
that when the thermostat is at the desired temperature, the mercury 
just reaches to the end C of the tube. If the temperature now rises, the 
mercury seals up the end C, and the gas only passes through the small 
sidehole a, and is just enough to keep the burner lighted. If the 
temperature falls, the mercury allows a free passage to the gas through 
the end C, and the supply of heat ini 
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EXPANSION OF SOLIDS WITH RISE OF TEMPERATURE. 

Linear Espansion of Solids — Kamsden's Method— Modern Use ot the Method- 
Method of Lavoisier and Laplace— Keaulta—Fizean's Optical Method^ Applica- 
tioDE of Linear Eipansioo— Volume Eipaasion ot Solids. 

As a general rule bodies expand with rise of temperature. Aa a general 
rule, also, gases expand more than liquids, and liquids more than solids. 
As regards both liquids and gases, we have onl^ to consider change of 
volume, for fluid substances have no shape of their own ; but with solids 
we have also to consider change of length as well as change of volume. 
We shall first deal with the change of length of solids. 

Linear Expansion of Solids. — Though the increase of length of 
solids with an ordinary rise of temperature is small, it is still sufficiently 
considerable in many cases to be of great practical importance. For 
instance, in the construction of 
railways it is necessary to leave 
a small interval between the 
rails to allow free play for 
espansion of the iron. Iron 
tubular biadges, again, have to 
be fitted on rollers, so that on 
espansion they may lengthen 
freely. Iron water-pipes have 
sometimes to be provided with 
telescopic joints. In tubular 
boilers, the fact that copper 
expands more than iron is made use of to securo water-tight joints. 
The copper tubes are fitted into the iron end-plates when cold, and on 
expansion they fit still more tightly, and so prevent leakage. Pendulum 
«locks, especially with metal pendulum-rods, go appreciably slower in 
summer than in winter, owing to the lengthening of the pendulum, 
and the rate may easily change to the extent of one minute per 
week. These examples all show the importance of an exact know- 
ledge of expansion, while the last prepares us for the difficulty of the 
investigation by showing us how small is the quantity to be measured. 
A change of rate of one minute in a week is a change of 1 in 10,080, 
which may be shown to correspond to a change in length of the pendulum 
of I in 5000. 

The earliest attempt to measure lineai* expansions appears to have 
been made by apparatus resembling in principle the well-known instru- 
ment given in Fig. 9, the bar being placed against the short arm of the 
lever L when cold, and again when hot, and the movement of the long 




Expanding Rod 



FlQ. 9.— ExpaitEioa Apparatus 
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arm oa the scale being noted. But there are two serious objections to 
this appanitufl. Firstly, it is difficult to maintain the bar at any desired 
temperature ; and secondly, during the esperiment the measnring part 
of the apparatus may change in dimensions, as well as the body to be 
measured. For accuracy it is necessary that the measuring apparatus 
shall remain absolutely at a constant temperature, while Sie body to 
be measured shall be varied in temperature in a known manner. The 
latter condition may he fulfilled by taking the length of the body first 
in melting ice, then in boiling water. To fulfil ^e former condition 
several methods have been adopted. 

Ranisdeil'S Method. — One d the best is that of Bamsden, devised 
in 1785 to determine the expansion of the rods used by General Roy to 
measure the base line on Hounslow Heath, on which was founded the 

original Ordnance 
^ =B Survey of the 

0\—t United Kingdom. 
The apparatus, 
"j L g^^^^^^^„,„^^^^^^^^^^^_,_,^_^_fl^ ^|^£^-^ of which the gene- 
ral arrangement 
may be gathered 
from Fig. 10 and 
the accompanying 
description, con- 
sisted of three 
troughs, each over 
" ¥-5 feet long, placed 

Flo. 10.— Plan of Ramsden's Eipansion Apparatus.— (1) Wood parallel on a table. 
trough at 0° contaiaing cast-iron bar 66, with cross wires Cast-iron bars were 
in uprights «u' filed near ends ; i.u' shown also in eleva- gj-g^ in the two 
tion; (2) copper trough with lamps ondemeatn to raise ,, , v- i, 

temperature, and containing bar BB to be tested, upright ^"'^ lrougns,wnicn 
Upressedagainstleft end by adjusting screws SS, upright were always filled 
U' pressed against right end by spring ip. VU' carry with melting ice, 
microscope object-glasses; (3) wood trough at 0° contain- g^ that the bars 
ing cast-iron bar 5-i' with uprights W fized near ends , j-^a-iaV]- 

carrjing microscope eyepieces, that on i/ being provided ""'" "■ .^.o.i»i.uic 
with a micrometer m. length. Near the 

ends of the bar, bb, 
were fixed uprights carrying cross wires. In the middle trough were 
two sliders, moving only horizontally along the trough with uprights 
UU' at their more distant ends, carrying the ohject^lasses of two 
microscopes. The bar to be tested was placed on rollers in this trough, 
and its ends were made to bear always against the uprights TJTJ'. 
The upright U was kept fixed so that any expansion pushed out the 
upright U'. Near the ends of the bar b'b' were fixed uprights, carrying 
the eyepieces of the microscopes, each with a vertical cross wire, the wire 
at V being fixed, that at v being movable by a micrometer screw m. The 
middle trough could he heated by means of lamps. 

The general nature of an experiment was as follows : All three 
troughs being filled with melting ice, the uprights were so adjusted that 
the cross wires on ■mt, seen in the microscopes, were in the centre of the 
field, and coincided with the eyepiece wires. The middle trough was 
then filled with hot water, which was further heated by the lamps to- 
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boiliug. One observer at the left-hand micrcocope took care to keep the 
upright T7 (and therefore the left end of the bar) in its original poeitioD, 
by means of the adjusting screws SS ; while another observer, at the 
right-hand microscope, measured the displacement of the image of the 
right hand across his field of view, by means of the micrometer m and 
hence the displacement of 0' could be found. The displacement of the 
object-glass 0' in terms of the micrometer diviaions waa determined thus. 
In a preliminary experiment, two vertical fibres fixed at «', one on each 
side of the diagonal fibres and exactly yV ^^'^^ apart, were viewed by the 
microscope, and the distance of their images apart measured by the 
micrometer. To this was added the value in micrometer divisions of 
yVi^ch motion of the micrometer thread, and the total gave the 
value of ^pinch motion of the ^ 

object-glass. For, if LM, Fig. 
11, be the two wires at m', 
Im their images, when o is 
moved to o', a distance equal to 
ML, the image of L moves to 
I', where LZ' is parallel to Mm, 
and therefore ml' = 00' = LM. 

Hence, W = lm + ml' = lm + LM ; C jg^ j 

or, the distance apart of the 
images of LM-)-the distance apart of the objects, is the displacement 
of the image of them by a motion of o through a distance LM. 

Bamsden's results may be put thus : — 
Standard brass scale, 1,000,000 parts at 0° expanded to 1,001,858 at 100°. 

Brass rod 1,001,893 

Brass trough 1,001,895 

Steel rod 1,001,145 

Iron rod 1,001,109 

Glass rod 1,000,808 

Ramsdeu also found that on dividing the interval from 0° to 100° 
into three equal steps, the expansion for each step upwards in tempeiu- 
ture was the same, within the limits of errors of observation. This 
result has been shown to be not quite true when the measurements are 
made with extreme accuracy \ but assuming it as sufficiently exact for 
ordinary purposes, it follows that a rod expands by the same fraction of 
its length at 0° for each rise of 1°. This fraction is termed the co- 
efficient of expansion, and is usually denoted by h. Hence, if („ I, are 
the lengths of a bar at 0° and f, 

/, = l,{l+ki). 
The method of Ramsden has been since modified by attaching a 
micrometer to the object-glass o', instead of to the eyepiece. The 
expansion is then measured directly by the distance through which the 
object-glass must be moved back after expansion to give coincidence 
again. 

Hodem Form of th6 Method. — A very similar arrangement to 
that of Bamsden is adopted at the Bureau International des Foids et 
Mesures at Paris, for the determination of the expansion of metre scales. 
The general plan consists in keeping one scale at a constant temperature. 
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and therefore of iovariable length, aad in measuring the difference 

between this length and the length of the acale whose expauition is 
sought, the temperature of the second scale being varied. For the 
coiapariaon, two microscopes are placed vertically, as nearly as possible 
one metre apart, passing through projections overhanging from the tops 
of two massive pillars (Fig. 12), the bodies of the microscopes 'being very 
firmly attached to the projections. Two parallel troughs, somewhat more 
than a metre in length, are fixed to a table running to and fro on rails, 
one of the scales being plaoed in each, ao that either scale may be^rought 
with its end-marks under the microscopes. The troughs are double- 
walled, and a stream of water, kept at a constant temperature by a 
thermostat, circulates in the apace between the walls in each. The inner 
troughs are also filled with water, one being kept at a constant tempera- 
ture, while the other is heated to successive higher temperatures. The 
difference in the lengths of the two scales is m.easured at each tempera- 
ture by the microscopes, which are provided with micrometer eyepieces 
for the purpose. Special arrangements are adopted for the adjustment 
of the scales in position, and stirrers in the form of turbines are used to 



JL 
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FtQ. 12. — Diagram of ExpEuiBion Apparatus at the Bureau IntemaCioDal. 

mix up the water thoroughly before each reading is taken, so that the 
temperature throughout the trough is uniform. The thermometers used 
are all studied carefully, so that the temperature is ascertained with 
great accuracy. Full detaUs of the method are given in Tratmux et 
Mejnmrea du Bureau IntentaHomd des Poids et Memres, vol. ii. 

Another method of the same class was devised by Fouillet, to 
measure expansions of bars at very high temperatures, as in a furnace. 
The bar to be tested was placed horizontally in a chamber, the tempera- 
ture of which could be regulated, and its two ends were viewed through 
windows in the chamber by two horizontal telescopes of short focal 
length. Arrangements were adopted so that all expansion took place at 
one end and the rotation of the telescope to keep the end in the centre 
of the field at the high temperature was observed. 

Method of Lavoisier and Laplace.— Shortly before Ramsden 
made his experiments, an apparatus was devised and used by Lavoisier 
and Laplace, though their results were not published till many years 
later. The arrangement will be understood by the aid of Fig. 13. 

The bar BB, of which the expansion was sought, was supported 
horizontally on glass rollers rr in a trough filled with liquid. One end 
abutted against a vertical, fixed, glass rod FF, suspended from a cross- 
piece T supported by two firm pillars, of which only the back one is 
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'shown ; the other end pressed agaiuat a lever CL, which could rotate 
round the axis G, supported in bearings on two other pillars, of which 
again only the back one is shown. To the axis of the lever CL was 
attached a telescope about 6 feet long, directed to a vertical staff 
divided to twelfths of a French inch, and distant 600 feet from the 
telescope. The temperature of the trough was raised by a furnace 
underneath it, but from their size and distance from the furnace the 
pillars were unaffected. The axis CC, therefore, remained a constant 
distance from the fixed piece TFF. Hence, an expansion of the bar 
moved the end L of the lever and rotated the telescope, the length CL 
being such that an expansion of the bar through one line moved the 
cross-wire in the eyepiece over 744 divisions of the image of the staff. 
This must not be taken to imply that the accuracy was increased 744 
times, for the passage of the crosa-wire over one division of the scale 




TlQ. 13. — Dia^ara of Expansion Apparatus of Lavoisier and Laplace. 
Front pillars not shown. To a crosspiece T, supported horizontally 
acrosa the two left-hand pillars, was att&ched the fixed vertical rod 
FF ; U were two other oroeapiecea to wbioh were attached vertical 
rods oarcying rollers rr. Another crosapiece served as the aiis of the 
lever CL and the tf' 



probably could not be estimated nearly so accurately as an increase in 
length of one line in the bar when directly observed.' 

Modifications of the method have since been made by Miiller and 
others, in which the telescope is replaced by a mirror on the axis C. The 
reflection of a fixed scale is viewed in the mirror by a fixed telescope, 
and the motion of the image of the scale across the field of view through 
the rotation of the mirror gives the expansion of the bar. The bar 
abuts against small rounded projections attached to the vertical pieces 
at each end, so that it touches the lever CL at a fixed point. The adop- 
tion of the mirror method has two great advantages :— (1) It reduces the 
weight of the moving parts by the substitution of a light mirror for a 
heavy telescope ; (2) it economises space, for the telescope and scale may 
be placed at half the distance of the scale in the original experiment, 

" The details of Lavoisier and Laplace's work were not very fully pnUished, and 
it is not known whether they took sufficient preoaation to maintain the length CL 
of the lever invariable or not. 
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e accuracy will be obtained. This may be seen at o 



e from 



and the si 
Fig. 14. 

If mm, be the poaition of the mirror which reflects the central division 
c of the scale 8 into the telescope, when the mirror turns to m'm' 
through an angle mOm' the division reflected into the telescope will be a 
where aOc = SmOni'. Hence, what we may call the reflected line of eight, 
Oo, passes over twice as many divisions of the scale as the normal to the 
mirror On, and therefore over as many divisions as the line of sight of a 
telescope at 0, directed along On to a', on a similar scale B' at the full 
distance. It may be worth noting that on contrasting Lavoisier and 
Laplace's telescope method with the mirror-telescope method with scale 
and telescope close together, and using the same telescope and scale in 
each case, there is no gain in 
sensitiveneas by the use of the 
mirror. For though the scale is 
half the distance from the mirror 
in the second method, it is still 
the original distance from the 
telescope, and the size of the 
image is the same in both 
methods, and, as we have seen, 
the same number of divisions 
correspond to the same rotation. 
If, however, the telescope can be 
brought quite close to the mirror, 
the scale being left at the half 
distance, then the number of 
divisions passed over is the same, 
but the size of the image is 
doubled, and the accuracy of 
estimation is increased. We 
should, therefore, by this last arrangement, both economise space and 
increase the sensitiveness. 

The following are a few of Lavoisier and Laplace's results : — 




The length at 0° is in each ease 1. 



TJntempered steel 
Tempered steel 

Copper 

Iron (soft) . 
Iron wire drawn . 
Glass with lead 
Glass without lead 



1-00107912 ' 
100123956 

1 -00190974: 
100171733 

1-00187821 
1-00122045 
1-00123504 
1 -00087199 
1-00087572 



Coefficient of expansion between 
0° and 100° obtained by divid- 
ing in each case the total in- 
crease in length by 100. 



The increments in length here given contain five or six significant 
figures, but the accuracy of the me^ods does not justify us in placing 
confidence in more than the first two or three figures. The determination 
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of the temperature by the older observers hardly wuraute us la going 
further. But even with accurately observed temperatures the numbers 
obtained to four places would not be the same for different specimens of 
a substance, so much does the expansion depend on physic^ condition. 
This is well illustrated by the difference between tempered aad un- 
tempered steel in this table, and is also shown by the difference 
between soft iron and iron passed through a draw-plate. Comparing 
the results of Lavoisier and Laplace with those of Kamsden, previously 
given, for substances with the same name, the difference is still more 
striking. In fact, we can hardly trust the generality of the results in 
the tables beyond two figures ; and if greater accuracy is required, the 
expansion must be determined for the particular apeciraen concerned. 

Flzeaa'B Method. — A very remarkable and accurate method has 
been devised by Fizeau, in which use is made of Kewton's rings. It is 
well known that, if a slightly convex lens is placed on a fiat glass plate, 
several bright rings are seen round the point of contact, these being due 
to the interference of the light reflected upwards at the curved glass 
surface with that which, passing down through the film of air, is 
reflected back at the lower plane glass surface. If, instead of white 
light, we use the nearly homogeneous light from a sodium flame, the 
number of rings is very greatly increased, and they extend, in general, 
to the edge of the lens. 

Now if the path of the rays of light is normal to the lower glass 
plate, each concentric bright ring from the centre outwards cor- 
responds to a thickness of the film of air ^ greater than the preced- 
ing one, where A is the wave-length c^ the light employed ; so that even 
if we do not know the absolute thickness at any point, we know the 
difference in thickness of the film of air at any two points by counting 
the number of rings between them. Further, it is not necessary to have 
contact between the curved and plane surfaces. If the lens is gradually 
raised upwards, the rings contract, disappearing as they reach the centre ; 
" but the distances apart of the successive rings remain the same at the 
same points, corresponding to the same differences in the thickness of 
the film of air. In Fizeau's experiment the rings were still visible when 
the air-film was over a centimetre thick. His method, as used at the 
Bureau International des Poids et Mesures, is as follows * r — A flat 
metal plate T (Fig. 15) is supported horizontally by three screws passing 
upwards through three holes near its edge. On the three screws is 
supported a plano-convex lens LL with the plane surface downwards. 
The so-called plane surface is in reality slightly convex, as is the case 
with most plano-convex lenses, and if allowed to touch another truly plane 
surface, Newton's rings are seen round the point of contact, A plate B 
of the substance of which the expansion is required is prepared with 
parallel polished faces, and about I'S cm. thick, and this is laid on the 
centre of the metal plate T. The lens is then adjusted, at some small 
distance above it, so that when sodium light is thrown on it normally, 
Newton's rings are seen through interference between the rays reflected, 
at the lower surface of the lens and those passing through and reflected 
at the upper surface of the plate of the substance. The light of a sodium 
* Vol. i. c, Travavx <t Mtmoiret. 
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flame is thrown in and reflected out again by a right-angled prism, and 
then received by a telescope. The metal plate with the substance and 
lens is enclosed in a chamber maintained at a uniform temperature by a 
thermostat. When the temperature is raised, the thickness of air is 
altered by the diflierence between the expansion of the supporting screws 
and that of the substance, and the rings are shifted. By counting the 
number of rings passing a given point in the field of view of the tele^ 
scope, this difference is measured in terms of the wave-length of the 
light used. Preliminary experiments are made to determine the expan- 
sion of the screws, and so the expansion of the substance is known. 
Since the wave-length of sodium light is about 000589 mm., the 
method, as might be anticipated, is susceptible of very great accuracy, 



.^-- 



■11-. 




Jig. 15. — Diagram of Fizeau's Espaneion Apparatns, — B, block of which eipansion 
is to be measured placed on table T ; is. ieveUing screws, also anpporting lens. 
L JQst above B ; /, am of air-forming interference bands ; P, right-angled 
prism throwing light down and reflecting it oat again ; Nu, sodium flame behiud 
the plane of theSgure; m. mirror in the plane of the figure reflecting the sodium 
light towards P ; td, telescope directed towards P and viewing the interference 
bands ; F represents the appearance of the bands in the teJescope, which is 
provided with cross-wires. The eipansion table is protected by a case which 
can be heated. This case is not represented. 

and by it Fizeau was able to determine the difference of expansion of 
crystals along their different axes with great exactness. He also 
succeeded in showing the variation of the co-efficient of expansion with 
the temperature, taking as the coefficient the increase per 1° rise in 
temperature of a length which is equal to 1 at 0° C. 

Applications of Linear EzpansionB. — ^In many cases in which 
metals are used in construction, account must be taken of variation in 
their length with variation of temperature. Eailway lines must be laid 
with a small interval between the successive rails, otherwise in hot 
weather the rails would tend to force each other out of the straight so 
as to allow the necessary expansion. This is perhaps most easily 
realised by calculating the total increase on some long line. For 
instance, the distance frgm London to Edinburgh is about 400 miles. If 
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the raits are laid in cold weather, we ma}' easily conceive tbe possibility 
of a rise of temperature of 25° C. Now Ramsden's value of tlie co- 
efficient of expansion of steel is '00001 145. Then 400 miles will increase 
with a rise of 25° by 

400 X -00001145 X 25 milea = -lH5 mile, 
or over 200 yards. 
Then this distance, at least, must be left in intervals between London 
and Edinburgh. 

In iron bridges some arrangement must be adopted to allow for 
expansion without serious change of shape in the structure. The Menai 
tubular bridge, of which the total length is over 1500 feet, is mounted 
on rollers, and the joints between the successive tubes are telescopic, 
and have a play of several inches. 

In the long lengths of iron rod used to work railway points at 
a distance from the signal box, expansion or contraction through 
change of temperature might seriously interfere with the working. The 
rod is therefore divided into successive lengths connected by short 
cross-pieces. Thus in the simplest case, represented in Fig. 16, it may 
be divided into two halves AB, CD, with a connecting piece BOC turning 



ff? 



Fio. 16. — Provision for Expansion in Rods Working Railway Paints. 

about 0, which is fixed. If A and D are fixed, expansion is provided for 
by BC turning round as indicated by the dotted lines. But if A be 
moved back by the pointsman, D will evidently move the same distance 
forward. 

An interesting application of the expansion of iron was first made 
many years ago in order to draw together the two side-walls of a 
gallery at the Conservatoire des Arts et Metiers at Paris, which were 
bulging outwards through the weight of the roof. Long iron bars were 
passed through the two walls, and circular plates were screwed outside 
on to the two ends of each, till they came against the walls. The bars 
were heated inside and expanded. The plates, having been thus pushed 
out, were screwed farther on till they again touched the walls, and, on 
cooling, the bars contracted and drew the walls together. By several 
repetitions of the process, the walls were brought to their proper position. 

It is well known that a thick glass vessel is very liable to crack, if 
hot water is poured into it. This is due to the sudden expansion of the 
inner layers, the outer layers not at once receiving heat, since glass is a 
poor conductor. The glass is put in a state of strain, which is relieved 
by the rupture. 

The contraction of iron on cooling is made use of in putting hoops 
on casks and tires on wheels; the iron being heated is immediately 
put in position, and then cooled, when tbe contraction keeps it 
firmly in its place. 
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The contractioa of iron in cooling must be allowed for in iron casdugs, 
the patters always having to be made slightly larger than the casting 
required. 

In measuring base lines for trigonometritail surveys " compensatioD 
_ _ bars," first designed by 

Qeneral Colby for the 
Indian Survey, are now 
used. To understand 
their construction, sup- 
pose that we have two 
parallel bars, AB of brass 
and CD iron, held at 
their middle points PQ. 
Let these be of equal 
length at same tempera- 
ture. Let their tempera- 
ture rise and let their 
expansions be as 3 ; 2. 
If then AB expands to A'B' and CD to CD', AA' : CC = BB' : DD' = 3:2. 
If A'C be produced to out AC produced in E then EA : EC = 3 i 2 and E 
is a fixed point. Similarly F is fi.zed and the distance EF is indepen- 
dent of temperature variations so long as the two bars are all at one 
temperature. It is usual to make AB of brass and CD of iron. ACE, 
BDF are steel pieces jointed at A and C, B and D, and marks are made 
at the extremities E and F. 

In a pendulum clock, since the rate depends on the length of the 
pendulum, the time of swing tends, as already pointed out, to become 
longer in summer than in winter. An iron pendulum, for example, 
increases by about -000012 of its length for a rise of 
1°, altering the rate by half this proportion, and so '* 
tending to make the clock lose about half a second 
per day. With a variation of 20° or 30°, the change 
of rate becomes very serious. This effect of tempera- 
ture is eliminated as far as possible by employing a i 
" compensating " pendulum, made up of two metals, 
airanged in such a way that the distance between 
the centres of suspension and oscillation— the effec- 
tive length — remains constant. 

The form most commonly used* is the "grid- ,. . „ h ■ 
iron" pendulum, invented by a clockmaker named ^~^ ^~^ "S--'^ 
Harrison about 1720. If we makean arrangement j.^^ i8._pri„dp!e of 
of bars of iron and brass as m Fjg. 18, in being Gridiron Pendnlnm 
iron, bb brass, and suppose the expansions to be in of Iron and Brass 
the ratio 2 : 3, then tiie distance between A and B, Bars. 
measured parallel to the bars along a/J, is invari- 
able. For suppose that each iron bu- expands a length i, and that 
each brass bar expands a length b, then 3t = 2i. It we first suppose 
the iron alone to expand, it is evident from the arrangement that, 

* A. Bimple form, on exactJj the same principle as that employed by Colby in bis 
uompensatioD bar, was devised by Eliicot.t and described in the Ph-Uoaophinal 
Traamctioat for I7E1. 
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if A is kept fixed, B will be lowered a. distance, 3i. If after this 
vie allow the brass to expand, B will be now raised a distance 2b, 
and since 2li-3i, B is restored to its original posi- 

The pendulum as actually made is merelj a double 
arrangement of this kind as in Fig. 19, where two 

metals, of expansion in the ratio 2 : 1, are taken for 

simplicity of construction. 

A mercurial compensating pendulum is frequently 

employed. In this the bob consists of a glass cylindrical 

vessel containing mercury. As the temperature rises, 

the vessel is lowered through the increase in length 

of the pendulum rod. But at the same time the 

mercury expands more than the glass, and its centre of 

gravity rises in the vessel. The depth of the mercury 

is so adjusted that the effective length of the pendulum 

is invariable. 

M. Guillaume has discovered a nickel-steel, which 

he terms " Invar," which has a negligible co-efficient 

of expansion at ordinary temperatures. This appears 

to be very suitable for pendulum rods, and may very 

probably supersede compensating pendulums. 

In compensating chronometers, the difference of 

expansion is made use of in another way. The rate of 

the chronometer depends on the resistance of the hair- 
spring to coiling, and on the disposition of the mass 

of the balance-wheel. As the temperature rises, the ^^^- ,^^,-~*'"^,'"'" 

resistance of the hair-spring decreases, and if the mMlis with ei 

wheel were of one metal it would expand and throw pansion : : I ; 2. 

its mass farther from the centre. On both accounts 

the time of vibration would be longer and the chronometer would lose. 

But the rim of the balance is made of two metals, say brass and steel, of 

unequal expansion, tliat with the leas expansion being inside, and the 
wheel is discontinuous as shown in Fig. 20. 
The outer rim expands more than the inner, 
and the two loaded ends therefore curl in- 
wards with rise of temperature. The loads 
are so adjusted that the mass is thrown 
inwards by a sufficient amount to compensate 
for the weakening of the hair-spring and the 
expansion of the spokes. It may be noted 
that the effect of the weakening of the spring 
is far greater than that of the expansion. 
Metallic thermometers are ma!de in which 

^ „ „. „ .. „ , the unequal expansion of the two parts of a 

Fio. 20.— Compensating Bal- ^j jlc jl^*^,. t 

ance tor Chronometers, compound curved bar, formed by two strips of 
Outer rim braas, inner rim different metals brazed together, results in a 
steel. change of curvature. But the strains to 

which the metals are subjected on being 
raised to a higher temperature are usually so great in these, instru- 
ments that the metals on being brought back to the original lower 




IV Google 



28 HEAT. 

temperature do not recover at once from them, and do not give con- 
sistent indications. 

There is one case in which the nearly equal expansion of two dif- 
ferent substances is of great importance in the construction of scientific 
apparatus — that of glass and platinum. Referring to the table of 
Lavoisier and Laplace, it will be seen that they found as the co-efficient 
for glass '0000067, while Borda obtained for platinum a value nearly 
'0000086. If then a platinum wire be inserted in glass, and the glass be 
fused round it, in cooling the two contract nearly equally. There is 
therefore little strain, and the glass does not break away from the 
platinum, as it would from other metals. Platinum wires can thus be 
fused through glass, and through these wires electric currents can be 
led into closed glass vessels, such as vacuum tubes and eudiometers. 

VolDIQfl Expansion of Solids. — We do not very often require 
to know the volume expansion, or, as it is frequently termed, the 
" cubical dilatation " of solids, except in so far as it is necessary in the 
measurement of the expansion of liquids and gases, when we may require 
to know the volume expansion of the containing vessel. We shall 
describe how this expansion is determined in connection with the expan- 
sion of liquids, and shall here only state that, if the solid expands 
equally in all directions, its volume expansion may be found from its 
linear as follows ; If a solid of cubical form has a co-efficient of linear 
expansion k, the length I of the edge at 0° becomes ( (1 +ki) at (°. The 
volume, therefore, increases from l^ to l\l + kt)' = P(l + 3kt + Zk^'' + KV). 
Kow kl is, for moderate temperatures, so small that we may with more 
or less exactness neglect k^i^ and /^fi, and the volume is very nearly 
P{l + 3kl). The co-efficient of volume expansion — the increase of the 
volume which is 1 at 0° for each degree rise of temperature — is, there- 
fore, 3k or three times the linear coefficient of expansion. 
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OHAPTEE HI. 
EXPANSION OF LIQUIDS. 

Volame BxponsioD of Liquids — U-Tube Method applied to Mercury — Ditlong and 
Petit — Regnault — Eipaasion of other Liquids by Specific Gravity Bottle— By 
DiJatometer — MatthiesBen's Hydrostatic Method— The Eipansion of Water- 
Hope's Ap[laratus — Apparatus of Joule and Flayfair — Results. 

Volume Expansion of Liquid.— Since liquids have no definite 

Bhape of their own, their dimensions depend on the containing vessel. 
We are, therefore, only concerned with their volume expansion as the 
temperature rises. 

The most obvious mode of observing the expansion of a liquid is to 
enclose it in a vessel such as a thermometer bulb, and to note the change 
in level of the liquid in the stem as the temperature rises. If we know 
the expansion of the bulb and stem we can deduce the expansion of the 
liquid. For suppose, at a. given temperature, the liquid reaches to a 
certain mark on the stem. On raising the temperature the internal 
capacity of bulb and stem increases, but in general the volume of the 
liquid increases still more, so that it not only occupies the increased 
space in the vessel, but also rises in the stem. Its total increase of 
volume is therefore : — increase of volume of bulb and stem to first level 
-(- additional volume of stem between first and second levels, and when 
we know these we can determine the increase in volume of the liquid. 

The expansion of the bulb and stem may be determined roughly by 
taking three times the linear expansion of glass as given in the tables of 
expansion. But owing to the variation in expansion of different speci- 
mens of glass, this may obviously fail to give a correct value, and it is 
necessary for accuracy to determine the expansion of the actual vessel 
used. Practically there is only one method of accurately gauging the 
internal volume of a vessel, and this consists in finding the weight of a 
liquid of known specific gravity filling it. Thus, if w be the weight 
filling it at one temperature and p is the specific gravity of the gauging 
liquid used, ii>/p is the volume. If at a higher temperature the weight is 
111' and the specific gravity of the ganging liquid is p', the volume is oi'/p'. 
So that to/p has expanded to lo'/p'. The problem of determining liquid 
expansion in general, therefore, resolves itself into that of determining 
the specific gravity of some one gauging liquid through the range of 
temperature over which the expansion is required. This specific gravity 
must be determined independently of the containing vessel. 

U-Tube Method. — The best method yet devised for this purpose is 
a special application of the TJ-tube hydrometer. As a simple illustration, 
let us suppose that two glass tubes are fixed vertically with their upper 
ends open and their lower ends joined by narrow horizontal tubing. A 
short length of indiarubber tubing, having a pinch-cock upon it (Fig. 21), 
is inserted in the horizontal tube. 
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The pinch-cock being closed, hot water is poured iato one tube, and 
cold water, to about the same level, into the other. On now opening the 
pinch-<:ock, it is found that the level of the hot water is quite appreciably 
higher than the level of the cold, since it takes a longer column of 
lighter hot water to balance a given column of heavier cold water. In 
fact, if A, A' be the heights, p, p the densities, we have, on equating the 
hydrostatic pressures at the bottom. 

But if V, V be the volumes of equal masses of densities p, p', 
Vp = V>'. 

V. v .. „._vv 



Hence 



' h" 



so that we can express the expanded volume in terras of the original volume. 

Though water serves verj- well for an illustration of the method, 

mercury has been chosen as the liquid on whicii 

to make exact experiments for the following 

■"■^" reasons ; — it is easily obtained pure ; it expands 

; nearly regularly as the temperature increases, when 

i this is indicated either by the mercury-glass scale 

1 or the air scale ; it has a high boiling-point (about 

I 356° C); it does not evaporate much until the 

A temperature is approaching 200° ; it does not wet 

I the vessel in which it is placed, if this be glass, 

"* so that its level may be read with great accuracy ; 

I and its great specific gravity renders it especially 

! suitable for gauging vessels, when its expansion 

I has been found. 

-.V^MBCr^.-^ The first experiments of this kind with merciu^ 

were made by Dulong and Petit, who employed 

meter~with ho/and *"* arrangement exactly similar in principle to that 

coid water. represented in Fig. 21. The two tubes were 

enclosed, the hot one in an oil-bath, and the cold 

one in a vessel filled with melting ice, the upper ends rising above the 

enclosing vessels, and the upper levels of the mercury being just visible 

when the height was measured. The connecting cross-tube at the bottom 

was of very fine bore, so as to prevent circulation from one tube to the 

other when the temperatures were steady. An air-thermometer was 

used to give the temperature of the hot vessel. 

If H and H„ are the two heights, hot and cold, and p and p„ are the 
respective densities. 

But if a volume V,. at 0° expands to V„ {1 -n A,) at (°, since the mass is 
the same at each temperature, 

P»V„ = p V„(l+A,) 
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and A,, or the expansion of unit volume at 0° for a rise of t" c 
found from H and H„. 

As there were several details in this method open to criticism, 
Regnault, in making a redetermination, introduced some modifications 
in the apparatus. He carried out a very extensive series of experiments, 
which are still the standard ones on this subject. 

He arranged the apparatus in two forms. 

The general principle of one arrangement may be understood from 
Fig. 22. The two vertical tubes AB, A'B', are united by the hori- 
zontal crosspiece AA' with a small hole at o, so that at that level 
the mercury is exposed to 
the atmospheric pressure. 
The lower crosspiece is 
broken in the middle by 
the insertion of the in- 
verted U tube DCC, 
connected with the re- 
servoir M, of compressed 
' pressure being 
• that the 
mercury rises to the ' 
levels CC in the two 
arms of the U. The 
temperature of A'B' is 
kept constant throughout 
by surrounding it with 
water running from the 
mains, while that of AB 
may be raised to any 
desired point by surround- 
ing it with a bath of oil 
heated by a furnace. The 
temperature of AB is 
given by an air theimo- 
meter. The heights AB, 
A'B', CD, and O'D' are 
all measured at each 

temperature by a cathetometer, and from these the expansion may be 
found as follows : 

The pressure at A is equal to that at A', both being equal to the 
atmospheric pressure through the communication with the atmosphere at 
o. Also the pressure at C is equal to that at C, both being equal to the 
air-pressure in the reservoir M. 

Then, pressure at C- pressure at A = pressure at C 

- pressure at A' (1) 

Expressing these differences by the usual hydrostatic formula, we 
obtain an equation giving the expansion of the mercury. For, let H, H' 
be the he^hts of AB, A'B', let h, h' be the heights CD, CD', and let 
T, T' be the temperatures of AB, A'B' ; and let us, to simplify matters, 
suppose the temperature of CD, CD', to be T'. Let p, p be the densities 
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oE mercury at T, T', ^, A,, the expansions of uait volume at 0', on 

raising the temperature respectively to T and T'. 

Then Up - kp'-Hp' - h'p from (l) 

or Hp = {H+A-/.V 

But if Po K the density at 0°, the volume of the same mass beizig 

iuversely as the density, we have 



1 
"1 + At 



P. l + -ir 
Jl' + k-h' 



Now Aj, is in practice only small, and we may take an approximate 



(2) 




value for it without seriously ftSectiug the value of A^. Then (2) gives 
us Af in terms of known and mensuiuble quantities. 

Some of the more important details of the arrangement adopted by 
Regnault will be seen from Fig. 23. EF is a strong bar of iron, from 
which the whole apparatus is supporteil, the upper cross-tube AA' being 
attached to it by the four supports GGGG and levelled with great care. 
The two vertical iron rods KK support the left-hand part of the appar- 
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atus, and the rods IiL the right-hand part, th« croaspieaes BD, B'D' 
being also adjusted horizontally. The apparatus at the extreme left of 
the figure representa the air-thermometer. The constant temperature 
baths are represented hj the dotted lines, a stirrer, not represented, 
being inserted in the warm bath. The heights HH', measured bj a 
cathetometOT, are the vertical distances between marks on the boriiontal 
tabes aa, bb, and a'a', b'b'. 

Begoautt also used a method very nearly the same as that of Dulong 
and Petit, which will be understood from Fig. 24, the TT tube in the 
lower croespiece being replaced by a flexible iron tube, so that the two 
halvee could expand independently. 

The great advantages over tjie arrangement of Dulong and Petit 
consisted in the maintenance of known fixed temperatures in each 



Fie. 24.— Begnanlt'a Second Appantns for the Bxpausion ol Merciuy. 

vertical part and in the greater accuracy of measurement of the vertical 
heights, attained by bringing the two levels close together. 
It will be easily seen that in the arrangement of Fig. 24 
H ft H' + ft ' 

1+Ar*l +Ay"l + V 



l+-iT = 



H 



H' + V-V 



,(1+At.). 



Renault made, in all, about 130 observations in the range of 
temperature from 26° O. to 360° 0., and from these he constructed a 
table of expansions by a "graphic" method, i.e. by representing his 
results on a volume-temperature diagram. The principle he adopted is 
as follows :— Taking two lines at right angles, and marking along one 
temperatures and along the other the volumes assumed by the mass 
which has at 0° the volume 1000, each observation will be represented 
by a point on the digram. If the observationB were perfectly free 
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from error, we might expect that all these points would lie on a reguhir 
ourve or a straight line, the true curve whioh we seek to determine. 
But through imperfections in the measurements of length and tempera- 
ture, the points will probably lie sometimes above, sometimes below the 
true curve. 

Let us suppose that the observations are indicated hy the crosses in 
Fig. 2S. Then a curve is drawn so as to pass aa nearly as possible midway 
through the points, i.e. 
so as to make the sum 
of the heights above 
/0/5 the curve equal to the 
Bum of the depths be- 
low it Of course, if 
there is any systematic 
error running through- 
out the work and always 
in the same direction, 
iQQj this method will not 
detect it. 

If the expansion 
per 1° were the same 
30 ' ~i oo °°° thioughout the range, 
the curve would be a 
straight line. Regnault 
found, however, 




Fio. 2G.— Oraphio Uetbod of Determiiiing Rasnlts. 



Dulong and Petit had already observed, that the line bends slightly 
upwards, that is, that the co-efficienb of expansion slightly increases. 
A constant co-efficient of expansion would be represented by 

The slight bending upward may be represented nearly by taking 

ir=«T+|8T*, 
and Regnault, from his diagram, found that 
0.00017906 
)8= -0000000252. 
Begnault's results have since been studied by others who have sought to 
obtain formuhe more nearly representing his observations, but the differ- 
ences they have introduced are very alight. If we do not require very 
great accuracy, we may take 

o = -0001800 
^=■00000002. 
nearly the values proposed by Mendeljeff. 

These give at 100° total expansion -0162. 

200° „ -0368. 

300° „ -0658. 

Regnault obtained — 

at 100° total expansion -018153. 
200° „ -OSfieil. 

300* „ -06697S. . 
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We may use these values to givs us the specific gravity Eit any 
temperature. For if p, is the specific gravity at 0° and if p, is that at t' 
and A is the expansion of unit volume at 0° when raised to t°, we have 
,..,<!+ A). 
"The specific gravity of mercury at 0° is, according to Renault, 
13'596. Then the specific gravity at 100°, for example, is 
p„ 13-596 ,„..,-„ 

Determination of Zaqaid Expansion, usiag the known Ex- 
pansion of Mercnry. — we may use our knowledge of the specific 
gravity of mercury to gauge a vessel at different temperatures and then 
fill it with a liquid of which we require the expansion. Two methods 
are employed, one which we may illustrate by the use of a specific 
gravity bottle, the other in which a dUatometer, virtually a thermo- 
meter bulb, is used. 

Specifle Gravity Bottle Method. — In its original form the specific 
gravity bottle is a flask of thin glass with carefully ground stopper 
perforated by a very fine tube. Wlien the bottle is filled with liquid 
and the stopper is inserted, the excess of liquid is forced out through this 
tube, and it is assumed that the stopper takes a definite position. There 
is a newer form in which the bottle is a U-tube with two fine tubes 
turning out horizontally from the ends of the TJ and provided with 
stoppers. A mark is made in each fine tube, and the liquid occupies the 
U and the fine tubes to the marks. Any excess of liquid may be easily 



The first aim is to determine the expansion of the bottle. For 
simplicity, we will suppose that we are going to heat it from 0° C. to 
100° C. We first fill the bottle, when surrounded with ice at 0°, with 
mercury, and find the weight W„ of this mercury. Then we fill it when 
surrounded with steam at 100° and we find the new weight Wj^^^i of the 
mercury. 

Let Y„ be the internal volume of the bottle at 0° C. and 

Let f>„ be the density of mercury at 0° and 

/>« „ „ 100- 

Let G be the expansion of 1 cc. of the internal volume of the bottle 
from 0° to 100° 

7 „ „ mercury. 

Then V,^ = V„(l -KG) and P,-pU'^+y). 
From the weighings 

T,-WJ,. : V„.--W,Jp„, 
Then V.(H-G).WJft» 

Since we know y we obtain 1 + G. 
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We can now use the bottle to determine the expansion of tin]> other 
liquid between 0° aad 100°. Let 1 cc. of the liquid at 0° expand to 1 + A 
at 100°, and let <f„ a-^^ be its densities at 0° and 100°. 
Then <r. = <r,„(l+A). 

Filling the bottle first at 0° and then at 100* let a„ (Djg„ be the weights 
of the liquid. 

We have cr,-(o/V„ and 'rioi)""<"i«/V'i«r 

Then i+A=-^=-^^. 

Wnence we know A. 

Dilatometer Method. — The dilatometer is now usoallj' made in the 
form represented in Fig. 2S. B is a bulb with a fine graduated stem, «, 
rising from the bulb and open at the top. Below, the bulb ia con- 
nected with a fine-bore tube with a slight thickening at t and open at e ; 
et, is a screw stopper which can be put over the end of this tube, being^ 
sprang over the thickening. On screwing the stopper, a pad effectually 
closes the opening. This form of apparatus is very readUy cleaned and 
filled. 

First we must calibrate the bulb and stem, and measure its expansion. 
Let W, be the weight of mercury, density p„ filling the bulb at 0° from 
e up to the zero of fiie scale. Then the volume V^ = W^p„. 

Let the weight of merciuy filling an observed number of divisions of 
the stem be found. From this the volume of each scale division in terms 
of the volume of the bulb can be found. Let it be XV,. X will be a. 
very small fraction. 

Nov start with the bulb filled with mercury at 0° up to the zero, and 
raise the temperature to 100°. Suppose that the mercury rises N 
divisions. 

Let V„ expand to V^^ = V^l + G). 

Then the total volume of the mercury is 

Vii^ + NXVjo, = V.(l + a)(l -1- NX). 

But if -y is the expansion of mercury we have 

V.(l + r) = V„(l + G)(l + NX). 

Whence i + G=^i±|.. 

1-1- NX 

Now repeat this operation with the liquid, of which the expansion 
is to be determined, and let it rise from the zero division through n- 
divisions when the temperature is raised from 0° to 100°, Let 1 cc. 
expand to 1 + A cc. Then the total volume at 100° is Viog(l + nX) 

= V»(l-t-G)(l-t-nX). 
But this is also V„(l-(-A). 
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1+A-(14 



S7 



Then 1+A-(1+G)(1 +»a). 

Whence A is determined. 

Matthiessen's Hydrostatic Method.— Matthiessen* determined 

the expansion of water by a hydrostatic method. For 
this purpose the linear expansion of a glass rod was 
measured, and its volume expansion was deduced. A 
piece of the rod was then cut off and weighed in water 
at different temperatures. The loss of weight gave the 
weight of a volume of water equal to that of the glass, 
and since the expansion of the glass was known that of 
the water could he determined, 

Matthiessen also applied the method to find the 
expansion of mercury when that of water had been 
determined, weighing a small bucket containing mercury 
in water at different temperatures. He obtained results 
very close to those of Begnault. Later ho applied the 
method to other metals. 

The Expansion of Water.— Researches on the 
expansion of water have been made by many esperi- .•- 

mentors using one or other of the methods already 
described, that with the dilatometer giving, probably, 
the best results. By some the dilatometer has been 
modified so as to have a constant internal capacity. 
As usually employed, the rise of the water in the dilato- 
meter shows only the so-called apparent expansion — the 
excess of expansion of water over the containing vessel. 
But the expansion of mercury is about seven times that 
of glass, 30 that if about \ of the bulb of the dilatometer 

is filled with mercury, the internal capacity is constant, j.jq_ gg Dilato- 

and the rise of the water shows its meter, 

true expansion. Though interest- 
ing, this modification probably does not give such 
accurate determinations as the simple instrument 
used in the ordinary way. 

All the methods concur in showing that water 
has a point of maximum density at about i° C, 
and that the volume is nearly equal for tempera- 
tures equidistant on the two sides of this point. 
But since the rate of change of volume is very 
small near the maximum density, it is exceedingly 
difficult to determine the exact position of the 
point. 
FiGr27 —Hope's Hope's Apparatus. — The existence of a maximum 

Appaiatns, density may be shown by Hope's apparatus, which 

consists of a cylindrical vessel of tin, surrounded 
midway by a gallery. The vessel is filled with water, and two thermO' 
meters are inserted, one near the top, the other near the bottom, as 
" Phil. Tram., clvi., 1866, pp. 231-218, "On the Expansion of Water and 
Mercury." 
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indicated in Fig. 27. A freezing mixture is put into the gallery. At 
first, the water is some few degrees above the point of maximam 
density. The water in contact with the aide near the gallery becomes 
cooled, and, therefore, more dense, and sinks, while the warmer, lighter 
water from below rises up 
and takes its place, and 
circulation of the liquid is 
produced. This rmdjust- 
ment of unequally heated 
matter by its change of 
density is an instance of 
" convection." There is, at 
first, no circulation in the 
upper half of the Tessel, 
and the higher thermometer 
is only cooled by conduc- 
tion, which takes place but 
slowly. Its fall is, therefore, very gradual. But the denser water falls 
to the bottom in the lower half, and the lower thermometei' falls rapidly. 
The circulation goes on until all the lower part has become of the 
maximum density. Then the circulation ceases, for further cooling only 
makes the water lighter, and it does not descend. The cooling of the 
lower layers can now only take place by con- 
duction, and is very alow. When uniformity 
is reached in the lower half, the further cool- 
ing of the middle strata leads to circulation 
upwards, and this will go on to a higher and 
higher level until the upper thermometer is 
reached, when its fall will be much more rapid. 
The upper part may now fall below ^e point 
of maximum density, for the lighter colder 
water goes on rising upwards. 

Oonductiou may now begin to affect the 
lower thermometer, and it may fall somewhat 
more rapidly. Fig. 28 represents a series of 
observations on a time-temperature diagram 
— the long, nearly horizontal portion of the 
lower thermometer indicating a temperature 
in the vicinity of that of the maximum 
density. 

Apparatus of Joule and Playfair. — Pro- 
bably the most accurate mode of determining 
the point of maximum density ia that of 

similar to that applied m Hope's apparatus and Flayft^for Point ot 
Two tall iron cylinders A and B (Fig. 29) MaiimnmDensitj of Water, 
are open above, and connected by a trough 

T of about one inch cross-section. In this is placed a glass bulb only 
just floating. Below ia a cross pipe P, furnished with a stop-cock. 

The cylinders are filled with water, one Just above, the other just 
" Jonla'a SrienliSo Papert, vol ii. p. 173. 
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below the temperature of mazimain density ; the communication is cat off 
at P,the oontentB are stirred, and the tempemture of each cylinder read. 
Commnnication ia then made at F, and when the diBturbance has subsided. 



Temperature 

Fio. 30. — Deiwit7-TempeiatiiTe Cnrvs of Water. 

the directioB of flow ia ascertained by the motion of the glass bulb along T. 
It will erideutly take place, below, from the heavier to the lighter, 




Magnified 
five times 



4 W 
Fla, 31, — Corre of ExpanBion of Water vol. 10,000 at 

and above tttan the lighter to the heavier column. If, for instance, the 
warmer cjlinder has temperature t, the colder temperature H and the 
flow through the trough is from colder to warmer, the colder is lees 
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dense. Heoce, aamimmg that the density curve (Fig. 30) is STmmetncal 
about the point of maximum deadtf , f is further below it than t is 
above it^ and '^ - is below the maximum density. If the flow is in 



this mannei' Joule and Playfair obtained a number of values of — ^ 



respeotively above and below the point, and were able to fix the tem- 
perature at 3-95° C. with very alight error. The alteration of density 
from this to 4° ia so slight as to be for practical purposeB negligible, and 
we may take 4° as the point of maximum density. For tables of the 
density and volume of 1 gramme of water prepared by Bosetti, we 
refer the reader to Mvller Pouillet, vol, ii, B, These contain results 
beginning at — 10°, as it is not difficult to keep water liquid even at that 
temperature in a dilatometer. 

BesnltS. — The following table gives the expansion of a mass having 
volume 10,000 at 4° C. for every 10 degrees up to 100°, and the results 
are represented in Fig. 31 : — 



Degrees. 


Bipansion of Mbsb 

having vol. lO.OW 

at 4°. 


-10 


186 





1-29 


4 


Ofl 


10 


- 2-63 


20 


17-44 


30 


42-53 


40 


77-0 


no 


119-6 


60 


1«9-1 


70 


231-6 


80 


288-7 


90 


366-7 


100 


431-2 



It will be seen that the curve is nearly a parabola, the expansions being, 
however, rather greater than in the ratios of the square of the excess of 
temperatures above 4°. 

The expansions of a great number of other liquids have been de- 
termined. The results may be expressed by the formula 

V, = V„(l + a< + di!' + (rfs + &c.). 
Usually at is the most important term, but in the case of water, as we 
have seen, H^ is very important. The terms after cP may probably be 
neglected. 
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EXPANSION OF GASES. 

Expansion of Gases depends on FreEsnre Changes — Valuma Bzpansion at Constant 
Pressure — Gaj-Lussao'fl Method— Regnan It's EipecimeDta — Increase ot FreMnre 
with Constant Volome— Gas Tbermometr;— Renault's Normal Air Thermometer 
— Hydrogen Thermometer — Bottomley's Air Thermometei' — Callendfir's Com- 
pensated Air Thennometer. 

The Expansion of Gases.— Since the volume of gaa is very much 
affected by alteration of the pressure to wbicb it is subjected, the volume 
expansion with a given rise of temperature may vary widely in different 
cases through different changes in pressure, and may even be prevented 
alh^ther, if the containing vessel is one which preserves a constant 
capacity. If, for example, a flask containing a small quantity 
of liquid is closed by a cork through which passes an open 
tube, dipping under the liquid (Fig. 32), a rise of tempera- 
ture is accompanied by an expansion of air, which drives the 
liquid up the tube. But the height to which the liquid rises, 
and, therefore, the expansion of the air, will differ with 
different liquids. With mercury it will be much smaller 
than with water, for the gas inside the flask is exposed to 
the atmospheric pressure + that due to the column of liquid 
in the tube. The greater increase of pressure, due to the 
column of heavier liquid, lessens the expansion of the air. 

We see from this, that the rise of temperature may have 
two effecte : — increase of volume and increase of pressure ; 
and that the effects may differ for different arrangements. Fia. 32. 
It is usual to study the two effects separately, investiga- 
ting the change of volume when the pressure is kept constant, and the 
cluuige of pressure when the volume is kept constant. 

It may be observed that if Boyle's Ijaw were exactly true, the two 
effects for a given rise of temperatnre would be equal. For, let a 
volume V of a gas expand, by a given temperature-rise, to V', the 
pressure remaining at its original value, P. Now bring back the volume 
to Y, increasing the pressure to F'. Then the pressure F would increase 
to P", with the given temperature-rise, at constant volume V. But by 
Boyle's Law 

PV'-FV 






V F 



Or Uie volume changes i 
in the other. 



the same ratio in the one case as the pressure 
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But we know that Boyle's Law U not, in fact, quite true, so that it 
is nocesaary to investigate the two casea separately. 

The Tolome Expansion at Oonstant Pressure— (?ay-Z,ttMae'« 

Method. — The earliest inveatigatioDS having any approach to accuracy 
were made by Dalton and by Gay-Lussac. One arrangement which G»y- 
Lussac adopted for the purpose is shown iu Fig. 33. 

Dry air or other gas was admitted to a bulb A through a drying- 
tube, and a small mercury index i was introduced in the tube to indicate 
the volume, and to cut off communication with the external air. The 
bulb was then placed, with the stem horizontal, in a vessel of water, as 
in the figure, the temperature being roughly indicated by the ther- 
mometer t', and, more accurately, by the thermometer t, which could be 
drawn out till the column of mercury was just visible. The air tube 
could also be drawn out till the index i was visible. The vessel of water 
was heated from below. The position of the index was observed at various 
temperatures, and the bulb and tube having been previously gauged, the 
air expansion could be found. Gay-Lussac arrived at a result which may 




be stated thus : whatever the gas, 267 volumes at 0° increase by 1 
volume for each rise of 1° temperature, becoming 367 volumes at 100°. 

DaltoQ had, a short time previously, found that different gases 
expand equally ; be gave the expansion as 1 in 483 volumes at 32° F, 
for each rise of 1° F. This corresponds to I in 269 volumes on the 
Centigrade scale. 

Later investigations have shown that the general conclusions of Dal- 
ton and Gay-Lussac are nearly, but only nearly, t3*ue, their numerical 
results giving too large an expansion, while the expansion is also found 
to vary slightly for different gases. According to ilegaault, to whom we 
owe a very extensive series of researches, 273'1 volumes of hydrogen 
at 0° expand 100 volumes for a rise of 100°, while the same expansion 
is given by 2724 volumes of air and 269'6 volumes of carbon dioxide. 
Other experimenters have found nearly the same values. It will be 
sufficient if we here describe 

Regnault'g Experimenti.—^vi% of Regnault's researches were carried 
out by a method first used by Budberg. The two parts of the 
apparatus are represented in Figs. 34 and 35. The bulb A was 
placed in a boiler, where it was surrounded with steam and then alter- 
nately exhausted by the pump, and filled with dried air many times, till 
all traces of moisture were removed. The taps tt weTB then turned, so 
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that A was left in commaQication wttb the external air, aad it was kept 
at the boiling-point for some time. The junction j was tJien disconnected 
and the end of the tube was sealed by a blowpipe flame, the bulb tbue being 



filled with dry air at the atmospheric pressure, and at the temperature 

of the boiling-point. It was then arranged as in Fig. 35, being inverted 

with the end of the tube under mercury, the bulb being surrounded with 

melting ice. The end of the tube was broken off, and the mercury rose 

into the bulb through the contraction of the 

air. After some time the end of the tube was 

closed by a small piece of wax, which could be 

pressed up against it by the arm ic. The 

height of the mercury in the bulb above that 

in the lower vessel was then determined, and 

from this could be found the pressure to which 

the air was subjected. The bulb was taken 

away and weighed, first when thus partially 

filled with the mercury which had risen into it, 

and afterwards when quite filled, and so it was 

easy to determine what fraction of the volume 

the air occupied at 0°, By correcting for the 

reduced pressure, the fraction of the volume 

which it would have occupied at the atmospheric 

pressure was calculated. The air occupying this Fia. 35. — BBgnault'sErpan- 

Tolume at 0° expanded at 100° to fill the whole "''«' "^ ^^ ,^ Constant 

bulb (itself of larger capacity through the ex- Method). Bnlb opened 

pansion of the glass), and so the expansion auder mercnry. 

could be calculated. 

Regnault also devised another method represented in Fig. 36. The 
bulb A communicated by a capillary tube with the manometer MM', 
placed in a constant-temperature water-bath with glass sides. B was a 
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three-way tap, by which M could either be brought into communication 
with M' or with the pipe P opaaing downwards. R' was a simple tap 
allowing M' to be brought into commumcatiou with the pipe V opening 
downwards ; p was a branch tube, put into communication with a 
drying apparatus and pump before the commencement of measurements, 
so that A could be filled with air thoroughly dried. A was then 
BuiTouuded by melting ice, mercury was poured into the manometer till 
it rose to a in both limbs, p was sealed up, and the barometric height was 
read, and the temperature of the water-ln.tb observed. 

A was next exposed to the steam from the boiler, some of the air 
being pushed in consequence into M, driving the mercury down that 
tube and up M'. The ^p R' was turned, to allow mercury to run out of 
the manometer, until the levels were again the same in M and U', say 
at p. The barometric height and the temperature of the water-bath 
were again observed. For simplicity, we may suppose them the same 
as before. The air in the bulb 
and the part of the stem exposed 
to the steam has, in rising from 
0° to the boiling-point, filled the 
increase of volume in these, and 
also the volume of the manometer 
tube between a and /3. The various 
volumes being gauged, it is easy 
to find the expansion of the air. 
For if "V is the volume of the bulb 
and the part of the stem exposed 
to change of temperature, k its mean 
co-efficient of expansion, ti the volume 
, of M between a and /3, T the boiling- 
poiot, t the temperature of the 
bath, a the co-efficient of expansion 
n of Gas of air, assumed to be constant — in 
other words, we use the gas scale of 
temperature to be described here- 
after—the volume V of air at 0° has expanded to fill V{1 + kT) at T, and 
V at /, at the same pressure. But if the air contained in v were also at 

T, its volume would be v -—— and the total volume at T would be 

l + at 

V(H-KT)-h«i^t"^> 
^ ' l+at 

But the increased volume of air, all at T, may also be expressed by 
V(l-l-aT). 
Equating these, we have 

V(l + .T)+»<A±'^5.T(H..T). 
which determines a. 

In practice, the variations of barometer and of temperature of water- 
bath were allowed for, and the equation was slightly more complicated. 

Increase of PreBSure with Constant V^nme. — Nearly the same 
form of apparatus was used by Begnault to determine the co-efficient of 
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presaure-iDCreaae wlien the rolume is constant. The manometer was, 
however, somewhat modified in its details, and the water-bath was 
removed. As before, the bulb was filled with dry air through the 
tube p, and it was first exposed to the boiling temperatnre. The 
mercury being brought to the same level a in both tubes, p was 
sealed. The temperature was now allowed to fall, and ultimately A was 
surrounded by melting ice. The air tended to contract and draw the 
mercury above A, but the pressure was diminiBhed by allowing mercuir 
to run out at F", so that the level in M was maintained at a, while it fell 
to y in M'. The barometric height waa read for each of the two 
temperatures. We will suppose it the same throughout. The tempera- 
ture of the manometer is that of the surrounding air t, not being dis- 
turbed by the introduction of hot air from the bulb. Let the volume of 
the bulb at 0° be Y, and at the boiling-point T let it become Y (1 -t- kT). 
K may be measured by using the bulb as a mercury thermometer in a 
preliminary experiment. Let the volume of the connecting-tube and 
manometer down to the level a be v. Let the barometric height be H 
and the difference of the levels ay be ft. Let |S be the c&efficient of 
pressure-increase at constant- volume — assumed to be constant, that is 
to say we use the gas scale of temperature. Then, in the first part 
of the experiment, we have a volume Y(l +kT) of air at T° and v at t, 
all at a pressure H, which would become 



In the second part of the experiment, we have a volume Y of air at 
0°, and « at f, all at pressure (H - A), which would become 



Now, these volumes are nearly equal, since k and v, are both small. 
Then, without sensible error, we may use Boyle's Law to find what H 
would become if the former volume were reduced to the latter. It would 
obviously be 

l + oT 

and now we have the two pressures (H — A) and H' with the same 
volume. 

Hence H' - (1 -K /3T)(H - A) 

V + r 



"H-ft" 



* We bave omitted the oorrectiou for iuorease of volame through increase of 
iutemai piessnre as this is in generai too smaU to come into account (Callendar, 
Fha. Tram., A., 1887, p. 170). 
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We may use either the values of a previouBly found, or, since 
a only appears in small terms, we may put it equ&l to ^ without 

sensible error. 

Begnault found for air at atmospheric pressure 

and at 0° j 



From his other results we select those for hydrogen — 

For hydrogen at atmospheric pressure . a — -0036613 
atO° ^ = -0036678 

The value of a is not quite independent of the pressure, nor is 
that of j6 quite the same for different values of the initial pressure at 
0° C, but the variations for small changes of pressure are inconsider' 
able. Thus for hydrogen even when reduced to J atmosphere he found 
a = -0036616; whQe for air at J atmosphere a = ■0036964. 

Gas Thermometiy.—The researches just described showed that the 
relation between pressure, volume, and temperature on the mercury-glass 
scale, for the less easily condensed gases such as ozygen, nitrogen, air, 
and hydrogen, may, without great error, be represented for ordinary 
temperatures by 

pv = K{l+at); 

where ft is a constant for a given portion of gas and a = -00366 = 1/273 
approximately. If we date the temperature from — 273° G, as a new 
Eoro and write for 273 + t and B for kh we have 



■<-;-)= 



For the same kind of gas B is proportional to the mass dealt with, and 
if we deal with equal masses of different gases B is inversely as their 
molecular weights. 

If Boyle's Law were exactly true, B would be constant for a given 
portion of gas at a given temperature, and though it would not be quite 
constant for different temperatures on the mercury-glass scale, we might 
an'ange a new temperature scale so that B should be constant. 

But as Boyle's Law is not a quite correct expression of the relation 
between pressure and volume for any gas, we cannot give such a simple 
definition for a gas scale of temperature. We must specify the way in 
which the pressure or the volume is allowed to vary. 

Two methods have been used in practice, corresponding to the two 
kinds of research described above. In the one the pressure of the gas is 
kept constant, say at I atmosphere, and equal degrees of temperature 
are defined by equal increments of volume of the gas. In the other the 
volume of the gas is kept constant and equal degrees of temperature are 
defined by equal increments of pressure, starting, say, from 1 atmosph^^e 
at 0° 0. In each there are 100 degrees between 0° 0. and 100° 0, 

In the first case, if a is r^ of the expansion between 0° C. and 
100° 0. of a volume which is 1 at 0° 0., the temperature (, measured from 
0° 0. is given by 

.- ..(! + «() 
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where ii„ is the volume of the gas dealt with at 0° C, v its volume at the 
temperature to be meaaured. 



Siuce 
e may put 



If we choose a new s 
zero, and if we put 



100 " V, 
= ^j^^xlOO (1) 

- below 0° C, we may term this the gas 



*'™' e ?— xioo 

or putting ^, for ~ 

e V 

II.''. <^' 

In the second case, if j8 is of the increase between 0° C. and 

100° 0. of a pressure which is 1 at 0° C, the temperature i, measured 
from 0° 0. is given by 

when p„ is the pressure at 0° and p that at the temperature to be 
measured. Evidently, as with the volimie scale, we have 



Pm-P. 




and dating from a gas zero ^ below 0° C, c 


>n which 0- 0. ii i 


Pm-P. 





PP. ^ ' 

There are therefore two different scales for each gas. Fortunately, 
however, they are nearly coincident with each other, and nearly coinci- 
dent, as certain experiments show, with the work scale. 

Taking t as the temperature dating from 0° C. on the work scale, 
(, the temperature defined by (1) for air, t,, the temperature defined by 
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(3), also for air, Oallendar has calculated that the differeitc«B e 
the toUowing tabU {PkU. Trane., A., 1887, p. 179):— 



' 


1,-1 


ep-( 


', 





+ ■0 





~~\ 


100 










200 


004 


0084: 




300 


009 


0-20 




500 


0-23 


047 




1000 


0-62 


M9 





A gas thermometer has a very great adraotage over a mercury-glass 
thermometer, in that the expauiBion of the containing vessel has a com- 
paratively small effect, and an approximate knowledge of its expansion 
suffices to give the necessary ctnrection unless the temperature be high. 
The gas, if pure, wUI always behave in the same way, and therefore 
the same values should be obtained for a given temperature with different 
instruments, and direct comparisons of the instruments should not be 
necessary. The methods used by Begnautt for the measurement of 
expansion at constant pressure, and for pressure increase at constant 
volume between 0° 0. and 100° C, illustrate the twotj'peaof instrumeut. 
A study of Fig. 36 will show at once that, though the gas scale has 
advantages, its practical use has serious disadvantages. The apparatus 
is bulky. It is not " direct reading," i.e. the temperature is not at once 
read off, but manipulation is required, and calculation must be made 
from the measurements taken. Corrections too must be made for the 
expansion of the gas reservoir, and for the gas in the tube connecting 
the reservoir to the manometer. As the temperature of this gas is 
different at different points, the correction for it is uncertain. 

Begnanlt's Normal Air Thermometer. — Begnault's researches 
first made exact gas thermometry possible. Ke employed a thermometer 
of the constant-vdume principle, the bulb containing dry air freed from 
carbonic acid, and with the pressure at 0° G., equal to 1 atmosphere. 
The instrument is represented by Fig. 36. The mercury was alnajm 
brought to the same point on the bulb side of the manometer by adding 
mercury on the open side, or running it out at the tap below, and 
the barometric height -H or — the difference of level on the two sides 
of the manometer gave the pressure of the air in the bulb. He termed 
this instrument " the normal air thermometer." 

A simple form of the instrument, devised by Jolly, is represented 
in Fig. 37. 

The two limbs of the manometer are connected by a flexible tube i, 
and one side, M', is movable up and down. On the other side, M, is an 
index mark at a, to which the mercury is always brought before the 
pressure is measured. At S is a screw by which the bulb and connect- 
ing tube can be detached, and after being thoroughly dried they can 
be connected up again. B is a three-way tap either putting the bulb 
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into connection with the manometer or closing that connection ttnd 

putting the manometer into connection with the outside air. When the 

tap is turned on in the latter way, mercury 

is poured into W until it oozes out at B. 

R is then turned so as to put the bidb in 

communication with the manometer, and the 

instrument is ready for use. 

Hydrogen Thermometer.— For a long 

time the normal air thermometer gave the 
generally accepted scale of temperature. 
Since 1887, however, it has been superseded 
by the scale of a hydrogen thermometer at 
the Bureau International. This instrument 
is also on the constant-volume principle. The 
bulb is a cylinder of platinum-iridium 1 10 cm. 
long, and with about I litre capacity. It is 
placed in a horizontal position in a vessel 
with a window, so that mercury thermometers 
may be laid alongside, and their readings 
compared with those of the hydrogen thermo- 
meter. The open side of the manometer is 
used as the cistern of a barometer. The 
difference in level between the mercury at 
the top of the barometer and that in the 
manometer where the gas presses on it is the 
total pressure. Thus the separate reading 
of the barometer is avoided. The pressure 
is adjusted to be 1 metre of mercury at 
0°C. 

The temperature on the gas scale is 
obtained from the observations with a gas 
thermometer in the following way. For the 
small variations of volume allowed, Boyle's 
Law is sufficiently exact, and, therefore, for a given mass of gas : 
Pressure x volume/temperature from gas zero =• constant. 
The fact that the mass of the gas in the thermometer is constant is 
therefore expressed by 

2 PV/fl = constant, 

where we form the quantity —g- for each part of the volume, and add the 

results. Let V be the volume of the bulb at 0, V its volume at ff. Let v 
be the volume of the connecting tube to the manometer at 0, v' its volume 
while the temperature ff is being measured. The temperature of v' will 

be different at different points. Let - be the mean of the reciprocals of 

these temperatures. Let P and P* be the observed pressures. 
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Pi 



An approxiinate value of & will suffice to determine V from V. 
"Unless the temperature 9 be very high, it i3 not necessary to take into 
account the increase of volume tiipough increase of internal jwesaure, 
and the expansion, with rise of temperature, may be determined by 
preliminary experiments. The greatest uncertainty is introduced by the 

term—— , for it is difficult to determine (. 

Oallendar's and BottomleT's Conataot- Volume Thenuometeni. 

It is evidently advis- 
able to diminish o' as 
much as possible ; at 
the same time it is 
advisable to have the 
mercury manometer 
as far removed as 
possible from the 
high temperature en- 
closure. To reconcile 
these two opposing 
conditions, Callendar* 
and Bottomley t have 
both devised air ther- 
mometers in which a 
TJ tube pressure gauge 
containing sulphuric 
acid is interposed be- 
tween the air bulb and 
the manometer. 

Bottomley 'a Air 
Thermometer — Fig. 

37a represents the 
form used by Bottom- 

Fio.37A.-BottomleyB Air Thermometer.-A. Air bulb; '!?■ , ^^jf "^^ ^"f" 
B, Sulphuric acid gauge ; P, Air pnmp to make pres- ciently illustrate the 
ame equal on the two sides of B ; M, Manometer. principle. 

The sulphuric acid 
gauge is at B, as near the bulb A as is convenient. Between this and 
the manometer M is a force pump, P, by which air can be forced in 
to make the two sides of the gauge B level. The manometer M then 
indicates the pressure. The volume » or v' is that of the connecting tube 
from the bulb to B, and the length of tubing from B to M is immaterial, 
so that M may be quite protected from any high temperature. The 
enlargements in B are to allow the air to expand while the tem.perature ia 
rising without driving the sulphuric acid out of the manometer. 

Oonstant-Preaaiire Gas Thermometers.— We may take Fig. 36 
to represent the ordinary form of this class of thermometer. Since the 
• fhil, Trant., A., 188T, p. 166. + PhiL Mag., sxvi.. 1888, p. 149. 
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i only allowed to vary very slightly, we may take Boyle's IJaw 
aa tmie, and therefore 2 PV/fl = constant, where we add up for each part 
of the gas, expresses the constancy of the mass of gas in the thermo- 
meter. In practice the pressure at the end of the experiment will not 
be the same as at the beginning, for even if the sides of the manometer 
are level the barometric pressure ia likely to change slightly. And 
it may be more convenient aot to trouble to adjust the levels to 
equality, but to make them nearly the same, measure the difference and 
add it to or subtract it from the height of the barometer, 

If, then, P be the pressure when the whole apparatus is at 6; P" the 
pressure when the bulb is at 5' ; if V, V be the volumes of the bulb, v, v' 
the volumes of the connecting tube, 1/t the mean reciprocal of the tem- 
perature-of v' when the bulb is at 8', M the volume of air expelled into 
the measuring tube when the bulb is at ff, M itself being at $, we have 
P'V T'v- PM PV Fv 



PV-FM + P«-P'i;'fl 



I 



An approximate value of ff will suffice to calculate V, and v and ( must 

be estimated as exactly as possible. 

In this class of instrument, then, it is necessary to measure P and P' 
and also M, and the cor- „ 

rections for the connecting 
tube are at least as un- 
certain as in the other 
class. The greater number 
of measurements in this 
method probably led 
Regnault to prefer the 
constant - volume method, 
though good determina- 
tions had already been 
made of certain high 
temperatures by Pouillet 
with the constant-pressure 
method. 

Callendar'B Com- 
pensating ConataQt-Fressare Thermometer. — Callendar has devised 
a comparatively simple form of constant-pressure air thermometer, in 
which measurements of the external pressure are no longer necessary, 
and in which automatic corrections are made for the connecting tubes.* 
In this instrument Vj (Fig. 38) represents the air bulb. M is the 
measuring tube initially filled with mercury, v^ is the connecting tube. 
Vj is a bulb of volume equal to that of T,, and with equal " dummy " 
connecting tube v^, following as nearly as possible the course of v^ and 
closed at the end. The two systems are connected by a U tube pressure 
gauge G, containing sulphuric acid. 

• Proc. R. S.. vol. 1., 1892, p. 247. 
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Let UB suppose that at first the whole iDatrumeat is placed id melt- 
ing ice at temperature 6„ M being filled with mercnry and the pressure 
being so adjusted that the levels in are tiie same. Kow let the 
temperature of V^ rise to tf, M and Y^ being still at 6^ Run out 
mercury from U till the equality of pressures in G is restored. The 
volume of air expelled into M is determined by the volume M of the 
mercury run out Let the initial pressure be P, the final pressure be 
P". The two are nearly equal, so that the constancy of mass of the 
iby 



Let Vj expand to Vj', w, and Vj to v/ and v^, and let - be the 

mean of the reciprocals of the temperatures of v,', Vj. We have tor the 
bulb and manometer 



and for the other system Y^ and v 
FY, Fi 



Now making Yj = Yj, v^ = v^, and v^ = Vj, we may equate the two 
left-hand members, and !P divides out so that 



«„ V, - M 

The thermometer is easily handled and gives exceedingly accurate 
and consistent determinations of temperature. One advantage of the 
automatic compensation is that the connecting tube may be of consider- 
able length and of flexible material. 
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CIRCULATION AMD CONVECTION IN LIQUIDS AND GASES. 

CircalatioD and CoDTection of Heat — Hot- Water Heating Sjetema — Ocean Correnle 

— Convection in Gaaes — Couyection CnrrenW in the Atmosphere — Wisde— I^nd 
and Sea Breezea— Trade- Winds — Water-Vapour Aids Convection Currenta— 
Weather Forecasting in the Case of Cycloues— Convection in Chirnnefs and 
Hot- Air Heating Systems. 

OODTectiOD of Flnida.— Owing to the eaae with which one portion 

of a fluid can glide past adjacent portions, any local change in density 
due to ezpanBion by heat, at once results in motion. If, for example, 
a flask be heated from below, as in Fig. 39, and a, little bran be put in 
the water to show the direction of motion, it ia very soon seen that the 
heated and therefore lighter water in rising up from the bottom, its place 
being taken by a down-cuirent of the colder water from 
the top. Usually the down-current is along the side ; 
but if the flask be heated at one side only, it is easy to 
esUblish the circulation up that side and down the 
opposite colder side. The circulation may also be seen 
through the varying refraction of the up and down 
currents, which give an apparently shimmering motion 
to any object looked at through the water. This process 
of circulation through expansion by heat carries the beat 
from one part of the vessel to another, and this carriage 
of heat by motion of the heated matter is termed 
convection. Convection obviously expedites the com- 
munication of heat to the liquid as a whole, for not only 

are fresh portions of liquid being continually brought fuj. 39. Circula- 

into contact with the heating surface, but also the heated tion of Water in 
liquid is continually coming into contact with colder " Heated Flask, 
surroundings, with which it shares its beat much more 
rapidly than with surroundings nearer to it in temperature. As an 
illustration of this, we may compare the method of boiling water in a 
test tube by applying heat at the bottom as in Fig. 40 with that repre- 
sented in Fig. 41. In the latter case the circulation is very local, and 
the hot water being the lightest remains near the top, only sending down 
heat to the lower part of the tube by conduction. Even long after boil- 
ing takes place pear the surface, no appreciable rise in temperature can 
he detected by the hand near the bottom of the tube. It is, of course, 
to make use ol convection that boilers or vessels of water are always 
heated from below. 

Hot -Water Heating Systems. — Gonve<^on of heat by water 
is used in wanning buildings by hot-water pipes. Fig. 42 shows the 
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principle on which such systems are based. From the heated vessel or 

" boiler " a pipe leads out at A, near the top, and after circulating round 

the building along B, 0, D, returns into the "boiler" at E, near the 

bottom. At the highest point of the course, say C, is a cistern by which 

the whole system is filled with water. The circulation is commenced 

and maintained thus. The hot water rises iu the boiler by convection — 

not going sideways into the pipe at B — and soon the pressure at E, due 

to the depth below C as traced through CBA, which is partly warmed, 

is appreciably less than the pressure due to the depth below C as traced 

,-^ through CDE, which is still all cold. Hence, the cold 

column presses the water near E into the boiler, and 

some of the warm water is forced into the pipe AB, 

and the circulation is started. Once started, it will 

evidently be kept up, for the water going out of the 

boiler is always the hottest, and therefore GBAE 

always gives a less pressure than CDE. The efficacy 

of the system depends, to some extent, on the vertical 

height of the highest point of the system above E. If 

this is small, the circulation will only be slow. It is 

sometimes found necessary to increase the height 

artificially by putting in a vertical pipe leading from 

A to some height above the level to be warmed, and 

then returning down to that level 

Some cases of ocean currents are probably examples 
of convection due to heat, arising, however, in a slightly 
different manner, since the heating of the ocean is 
chiefly from above. To understand the way in which 
the circulation is maintained, let ua imagine a long 
canal with a horizontal bed, stretching from the equator 
at A (Fig. 43} to the pole at B. If it were all at one 
temperature to start with, its surface would also be 
horizontal as AB, But through equatorial heat and 
polar cold a rise would take place in the surface at A 
to A', and a fall at B to B'. The surface, however, thus 
sloping, could not keep in equilibrium, and at once a 
surface-current would start from A towards B. The 

Fia. an. Boiling pressure at the bottom at A would, therefore, fall, while 

Water by Con- that at B would rise through the removal of water from 
Tsction. A to B. A reverse current would then be started along 

the bottom, the excess of pressure urging the cold 
water from B towards A. In apparent confirmation of this explanation, 
we know that in the Atlantic the Gulf Stream flows along the surface 
from the tropics to the polar regions, while it is found, by deep ocean 
soundings, that the temperature near the bottom, even in the tropics, is 
not much above the freezing-point, doubtless through a return under- 
current from the polar regions. But in all probability the surface- 
current is almost entirely due to winds along the surface. A persistent 
wind blowing along the surface in one direction will give far more kinetic 
energy to the water than can be acquired from the potential energy due 
to heat and expansion. 

Circulation also takes place in lakes and ponds when cold weather 
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aetB Id. The surface-water cools aud falls, its place being taken by the 
warmer water pushed up from below, and bo the water ia turned over 
and over as it were, successive portions of it being cooled. But at 4° 
the process stops, for at that point the maximum density is attained. 
When the first mass of water is cooled 

down to that temperature, it goes to the (-"v^ 

bottom, and remains there, and the sub- 
sequent circulation stops short of this 
layer of densest water. The non-circulating 
wat«r gradually increases, the circulating 
part becoming shallower and shallower, 
till all is at 4°. Then circulation entirely 
ceases, and the top layer goes on cooling 
towards 0*. Hence the existence of a 
point of maximum density hastens the 
arrival of the freezing- point by cutting 
short the process of circulation. 

OoDTection in QaseB. -—Convection is 
even more marked in gases than in liquids, 
partly through their greater expansion with 

change of temperature, and partly through ifia. 41.— Boiling Water when 
their smaller frictional resistance to motion. Circulation and Convection are 

A very common instance of convection Prerented. 
in the atmosphere occurs over the heated 

surface of the ground on a hot summer day. The air immediately 
over the surface expands and rises, owing to its diminished density, its 
place being supplied by downward currents of cooler air from above. 
The existence of these currents is shown by the tremulous motion of 
distant objects looked at through the 
strata of air near the ground. The 
variations in density produce refraction, 
and the refraction of the raye is con- 
tinually altered by the rapid change in 
position of the up and down currents. 

We have similar effects in the 
tremulous motion of objects looked at 
through the ascending currents over a 
gas-flame, and in the flickering shadow 
of a flame thrown by sunlight. 

A special instance of these local 
convection-currents is afforded by the 
haze so common on some hot days in 
summer. If any distant object is looked 
at through a good telescope on such a 
haiy day, its outline is found to be 
continually undulating, owing to the 
varying refraction. Since variation in refraction is always accompanied 
by reflection, a considerable quantity of the auo's light is reflected from 
the surface of these currents — especially at great angles of incidence — 
and this gives rise to the glare seen, especially, towards the sun. It is 
very prolwble that in some cases what is termed "haze" is due to 
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convection-currents started, either by lighter air ascending from the 
surface, or by heavier cold air descending from upper currents.* 

Winds. — Convection also occurs on a much greater scale in the 
atmosphere, the currents formed being recognised as winds. A well- 
known example is given by 

Land and Sea Breezes, — It is very often noticed at the seaside 
that there is, during the daytime, a sea-breeze, which changes to a land- 
breeze at night. In tropica) regions these land and sea breezes are even 
more marked than in higher latitudes. We may explain them as 
convection-currents. During the day the surface d the land becomes 
much hotter through the sun's rays than the surface of the sea, the 
higher specific heat of water, and the mixing up of the surface layers 
by the waves, both combining to lessen the rise of temperature. The 
air over the land is, therefore, more heated, and expanding upwards 
tends to overflow above. The overflow in the upper strata takes place 
towards the sea, and so the pressure at the sea surface is increased 
while that at the land surface is diminished. There is therefore a 
tendency for the surface layer of air to move from sea to land, the 
motion constituting a sea-breeze. At night, however, the land radiates 
out its heat more rapidly than the sea, ^e high specific heat and the 
agitation of the sea both tending to keep up its temperature. There is, 
therefore, a contraction of the air over 

rfj .;: ' c U (.jjg land, and an overflow in the upper 

£f] J/v"' strata from sea to land, accompanied 

"" *" by an opposite flow in the surface strata 

Fig- *3. from land to sea, constituting the land- 

breeze. 

Trade-Winds. — We may also explain in a similar way the well- 
known trade - winds, which blow in certain latitudes, in our hemi- 
sphere, from the north-east towards the equator. As in the land 
and sea breezes, the equatorial heat expands the air, which overflows 
in the upper strata towards the polar regions, tending to decrease 
the pressure at the surface near the equator, and increase the surface 
pressure in higher latitudes. The surface layers of air are therefore 
pressed from the north and south towards the equator. The north- 
easterly direction in the Northern Hemisphere, and the south-easterly 
direction in the Southern Hemisphere, of these lower currents arise 
from the rotation of the earth. For, taking the northern trade-winds, 
the mass of air moving towards the equator continually comes into 
regions moving faster from west to east than the region just left. 
There is, therefore, a tendency on the part of the wind to lag behind 
the earth's surface in its west to east motion ; or, the wind has a 
motion towards the west as well as towards the south, making it a north- 
east wind. 

The corresponding upper current, in its journey towards the pole, 
ultimately comes down to the surface somewhere about 35° N. latitude, 
and constitutes a south-west wind. But it is not nearly so constant 
as the trade wind. 
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Water-Vapour aids Oonvection-Ourrents.— Convection arising 

from heating of the lower layers of the atmosphere is greatly aided by 
the increased amount of water-vapour which the air takes up, the vapour 
being much lighter than the air which it displaces. As an example of 
the joint-effect of water-vapour and expansion through heat to produce 
convection, we may probably instance the formation of a thundercloud. 
When a storm is fcst gathering, an observer a short distance away may 
see enormous piled-up masses of cloud rising far into the upper regions. 
These show that a great volume of light, damp air has risen by 
convection, expanding in the ascent, and therefore cooling through the 
work done in expansion until the temperature of cloud -deposition is 
reached. At the same time, it frequently happens that there is a 
surface indraught towards the storm area from ^e surrounding region, 
the upper strata with the clouds, moving in the direction opposite to 
that of the strata immediately below them. 

These examples will prepare us for the general statement that 
winds are convection-currents in the atmosphere due to local diminu- 
tions of air density, either through heat, or increased evaporation, or 
both. Since the weather depends so largely on the direction of the 
wind, it is, of course, of the utmost practical importance that the nature 
and origin of all atmospheric movements should be investigated and 
explained as thoroughly as possible. But though the above general 
statements may be made with confidence, meteorologists have not yet 
succeeded in discovering, except in a few cases, how particular winds 
arise, i.e. what sbare in their origin is to be assigned to heat, and what 
share to evaporation. ' They are still further from foretelling what winds 
will be formed from a given distribution of the atmosphere with known 
temperature and amount of water-vapour. The problem is one of 
enormous difficulty, which will probably only be fully solved in the 
distant future. 

Weather Forecastrng in the Case of Cyclonea.— At present, the 

art of weather-forecasting depends largely oo the fact that a given distri- 
bution of weather travels onwards in a definite course, and that certain 
definite types of weather have been, recognised and their movements 
studied. As an example, we may give a short account of the simplest 
type, that of the Cyclone, and the mode in which English weather is 
forecast when a cyclone is approaching our shores. 

There are about fifty meteorological stations scattered over the north- 
western part of Europe, at which meteorological observations are taken 
at stated times every day. These include the readings of the barometer, 
the direction and force of the wind, the kind of weather, and the 
temperature. The results are at once telegraphed to London. The 
barometer readings are marked on a map containing all the stations, 
each reading at its own station. Curves are then drawn on the map, 
joining all points where the pressure is the same, one curve for every 
fifth of an inch. There will thus be a curve for 29 inches, another for 
29-2, another for 29-4, and so on. It generally happens that these 
curves do not pass exactly through the stations, but their position may 
be ascertained from the known readings. If, for example, the reading 
at London is 2925, and at Dover 29'15, it is assumed that the 292 line 
passes about halfway between these places. The map with these curves 
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or ieobars, shows the distribution oi barometric pressure, and when the 
direction of the wind is marked oo the map, it is found that it blows, in 
general, from higher to lower pressures, but not straight down tbe slope. 
Through the robatiou of the earth, the wind has a tendency to go to the 
right of the area of lowest pressure, as explained already in the case of 
the trade-winds. One of the commonest arrangements of the isobars is 
that of a series of oval curves, round the area of lowest pressure. This 
will be seen from Fig. 44, which gives the map for November 23, 1874, 
in which the lowest pressure was over tbe Midlands. The arrow-heads 
giving the direction of the wind, 
show us also that it is every- 
where blowing towards the right 
of this low pressure area, and so 
much so that the whole of the 
system constitutes a whirlwind 
or cyclone. The rotation in such 
a cyclone is, in the northern 
hemisphere, always counter- 
clockwise. Through the in- 
draught of air to the centre, the 
depression is gradually filled up ; 
but not so rapidly as we should 
expect, if the air merely moved 
to the centre, and stopped there. 
It appears from observations 
made on high clouds that, in 
general, it ascends there, and 
flows outwards again in the 
upper strata, forming an " anti- 
cyclone," 

A study of cyclones has shown 

i that in the various parts, there 

are not only characteristic winds 

but also cbaracteiistic kinds of 

jVoreiBfieras ISM. weather. Thus, to the east of the 

centre, the wind is usually from 

F10.U The JBObara and wind in a Cyclone. ^-^^ south or south-east, and, far 

(From Abercromby'8 Forecaiting by from the centre, the weather is 
Wtather Charu.) fine. Moving westward towards 

the centre, the weather gradually 
gets damper ; the sky becomes overcast ; and near and at the centre, 
there is usually rain. Passing the centre, the wind is now from the 
north or north-west ; it is colder and drier ; and some distance from the 
centre the sky usually becomes clear. To the south of the centre, the 
wind is usually south-west, and north of it north-east. 

The distribution of weather in a typical cyclone is represented in 
Fig. 45. 

Cyclones usually move in an easterly direction^ most commonly to 
the north-east in our latitude, the centre travelling at any rate up to 
70 miles an hour. But with a given cyclone the rate is often nearly 
constant for some time. 
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The figure on following page (Fig. 46) shows the history of a cyclone 
on four successive days. 

It is now easy to sea how a forecast may be made. A cyclone ia 
shown by the isobars to be approaching as in Fig. 46, October 26. The 
track of the centre is either observed or guessed at, and so the subsequent 
positions of the cyclone are foretold. Each part of the cyclone carries 
with it its wind and weather, and so the wind and weather may be fore- 
told for the districts passed over by a given part of the cyclone. For 
instance, if a cyclone -centre passes over Valentia and ia moving towards 
the north of Scotland, south-west winds may be foretold for England. If 
the isobars are neai* together, the pressure-slope is steep, and it may be 
expected that the winds will be strong. If the centre moves more towards 
the south, say over the Midlands, rain with varying winds may be fore- 
told there, north-easterly winds for Scotland, and south-westerly for the 




FiO. 45. — Cyclone Prognostics. (Abercrombj.) 

southern coasts. It will be seen from this short account that it is 
. exceedingly difficult to forecast English weather with accuracy for any 
length of time beforehand, as the stations extend so little to the west- 
wards. A cyclone first observed to be approaching in the west of Ireland 
may already be well on its way towards England, with all its changes of 
weather, before its course and nature can be accurately observed. It is 
remarkable that, in the face of this difficulty, the proportion of successful 
predictions is so large. 

Convection in Chimneys and Hot-Air Heating Systems. —A 

chimney depends for its successful working upon convection. Taking 
the case of the ordinary open fireplace, when the fire is first lighted in a 
room, the column of air in the chimney over the grate is heated and 
expands, some of it flowing out from the top. The air column in the 
chimney now weighs less, and the pressure at the grate, as traced down 
through the chimney, will be less tl^n that at the same level in the rest 
of the room. The air of the room, therefore, moves towards the grate, 
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ftnd if there is a Bu£Sci«nt communication with the outeide, the circulation 
thuB started is maintained, the pi-essure due to the cold air outside the 
chimney heing always in excess of th8.t due to the warm air and gas in 
the chimney. In general, the communication with the outside is effected 
through or under the door, and through the crevices between the window- 
sashes, the air moving as represented hy the arrow-heads in Fig. 47. 

Oetdiw se, 1880, OnabtriS. 







FiQ. 46,— Pcogress of a Cjclone, October 26-2B, 1880. {From the Timet.) 

Elometimes this is not sufficient, and unless a passage be made for the 
admission of cold air, the circulation is not established, and the chimney 
smokes. 

Sometimes the chimney, if a wide one, may even establish within 
itself a down and up current and so maintain the needed circulation. 

We may illustrate these points by lowering a lighted candle into a 
flask (Fig. 48a). Ko circulation is established, and as soon as all the 
air is used up, the candle goes out. 

If, however, a thin partition be inserted down the neck of the flask 
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(Fig. 486), the circulatioQ is tboroughlj established down one side and up 
the other. The direction is easily shown by blowing out a lighted taper, 
and holding it, while still smoking, first on one side, then on the other. 

If the candle be put at the bottom of a wide cylinder, it will usually 
establish its own circulation, but, , 









i the direction of the currents is 
constantly changing, the flame is 
very unsteady. 

When a chimney with an open 
fireplace is working properly, a 
great amount of air in addition to 
that used to burn the coal is 
drawn into the chimney through 
the open space above the grate, 
and much of the heat of combus- 
tion is used to warm this air and 
send it up the chimney. At first 
sight, this heat would appear to be 
wasted, but the additional circula- 
tion has one advantage, namely, ' 
that it brings into ^e room a 
greater supply of fresh air, and so 
aids ventikition. But in the ordi- 
nary arrangement, or rather want of arrangement, by which the cold 
air is left to find its own way into the room, the greater circulation 
m^es itself evident by the greater draughts along the floor and near the 
windows. The ventilation in this case is also inefficient, for much^of 
the fresh air rushes straight to the chimney, and the impure air, which 
is warmer and damper, and therefore lighter, rises to ti)e ceiling, and 





in Flask, skowing (a) no circakitioQ, (i) circulation. 



is only renewed slowly by diffusion. It ia much better to provide a 
special passage for the air into the room by means of some such arrange- 
ment as the Tobin ventilator, in which a pipe is brought from the out- 
side somewhat as in Fig. 50. 

The pipe being carried up a few feet, the stream of cold air is directed 
towards the ceiling, and is warmed there before it descends to the lower 
part of the room. Since there is thus a more general renewal of the 
air of the room, the ventilation is much more efficient, while cold draughts 
are diminished. 
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ArrangemeDts have been made bj wbich tbe iucoming cold air is 
warmed hj some of the excess of heat which 
would otberwise be wasted up the chimney. The 
air is admitted from tbe outside into boxes placed 
round the grate and chimney, and then carried into 
the room — preferably to the furthest corner from 
the grate, somewhat as in Fig. 51. If the entrance 
into the room is sufficiently subdivided, no serious 
draughts will be felt. 

In large rooms used for meetings, the problem 
of warming, and at the same time ventilating, 
efficiently, is one of great difficulty, and one which 
FiQ. 41). architects have only very partially solved. The 

shape of the building and its surroundings may 
greatly influence the direction in which convection-currents tend to 
establish themselves, so that it is 
almost impossible to foretell the special 
difficulties to be surmounted. As 
there is in such halls, generally, 
nothing corresponding to the open 
chimney, ventilators are usually pro- 
vided near or in the ceiling, and the 
whole room may be in this case 
regarded as a chimney. The air of 
the room is warmed by the heating 
arrangements and by its occupants, 
BO that a circulation is established 
through door or window, or through -^ 
other communication, with tbe external 
air and out through the ventilators. Kia. 50— Tobin VentaatioQ. 

Frequently, however, especially in cold 

weather, local circulation is established near the windows, tbe air in 
contact with them being cooled, 
and falling through its increased 
density, this fall being recog- 
nised as a cold down-draught. 
This may be lessened either 
by having double windows, or 
warming tbe windows by gas- 
jets or water-pipes placed in the 
inside sills. Probably, the most 
common fault in large rooms is 
that, from motives of economy 
in construction, the ventilation 
is left too much to work itself. 
Some means, such as a fan, 
should always be provided, by 
wbich the impure heated air 
should be extracted at the top, 
while fresh air, warmed if necessary, should be introduced at such a level 
and in such a direction that it will not be felt as an unpleasant draught. 





Fig. 51.— Anangement tor Warming 
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Inasmuch as our comfort eo largely depeada on the efficient warming 
and ventilation of rooms, it is much to be desired that the application 
of the principles of convection should be more thoroughly studied. The 
investigation on the scale necessary for its application to large buildings 
is expensive as well as difficult, and for this reason, probably, it has 
hitherto been too much neglected. But whatever the expense, it would 
be worth incurring if we could thereby arrive at some mode which 
should save us from the too common experience in large buildings, where 
the means provided for ventilation and warmth are found to be totally 
inadequate, and where improvement of ventilation means increase of 
draught, and increase of warmth means absence of ventilation. 
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CHAPTER VI. 
QUANTITY OF HEAT. SPECIFIC HEAT. 

Quantity of Hea( — Unit Qoantit;: the Calory — Specific Heat — Water BquivalaDt 
and Capacity for Heat — Method of MiitareB-^Regnaalt's Determinationg bj 
the Method of Mixtures — BiperimentB on Solids— On Liquids — On Gases — 
Specific Heat of a Liquid b; Mixture with known Solid — Method of Cooling — 
Method of Melting Ice — Bunsen's Ice Calorimeter— Method of Condensing 
St«am— Joly'B Steam Calorimeter — Differential Steam Calorimeter— Method (5 
Electric Heating — Specific Heat of Water— Qeneial Reaolts— Law ol Dnlong 
and Petit. 

Quantity of Heat. Specific Heat. — When a cold body is put in con- 
tact with a hot body, the colder rises in temperature, while the hotter 
18 cooled. We describe the rise of temperatuie of the one by eaying 
that it has gained heat, the fall of temperature of the other by saying 
that it has lost heat. But we go further than this, and regard the heat 
gained by the one as identical with the heat lost by the other. That 
is, we regard the heat as something which we can identify at least in 
thought, and which has been transferred from the one body to the other. 
This is no doubt metaphysical ; for all that we are entitled to assert, from 
actual experiment, is that one body is hotter, the other cooler ; but the 
conception of the identity of heat enables ua to describe the process more 
shortly, and to think of it much more clearly. 

Let us suppose that we have a number of equal vessels, containing 
equal quantities of water at the same temperature. Let us plunge into 
these vessels different hot masses, into one iron, into another copper, 
into a third stone, and so on, and let us further suppose that the masses 
and their temperatures are so adjusted that in each case the temperature 
of the water has risen by the same amount in coming to thermal equi- 
librium. Since the mass of water is in each case the same, the same 
amount of heat has been gained by each, and, if we take the view that 
this heat has passed from the body immersed, we see that we can speak 
of equal amounts of heat lost by quite different substances, though the 
effects are very different. The iron, for example, may have fallen 10°, 
the copper '20°, the stone 30°. We need not then speak of iron beat, 
copper heat, stone heat, but of heat simply, for all these different sub* 
stances, on parting with their heat to one chosen substance, have the 
same kind of effect on it. 

We are thus led to the idea that we may measure quantity of heat 
by its effect in raising the temperature of a given mass of some chosen 
substance, and water is the substance which is usually chosen. 

If we make an experiment in which we >"'•»• equal quantities of water 
at different temperatures, we find, after allowing for the heat taken up 
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by the containing vessel, that the final temperature of the mixture 
is very nearly the mean of the two initial temperatures. If, for 
example, we mix 50 grammea of water at 15° with 60 grammes at 17°, 
the resulting temperature ia 16°, within the limits of errors of observa- 
tion. Then the heat given out by a gramme in cooling from 17° to 16° 
will raise another gramme from 15° to 16°, or the same heat will raise 
a given gramme from 15° to 16°, and from 16° to 17°. Or, if we take a 
wider range, and have initial temperatures of 0° and 30°, the mixture 
is exceedingly near to 15° ; or the heat required to raise 1 gramme from 
0° to 15° is very nearly the same as the heat required to raise 1 gramme 
from 15° to 30°. Exact experiments, to be described later on, show that 
the heat values of successive degrees in the rise of temperature in a 
quantity of water are not quite the same, and we are therefore obliged 
to specify the temperature range used. 

The most convenient range is 1° at the average laboratory tempera- 
ture, viz., from 16° to 16°, and we therefore choose the following 
definition : — 

The unit quantity of heat, err the calory, is the quantity which raises 
1 gramme of water from 15° C to 16° C* 

Sut iu rough work, sufficient for many purposes, we may neglect the 
variation in the heat required for a rise of 1° at different parte of 
the scale, and take the calory as simply the heat raising 1 gramme of 
water 1° C. If m grammes of water are raised (°, the heat gained 
by the water is therefore TtU calories. 

We are thus enabled to measure and express the heat given 
up by any other substance in cooling through a definite range of 
temperature. 

Let us suppose, for instance, that 50 grammes of iron are heated 
to 100° and then plunged into 50 grammes of water at 15°. The iron 
and water will ultimately come to a common temperature of about 
23'5°. Hence, 50 grammes of iron, in cooling 76'5'', have given up heat 
which raises the temperature of the 50 grammes of water 8*5°; or, 
the iron has given up 50 y. 8-5 = 425 calories. On the assumption (not 
quite accurate) that each degree has the same heat value for the iron, 

each gramme of iron in cooling 1° has given up — - — — _ =_ calory 

50 X 76'5 9 
nearly. 

Thus the iron in rising 1° requires ^ of the heat which will raise the 
same mass of water 1°. This is expressed by saying that the spedfie 
heat of iron is -. 

Or, let us suppose that 50 grammes of lead at 100° are plunged into 
50 grammes of water at 15°. The common temperature ivill now be 
about 17*5°; or 50 grammes of lead in cooling 82'5° have raiaed 
50 grammes of water 2-5°, and have given up 50x2'5 = 125 calories. 
Assuming equality of value of each degree, 1 gramme of lead, in cooling 

* The unit of beat ased by Regnault was defined as that raising 1 gramma of 
water from 0° to 1°. Another anit Ib the i-ht pa^ of tbe beat raising 1 gramme 
of water from 0° to 100°. We may term the three calories reapectivelj the 15°, 
tbe 0°, and tbe mean calory. 
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1° gives out, or in rising 1° takes in, ^f- — ^j^^ = - calory, about. This 
ia expressed by saying that the gpecifie heat of lead is ^. These 

Uluatrationa prepare us for the following definitions; — 

The Specific Heat of a Substance is the number of calories 

needed to raise 1 gramme of the substance 1° C. 

If the specific heat of a substance over a range f is e, the quantity of 

heat required to raise m grammes of the substance ^° is met calories. 

Water Equivalent and Capacity for Heat.— Since m»t calories 

would raise ms grammes of water through the same range t°, the 
quantity ms is termed the Water Equivalent of the m grammes. When 
the range is 1° the quantity of heat required is termed the Capacity for 
Heat. The two expressions have the same meaning in practice. 

We shall now give an account of the chief methods of determining 
specific heats. The details of the methods, though of the utmost 
importance in obtaining exact results, need not be fuUy described here. 
These may be best understood from the accounts given by the original 
workers. Our aim is to point out the general principles. 

The method most easily applied is 

The Method of Mixtures. — Suppose that we are to find the 
specific heat s of a certain solid. Then a known mass M of it is raised 
to a known temperature (', and dropped into a known mass of water W 
at a known lower temperature (. The experimenter observes the 
temperature Q at which the mixture stands when the two have come 
to thermal equilibrium. If all the heat lost by the solid could be 
assumed to have gone into the water, and to remain there, then 
expressing the equality 

Heat lost by solid = Heat gained by water 
we have lAa{if - fl) = W{fl - () 

™ w e-t 

But in practice the heat does not all go into the water and remain there. 
Some of it goes into the containing vessel or Calorimeter, into the 
thermometer, and into the stirrer necessary to mix the water up 
thoroughly. Some of it passes out through the calorimeter, where it 
is partly given to the air, and partly radiated out into the surrounding 
space. Corrections must be determined and applied on both these 
accounts. We may understand how tbey are made by considering an 
example. Let us suppose that we are to find the specific heat of a 
specimen of brass. It is advisable to have the brass either in a spiral 
roll, or in a coil of wire, or in pieces, in order that its surface shall 
be large, and that it shall quickly part with its heat to the water 
when immersed. The brass may conveniently be heated to the tempera- 
ture of boUing water in a steam- jacketed chamber — or, for rough work, 
in a test-tube immersed in boiling water — and the temperature may 
be taken as that of boiling water at the atmospheric pressure at the 

time. This will be nearly 100 -I r_ ..-, where H is the barometric 

height in millimetres. 
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The TSBsel or calorimeter containing the water (Fig. 52) ebould be 
of thin metal polished on the outside — thin that it should not absorb 
much heat, polished that it should lose little by radiation. It should 
have a lid, and should be suppoited by badly conducting material, 
with as small surfaces of contact aa possible, say pointed wood or ebonite 
pegs, and should be surrounded bj an outer vessel, preferably a water- 
bath, kept at a constant temperature An intermediate thin metal 
vessel, highly polished on both sides maj still further diminish the 
radiation loss. '^ allow for the quantity of heat absorbed by the 
calorimeter, thermometer, and atirrer, we must find their capacity or 
water equivalent, and regard it aa so many grammes of water in 
addition to that actually contained in the calorimeter. This water 
equivalent is determined by putting into the calorimeter about the same 
quantity of water as will be used in the final experiment with the brass, 
and by adding some hot water so as to 
produce about the same rise of temperature 
as is expected in that experiment, and 
noting the exact rise produced. 

Thus, suppose that the calorimeter con- 
tains 100 grammes of water at 15°,* and 
that 40 grammes of water at 48° are poured 
in. The contents are well stin-ed, and in 
half-a-minute the temperature has risen to 
23-55°. Meanwhile, however, the calori- 
meter has been losing heat. To estimate 
this loss the rate of fall is no»* observed. 
Suppose that one minute after the last 
observation the temperature is 2335°, and 
one minute later still 23'15°. The rate of 
loss corresponds to a fall of 0'2° per minute, 
or of O'l per half-minute. But during the 
rise of temperature the rate of loss may 
be taken as half this on the average ; for 

supposing the temperature to rise uniformly Fio. 52.— Calorimeter, 

from the moment of mixture to the 

maximum observed^nanly an approximation to the truth, no doubt — the 
average excess above the suiTOunding enclosure is only half the final 
excess, and the loss, which, for small excesses, may be taken as pro- 
portional to the excess above the surroundings, is at only half the rate 
of the final loss observed. Thus, had all the heat been kept in, the 
temperature would have been Jx0'l°=05 higher, or the eori'ected 
temperature is 23-6°,t 

Expressing that the gain of beat by calorimeter and contents = loss 
by hot water, and putting tc for the water equivalent to be found — 
(w + 100) (23-6 - 15) = 40(48 - 23-6) 

* In mere demonstration esperimects it is easier to work with small quantities, 
but, if esaot results are required, then larger quantitieH, say not less than 600 
grammes of water, shonld be nsed. Otherwise the correctioDs are too large a 
fraction of the whole effect. 

+ In accurate work much more care mast be taken with the correction for 
loss of heat. A description of the mode of doing this will be fonnd in Ostwald'a 
J'kyiico-Chemicol JHeamrtnunti, p. 126. 
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whence 10 = 13-5 nearly, 

or we ma.j regard the calorimeter, thenaometer, and stirrer as I3'5 

grammes of water extra. 

To find the specific heat of the brass, again let us start with the 
calorimeter containing 100 grammes of water at 15°. The brass, 
which we may suppose weighs 150 grammes, has been for some time 
in the steam-jacketed chamber or heated vessel. For simplicity, let ua 
take its temperature as exactly 100°. It is quickly dropped into the 
water, and the calorimeter is stirred. Let the temperature readings be-^ 
maximum, ^ minute after mixture . 238 

1 minute after maximum .... 23'6 

2 minutes „ „ .... 23'4 
Final rate of loss of heat corresponds to fall of 0'2 per minute. 

„ „ „ 01 per ^ minute. 

Loss during rise 0-05 „ 

The corrected maximum is therefore 2385°. 
If J is the specific heat of brass on the average of the range from 100 
to 23-85, then 

Heat lost by brass = Heat gained by calorimeter 
gives I50K100-23-85) = (100+13-5)(23-85-15), 

whence a = 00879. 

Begnanlt's Xteteiminatioiis by the Method of Uiztnres. — 

ExperimenU on Solids. Begnault used the method of mixtures for the 




Apparat 
oh^s by 



Method of Mixtures. 



determination of the specific heats of a large number of solids, liquids, 
and gases. When working with solids he used an apparatus, the 
principle of which is shown by Fig. 53. 
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The subatanca to be experimented on waa broken in pieces, and 
placed in a little metal basket bung in the ateam-jocketed chamber A, 
placed on a box B. A waa closed above by a cork, through which paased 
the thread aupporting the basket, and a thermometer with its bulb close 
to the basket, so aa to indicate the temperature of the contents. The 
steam waa admitted at I and taken out at O. Below, the chamber waa 
cloaed by a trap-door T, in the top of the aupporting box. Steam was 
paaaed tirough the jacket surrounding A for one or two hours, so that 
the substance waa at the temperature of the steam. The aide D of the 
box waa prolonged upwards to acreen the ateam-chamber from the 
calorimeter. A trap-door moving vertically in this aide was drawn up 




when the substance was sufficiently heated, and the calorimeter C was 
pushed in so as to come immediately under A ; the trap-door beneath A 
was opened, the thread ctit, and the basket dropped into the calorimeter. 
The calorimeter was then withdrawn, and the door in D at once shut 
down. The rise in temperature of the calorimeter could then be noted, 
and by subsequent observations the loss of heat to the aurroundinga 
could be determined and allowed for. The capacity of the basket was, 
of courae, found by subsidiary experiments, and the heat which it gave 
to the calorimeter was subtracted. 

Experiments on Liquids. — One form of apparatus which Regnault used 
to determine the specific heat of liquids Is represented in Fig, 64. The 
actual mixture of the liquid with water waa not permissible in many 
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CABes, and therefore a thin metal vessel w&a fixed within the calori- 
meter. Into thia the liquid was poured, and ultimately it came to 
temperature equilibrium with the water in the calorimeter. Virtually, 
then, the method may be described as one of " mixture." The liquid 
was initially brought to some desired temperature, above or below that 
of the calorimeter, in a vessel Y contained in a constant-temperature 
bath, placed close to the calorimeter, but screened from it by a badly 
conducting partition. A pipe p, with a stopcock in it, led from this 
vessel into the vessel v, within the calorimeter C, and when " mixture" 
was to take place the cock was turned on and pressure applied through 
the pipe F to the surface of the liquid, which was then forced into the 
calorimeter. Besides the heat brought into the calorimeter by the 
liquid some would be conducted by the connecting pipe, but this could 
be determined and allowed for. 

Experivi^is on Q<ues. — As we have seen, the expansion of a gas with 
rise of temperature depends on the pressure to which it is subjected. In 
the expansion, the surrounding material is pressed out, and heat has to 
be given to the gas to do the work implied in this pressing out The 
heat thus required may be a very appreciable fraction of the whole heat 
given, and so it is necessary to specify the pressure condition to which 
the gas is subjected while its specific heat is being found. Regnault only 
investigated the specific heat under one condition, viz., that of constant 
pressure. His apparatus is represented in Fig. 55. The gas, carefully 
purified and dried, was stored in a reservoir R, from which it was 
allowed to flow through a gas-regulator worked by hand, so that its 
excess of pressure over that of the atmosphere was constant. A water- 
manometer M, connected to the gas channel by a very narrow tube, 
indicated this excess. It was then conveyed through a spiral metal tube, 
10 metres long and 8 mm. in diameter, coiled in an oil-bath, where its 
temperature was raised. It then passed by a short tube surrounded 
with non-conducting packing into the calorimeter, which consisted of a 
series of brass boxes divided by spiral partitions inside, so as to lengthen 
the path pursued by the gas ; and it finally emerged into the air. 

The gas was allowed to flow for ten minutes, and the quantity flowing 
during that time was calculated from the observed fall of pressure in the 
reservoir between the beginning and end of the experiment By collect- 
ing the gas in a subsidiary experiment in a globe, and weighing it, the 
weight was found to correspond with the observed difference of pressure 
in the reservoir. The spiral in the oil-bath was so long that the tempera- 
ture of the gas on emerging from it was that of the oil, and subsidiary 
experiments showed that, except when the velocity of the gas was 
exceedingly small, it lost no heat between the oil-bath and the calori- 
meter, and entered the calorimeter at the temperature of the oil. It 
left it at the temperature of the calorimeter. Ite pressure at entry and 
emergence was shown by subsidiary experiments to differ by not more 
than I mm. of water. Hence, the pressure was practically constant. 
We see then that a known weight of gas at constajit pressure was cooled 
in the calorimeter by an observed mean amount. This was again 
virtually the method of mixtures. Knowing the capacity of the 
calorimeter, the experiment enables us to determine the specific heat 
of the gas. 
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Con-ections had to be made, however, for gain or loss of heat in other 
ways during the experiment. On the one hand, the calorimeter gaine 
heat by conduction and radiation from the heating part of the apparatus. 
This-may be taken as the same per minute throughout the experiment. 
On the other hand, as the calorimeter rises in temperature, it parte with 
heat by radiation and by conduction to the surrounding air, the quantity 
lost being proportional to the excess of its temperature. By observing 
the change of temperature for ten minutes before the gas flows, and for 
ten minutee afterwards, we are able to calculate the quantity of heat 
conducted and radiated from the heating part of the appaj^tus, and the 



quantity lost to the surroundings per 1° excess of temperature, and si 
make the necessary corrections to the result. 
If W = the weight of gas flowing, 

T = temperature of the oil-bath, 
tj, l^ = initial and final temperatures of calorimeter, 
^ = water-equivalent of calorimeter and contents, 
t = temperature of calorimeter corrected, 
s — Specific Heat of the gas, 
then, neglecting corrections. 
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Determmatioii of the Specific Heat of a Liquid by Mixture 

with a known Solid. — An obvious mode of determining the specific 
heat of a liquid consists in heating a known weight of a solid of known 
specific heat, and immersing it in the liquid contained in a calorimeter. 
An equation like that of p. 66 (modified, of oovirse, by the necessary 
corrections) then serves to give us W, the water equivalent of the 
liquid. Knowing its weight, we have at once its specific heat. 

Method of Goolingf. — In this method the liquid to be experimented 
on is placed with a thermometer in a highly polished metal vessel, serving 
as a calorimeter, and this is suspended by silk threads in a colder enclosure, 
the walls of which are kept at some constant temperature. This may 
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conveniently be made 0° G. by eurrounding the outside of the enclosure 
with melting ice. In some experiments the space between the calorimeter 
and the enclosure has been exhausted. The quantity of heat given out 
by the surface of the containing vessel in a given time depends not on 
the nature of its contents, but on the temperature of its surface alone. 
If, for example, in two different cases, the temperature is observed to 
fall at twice the rate in one case that it falls in the other when the 
mean temperature is the same, the heat given out in the same time is 
the same in the two cases, therefore the capacity of the calorimeter and 
its contents in the first case is only half as great as in the second case. 
Hence we have 

where w is the water equivalent of the calorimeter and thermometer, and 
m^m^^iSj are respectively the masses and specific heats of the liquids in 
the two experiments. 

The method was originally applied both to solids and liquids, but it 
was found that with solids it did not give good results, owing to vari- 
ations of temperature within the solids. The circulation in liquids 
during their cooling maintains their temperature more nearly uniform 
at each instant, and so the objection is much less in their case. 

The Meltinjf Ice Uethod — Bwmen'it lee Calorimeter. — In this 
method the heat given out by a body in cooling down from some higher 
temperature to 0° C. is measured by the quantity of ice which it will 
melt. It was first used by Black and afterwards by Lavoisier and La- 
place. They collected and weighed the water resulting from the melting. 
But as it was practically impossible to collect the whole of the water, the 
method failed to give very good results. It was, however, modified by 
Bunsen in such a way as to make it of very great service. In his calori- 
meter, instead of collecting the water resulting from the melting, the 
contraction which takes place in the change from solid to liquid is ob- 
served. The amount of this change was measured by a separate experi- 
ment in which a known weight of ice at 0° was contained in a bulb, the 
rest of the apace being filled with mercury. The ice was then melted 
to water at 0°, mercury being drawn into the bulb to occupy the space 
left by the ice in melting ; the additional weight of mercury gave the 
contraction. He found that a gramme of ice at 0° contracted from 
1-09082 cc. to 1-00012 cc. of water at 0°.* 

The construction of the calorimeter is illustrated by Fig. 56. 

A is a test-tube fused into the glass vessel B, which is continued into 
the narrow tube C. B is nearly filled with water which has been 
previously deprived of air by boiling, and the remaining space is 
occupied by mercury, which also fills the tube C round the bend and 
some way along the horizontal part which lies against a graduated scale. 
To prepare the calorimeter for use, a stream of alcohol, cooled by a 

• Nichols. Fhy». Rev., viii. p. 21, 1899. bas found that the specific gravity of 
slowly ftoaen pond ice ia 0-9180, while that of artificially prepared ice is 0-9161, the 
latter Eiving the volume of 1 gramme 1-09168. He determined the specific gravity 
directly by weighing in air and in oil of known specific gravity, Vincent {Ftoc R. S., 
Ixix. p. 423) has found the specific gravity of natural ice to be 0-9176 and that of 
artificial ice to be 0-9162. 
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freezing mixture, is passed through the teat-tube A until a cap of ice is 
formed round it in the vessel B. The calorimeter is now placed in melt- 
ing ice or snow, and left, preferably for some days, till the ice cap Is all 
at 0°. A layer of wool is placed at the bottom of A to prevent breakage, 
and some distilled water is added. When all is at 0°, the calorimeter — 
still suiTOimded by melting ice — is ready for use. It is better, as 
pointed out by Professor Boys, Phil. Mag., xxiv., 1887, p. 214, to Bar- 
round the calorimeter by an air-jacket bj enclosing it in an outer tube, 
which is immersed in the melt- 
ing ice. A small piece of the 
substance to be experimented 
on is raised to any desired 
temperature, and then dropped 
into A, giving its heat to the 
water. But aa the water rises 
in temperature it becomes more 
dense, and therefore remains at 
the bottom of the tube round 
the substance. Gradually heat 
is conducted out into B, where 
some of the ice is melted by 
it, and the melting continues 
till all is again at 0°. The 
tube C having been calibrated, 
the recession of the mercury 
along it gives the weight of 
ice melted, a contraction of 
1-09082 - 1-00012 = -0907 cc, 
corresponding to the melting 
of 1 gramme. For comparative 
measurements it is only neces- 
sary to observe the contraction 
in different cases, but for the 
determination of the amount 
of heat actually yielded, it is 
necessary to know the latent 
heat of water or the number of 
calories taken up by 1 gramme 
of ice at 0° in melting to 
water at 0°. By using a known 
weight of water at a known 
boiling temperature, that is, by adding a known number of calories 
to A, Bunsen determined the latent heat of water as 80025. * The 
calory, in terms of which this is expressed, is -^ of the heat required 
to raise 1 gramme of water from 0° to 100°. It will be observed that 
in this method the radiation correction disappears, for the substance 
taking in the heat always remains at the same temperature, and is always 
in equilibrium with its surroundings. 

Joly's Steam Oalorimeter. — Professor Joly has introduced and 
J, will be found a description 
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Pio. 66. — Bimsen's Ice Calorimeter. 
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perfected a calorimeter in which the latent heat of steam is used some- 
what as the latent heat of water is used in Bunseti'a ice calorim.eter.* 
The instrument is represented in Fig. 57. The calorimeter C is a light 
metal vessel, double walled and covered with cloth, placed beneath a 
delicate balance which is not represented in the figure. X wire hangs 
from one arm of the balance, and passing through a very small hole at 
the top of the calorimeter sustains a light Wire platform wp within it. 
Beneath and attached to the platform is a catcbwater cw of platinum 
foil. The substance of which the specific heat is to be found is placed 
OE the wire platform and counterpoised. There is a wide pipe S enter- 
ing at the top of the calorimeter through which steam can be introduced. 
During the counterpoising, the steam pipe is not connected to the calori- 
meter and the entrance bole S is plugged 
up. There is a large exit hole at the 
bottom of the calorimeter, which is also 
stopped at this stage by a cap c, shown 
in the figure out of position. Before an 
experiment a thermometer is inserted in 
the calorimeter, and left till all has 
come to a steady temperature (j. Mean- 
while steam is got up in the boiler, and 
during the experiment it must be coming 
off very freely. It is passed through the 
coupling tube for some time before con- 
nection to the calorimeter, to drive out 
all air. Then the thermometer in the 
calorimeter is read and withdrawn, and 
the hole for its insertion is plugged up. 
The exit at the bottom is unstopped, t^e 
^^ entrance for the steam is unplugged, and 

5-^?^ the steam pipe connected. For 30 or 40 

^^^ seconds the steam rushes freely down the 

' ' ' ^ calorimeter, driving out all the air, and 
Fio. B7. — Jolj's Steam Calorimeter, condensing on all the surfaces. Then the 
exit hole is nearly closed, and in from one 
to four minutes the whole of the inside of the calorimeter rises to the 
temperature of the steam, when no more should condense. While the 
steam is still slowly passing through the calorimeter, the balance is 
again counterpoised, and the gain in weight gives the weight of steam 
condensed by the platform, catcbwater, and substance in rising from t^ 
to the temperature /, of the steam. A previous cKperiment has given 
the weight condensed by the platform and catohwater, and the excess 
above this is due to the substance alone. 

If W is the weight of the substance, s its specific heat, lu the weight 
of steam condensed by it in rising from t^ to l^, k the latent heat of steam, 
then s is found from 

Wsfij - tj) = <uA. 
Loss or gain of heat by radiation during the rise in temperature is 
almost entirely eliminated by the sudden inrush and condensation of 

• The perfected form is tally deacribed in Pmc. B. S., ilvn., 1890, p. 218. 
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Eteam on all the surfaces, which very rapidlj attain the temperature t^. 
There ie, however, a slight continuous radiation from the suspended 
part, and a corresponding continuous condensation and gain of weight 
which mast be determined and allowed for. In estimating w, correction 
must be made for the difference in buoyancy of air at t^ aud steam 
at (3. 

To keep the wire free from the sides of the hole through which 
it enters the calorimeter, and yet to keep that hoie sufficiently small to 
prevent serious leakage of steam, the following construction is adopted. 
The top of the calorimeter is conical, and is ground flat so as to 
make a circular hole. On this Testa a little copper disc weighing 
about 22 mgm., and drilled centrally with a hole about f mm. in 
diameter. The suspending wire of platinum, which may be about 
O'l mm. in diameter, passes down through the central hole in the 
disc, and an the wire swings from, 
side to side it pushes the disc 
about with it until the swings 
have diminished to less than the 
diameter of the hole, when the disc 
is left and the wire finally hangs 
centrally. Its weight suffices to 
prevent lifting by the steam. 
A platinum spiral in an electric 
circuit surrounds the wire, and 
during the experiment this is 
made to glow just visibly. The 
heat it gives to the suspending 
wire suffices to prevent the con- 
densation of steam on the wire. 

The Differential Steam 
Oalorimeter. — Dr. Joly has de- 
vised a form of calorimeter repre- 
sented diagrammatically in Fig. 
58. In this a platform or holder 
and catchwater depends from each 

arm of the balance into a common steam chamber. The two holders 
are made to have equal thermal capacities, so that if the substance to be 
tested is placed on one, the excess of condensation on that side is due 
entirely to the substance. The corrections for the holder and catchwater 
and also for the slow radiation from them are eliminated. 

This apparatus is the only one which has as yet been used to measure 
the specific heat of gases at constant volume quite directly.* For this 
purpose Joly used two equal copper globes, each 6-7 cm. in diameter and 
about 160 cc. capacity. In the experiments on air, one of them was 
filled with air which, at the lower temperature, was at normal pressure, 
while the other was filled with air at a much higher pressure. In some 
cases the mean higher pressure during an experiment was 26 atmo- 
spheres. The excess of condensation on the one side was due to the 
excess of weight of air on that side, the volume of which was constant, 
except for the expansion of the copper with rise of temperature and its 
. * PhO. Tram.. A., 1891, p. 73. 
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extension with increase of internal pressure. These could be determined 
and allowed for, and the heat needed to raise a known weight of air at 
constant volume from about 15° to the temperature of steam was deter- 
mined. We shall give some of Joly's results later. 

The Method of Electrical Heating.— This method was first 

suggested and used by Joule * after he had discovered the law of heat 
development in a wire carrying an electric current, viz., that the heat is 
proportional to O^BC where C is the current, R the resistance, and t the 
time for which the current runs. 

Joule passed the same current through two s imilar platinum spirals, 
one immersed in a standard calorimeter containing water, and the other 
in the calorimeter containing the substance to be esperimented on. 
The heats developed were proportional to the resistances of the spirals. 
These were measured beforehand. The heats could also be expressed in 
terms of the heat capacities of the calorimeters and their contents and 
the observed changes of temperature, and the equation of the two sets 
of measurement gave the specific heat. 

We may take as an example an experiment described by Joule to 
show the possibility of the method. The standard calorimeter, with 
stirrer and thermometer, had water equivalent 280 grains and it con- 
tained 35,000 grains of water. The immersed spiral had resistance 
taken as 100. The other calorimeter had water equivalent 260 grains ; 
it contained 28,000 grains of water and 80,500 grains of lead. The 
immersed spiral in it had resistance 106. A current was passed through 
the two in series for 20 minutes, when the increase of temperature 
was in the first 3'576° and in the second 4'3&°. Expressing the fact 
that the heat developed is proportional to the resistance, and denoting 
the specific heat of lead by t, we have 

(80500s + 28260)4-35 106 
35280 x3'575" "lOO 
whence « = 0-03073 

This method has since been used by many experimenters, and has 
been brought to great perfection by Griffiths in his research on the 
mechanical equivalent of heat, to be described hereafter. It is not 
necessary to employ two calorimeters. For, under proper conditions, 
both the current and the resistance can be measured with very great 
accuracy, and the value of C^R( is thus known in different experiments, 
which may be carried out successively with the same calorimeter. 
Equating the ratio of the heats developed in two experiments as ex- 
pressed in terms of heat capacity and rise of temperature to the ratio of 
C^Bt in the two experiments, we have the data for the determination 
of specific heat. 

The Specific Heat of Water. — Nearly all determinations of specific 
heat have been made in terms of a water unit, such as the heat required 
to raise 1 gramme of water through 1° C. at some named part of the 
scale. It is, therefore, of the utmost importance to determine whether 
the choice of the particular degree affects the value of the unit, that is, 
to determine whether the specific heat of water itself varies as the 
temperature changes. 

* Scientijie Paperg, yoL i, p. 192. 
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It has long been recognised that, at any rate, there is no evidence 
for its constancy, but determinations of the nature and magnitude of the 
variation have been so conflicting till recently that experimenters have 
been too often content to leave it out of account. But measurements 
of temperature and quantity of heat have so greatly advanced in accuracy, 
that now the results of different workers begin to show agreement, and 
there is no longer any doubt as to the existence of a variation, and even 
its magnitude at ordinary temperatures is probably fairly determined. 

Before giving an account of more trustworthy work, we may illustrate 
the di£Bcultiea of exact calorimetry by briefly describing two earlier 



In 184:7 Begnault published an account of experiments in which he 
sought to determine the specific heat of water at different temperatures 
by the method of mixtures. A large boiler was so arranged that the 
water in it could be boiled under different pressures, and therefore at 
different temperatures, these ranging from 107° to 190°. When the 
water was at the boiling temperature a quantity of about 10 kgm. was 
rapidly forced into a large gauged calorimeter containing a known 
quantity — about 100 kgm. — of cold water, at an observed temperature 
ranging from 8° to 14°. From the temperature of the mixture the ratio 
of the mean specific heat over the rise of temperature in the one case 
to that over the fall in the other could be determined. A series of 
experiments led Begnault to express the specific heat at f, taking the 
specific heat between 0° and 1° as 1, by 

Specific heat at (° = 1 + -00004* + -0000009(2. 
From this the specific heat at 15° is I 0008, while the mean specific heat 
from 0° to 100° is 1-005. 

In 1870 Jamin and Amaury described an electrical method. The 
calorimeter was of thin copper and contained 350 grammes of water. 
It was surrounded by a spiral of insulated German-silver wire of known 
resistance, through which a known current could be parsed, to supply a 
known quantity of heat. Outside the spiral was a layer of swansdown 
of such low conductivity that nearly all the heat generated was con- 
ducted inwards to the water. Outode the Bwansdown packing was a 
thin polished copper vessel. This was placed in the middle of a double- 
walled enclosure, containing water between the walls. In this water 
was another spiral through which a current could be passed, so as to 
make the temperature of the enclosure rise at the same rate as that 
of the outside of the calorimeter, and thus eliminate any radiation 
correction. The results obtained were expressed by 

Specific heat at (°«l-i-'0011( + -0000012(«. 
We shall realise how widely this differs from Regnault's value by 
noting that it gives the specific heat at 15° as 1-0168, and the mean 
specific heat from 0° to 100° as 1-06. 

The first results to which any value can now be attached were pub- 
lished by Rowland in 1879* in an account of experiments on the 
mechanical equivalent of heat, to be described later. Here it is sufficient 
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to say that the heat was supplied to water in a calorimeter by violent 

stirring, the energy put in by the stirring being transformed to heat 
proportional to the work done. Eowland found that the same amount 
of work produced a different temperature rise in the same quantity of 
water at different parts of the scale. The range was from 5° to 36° C, 
and there was distiiict evidence for the existence of a minimum specific 
heat about 30°. The recalculated results are represented in Fig. 60. 
Rowland verified the variation by experiments by the method of mixtures, 
from which he found the coefficient of decrease between 0° to 30° to be 
■000236. 

In 1893 a most careful determination of the variation between 
15° and 25° was published by Griffiths,* who used the method of electric 
heating. The research was really on the mechanical equivalent of heat, 
but we may regard it here as one on the specific heat of water. 

Taking the specific heat at 15° as 1, Griffiths found that if ( lies 
between 15° and 25° then 

Specific heat at i° = 1 - ■0O0266(( - 15) 
where t is the temperature on the hydrogen scale. This is represented 
ia Fig. 60. 

In 1894 1 some experiments on the latent heat of steam led 
Griffiths to suppose that the mean specific heat of water between 0° 
and 100° is exceedingly near to that at 15°. Since the specific heat is 
decreasing at 15°, this implies, of course, that it must reach a mini- 
mum before 100°, and then increase again. Griffiths' supposition was 
confirmed by Dr. Joly by an experiment with his steam calorimeter, in 
which a known weight of water was raised from about 12° to 100°, so 
that its mean specific heat between 12° and 100° was determined, 
Griffiths found from Joly's work that 

Mean specific heat_ „._. 
Specific heat at 15° 

instead of lj2^= 1-004 as found by Regnault. 

Meanwhile Bartoli and Stracciati J had been carrying out a very 
extensive series of researches on the specific heat of water by the 
method of mixtures. They made three sets of experiments. In all 
the calorimeter contained a known weight of water initially at the 
temperature of the surroundings In the first set, different metals of 
specific heat known through the range used were heated to 100° and 
dropped into the calorimeter. In the second set, a known weight of 
water at 0° was dropped in ; and in the third set, a known weight of 
water at a temperature above that of the calorimeter was mixed. The 
three sets showed results very much of the same nature. The mean 
is shown in Fig. 60. It should be noted that the metal set gave a 

* FhU. Trans., 1893, A., p. 361. 

+ FkU, Trans., 1895, A., p, 320. Dr. Joly's experiment referred to in the text is 
described in the paper. 

J Nuova Cimenta, 33. A brief account is given in BeiU&Uer. xvii., 1893, pp. 
E43, 638, 1038. 
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gentler elope down from 0° to 20°, and a steeper slope up after that than 
the water seta. Thus, at 0° the metal mixtures gave 1*00551, and the 
water mixtures 1-00777; while at 31° the metals gave 1-00337 and the 
water r00145.' The mean of these results gives a slope from 0° to 15°, 
very nearly the same as those obtained by Rowland and Griffiths (see 
Fig. 60), but Bartoli and Stracciati found a minimum at 20°. 

Liidiu in 1895 (Beiblatter, 1897) also used the method of mixtures, 
and his results are represented on Pig. 60. 

The most complete Beriea of experiments hitherto carried out were 
published by Barnes in the Pkilo»ophieal Transactions, A. 199, 1903, 
p. 149. He used the method of electric heating, and the principle of 
his experiment will be seen from Fig. 59. A stream of water is led 
through a narrow tube t, through which passes a fine platinum wire. 
This wire carries an electric current introduced and taken away by the 
thick wires ec. The temperatures of the water on entering and leaving 
t are taken by the platinum thermometers pth, pth. t is surrounded by 
a vacuum jocliet to diminish loss of heat by cooling, and this again is 
surrounded by a water jacket. Let Q be the quantity of liquid flowing 




through t per second, and let d, be the temperature at entrance, 0^ that 
at exit. Let s be the mean specific heat of the liquid between $„ and 8^, 
and 3 the mechanical equivalent of heat ; then the work value of the 
heat gained by the water is JQs(fl, - $^. But if E is the potential 
difference between the ends of the fine wire, and G is the current in 
it, and if, for simplicity, we suppose all the heat given by the current 
to remain in the water, the heat is EC in work measure. Hence we 

and measuring Q, 9^, B„ E and G, we can determine g. We must refer 
the reader to the original paper for Uie account of the various corrections 
and their determinations. Barnes obtained a minimum value at 37-5° C., 
and between 5° and 37*5° he found that the specific heat may be 
represented by 

8 = -99733 + ■0000035(37-5 - tf + -0000001(37-5 - tf 

Between 37-5° and 55° the sign of the last term must be changed. 
Above 55° up to 100° 

t = -99860 -f -00012(i - 55) + ■00000025(< - 55)* 
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Fig. 60, r^reeenting all the results, is taken from hia paper. 
General KeBOlts. — Probably in all substances the specific bent 

changes with iha temperature. In geneml it increases as the tempers 
ture rises, so long as the substance does not change its state. A specific 
he»t increaeiiig uniformly with rise of temperature, would be repre- 
sented by 

but it is only over small ranges that such a simple formula represents 
the results of experiments. Over larger ranges they may be better 
represented by 

S^a + pt + yt^ 
and no doubt, if the results were accurate, they would be still better 
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Fia. 60.— Results of DUtereot Experiments on tlie Specific' Heat of Water. 

represented by the addition of terms containing higher powers of t. But 
at present the errors of experiment are so great that it is useless to 
trouble about these higher powers. 

We probably have the most accurate knowledge of the variation of 
specific beat in the case of aniline over the range from 15° to 52°. This 
was determined by Griffiths {Pkya. Soc, 13, 1894) by the method of 
electrical heating. He selected aniline in place of water, on account of 
its great suitability as a calorimetric liquid, for it is easily obteinable in 
a fairly pure state — it has a low vapour pressure at ordinary tempera- 
tures, and with its specific gravity, 1-02, and specific heat, '52, its 
capacity for heat per unit volume is only half tliat of water. The 
specific heat at t° is given by Griffiths in terms of the calory at 15° as 
8 = 'SIBC + (l- 20)-0OO4 + (( - 20)-0000O2. 

Begnault has obtained the specific heat of a number of liquids. From 
these we may select alcohol, for which he gives, in terms of the calory 
atO°, 

8 = -54755 + ■002242; + ■000006618ii' 
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■0920B 


230^8 


■05449 


392-9 


■21116 


449-3 


■02973 


456-9 


■09070 


489-6 


■10427 


907-0 


■10442 


1029^1 
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Alcohol ms.; be used in the inner tube of the Bunsen calorimeter in 
place of water, for the determination of speciEc beats below 0°. 

The change in specific heat of a number of metals with change of 
temperature has also been found. Among the most important of these 
is pl&tinuin, on account of its use to determine iiigh temperatures, 
Yiolle,* using the method of mixtures, has obtained for this metal over 
the range 0° to 1200° 

«-^0317+0O0012^ 

Naccari f has found the value for various metals by the method of 
mixtures, between tn^linary temperatures and 320°, in the form 

s = a(l + 60 

The following results are given by him. The unit is the calory at 



Copper . 
saver 

Al nmir 

Lead 

Nickel 
Iron 

Tilden I has investigated the specific heat of iron, nickel, cobalt, 
aluminium, silver, gold, and platinum, over the range from - 182° C. to 
+ 100° C, extended in some cases to 630* C, and his results ehow that the 
specific heat decreases as the temperature of determination decreases. 
In the case of platinum the decrease is regular, or the relation between 
specific heat and temperature is linear. But in other cases the decrease 
is more and more rapid as the temperature falls. 

The most remarkable changes of specific heat are those which occur 
with carbon, boron, and silicon. These were investigated by H. F. 
Weber.§ He used the Bunsen Ice Calorimeter from - 50° to + 250°, 
employing alcohol in the inner tube below 0°, and for carbon he extended 
the experiments to the range between 600° and 1000°, when he used the 
method of mixtures. His plan at this higher range consisted in heating 
a known weight of platinum and the carbon to the same temperature 
and dropping the two simultaneously, one into each of two water 
calorimeters. The platinum gave the temperature, while the lise in the 
other calorimeter, when the temperature was thus known, gave the 
specific heat sought. His results for diamond between — 60° and 4- 260° 
are nearly represented by 

» = -104 + -0008(, 
though the rate of iscrease is appreciably diminishing as the temperature 

• PhU. Mag., voL It., 1877, p. 818. 

f AUiRA.tUToi-ia«,2S, 1809; fnUdCter, xil., 1868, p. 326. 
t PhU. Tnmt., A. 194, p. 233, 1900, and A. 201, p. 37, 1903. Refeiances to other 
work trill be fonud In thtse papers. 
3 Pogg. Ana., oliv.. pp. 367 and GG3. 
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rises. In the range from 260° to 600°, in which he did not experiment, 
the diimnutioa must have become much more rapid, for he found that 
the specific heat in the range from 600° to 1000° only very slowly 
increased towards -46. 

With graphite, the specific heat about 0° may be represented nearly by 

8=-152 + -0007(. 

The rate of iocreaae falls oif somewhat more rapidly than with diamond, 
and the values tor the two are not very different over the higher range, 
as the following table shows : — 

Sfbcifio Heats of Diamond and Gbaphtte. 



606-r 


806-6° 


985 ■0° 


■4408 


■4489 


■4589 


■4431 


■4529 


■4674 



Graphite 

With crystallised boron the specific beat rises in a similar way, and 
between 0' and 250° it is fairly, but not exactly, represented by 

e=-22 + ^00071i. 

Here again the rate of increase falls off as t rises, and from the exact 
results over the range Weber deduced a limiting value at high tempera- 
tures of 0'50. 

With crystallised silicon the limiting value was nearly reached 
in the lower range of experiments. We may take the following 
values : — 

Specific heat of crystallised silicon at —50° . '13 



200 

and the value to which the results tend as 0-206. We shall see the 
bearing of these values directly. 

The change in the specific heat of gases will be dealt with later. 

Influence of Change of State on Specific Heat.— The difference 

between the specific heats of diamond and graphite is an illustration of 
the fact that the particular condition of a substance, cryst^ine or 
amorphous, softened or hardened, affects ita specific heat, though, as a 
rule, the variation with such condition is not great But as a substance 
changes from the solid to the liquid or from the liquid to the gaseous 
state, the specific heat may change very considerably. As typical, we 
may take water and lead. We have i — 

Ice . . '5 Water . 1-0 Steam (constant pressure) -34 

SoUd lead -0314 Molten lead -0402 

As a rule, tiie change is in the same direction for other substances, 
but there is no known relation between the specific heats of the same 
substance in the different conditions. 
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Atomic and Molecalar Heats.— There is undoubtedly some 
relation between the specific heat of a substance and its atomic or 
molecular weight Thus for the less condeasable simple gases the product 
specific heat x atomic weight is very nearly constuit for different 
gases and independent of the temperature, when the specific heat is 
taken in all cases at constant pressure, or in all cases at constant volume. 
Again, for a very laj^e number of solid elements the product is not far 
from constant, though the constant is not the same as for gases. 

These relations imply that if we take quantities of different ele- 
mentary substances proportional to their atomic weights, and therefore 
presumably containing the same number of atoms, the heat capacities of 
these quantities will be nearly equal. Or the beat capacity per atom is 
the same for different elements, the gas atom, however, having a 
different capacity from the solid atom. The product atomic weight x 
specific heat is termed the " atomic heat." 

In many classes of compounds, too, the product specific heat x 
molecular weight, the " molecular heat," is not far from constant, each 
class having as a rule its own constant, though in some cases each 
constituent atom may be regarded as having its atomic heat — as a gas if 
the compound is gaseous, as a solid if it is solid. 

Without entering into minute detail, we shall give examples of the 
evidence on which these statements are founded. 

Taking first the case of gaseous bodies. Begnault found by the 
method already described that at constant pressure : — 

1. The specific heat is nearly independent of the temperature. 

2. It is nearly independent of the pressure so long as this is constant 

during an experiment. 

3. The capacities for heat of equal volumes of different gases at 

equal pressures are nearly equal — whence on the molecular 
hypothesis the capacity for- heat of different molecules is the 

But the further a gas departs from the behaviour indicated by pv = B.d 
the less nearly does it fall in with these laws. 

The following are some of Regnault's results. The value for nitrogen 
was calculated from those for air and oxygen : — 

Simple Oaus. 



Gas. 


Atomic 
Weight. 


Specific Heat. 


Atomic Heat or 

Prodoct of 
Atomic Weight 


Hydrogen 

Air ... . 

Oxygen .... 

Nitrogen 

Chlorine 

Bromine. 


1 

16 
U 
35-5 

SO 


3-409 
0-2374 
0-217B 
0-2438 

0-1210 
0-055S 


3-409 

3-4800 
3-4132 
4-2955 
4-4400 
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Compoimd Cfaees. 



Oab. 


Molecular 
Weight. 


SpecUo Heat. 


Holeonlar Heat 

or Product at 

Molecular 

Weight 

X Specific Heat 


^%^"- . . . 


28 


0-2450 


6-8600 


NO ... . 


30 


0-2317 


6-9510 


HCl . 


36-6 


0-1852 


6-7598 


Tjpe AB,- 
00, . . . . 
K,6 .... 


44 


0-2169 


9-5436 


44 


0-2262 


9-94S6 


SO, ... . 


64 


01554 


9-9528 


More easily condensable — 
H,0 . . . 


18 


0-4803 


8 -6454 


H^ . . . . 


34 


2342 


7-9628 



The last cdumn confirms the result that for less condensable gases the 
capacity for heat of equal volvuues at equal pressures is constant, for 
the weights of equal volumes of these gases are then very nearly pro- 
portional to their atomic weights if elements, to their molecular weights 
if compounds. The heat capacities of these equal volumea are therefore 
proportional to the numbers in the last column. Dividing the " Mole- 
cular Heat " for gasea of the type AB by 2, and that for gases of the 
type ABj by 3, we get atomic beats 3-3 or 34, nearly the same as those 
found for hydrogen and oxygen, a result indicating that the atoms 
have the same capacity for heat even in combination. It will be noticed 
that the atomic and molecular beats for the more easily condensable 
gases are somewhat widely different from those of the more permanent 

E. Wiedemann* has simplified Regnault's method of experiment on 
gases, and has obtained results in close agreement. The following 
are some of hia numbers, showing the nature of the variation with rise 
of temperature, and giving also the capacity for beat of equal volumes 
at the same pressure, the volume of 1 gramme of aii- being taken as 1. 





SFECIPIC HBA^T. 


CAPAOTY OF EQITAI, VOLUMES. 


0- 


100* 


800" 


0- 


100- 


change 
change 

change 
0-36E0 
0-3318 


Air. . . 
Bydrogeu 

CO,.' '. \ 
NH, . . 


0-2389 
3-410 
0-2126 
01952 . 
0-5009 


o-3ie9 

0-6317 


change 

change 

change 

0-2387 

0-6629 


0-2389 
0-2389 
0-2346 

0-2985 
0-29B2 


0-3316 
0-3134 
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The more condensable gases again give ver^ different values 
from the others, and as their temperature rises the specific heat 



So doubt the specific heat at constant volame is the more appro- 
priate quantity for comparigon, inasmuch as at constant pressure a 
certain amount of the heat goes to push out the containing surface 
against the external pressure. As we shall see later, the ratio of 
the two specific heats is nearly constant for air, hydrogen, oxygen, and 
nitrogen, so that we may regard the results obtained in the one 
case as proportional to those which may be expected in the other. 
But only in very few cases have the specific heats at constant volume 
been worked out, and as yet only by Joly with the steam calori- 
meter.* He has found that the specific heat alters with the density. 
Denoting the density by p, he found that for air about a mean 
temperature of 60° 

Specific heat at constant volume = 0'17151 ->-O'02788/) 

giving 0-17154 as the value at 0° and 760 mm. For carbon dioxide 
about a mean temperature of 55° and a range of pressure up to SO 
atmospheres, he-found 

1650 + 0-2125/j + QSiOf^. 

For hydrogen he found 2 '40, with decided indications of a decrease with 
increasing density. By varying the initial temperature he was able to 
determine that there was no change in the specific heat of carbon 
dioxide at constant volume between 10° C and 100° C. if the density did 
not exceed 'OS, but that there was a rapid increase at higher densities as 
the temperature decreased below 30°. 

DnloHBf and Fetit's Law. — From their researches on specific heat 
Dulong and Petit were led to conclude that for many solid elements the 
product 

Atomic weight x specific heat= constant, 

a law now known by their name. As pointed out already, it implies 
that if we take a weight of each element equal in grammes to the 
number expressing the atomic weight, and therefore, on the atomic 
theory, contamlng the same number of atoms, the capacity for heat is the 
same. Or the heat capacity per atom ia constant. 

Regnault made a very extensive series of researches to test this law, 
and found that for most solid elements the product is nearly, but only 
nearly, constant. This might be expected. For, as we have seen, the 
specific heat changes with condition and temperature, and we could only 
expect to find any exact relation for the different elements when we had 
them in corresponding condition and at corresponding temperature, 
and we do not yet know in what correspondence consists. Below we 
give a selection from Eegnault's values of the specific heat, adding 

• PkU. Tran$.. A., 1891. p. 73, and A., 189*, p. 913. 
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oarbon, baton, and Bilicon, with the limiting specific heats as given 
by Weber. The product, Atomic weight x apeoifie heat, the "Atomic 
Heat," is given in the last column. 





Atomic 


'E£f 




Blbmsht. 


Weight. 


Heat. 


Sulphur 


32 


■1776 


5^6832 


Phosphorus 




31 


■1887 


6-8497 


Zinc . . 




65 


■0955 


6-2075 


Aluminium 




27-5 


■2143 


5-8932 


Iron . 




66 


■1138 


6 3728 


Nickel 




58-5 


■1091 


6 3823 


Tin . 




118 


■0562 


6-6316 


Copper 




63 -fi 


■0951 


60389 


Leid. . 




207 


■0314 


6 4998 


Mercury (soUd) 




200 


■0319 


6-3800 


Platinum , 




197 


■0324 


6-3828 


Iodine 




127 


■0541 


6-8707 


Bromine (solid) 




60 


■0843 


6-7440 


Sodium 




23 


•2934 


6^7482 


Silver 




108 


■0570 


6-1566 


Gold . 




196 


■0324 


6-3504 


Oarbon 




12 


■46 


5-52 


Boron 




11 


■50 


5-50 


SiHcon 




28 


■205 


5-74 



Keumann first pointed out that in certain compounds of similar con- 
stitution the product. Molecular weight x specific heat, or "molecular 
heat," is nearly constant. Regnault investigated the molecular heats 
of a very large number of constants, and found that each class had its 
own molecular heat. The reBults for the members of a class differ, 
however, several per cent, from the mean. 

Later Kopp took up the investigation, and found that by assign- 
ing to each atom its own atomic heat — not the same for all elements 
— a very great number of quite different compounds in the solid 
state come under the following rule known as Kopp's Law; "The 
molecular heat of a solid compound is the sum of the atomic heats of 
the constituents." 

The following are the atomic heats assigned : * — 



1-8 



Si 



and for other elements, ( 



" Nemst, Weorrtieal CktmMry, p. 154. 
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QUANTITY OF HEAT. SPECIFIC HEAT. 
Thus for ice the molecular heat is, by Kopp's Law, 

whereas experiment gives 0'474 x 18 = 85. 

For calcium carbonate, OaCOg, the calculated molecular heat is- 

6-4+l-8 + 3x4 = 20-3 
while experiment gives 0-203 x 999 ^ 20-3. 
For Bodiom chloride, KaOl, the calculated molecolor heat is — 

.6-4 + 6-4 -12-8. 
while e^^riment gives '214 x 58*4 — 12'5. 
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CHAPTER VII. 
CONDUCTIVITY. 

The Passage of Heat from one Body to Another — CondootiTity — Differs enormoasly 
la different Snbstances— General Eemarks on Condnotivity in the Three Statea 
^DeflnitioD of Condnctiyity— Diansivity— Kmissivity — Measorements of Con- 
ductivity— FAilet's Method— Bar Methods of Despreti, Forbes, Neumann, and 
Angstrom — Gray's Method — Bei^et'e Experiment on Meronry — Experiments of 
Wiedemann and Franz — Knndt's Experiments — Senarmont's Experiments on 
(h7stals — Lees's Bxperiments— Londquisl — Weber — Condnotivity of Qasea— 
Experiments of Stefan, Knndt, and Warbnrg. 

Transference of Heat by Oonduction. 

The Passage of Heat f^m one Body to Another.— ^here are 

two modes in which heat is transferred from one portion of matter to 
another — conduction and radiation. In condnctlon, the matter receiving 
the heat is in contact with the matter from which it receives it, and the 
temperature falls continuously along the course by which the heat is 
flowing. If, for example, I put one end of a poker in the fire and hold 
the other end, the heat is conducted along the poker from the warmer 
to the colder portions, the heat passing down the slope of tempera- 
ture, warming the iron as it travels, so that all the intervening portions 
of the poker are intermediate in temperature between that rf the fire 
and that of m; hand. 

Id radiation, the matter receiving the heat is not in contact with 
the matter from which it receives it. If I warm my hands before a fire, 
I do BO by radiation, the heat received by my hands passing through the 
intervening air without warming it. In fact, in the case of radiation, 
any matter through which the radiation passes may be colder or hotter 
than either or both of the bodies between which it is passing. We 
cannot, therefore, suppose that the energy passes from one to the other 
as heat, but that, on leaving the sender, it is converted from heat- 
energy into another form which we term radiant energy, to be recon- 
verted into heat on reaching the receiver. 

Oondnctivlty. — We have already noted as the chief characteristic 
of heat conduction, that the heat always travels from hotter to colder 
matter. The greater the slope — that is, the difference of temperature 
between neighbouring points a given distance apart — the greater the 
amount of heat conducted. If a thermometer at tiie temperature of the 
room be placed in a vessel of hot water, it rises much more rapidly at 
first, when the temperature slope between the water and the mercury is 
great. The rate of rise gradually slackens till, ultimately, when the 
mercury and the water are at the same temperature, there is no further 
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passage of heat. Without at present giving a precise significance to the 
term, we may call this power of conducting heat " Conductivity," 

The conductivity varies enormously in different substances. We 
™*y. ^-ff; light a wooden match, and let it burn down nearly to the 
fingers, without receiving any appreciable quantity of heat through the 
wood, while an iron wire held by the side of the match rapidly becomes 
uncomfortably hot, and a copper wire can only be held for a few seconds. 
One end of a glas^-rod may be melted in a flame while the rod is held in 
the fingers two or three inches away from the melted part^ while a copper 
rod of the same diameter, with one end in the flame, will be too hot to 
handle at a point many inches from the flame. The difference in con- 
ductivity may be illustrated by smearing the two rods with wax, and noting 
the difference in the times taken by the was to melt along the two. 

The apparent coldness to the touch of metals, as compared with other 
solids, is explained at once by their greater conductivity. The skin is 
generally at a higher temperature than the metal, rapid conduction 
ensues on contact, and the hand loses much heat. If we touch a piece 
of wood at the same temperature, the amount conducted for the same 
slope is very much less, and the hand loses heat much more slowly. If 
the hand, however, is colder than the metal and wood, then it receives 
more heat from the metal, which feels much hotter than the wood. 

If we paste thin pieces of paper on to two blocks, one of wood and 
one of iron, and hold them with the paper exposed to the flame of a 
Bunsen burner, the piece on the wood rapidly chars, whOe that on the 
iron remains unburnt. The flame may be regarded as supplying nearly 
the same quantity of heat in each case. Though the paper is itself a 
bad conductor, it is thin, and a comparatively small difference of tem- 
perature between the two sides will establish a sufBcient slope to carry 
away all the heat supplied. If then, on the farther side, there is a good 
conductor, suoh as iron, it will rapidly convey away all the heat supplied 
to it, and will not allow the temperature ij the side of the paper in 
contact with it to rise very high. The other side of the paper, not being 
very much higher in temperature, does not rise to the charring-point. 
If, however, on the farther side of the paper, we have a block of wood, it 
does not rapidly convey away the heat supplied, and so the temperature 
of the side of the paper in contact with the wood rises, that of the other 
side rising still higher, and soon the charring-point is reached. 

We may illustrate this in another way. If a thin paper cup or tray 
is constructed so as to hold water, the water in the cup may be boiled 
over a flame without burning the paper. The water prevents the inner 
surface of the paper from rising above 100°, while a aufficieut slope will 
be established in the paper by a not very much higher temperature for 
the outer face, to carry through all the heat supplied by the flame, and 
the paper, therefore, remains unburnt. If we replace the paper by a 
thin copper vessel, the copper probably does not rise more than a fraction 
of a degree above the temperature of the water. As an effect of this, 
it may easily be observed that the flame does not come in contact with 
the heated surface. The temperature of the surface remains too low 
to permit of combustion, and tiieee is a layer of unburnt gas, of greater 
or less thickness, according to the temperature of the surface with 
which, it is in contact. 
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In steam boilers we have a eomewbat similar effect. A temperature 
slope is established from the flame to the water within the boiler, but 
the outside temperature of the metal may be not greatly above that 
of the water, if the thickness is not verj great. If, however, there is 
a badly conducting incrustation within the boiler, the conditions are 
altered. In order that the wat«r may receive the same quantity of 
heat, the outer side of the incrustation must be much hotter titan the 
inner ; the metal must therefore be much hotter than the water. It 
may therefore rise to the temperature at which it is easily burned by 
the flame, or it may even be softened through heat so much as to give 
way to the internal pressure. 

Another effect of the incrustation may be noted. In order to get 
the same quantity of heat into the water through the badly conducting 
wall, a higher temperature may be necessary within the furnace, and 
then there will be a greater quantity of heat passing through every 
outlet at which there is waste. 

On the other hand, if we surround the outside of a boiler with a 
badly conducting layer of boiler " clothing " to keep its heat in, a very 
large diflterence of temperature between the two sides of the layer 
will correspond to only a small flow of heat from the boiler, so diat 
though the inside may be at the temperature of the water, and the 
outside at that of the air, no very great quantity of heat escapes. 

Of course, the same principle is used in our own clothing. We put 
on non-conducting substances of such thickness and quality that the 
temperature slope from our bodies to the outer air shall not carry off 
more heat than we are willing to part with. 

General RemarkB on Conductivity in the Three States.— 
Common observation tells us that solids differ enormously in their con- 
ductivity, the metals being the best couductors. They range from copper 
and silver, which are the best, downwards through minerals and wood to 
furs and feathers, which are probably the worst 

Liquids are Bad Oondvctors. —Thoagh we may readily heat liquids 
they are in general bad conductors. When we boil water in a vessel, 
we always supply heat from below, so that the heated water may rise 
and give place to colder water from above, which is heated in ite turn. 
The hot water rising, comes in contact with much colder water, so that 
the temperature-slope is very steep, and the beat is soou shared between 
the hotter and colder portions, even though the liquid is a bad conductor. 
This process — termed "convection" — is therefore really only conduction 
aided by a tiunaportation of the hotter matter — as it were, an artificial 
deepening of the temperature-slope. If, instead of heating the water 
from below, we heat it from above, then it takes a very much greater 
time to get heated throughout. It is quite easy to boil water on the 
top of a test-tube, holding the bottom part in the hand, and receiving 
DO sensible amount of heat. The experiment is still more sb'iking if a 
small quantity of ice is kept at the bottom of the tube by a little wire 
gauze (Fig. 61). 

If convection is prevented, we find that liquids are generally to 
be ranked with the worse conducting solids. 

Otiaeii are also bad conductor, worse even than liquids. Here again 
the badness of conduction is marked by convection. The air gets hot 
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on a summer day, not solely hj conduction from the warm ground, bat 
through the joint effect of convection and conduction. 

The tremulous motion of objects at a distance, Been through hot air, 
ia due to this convection, as alreadj explained in Chapter V. Unequally 
heated masses of air are moviug up and down irregularly, and refracting 
the light, making it appear to the eye to come now from one point now 
from another. 

When convectioa ia prevented, it is found that air is a bad conductor, 
and probably, on this bad conduction of air, depends the non-conducting 
power of woollen clothes, blankets, and other loosely woven textures. 
The wool is in itself a very bad conductor, while, through its being 
matted tt^ether, it entangles the air, which is a still worse conductor, 
so as to prevent convection currents, and thus the whole layer of wool 
and air conducts badly. 

Even were the wool it- /'■^^ 

self a good conductor, 
the same effect might be 
produced, for the path 
by which the heat must 
get from one side to the 
other, travelling through 
the wool, is an indirect 
one, and so the wool 
slope of temperature is 
very gradut^. * This 
probably explains the 
efficacy as a non-con- 
ductor of slag wool, 
a material consisting of 
blast-f uroace slag, blown 
out into fine fibres by 
steam. The slag is itaeft 

not ao bad a conductor, ^'^- ^*- 

but, when loosely packed, 

the path from one side to the other of a layer of the wool is very 
much longer than the thickness of the layer, Tor example, the path 
from A to B (Fig. 62) through the wool is much greater than the direct 
path. Then, again, the croas-section of the material is in reality 
only a fraction of the whole cross-section of the layer, both conditions 
combining to diminish the conduction through the wool, while the 

* From the table given later, it will be seen that wool and cotton are nearly equ&L 
in tbeii condactivitiea, yet ondoabtedlj woollen clothes are the warmer. This U in 
great measure due to the fact that woollen cloth is mote open in texture, and there- 
lore holds a thicker layer of air for the same weight, ProlKkbly, also, the more open 
tezturs of the wool allows a rather freer exchange between Che air within the 
mesbes and the aii outside, so that the vapoof-laden air can pass froiD the akin to 
the outside. The more cli^y woven cotton binders the passage of the air, and it 
is more likelj, In cooling down, to deposit its moisture in the cloth, this deposition 
being aided by the hygroscopic property of cotton. If now evaporation takes 
place freely from the outer surface of the moistened cloth, the temperature is 
lowered there, and heat is more rapidly conducted from the skin, which may thus 
be chilled. 
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air imprisoned in the fibres cannot form conTectioa currents to tiid the 
transport of heat. 

The low-conducting power of air thus entangled by a loosely packed 

solid may be illustrated by filling several test-tubes respectively with 

wool, slag wool, loose sand, and coarse copper filings, and inserting 

a thermometer in each. When all are plunged suddenly in boiling 

water, there is no very great difference in the rate of 

rise of the thermometers, for the heat comes chiefly 

through the air in each case. 

Safety Lamp. — We have already mentioned that a 
flame does not actually come in contact with a thin 
vessel containing water, or, rather, that the metal 
conducts the heat away so readily that the gas in 
contact with it is lowered below combustion point. This 
is made use of in the Davy safety lamp. A very simple 
experiment will serve to illustrate the principle of the 
lamp. If a burner is placed a short distance below a 
piece of iron gauze, and the flame is lighted, it usually 
burns under the gauze only (as in Fig. 63a). Or, if the flame is lighted 
above the gauze, it bums over it only (as in Fig. 63b). The gauze is a 
fairly good conductor, and carries the heat away rapidly to the sun-ound- 
ing parts, and the metal thus sharing the heat has a large surface, which 
can radiate the supply away without rising to the combustion tempera- 
ture. The gas in contact with the gause on the other side from the 
flame is thus kept from igniting. But if the gauze has not a large 
area, or if the flame is very hot, the supply of heat to the gauze may 
not be got rid of with sufficient rapidity, and the gas on the other side <^ 
the gauze is ignited. 

The Davy Lamp consists of a brass base containing the oil-reservoir, 



Fig. e 





Showing Principle of Safety Lamp. 

and an iron gauze chamber, in which the flame bums. If fire-damp is 
present in the air in any quantity, it burns inside the lamp over the oil 
flame with a bluish light, but the gauze ia at first able to radiate off the 
heat, or carry it away to the body of the lamp sufficiently rapidly to 
prevent the gas outside from rising to ignition point. If, however, the 
flame inside the lamp gets very large, there is great danger of the lamp 
becoming overheated. The lamp is, therefore, not by any means 
absolutely safe, but its indications are sufficient to give warning of 
danger, and on such warning it should be eztingxiished. 
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Definition of Oondnctivity. — We may now give a. precise signifi- 
catioD to tlie term as foUowB:- — The conductivity of a, subattmce is the 
quantity of heat conducted per Becoud through a square centimetre in 
the Bubstanoe, when the temperature changes in a direction perpeodicular 
to the area at the rate of 1° 0. per centimetre. If then AB (Fig. 64) ia 
a plane over which the temperature is 6° ; CD, EF two parallel planes 
at i cm. distance, one on each side, over which the temperatures are + ^ 
and 0— ^ reapectdvely, the quantity of heat passing in one second through 
1 square centimetre of the plane AB is the conductivity of the sub- 
stance at the temperature &, We shall denote this quantity by j^ If 
the area be A square centimetres and the time t seconds, the quantity 
passing through must be kAl, for, the circumstances are the same for 
each square centimetre and for each successive second. 

It is not easy to make direct exact experiments on the flow of heat 
with different slopes of temperature, but general experience might lead 
us to expect it to be proportional to the steepness of slope, or the fall of 
temperature per centimetre. We may roughly verify this by immersing 
a thermometer in warm water, and noting the rate of 
rise. If we keep the thermometer moving in the liquid 
all the time, the outside layer of the glass has probably 
nearly the same temperature as the liquid, and the rise 
per second is nearly proportional to the distance of the ' 
top of the column from the final point reached — that is, 
the quantity of heat received per second is nearly pro- 
portional to the difference of temperature between the 
mercury and the water outside. 

This is evidently complicated by the expansion of 
the glass, a thermometer giving true indications only Fig. S4. 

when both glass and mercury are at the some tempera- 
ture. A still better verification consists in immersing a small calorimeter 
containing water in an outer vessel also containing water, but at a different 
temperature, keeping the contents of both vessels well stirred, and it will 
be found that the quantity of heat passing from one vessel to the other is 
roughly proportional to the difference of temperature. We shall, there- 
fore, assume that the quantity of heat conducted is proportional to the 
slope of temperature. Such experiments as these bear to the verification 
of the law the same relation that experiments with Atwood's machine 
bear to the verification of the laws of motion. We must regard them as 
suggesting, rather than verifying. The more exact verification is in the 
agreement of experiment with calculations based on the assumption of the 
truth of the law. 

If the temperature-difference between two neighbouring points, d apart 
at equal distances, one on each side of the area A through which heat is 

flowing, is equal to t, then , is the rate of variation per centimetre or 

the slope of temperature, and assuming that the flow of heat is propor- 
tional to this, the total quantity flowing through A in time t is given by 

Q=ftAA, 

where k is the conductivity at 6, the temperature of A. 
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DifEtuivity. — -A. well-known piece of apparatus used to illostrate 
oonduotivity, was deviBed hj Ingenhouaz. In this a number of equal 
metal bare are placed in a row, with their lower ends in a vessel into 
which hot water can be put (Fig. 65). The rods may be smeared with 
beeswax, and the rate of melting along the different rods compared. 
But it is clear that the propagation of the high temperature along the 
rode depends not only on ^eir conductivity, but also on their specific 
heats. If, for example, a cubic centimetre of one rod has twice the 
heat capacity of the same volume of another, it requires twice the 
quantity of beat to raise its temperature to the same extent, and if the 
melting extends equally quickly along the two rods, the conductivity 
must be twice as great in the one case as it is 
in the other : that is, we must consider, not 
only the conductivity, but the ratio — 
Conductivity 




Heat capacity per cubic centimetre pi' 
where k is the conductivity, p the density, and s 
the specific heat. This quantity is termed the 

"I ipl diffueivity of the substance. We may regard it 

1 [I I as the conductivity for temperature as distin- 

^l-— "^^ ^i— ^T^g^r guished from the conductivity for heat. 

Another quantity which plays an important 
part in researchee - on conductivity is the 
emisaivUy of a surface. We may define this as 
the heat lost by the surface per square centimetre 
per second, per degree of excess of temperature 
of that surface above the surroundings. 
HeasarementS of OonductlTity. — From the definition of conduc- 



tivity we have 

quantity of heat passing through a 



L. per sec. 



slope of temperature perpendicular to the a 
and if we can separately determine numerator and denominator, we 
obtain k. 

It would appear then that the simplest way to measure conductivity 
would consist in catching the heat passing through some known area 
and measuring at different instants its rate of flow, and at the same 
instants observing the temperatures at two points near the area to give 
the temperature-^ ope. But while it is easy to measure the total quan- 
tity of heat which a body has gained in a given time, i.e. tiie difference 
between ite gain and loss, it is quite another matter to measiu'e the rate 
at which it is gaining at any instant. Indeed, the difficulty is not unlike 
that which a merchant might experience in trying to estimate his actual 
rate of profit at any instant. He may succeed in finding his exact profit 
or loss during a year, but he can hardly trace all the transaictions and 
estimate the profit or the loss which is accruing in any one minute. And, 
again, while various methods of measuring the temperature at a point 
may be successful, it is not always easy to carry out the measurement 
without affecting and even diverting the flow of heat. Through these 
difficulties there is no measurement in which more widely different 
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results liave been obtained bj different observers ; the value of the con- 
ductivity for a substance as given by one kind of experiment being 
perhaps several times the coaductivity as given by another kind of 
experiment on the same substance. The chief difficulties havo only 
comparatively recently been bo far surmounted that different methods 
give fairly accordant results. We shall not attempt to give here a com- 
plete account of the subject,* but rather seek to illustrate it by describing 
a few typical expeiaments which have given good results. 

Solids — P^alefg Method. — Pioneer work was done in the measurement 
of conductivities by F^clet. He used a calorimeter, the bottom of which 
consisted of a plate of the substance to be tested, while the sides had 
very low conductivity. The calorimeter contained a known quantity erf 
water at a known temperature, and when it was plunged into a vessel 
of warm water at a known temperature, the rate of rise of temperature 
of the water in the calorimeter was observed. If A was the area of the 
plate, K its conductivity, d its thickness, ]Q the quantity of heat coming 
through per second, B the temperature difference of its two faces, then 
if the heat-flow was normal to the surface 

whence _ Q^ 

The chief difficulty consists in measuring 0. Let us suppose that the 
water is at rest and that the heat flows steadily, i.e. that the same quan- 
tity flows across each cross-section of plate and water alike. liet the 
temperature in the water on the two sides at distances d^, d^ from the 
nearest faces differ from the temperature of the faces by 9^, Q^, and let 
the conductivity of water be *'. We have 

**- rf - dj " d^ 

If we observe the water temperatures at the distances dj, rfj from 
the plate, and assume that these are the temperatures of the two faces 
of the plate, we get for the conductivity 

Qrf Qd 

"^AiB+e^ + e^y Ao'^o+e^ + e^ 

or the value we find ought to be multiplied by 

to give the true value. 

Pedet was well aware of this source of error. With the cooler vessel 
above, convection would come into play, and so reduce the difference of 
temperature between the plate surfaces and the water round the thermo- 
meters and virtually reduce dj^ + d^, but not sufficiently. P^clet aided 
convection and virtually reduced d^ + d^ stOl farther by brushing the 

surfaces all the time. He supposed that thus -l-i — - was rendered 
negligible, i.e. that the water against the plate, being continually and 

* An acooant wilt be found In Winkelmann's Randbadi der Physik, vol. iL 
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vioteutl; renewed, had the same temperature as that further off round the 
thermometer. But though, no doubt, ■ > - ^ was small, it is to be re- 
membered that with metals -^ might be great. Thus for copper and 
water, we now know that it is about 700 ; so Hiat a layer of water which 
remained against the plate on each side of it, and ttVif ^ ^^ thickness 
would make the result about double the true value. That F4clet failed to 
remove such a layer is shown by the fact that for copper he obtained 
a value about five times that now accepted. In fact the layer of water 
of sloping temperature was practically 2/700 of the thickness of the 

plate on each side. If -^ were not large the layer might be still so 
thick, and yet the results would not be far wrong. Accordingly, Poet's 
work for low conductors is fairly confirmed by later work. 

Bar Methods of Finding the OondactlTity of Metals.— There are 




Fia. 66, — Deapretz'a Bar Biperuaent. 

two types of experiment in which a long melal bar is heated at one end, 
and the conductivity is deduced from temperature observations along the 
bar. In one — the steady-flow method — one end ia kept at a constant 
high temperature until the temperature at each point has come to a 
steady value. As no part of the bar ia now gaining or losing heat, 
the heat conducted per second through any cross-section must equal that 
emitted per second from the surface beyond that section, and if the rate 
of emission can be determined, an observation of the slope of tempera- 
ture at the crosa-eection will give the conductivity necessary to supply 
heat at the rate at which it is emitted beyond. In the other type, one 
end of the bar is subjected to periodic variations of temperature, and 
consequently waves of varying temperature travel down ijie bar. The 
conductivity is calculated from the march of these waves. 

To the first method belong the researches of Despretz, Forbes, 
Wiedemann and Franz, and, more recently, Tait and others. 

Despretz'S Experiments.^ — Despretz used bars of different metala 
of the same dimensions, and with the surfaces varnished in the same 
way, so that the loss of heat to the surroundings should be the same for 
the same excess of temperature. Thermometers 1, 2, 3, 4, 6, 6, 7 (Fig. 66) 
were placed in holes in the bar filled with mercury. 

Foiu4er had calculated the flow of heat along such a bar, assuming that 
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the law of conductivity is true, tuid that the loss to the surroUDdings from 
any part of the bar is proportional to the excess of temperature above 
the BurroundingB. The curve of temperature ab enabled Despretz to 
verify Fourier's calculation, and at the same time to obtain comparative 
results for the conductivity in the different bars. The following special 
case may sarve to show that it is possible to compare conductivities by 
means of the temperature-curves. 

Suppose that two bars have the same orosa-section, and that their sur- 
faces are similarly treated, so as to lose the same amount of heat per sq. 
cm. for the same excess of temperature above the surroundings. Let the 
hot end of each be at the same temperature, but let the temperature-curve 
in the first case slope n times as quickly as in the second, so that if T, T* 
(Fig. 67) represent equal temperatures on the two bars, and the first is at 
a distance OM from the end of the bar, then the other is at a distance 
ON = n.OM. Hence, we may divide the 
bars into corresponding elements at the 
same temperature, those of the first bar 
having ~ the length of those of the ' 
second. Then the heat lost beyond any 
point of the first bar is — of the heat 

lost beyond the point of the second bar 

having the same temperature. '' ~ « 

If, now, the conductivities are fcj and S'^o, 67. 

k^ the heat conducted across M on the 

first bar is to the heat conducted across N on the second as ^ x slope at M is 
to^ X slope at N. But the total fall of temperature at M in length I is equal 
to uie total fall at N in length n, or the slope at M is n times that at N. 
Then the quantities of heat conducted across M and N are as ^n to A:,. 

The heat conducted across a section is equal to the heat lost beyond 
that section, and we have just shown that the ratio of the heats lost beyond 
corresponding points is as 1 to n. 

Therefore, 1 ; »=&,« : k^ 

or, k^ = k^n . 

Forbes's Ezperuuent. — Forbes modified the method so as to make 
it give absolute results for the conductivity of an iron bar. His 
apparatus is shown in Fig. 68. 

The end of the bar is immersed in a constant high temperature bath, 
and after some hours' heating, the steady state is reached, the temperature 
at various points of the bar being shown by thermometers, as in Despretz' 
experiment, inserted in small cavities in the bar containing mercury. 

If the temperature falls through r in a small distance d at any point 
of the bar, then, as we have seen, the quantity of heat conducted across 
the section of area A in t seconds is 

Q-Mt. 

The thermometers give t ; A is the cross-section of the bar, and if we 
can find Q, this equation gives k. 

Id order to find Q, Forbes made a subsidiary experiment with a 
second bar of the same material, but of much smaller dimensions, also 
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furnUhed with a thermometer. The bar was raised to a high tem- 
perature and then placed near the other, which was now cool, so that 
the surface of the small bar was exposed as nearly as possible to the 
same conditions, as to loss of heat for the same temperature, as the large 
bar, and the rate of cooling was observed. Knowing the capacity for 
heat of the bar and the area of its surface, the rate of cooling at any 
temperature gave the quantity of heat lost by each unit of area in a 
given time for that temperature, and thus the quantity of heat lost per 
second by every part of the hirger bar in the first part of the experiment 
could be determined, and so Q could be calculated. 

Determining the Conductivity at different sections of the bar at 
different temperatures, Forbes was further able to show that the con- 
ductivity of iron decreases with rise of temperature. 

Tait repeated Forbes's wtwk on the same bar, and used also bars of 
copper and other metals in the same manner.* Stewart i has also 
carried out experiments on the conductivities of iron and copper by the 




Fio. 68. — Forbes's Bar Bzperunent. 

method of Forbes, using in place of thermometers a thermo-electric 
junction inserted in small holes in the bar under observation. 

Lees, in the course of some experiments to be described below, has 
also used the same method for brass. 

Nenmann and AngfStrom'B Method. — The second or temperature- 
wave method of measuring conductivities was used by Neumann, who 
heated one end of a bar of the substance experimented on, and then 
cooled it. Observation of the march of the cooling along the bar enabled 
him to determine the conductivity. 

Angstrom alternately heated and cooled one end of the bar, and after 
a time waves of temperature-disturbance travelled regularly along the bar. 
The rate of progress at different points and the rate of diminution in the 
amplitude of the disturbance enabled him to calculate the conductivity.! 

Gray's ExpetimetltS. — A simple mode of determining con- 
ductivity of metals has been used by J. H. Qray.g A wire a few 
centimetres long, and about 0'2 cm. diameter, was hung vertically with 
its upper end soldered into the bottom of a copper vessel containing 
boiling water and its lower end into a copper ball, 5'S cm. in diameter, 
drilled with a hole in which a thermometer was inserted. The wire was 
surrounded by cotton wool, and the loss from the sides was negligible. 

• Tail's Heal, chap. xiv. + PkU. Tram., 1893, A., p. Gl 

t "Heat," £»oji. firit, 9th ed., •"-■"■■ 
5 Pha. Tram., A., Part I., 1895, 
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A thermometer in the boiler gave the temperature of the upper end of 
the wire, and that in the ball gave practically the temperature of the lower 
end. The laeaa elope of temperature along the wire was thus known. 
The quantity of heat conducted per second was determined by the rate of 
rise in temperature of the copper ball. Assuming that the conductivity 
varies uniformly with the temperature, the experiments gave the con- 
dactivity at the mean temperature of the wire, about 53°. The value of 
the method lies in its applicability to metals which cannot easily be 
obtained in large masses, 

Berget'a Experiments on Mercury. — Berget* determined the 
conductivity of mercury, using a column of the liquid in a vertical glass 
tube surrounded by a much wider column of the same liquid, both being 
heated at the top by steam or mercury vapour, and conducting the heat 
downwards to a base kept at 0°. The central column terminated in an 
ice calorimeter, the central column and the wider surrounding column 
being at the same temperature at the same leveL The heat flow was 
vertically downwards, a conclusion confirmed by the temperature-slope, 
which was uniform down the column. The quantity of heat arriving 
at the lower end was determined by the amount of ice melted. The 
temperature at various points along the column was determined by 
thermo-electric junctions, and thus the temperature slope was known. He 
found that the conductivity was constant between 0° and 100°, and that 
it then diminished. 

The following table gives some of the results obtained for metals, 
tbe different values for the same metal by the same observer being 
obtained with different specimens. 



Silver , 
Gold . 
Platinum 
Merourj 



■209(1 --OOUTO 

■197(1 - 00002e) 

■176(1 -■00150 

■164 

■199(1 - ■002870 

108(1-)' ■00130 
■71(1-H'0014() 

1-108 

1-027(1 --002141) 



Tait. 

R. W. Stewart. 



between 25° and 35° 



Berget, 

H. F, Weber. 



• Journal dt Fkynqae, v 
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Ezperimenti of Wiedemann and Traoz. — Relation bettoeen Heat 

OondurJimty and Electric Conductivity.* Wiedemaon and Franz experi- 
mented on the relative conductivities of met&l bars working by the same 
general method as Despretz, but using a thermopile instead of thermo- 
meters to give the temperatures along the bar, the one junction of the 
pile being brought hy a suitable arrangement in contact with an; desired 
point of the bar. Tfaey found afterwarda that the same results were 
given by using thermometerB. The bars were silver-plated, and polished 
so as to have the same emiasivity, and the chamber in which they were 
placed could be exhausted. The results obtained were comparative. 
They appeared to show that there is some connection between conducting- 
power for heat and for electricity. For the metals were found not only 
to follow the same order for the two conductivities, but in many cases 
the numbers bore nearly the same ratio to each other. 

Thus, taking the conductivity of silver as 100 in each case, Wiede- 
mann and Franz found : — 

Silver , 
Copper 
Gold 



Iron 
Platinum 



Heat 


Electrical 


ductivity 


ConductivitT 


00 


100 


73-6 


73-3 


53-2 


58-5 


23-6 


21-6 


19-0 


24-0 


14-5 


22-6 


11-9 


130 


8-5 


10-7 


8-4 


10-3 



1-8 



1-9 



Further research has shown that the ratio is probably not so nearly 
constant as was at first supposed, and that the variation with tempera- 
ture sometimes goes in opposite directions in the two cases. Still, the 
resemblance leads us strongly to suspect that there is some connection 
between the two processes, a suspicion supported by the fact that in 
both there is a dissipation of energy — a degradation into a less available 
form of heat energy. We might find, for instance, that conductivity 
depended on two factors, one the same for both beat and electrical 
current, the other being somewhat different for the two. 

Kundt's ExperimentB on the Rdation haween the Velocity of Light in 
Metals and their Electric and Heat Conductivitits. — Kundt+ determined 
the refraction of light by exceedingly thin prisms of various metals and 
taking the velocity in each metal as being inversely as the refractive 
index, he found for red light — 



Silver 100 Platinum 15-3 

Gold 71 Iron 149 

Copper 60 



Nickel 12-4 

Bismuth 103 



values not very different from the relative values for heat or electrical 

conductivity. The actual refractive index from air into silver wa» 

0-27, and there was in this case but little dispersion. In other 

• Fogg. Ann., \\xx\x., 1853, p. 497. + PhU. Mag., xxvi., I88S, p. I. 
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metalB there was conaid&rable dispersion. Probably the refractive index 
fear very long waves shou]d be compared to bring out any true physical 
relation, and red light is only the best approximation which could be 
made to such long waves. At present we can only say that Kundt's 
results point in the direction of some connection between the three sets 
of phenomena, light velocity, heat conductivity, and electaric conductiTity. 

Solids of Low Conducting: Power and OrystalB.— Many expori- 

meats have been made to determine the conductivity of non-metallic 
solids. With amorphous solids usually some method similar to that of 
P^let has been used, and the range of conductivity has always been 
found to be far below that of metals. Taking first the conductivity of 
crystals, we might expect that this would be different along the different 
axes, an expectation verified by experiment. The subject was first 
studied by Senarmont, who uned a very simple method, preparing a 
plate of the crystal with a small hole through it. The plate was covered 
with a film of beeswax, and a silver wire passing through the hole was 
heated, The heat was conducted through the cryst&l, and the beeswax 



Fig. 69 (o and 6).— Showing Coodactivity in Cryatals. 
was melted. When the conduction was the same in all directions in the 
plane of the section, as in a plate of quartz cut perpendicular to the axis, 
the figure of the melted wax was circular, as in Fig. 69a. When it 
differed in different directions the figure was elliptical as in Fig, 696. 
The conductivities along the two axes of the ellipse may be shown to be 
proportional to the squares of the axes. 

A method of experiment developed by Lees * is especially suitable for 
the determination of the conductivity of crystals. A long brass bar with 
diameter 1'93 cm. was used as in Forbes's experiment, and its conduc- 
tivity was determined by his method as -268(1 -H-002((- 17°)}. It was 
then out in the middle and a plate of the crystal, of the same area 
as the cross-section of the bar, was inserted between the cut faces, these 
being amalgamated to give good contact with the crystal. Temperature 
obBorvations along the bar, made by means of thermo-electric junctions, 
gave the temperature of each face of the plate and therefore the tem- 
perature slope through it, while the known conductivity of the bar and 
the temperature slope in it adjacent to the plate gave the rate of passage 
of heat into and out of it. From these data the conductivity could be 
determined. 

Lees found the following conductivities between 25° and 35° :— 

Quartz, along the axis .... -0299 

„ perpendicular to the axis . . '0168 

Iceland spar, along » « - ■ '0100 

„ perpendicular to „ „ . . '0084 

Hica, „ deavage planes . -0018 

* PhU. Tram., A., 1892, p. 481, 
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The method was used for various other solids and the results obtained 
were in close agreement with those obtained b; another and more exact 
method which he devised later, now to be shorUy described. 

Leeifs Disc Experiments.*— The substance to be tested was formed 
into a disc X (Fig. 70), say 4 cm. in diameter and 2 or 3 mm. thick. This 
was placed between two copper discs C, G, of the same order of thickness, 
contuiuity being ensured by a negligible layer of glycerine. Against 
one copper disc was laid a flat coil through which a current could be 
passed so as to supply heat at a determinate rate, and on the coil was a 
third copper disc Cg. Fig. 70 represeute diagram matically the pile of 
discs thus made, suspended in a constant-temperature enclosure. The 
surfaces of the pile were varnished to give them the same emissivity, 
k say, so that the rate of heat 
emission from a square centi- 
metre V degrees above the 
enclosure would be hv. The 
copper discs would each be of 
uniform temperature through- 
out to a near approximation, 
and their temperatures were 
taken by thermo-electric junc- 
tions inserted in small holes 
drilled in at their edges. Let 
their temperatures, measured 
as excesses over the tempera- 
Vnirerm tomp.rmtur, tnclosun ^^^ ^j ^^^ enclosure, be as 
FIQ. 7a— Lees's Disc Experiments on Condnc indicated on the right hand 
tiritj, — CiCjC,, copper discs ; X, disc to be of the figure, and let their 
tested; vivtn,, tempeiatnres above the en- emitting surfaces have areas 
closure ; ., »,«* emitting Burfacee. ^ iadicated on the left hand. 

Let the rate of heat supply by 
the coil be H. Then taking the mean temperature of X as the mean of 
the temperatures of C, and Oj, we have 





s. 




1 
1 


. 


Cc,p.r C. 


^ 


s, 
s 


Copper C, 




SubsCancf X 




Ccppe. C. 







whence h could be determined, s 



The heat flowing through X may be put as 



known electrically. 



and it may be taken as equal to the mean of the heat flowing into it 
from Cj and that flowing out of it to Oj. But the heat flowing from 0^ 
into X is equal to that emitted from X and Cj, and that flowing from X 
into Og is equal to that emitted from 0^. Whence we have 



• Pha. Tran:, A., 1898, p. 31 
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Knowing A from the equation for the heat supply H, we c&n hence find 
K. We hftTB omitted alt account of corrections. For these the original 
paper may be considted. 

The method gave the conductivity at different temperatures, and 
assuming that it might be put in the form 

the values which Lees found tor the conductivity at 38°, and for the 
co-efficient a are 



Window glass 


■00245 + -0025 


Sulphur 


00067 --0036 


Ebonite 


■00042 -0019 


SheUao . 


■00058 -■OOBS 


We add some 


conductivities which he found by the divid 


thod for a mean 


temperature of 30° :— 


Marble . 


■00709 


Slate . 




■00475 


Paraffin 




■00061 


Paper . 




•000316 


Silk . 




•00022 


Mahogany 




■000465 


Cork 




■000129 



The following conductivities are taken from Lord Kelvin's article on 
Heat in the EjKydopcBdia Britannica (9th ed,). They probably need 



Sandstone of Craigleith Quarry 
Underground strata 
Trap rock of Calton Hill 



Porphyritic trachyte 

Oak across fibres 

Fir along fibres 

Fir acroES fibres 

Cork . 

Writing paper 

Oarded wool , 

Finely oarded cotton wool 

Eider-down . 



■010681 
■OOB -I 
■00415 1 

■0059 

■00059 

■00047 

■00026 

■000029 

■000119 

■000122 

-000111 

■000108 



n ob- 
tained by observations on 
nndergronnd thermome- 
ten, DOtiug the delay of 
the heat of Bammer and 
the cold of winter. 

Ayrton and Perry, 

P^clet 



GondnctiTity of LiCjoidB. — Usually conduction in a liquid is 
greatly assisted by convection. If, however, convection be prevented 
by heating the liquid from the top, it is found that except in the case of 
mercury ^e conducting power is low. The first quantitative experiments 
appear to have been made by Despretz, who heated a column of ^ter 
frmn above, and observed the temperature at various depths when the 
steady state was reached. He found that the slope of temperature was 
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in accordance with Fourier's calculation founded upon the law of con- 
ductivity, and thua proved that the law was the same as for solids. 

- Other experimenters have since made determinations of the con- 
ductivity of liquids. Thus Lundquist, employing Angstrom's method, 
obtainedfortheconductivityof water at 40-8° k = -00156. H.F. Weber • 
iised a disc method, the liquid layer, -231 cm. thick, lying between two 
copper discs 16 cm. diameter, and being kept in position by capillarity, 
or by a glass rim to the lower plate. The upper plate was about 1 cm. 
thick, and was assumed to be at one temperature throughout, the 
temperature being given by a thermo-electric junction attached to it. 
The lower plate was half the thickness of the upper. When the whole 
apparatus was at one temperature it wae suddenly placed on a block of 
ice at 0°, in an enclosure at 0°, and the rate of cooling of the upper 
plate was observed. The mathematical deduction of the conductivity 











— ► 


Copper 


K 








•< — • 


s. 


Copp»r C. 




Glags G 








E 






r 


Coopef C. \». 1 







from the rate of cooling is not simple, and Weber's calculation has been 
criticised and amended by Lorberg, whose recalculation gives a value for 
water nearly 10 per cent, greater than that of Weber. But, where so 
much uncertainty exists, it is sufficient to state Weber's results for 
water in the form 

K,- ■0012(1 + -008i) 
where the assumption is made that the conductivity changes uniformly 
with the temperature. 

Other experimenters have obtained values of the same order of 
magnitude. We shall describe only the method used by LeeBit a 
modification of his disc method already desraibed. 

The liquid tested filled the cavity made by an ebonite ring between 
two copper discs. The principle of the method consisted in sending a 
known quantity of heat down through the upper of these discs, and from 
the temperature of the lower disc determining the conductivity of the 
liquid layer. The heat thus sent down was determined by putting a 



7, p. 1, giree an ai 



}f this and other work. 
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glass disc of known conductivity (as in Fig. 71) on the upper disc, aod 
then a copper plate on the glaas, a heating coil on this, and a final 
copper disc on the coil. The pile thus built up was varnished to give it 
uu^orm and known emissivity, and placed in horizontal position in a 
uniform temperature enclosure. The temperature excesses of the three 
discs VjV„v^ were determined by thermo-electric junctions inserted in . 
small holes, and were taken as uniform in each disc. Let the conducting 
area of each face of the glass disc be a^, that of its emitting surface s^ ; 
let its conductivity be k^ and let its thickness be g. We may take the 
heat passing through its middle surface as 

The heat emitted by its surface is 



and that emitted by the lower half is approximately 



Hence the heat passing through the lower face is 

which is determinate. 

Now, passing to the copper disc with temperature excess c^, let its 
emitting surface be 8„ the heat passing from this with die liquid and 
ebonite is equal to the heat passing in minus the heat emitted by the 
disc, or is determinate as 

Assuming that the flow is vertically down through the liquid, that its 
conductivity is k, its area a, and its thickness I, the heat passing through 



The heat certainly does not flow vertically through the ebonite, but 
we may put it as 

where A is some constant, and we may then put 

If, then, we can determine A, we can find k, since Qj is known. 

To find A a separate ezperiment was made, in which the liquid was 
replaced by air, of which the conductivity is approximately known 

The results obtained, between 25° and 45°, agreed with the formula 



<'"<i&{^+<^t- 
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The following table is taken from Lees's paper : — 

Webei'B valveB ot k 
Liquid. •;». a bel ween 9° and 16°. 

Water . . . 00136 -0055 -00136 

Glycerine . . -00068 - "OOii "00067 

Methyl alcohol . -00048 --0031 000495 

Ethyl alcohol . . -00043 - -0058 -000423 

At first sight the resvilts obtained by Lees appear in fair agreement 
with those given in the last column as obtained by Weber. But while 
Lees's results for water, for example, may be put in the form 

»(, = -O0155(l--O048() 
where, it must be remembered, the actual range of observation lies 
between ( -> 25° and t = 46°, Weber's results give 

K,= 0012(1 + -008i) 
where the range of observation lies between t = i' and t = 24°. They 
agree nearly at ^=25°, but have opposite signs for the temperature 
coefficient. Further experiment is urgently needed to find whether 
there is any reality in this change of sign. Indeed, until different 
methods give closer agreement, all the results must be regarded as 
uncertain. 

Oonductivity of Qases. — The investigation of the conductivity of 
gases is complicated, not only by the ease with which convection occurs 
but also by thoir transparency to radiation. It is necessary, then, to dis- 
entangle the three effects of convection, radiation, and conduction, and 
to find how much is due to conduction alone. Passing over earlier work, 
which was merely qualitative, we shall describe only the experiments of 
Stefan, Kundt and Warbui^, and Winkelmano, 

Maxwell calculated the conductivity of gases from the kinetic theory 
of gases (chap, ix.), and showed that over a wide range of pressure 
the conductivity should be nearly independent of the pressure. The 
experiments to be described were made with the view of testing Max- 
well's results. 

Stefan used two coaxal cylinders of thin copper. The inner one 
served as an air thermometer, its tube passing through the end of the outer 
and dipping into a vessel of water. The outer vessel was everywhere 
separated by the same distance from the inner one, and the space 
between them was occupied by the gas to be experimented on. The 
outer cylinder was then surrounded by a mixtnre of snow and water, 
and the rate of fall ot temperature of the air in the inner cylinder 
was observed. Hence, the cooductivity could be calculated. For Air 
Stefan found 

ft --0000558. 

Maxwell had already calculated the value 

A = -000054. 

The result for Hydrogen was seven times as greal^ in accordance 

with Maxwell's result. The cooductivity was also found to be iudepen- 
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dent of the preseure, in accordance with Maxwell's prediction. Stefan, 
however, took no account of the heat radiated. 

Winkelmann * experimented both with cylinders and spheres in a 
method closely resembling that of Stefan, and obtained with different 
apparatus a value of the conductivity of air very close to that of Stefan. 

£undt and Warburg t sought to eliminate convection and radiation. 
They noted the cooling of a thermometer in an enclosure containing 
the gas, the heat capacity of the thermometer being known. As the 
pressure of a gas is reduced, there is a limit beyond which the conduc- 
tivity is no longer independent of the pressure but falls very rapidly 
with it. In order, then, to determine the effect of radiation they re- 
duced the pressure far beyond this limit, so that conduction was negligible, 
and at such low pressure convection also vanished. This was borne out 
by the fact that the loss of beat was the same wherever the thermometer 
was placed in the enclosure. Badiation would be the same, while con- 
duction, if it existed, would depend on the distance of the thermometer 
from the walls. Gas was then admitted, but only to such a pressure, 
that while conduction was active, convection had not yet come into play. 
The radiation effect could now be allowed for, and it was found that be- 
tween an upper limit of 150 mm., and a lower limit of 1 mm. for air and 
9 mm. for hydrogen, the rate of cooling was quite independent of the 
pressure, and they assumed that, within this range, convection did not 
exist and that conduction was constant. Their result for hydrogen was 
seven times that for air, as Maxwell had expected, and they estimated 
the conductivities as 

Air ... . -000048 
Hydrogen . . -000541 

The subject of conductivity is one of which the mathematical develop- 
ment — based on certain assumptions — has outstripped experimental 
verifications. Fourier, the founder of the mathematical theory, in his 
Thiarie Analytique de la Chateur, discussed many problems, such as 
that of the motion of heat in bars, which hare been made use of by 
Despret^ and succeeding experimenters, and of the motion of heat in 
spheres, of which we have a special case in the earth. 

The reader will find an account of the problem presented by the 
penetration of the sun's heat into the earth in Tait's Heal, p. 218, and 
a sketch of Fourier's theory in Maxwell's Theory of Heat, 5th ed., 
p. 288. 

• fVitd. Ann., ilvia., p. 181. 
i Fogg. Atw., elv. andclvl. 
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CHAPTER VIII. 

THE FORMS OF ENERGY. CONSERVATION OF ENERGY. 
MECHANICAL EQUIVALENT OF HEAT. FIRST LAW OF 
THERMODYNAMICS. 

Introduotorj Bemarka — The Various Forms of Energy — The Identity of Energy — 
The ConBervatioQ or ConBtancj of Energy— Statement of tie Principle — Mayer's 
Calonlatioii of the Mechanical EqaivalBit — Joale's ReaearobeB — Later Repetition 
— Experiments ot Rowland — of MicalescD — of Reynolds and Horby— of Griffiths 
— of Schnster and Gannon — The Firet Law of Thwmodjnamios. 

Introductory Remarks. — The InTOstigatton of the couditioaH under 
which heat appears in a system, or disappears from it, leads us to 
regard heat as one among various fcanas of energy, and when it appears 
we find that some other fcmn disappears, and vice versa. The investiga- 
tion of the relation of heat to ottier forms of energy constitutes the 
subject of Thermodynamics. In this chapter we shall set forth the 
evidence which leads us to recognise various forme of energy, and to 
adopt the principle known as the Conservation of Energy. This 
principle, as applied to heat, is known as the First Law of Thermo- 
dynamics. 

The study of mechanics leads to the recognition of two great principles 
of conservation or constancy — the conservaluon of mass and the constancy 
of momentum in a given line These principles have been recognised 
from the time when Kewton placed the science of dynamics on a firm 
foundation. We have now to add a third great principle of conservation, 
the Conservation of Energy. This principle was, naturally, only recog- 
nised at a much later date, for its recognition depended on a much wider 
knowledge of physical phenomena and their mutual relations than was 
possible when the other principles were first enunciated. 

The fundamental idea that there is some identity underlying the 
apparently different phenomena of mechanics, heat, light, and electoicity 
only assumed prominence at the beginning of the nineteenth century, 
though it was sometimes vaguely perceived in earlier times. At first it was 
expressed merely qualitatively, by saying that there was some mutual 
relation between the various " forces of nature," or, as we should now 
say, between the various forms of energy, so that one "force" was 
convertible into other "forces." But as modes of measurement im- 
proved, and numerical relations accumulated, it was gradually perceived 
that quantitative relations held between the various correlated " forces," 
and in 1845 we find Faraday saying: "I have long held an opinion, 
almost amounting to conviction, in common, I believe, with many other 
lovers cS natural knowledge, that the various forms under which the 
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forces of matter are made manifest have one common carigin ; or, in other 
words, are so directly related and materially dependent that they are 
convertible, as it were, one into another, and possess equivalents of 
power in their action. In modern times the proofs of their converti- 
bility have been accumulated to a very considerable extent, and a 
commencement made of the determination of their equivalent forces" 
{Exp. Hes., iii, p. I). * 

This is a fuU sl^tement in the language of the time of the principle 
of the conservation of energy, made just when the principle was 
struggling into general recognition, and before it was placed on 
a firm experimental foundation by the work of Joule and others. 
Faraday's statement is divisible into two parts, the first asserting the 
existence and mutual convertibility of " forces," the second asserting this 
convertibility in definite ratios. Our account will naturally divide into 
two corresponding parts. We shall give 

(1) An account of each of the forms of energy hithei-to recognised, 
and a statement of the evidence which leads to the belief that they are 
all forms of one "something" which we term ener^.f 

(2) An account of the modes of measuring the amount of each form 
in a system, and an examination of the evidence which leads to the 
belief that one form cliangea into another in a definite ratio or at a fised 
" rate of exciiange." We shall then see in what sense we can hold that 
the total quantity of energy is constant. 

The Various Forms of Energy. — We say that a man possesses 

" energy" when he can do work in overcoming obstacles, either mental 
or physical. By analogy, the same word ia used in physics, and we eay 
that a body possesses energy, when by virtue of its motion or condition 
it can do work in moving either itself or other bodies against resistance. 

When the body can do work by virtue of its motion, it is said to 
possess 

Kinetic Energy. — if a body of mass m starts with velocity v, and 
moves through a distance $ against a uniform force which woudd pro- 
duce in it acceleration a, and therefore be measured by via, we know 
that its velocity i/ at the end of s is given by 



If we multiply each side of this equation by m we get — 
^—^ma. 

= force X distance travelled against it, 
— work done against the force. 

li v' = the whole motion is exhausted, and 

— = work which the body does against the force in coming to rest. 

* An excellent histor; of the growth of the dootrine of eoeigy is given in Helm's 
Dm Energelik. 

t The footnote on p. 116 may be read here. 
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8 defined to be the Kinetic Energy or Energy of 

Motion of the body. It meaxurea the work which the body can do in 
exhausting its motion. Since it is equal to work it can be measured in 
foot-pounds, foot-poundals, kilogramme-metres, ergs, dec, according to the 
units chosen. 

Potential Enerffy. — Let us consider the special c&se in which a 
body mass m is projected straight upwards against its own weight with 
velocity v. For simplicity let us suppose that there is no air-resistance, 
so that the weight alone acts. As the body rises its kinetic energy 
gradually disappeu^ and at the highest point reached the body is for 
an instant at rest and without kinetic energy. But we do not suppose 
that this energy is gone out of existence. For, as the body falls it 
regains energy, and when it has come back to the starting point its 
velocity is again v and its kinetic energy again— , 

We suppose that the energy did not cease to exist, but that it took 
a new form no longer manifested in motion but in change of position 
or change of configuration with respect to the earth. This new form we 
term Potential Energy or Energy of Position. 

We recognise the existence of kinetic energy by our sense of 
sight — we see the body moving, but we think of potential energy in 
terms of the muscular sense as well as in terms of the sense of sight. 
For constraint is always needed to preserve at rest a configuration 
involving potential energy, and we think of ourselves as upholding by 
pull or push a body possessing such energy. 

It is convenient to measure the gain in potential energy of a body 
when rising against its weight, by the work done in moving it from 
its original to its new position. The gain in potential energy is then 
equal to the loss in kinetic energy, and the sum of the two energies, 
potential and kinetic, remains constant. 

It might seem at first sight that this constancy is merely a result of 
definition and does not involve any observation or experiment. But it 
is to be remembered that the force acting is the weight of the body, 
which is the some whatever the velocity or the direction of its motion, 
and whenever the motion takes place. Hence the velocity and the 
kinetic energy are the same at any given point, both in the rise and 
fall, and the possibility of regaining in the fail all the kinetic energy lost 
in the rise depends entirely on the nature of the force acting. Were 
the force dependent on the velocity or its direction, or did it change 
with time, then the kinetic energy at a given point would be no longer 
the same in the rise and fall. Indeed, in reality, the oir-resi stance is 
always opposed to the motion and the kinetic energy lost against this is 
not regained in the fall, so that at re-arrival at the starting-point there 
is a diminution. The loss of kinetic energy is still, of course, equal to 
the work done against the forces, but this work can no longer be 
regarded as measuring potential energy stored. 

This simple case will serve as an illustration of the general principle 
that the kinetic energy of a system is only wholly regained on return 
to the original configuration, when the forces depend solely on the con- 
figuration and not on the motion of the parts, or on the time at which 
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the motioos occur. When and only when this condition is fulfiUed, the 
work done against the forces in moving from one confignratlon to another 
will be independent of the mode in which the change is effected, and for 
each configuration there will be a definite amount of kinetic energy. 
The loss of kinetic energy in any change is thus recoverable on changing 
back again, so that we can assume that potential energy is gained equal 
to the kinetic energy lost. A system of this kind is termed a "con- 
servative system," and the forces are termed "conservative forces." 
The experimental basis, then, of the assertion that the sum of the 
potential and kinetic energies of a system is constant is the observation 
that the forces depend solely on the configuration. 

Probably no system is exactly conservative. But the planets and 
the sun form a system in which we have not as yet been able to detect 
any departure from conservation of kinetic + potential energies, in 
the comparatively short time over which astronomical observations have 
extended, and it gives us the best illustration of such a system. Even 
in the solar system, however, there are tidal effects which depend on 
the velocity of the bodies producing them, and we know that they must 
decrease the sum total of the kinetic and potential energies though we 
have not actually observed the decrease. If we include comets in the 
system, there appear to be some cases of observed decrease and diminu- 
tion of orbits. 

We continually use stores of potential energy in practical life to 
obtain work. Thus we use a head of water to turn a turbine or a water- 
wheel. We wind up a clock-weight to keep a clock going, and so on. 
But we can never use the potential energy directly. We must always 
allow the body or system to move in the direction of the forces acting, 
and convert the potential in the first place into kinetic energy, and 
thus get work from the kinetic energy. It would be absurd to attempt 
to get energy from a reservoir of water without allowing the water to 
run down hill, or to attempt to keep a clock going from the potential 
energy of the weights without allowing them to fall. 

Heat Energy. — In almost all cases of motion with which we are 
concerned on the surface of the earth, the forces are not conservative. 
We generally find friction of some kind coming into play, some force 
opposed to the motion. If a body is projected along a horizontal table 
its kinetic energy gradually disappears, work being done against the 
friction. When the body comes to rest, the whole of the kinetic energy 
is lost without any gain of potential energy, for there is no tendency 
on the part of the body to return to its original position. But a new 
phenomenon is observed. The body and the table are both slightly 
heated. This appearance of heat is illustrated by the familiar experi- 
ment of rubbing a button on a table and then applying it to the ^in, 
when the heating is found to be quite appreciable. In Sir Humphry 
Davy's celebrated experiment, ice was melted by rubbing together two 
pieces in a vacuum. Kinetic energy was continually supplied to the ice. 
It disappeared in doing work against friction and heat appeared in the 
melting of the ice. Many other examples of the appearance of heat on 
the loss of kinetic energy by friction, will occur to the reader. In all 
these cases the kinetic energy has disappeared, and there is no means 
of regaining it by allowing the body to retrace its path. It has, there- 
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fore, Dot been converted into potential energy. But we sappose the heat 
which has appeared to be itself a form of energy, and that the energy 
which was formerly kinetic has taken this new form. "We are strengthened 
in this conclusion by the fact that. the appearance of kinetic energy is 
frequently accompanied by loss of heat. For example, in the steam- 
engine, the eteam cools in moving the piston and in setting the 
machinery in motion. 

Strain Energy. — Often, when kinetic energy disappears, we observe 
the appearance ofstrain in matter. 

If an indiarubber cord, of unstretched length OA (Fig. 72), is fixed at 
O, and has a mass attached to the end A, this mass has potential energy. 
It it is now allowed to fall it acquires kinetic energy, and will move down 
until it comes to rest for a moment at B, a point below the final position 
of equilibrium. If it is detained in this position it has lost both potential 
and kinetic energy, but the indiarubber is stretched, and in this stretched 
condition we must recognise the cord as still posBessing energy. 
For, when the mass is released, it begins to move upwards, and, 
as the cord contracts, the mass acquires both kinetic and potential 
energy. We may term this new form of energy, recognised in 
the stretched or strained condition of the cord, Strain Energy. 
On allowing the mass to oscillate up and down, we have continual 
interchanges between the three forms of energy ^kinetic,' potential, 
and strain. At B the energy is all strain. As the body moves 
upwards, the strain energy Is converted into kinetic and then 
__ into potential, so that at an intermediate point C all three co- 
\ ] I exist. When the body returns to rest at A, the strain and 
I kinetic energies have disappeared, and we have only potential 
•fl energy left, and so on. 

I We have another case of strain energy when one end of a 

,.j9., wire is fixed and the other end is twisted. Thus, if the upper 
I — 1 end of a vertical wire is fixed, and a mass is attached to the 
Fig. 72. lower end, when the mass is twisted round and released it 
oscillates to and fro round the wire as axis. We again recognise 
the wire as possessing strain energy when in this twisted condition. On 
the molecular theory of matter we may probably describe this strain 
energy as, at least in part, potential energy of molecular grouping — i.e. as 
energy depending on the relative positions of the molecules to each other. 
But we cannot give a complete account of it on this theory until wo 
can say how the molecules are arranged in the strain, for the energy 
does not depend merely on the strain as a whole, but on the mode in 
which it was effected and the time which has elapsed since it was made. 
In potential energy due to gravitation, the forces acting are the same 
for the same grouping at all times, and the potential energy cannot be 
obtained in any other form, unless the members of the system are 
allowed to move. But if a wire is strained by twisting, and kept 
strained, the energy of the strain in general slowly decreases, though 
the twist of the wire remains the same. If, then, the energy is 
potential energy of molecular grouping, we must suppose that the 
molecules do not remain in the same distorted position, but gradually 
undergo rearrangement of some kind. 

Sotind Energy. — We frequently find that strain energy disappears. 
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giving rise to sound. If a wire is stretched between two points and 
pulled transversely, we have strain energy ; but, on letting the wire go, 
it gives a musical note. Or, if the prongs of a tuning fork are pinched 
together, and then freed, the fork sounds its note. The strained body 
is observed to oscillate, and an interchange of strain and kinetic energies 
takes place in it. The oscillations gradually die away, and their energy 
is transferred to the surrounding air or other bodies, where it produces 
the peculiar condition which is capable of a£Fecting our sense of hearing. 
We know that this condition consists of a combination of motion and 
strain travelling out in wave form from the strained soorce through the 
surrounding medium. There is, therefore, in the waves a mixture of 
kinetic and strain energies, forms already recognised. But since a 
special sense — that of hearing — is a£[ected by the combination, we give 
it a special name, that of Sound Energy, 

Light Enerf^y, a Particular Case of Radiant Enercry. — When 

a body has been raised to a sufficiently high temperature, it becomes 
incandescent, i.e. it is sending out light through the surrounding 
medium. Meanwhile there is a loss of heat in the body, for if the 
supply of heat is cut off, the body is observed to cool. Conversely, if 
light is allowed to fall on an opaque surface, the aarface is found to 
be heated. We are familiar with this heating effect in the warmth 
derived from sunlight, or from the light of a glowing fire. We know 
that light is some modification of the medium ^irough which it passes, 
propagated out in waves from the source with a definite velocity, and 
this modification on reaching our eyes affects our sense of sight. We 
also know that the waves must be of lengths within certain narrow 
limits, in order that they may affect ub as light, somewhere between 
300 and 800 milliontha of a millimetre. But there are other waves 
sent out from bodies, similar in kind to light waves, of lengths both above 
and below these limits to which the retina ia insensitive. We include the 
whole series of waves under the general term of " radiation." Since their 
propagation from a source aticompanies loss of heat, and their absorption 
by a body accompanies gain of heat, we must regard them as possessing 
a form of energy which we term Radiant Energy. Formerly this energy 
was described as radiant heat, but it is much more convenient to reserve 
the term heat for the heat energy in the radiating body, or in the 
heated receiving body, and to use "radiant energy" for the form into 
which the heat energy changes when associated with the wave motion 
which travels out into the surrounding medium. 

Electrical Energy. — Many bodies on being rubbed are observed 
to possess new mechanical properties. If a piece of sealing-wax is 
rubbed with fur, or if a piece of very dry paper is stroked with the 
finger-nails, it is found that small bodies, such as small pieces of paper, 
are urged towards the rubbed surface. In other wcida, we have a 
development of kinetic energy not accounted for by the immediate 
disappearance of potential, strain, or heat energy. We suppose, there- 
fore, that we have here a new form of energy, which we term Sleetrieal, 
and by making this aupposition we may connect the kinetic energy of 
the moving small bodies with the kinetic energy of the arm when 
rubbing the electrified body, the electrical energy being the intermediate 
form. It is slightly more difficult to rub the body which is being 
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electrified than it would be were there ao electrification of its eurface. 
The resistance to rubbing absorbs kinetic energy, whicb, we suppose, 
takes the form of electrical energy, and finally reappears as laoetic 
energy in the particles moving to or from the electrified surface. The 
increased resistance when electrification ia taking place, t.e. when 
kinetic is being turned into electrical energy, ia well illustrated in 
friction and induction electrical machines. It is a common experience 
that they are more difficult to turn when they a.re in good order and are 
generating electricity. The existence of electrical energy is further 
supported by the occurrence of light and heat in the electrical discharge, 
i.e. by the appearance of light-energy and heat-energy, which would 
otherwise have to be thought of as arising de novo. 

Id certain cases we have also the appearance of electrical phenomena 
as the result of heating or straining bodies, and we must then suppose 
that we have conversions of heat or strain energy into electrical 
energy. 

Magnetic Energy. — If a bar of ateel ia stroked with one pole of a 
magnet in one direction, the motion of the magnet is resisted and 
kinetic energy is lost; it is then found that small pieces of iron are attracted 
by the ends of the bar, and that attractions and repulsions are ex- 
perienced between the ends of the steel bar and those of the magnet. 
We have here another case of the development of kinetic energy not 
accounted for by the immediate disappearance of potential, strain, or 
heat energy. We have, then, to suppose anotlier form of energy — 
Moffnefie Energy — differing from electrical energy in its mode of 
production, and in the phenomena accompanying its existence, but 
similar to it in that we have to suppose its existence in order to con- 
nect the kinetic energy lost in magnetisation with the kinetic energy 
appearing in the motion which we term magnetic action. 

The last two forms of energy, electric and magnetic, are closely 
associated with each other, so that, in general, when we have trans- 
formation of the one, we find that the other is present. In the electric 
current, for example, we have every reason to suppose that there is 
a transformation of electrical energy into heat taking place within the 
wire ; and, accompanying this transformation, we have magnetic actions 
round the wire, reveling the presence of magnetic enei^y there. Or, 
in the dynamo-machine, we have the transformation of kinetic energy 
into electric and magnetic energies, both being associated to form the 
energy of the current. Both electric and magnetic enei^iea are forms 
whose existence, like that of gravitational potential energy, we assume 
aa connecting links between energy disappearing when the electric and 
magnetic conditions are produced, and energy appearing when those con- 
ditions change. Some form of energy disappears during the production 
of the conditions which we describe as electrification or magnetisation, 
and we find that the same or other forms of energy may be made to re* 
appear by the electric and magnetic actions. We have no special senses 
which are affected by the electric or magnetic modifications of matter, 
and they are tlierefore in some degree more hypothetical than Kinetic 
energy, or Heat, or Light. 

Chemical Energy. — lastly, we have to recognise a form of energy 
in Ckemkal Separation. Heat is necessary to decompose many sul>- 
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stances into tbeir constituent elements, the heat disappearing with no 
other result than the separation of the elemoEts ; while, on the other 
hand, there are numerous familiar examples of the appearance of heat 
on the union of elements or the chemical combination of previously 
separated substances. In the voltaic cell, chemical combination occurs 
when the cell is in action, while in and round the circuit heat is 
produced, or magnetic actions occur, or light issues from sparks, and 
these energies we suppose to have come from the constituents in the cell 
through the intermediate forms of electric and magnetic energies. Con- 
versely, the electric cuiTent decomposes substances — the electric and 
magnetic energies being transformed now into the energy of chemical 
separation. 

The following list includes all the distinct forms of energy which 
have yet been recognised : — 

1. Kinetic Energy. 

2. Potential „ 

3. Heat „ 
i. Strain „ 

(1 and 4 are also combined in Sound.) 

5. Light and Radiant Energy. 

6. Electric „ 



8. Chemical „ 

We have already given many examples in which the disappearance 
of one of these forms is accompanied by the appearance of one or more 
of the other forms, and our observations and experiments justify us in 
regarding such accompaniment as the universal rule. There is no example 
in which one kind of energy is absolutely annihilated without the appear- 
ance of another, nor in which one kind of energy appears de novo without 
the loss of another. Indeed, so far convinced are we of this, that an 
apparent exception would lead us to suspect, not the truth of this state- 
ment, but the completeness of our list of energies. We should at once 
look out tor a hitherto unrect^nised form which appeared or disappeared, 
and endeavour to obtain some independent evidence of its existence and 
only after most careful research and failure to find such a form could we 
suppose that energy was annihilated or came into existence de novo. It is, 
of course, quite possible, that there are forms of energy yet unrecognised. 
If we happened to observe the disappearance of energy at one time or 
place, and the appearance in connection with it of energy at another time 
or place, and yet could not suppose the existence of any yet known form 
as connecting link between the two, we should be driven to suppose that 
some fwm existed, hitherto unknown, so that the disappearing energy 
took this form and that on its reappearance it emerged from it, and we 
should at once look out for the conditions implying the new form. If, for 
example, the cases of so-called "telepathy" were placed beyond question, 
we should probably have disappearance of energy from one individual 
accompanied by its appearance in another at a distance, and it is quite 
conceivable that we should have to suppose that the energy in the inter- 
vening space was in a form not yet known. But up to the present the 
evidence hardly warrants the assumption that our list is thus incomplete. 
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It la usual to go somewhat further than the statQmeut that the forma 
of energy may replace each other — this being all that experiment alone 
would warrant us in aajing — and to regard these replacements aa rather 
transformations of one and the aame thing — energy ; which we suppose 
to be identical with itself, though varying in its phenomenal appearance. 
With thia belief we may make the following statement : — - 

Tlio Identity of Energy. — There is something which we term 
" energy," and which may be recognised in various forms. When it dis- 
appears in one form it appears in one or more other formB.* 

The ConBervation or Constancy of Energy.— So far we have 

considered energy only in ita qualitative aspect, and have not considered 
any mode of measuring it except in the kinetic and potential forms. We 
now proceed to consider in what sense we can assert the constancy in 
quantity, as well as the permanence of existence of something which 
appears to ua in various forms not directly comparable with ea<£ other, 
i.e. not directly measurable in t>erm3 of the same unit. An illuatration 
may assist us here. If a man possesses some bank-notes, some gold, and 
some silver, he may use them all for purchase, since they are all money ; 
and he may exchange any one form for one or more of the others. He 
may change a note for a mixture of gold and silver, and he may change 
silver for gold or notes. We may, therefore, asaert qualitatively that 
money appears in various forms. But we may go further, and make a 
quantitative statement. There is a fixed rate of exchange between the 
various forma, so that he may exchange a £5 note for five sovereigns 
and each sovereign for twenty shiUinga With thia fixed rate of 
exchange, the total amount reckoned in terms of any one form ia 
constant. If, for example, he begins with four £5 notes be may 
exchange all or any of them for gold or silver, or both, and the total 
quantity reckoned in terms of any one coin will be constant, and he will 
possess twenty pounds or four hundred shillings, even though the actual 
money may be a mixture of paper, gold, or silver. Were t£ere no fixed 
rate of exchange, this could not be asserted. If, for instance, his money 
were partly in English, partly in French notes or coins, the amount 
reckoned in any one form would, of course, vary at different times 
according to the rato of exchange. The question then arises, does 
energy undergo its various transformations according to a fixed rate of 
exchange in each case ? If so, and only on this supposition, the total 
quantity reckoned in terms of any one form is constant. 

To answer this question, we have, in the first place, to consider how the 
various kinds of energy are to be measured. Kinetic energy we have 

defined aa measurable by —„—, in terms of a perfectly definite unit, and we 

know how the mass of any body may be found, at least in theory, so 



■,e of anj portion of matter, and its identity 
under various modi&cations. As, however, the metaphysical addition somewhat 
simplifies the form of the statement, and is never likely to lead ub wrong in our 
experimental interpretation, we see DO reason to exclude it. Were we to do so we 
should have to apeak of the correlation of the energies, not of the constancy of 
energy. Instead of deecribin^ the conveision of, say, kinetic energy into heat, we 
should have to say that kinetic energy disappeared, and that at the same time heat 
anei^y appeared. 
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that this expression applies to any kind of matter moving with any 
velocity. 

In the case of Heat, too, we can fix on a perfectly definite unit — say that 
raising 1 gm. of water from 16° to 16° C— in terms of which may be ex- 
pressed any quantity of heat in whatever kind of matter, and whatever the 
temperature of that matter. Common experience of the working of the 
steam-engine, or of other modes of transforming heat into kinetic energy, 
raises a strong probability that if heat energy is measured simply by 
the quantity of heat, that ia, as so many calories, and not by any more 
complicated expression, then there is a fixed rate of exchange between 
it and kinetic energy ; for the greater the amount of work to be done, 
the greater the amount of fuel required, and roughly in the same 
proportion. This probability is converted to certainty by the investiga- 
tion on the rate of exchange between kinetic energy and quantity of heat, 
carried out by many physicists and especially by Joule, whose celebrated 
researches on the value of the rate of exchange we shall presently describe. 

But in other forms of energy we have no such general units. In 
Light, for instance, we may compare the light given by one mono- 
chromatic red flame with that given by another red flame of the same 
quality, and we may, more or less easily, fix on a unit of red light of 
some particular quality. But another, say a green light, cannot be 
transformed to red to effect comparison with the unit, and so it cannot 
be expressed in terms of a red unit. But for each quality or wave- 
length of light, we may show that the quantity of illuminating power in 
terms of a unit of its own quality is proportional to the quantity of heat 
developed when the light is absorbed by a surface on which it falls. 
For both the heat developed on absorption in a given time, and the illumi- 
nating power vary together, inversely as the square of the distance from 
the source. Hence, each kind of light, which we may assume to be light 
energy, is transformed into heat according to a fixed rate of exchange. 
Again, in Chemical energy we have no general unit. We may say that 
in each special kind of chemical action, the amount of action is pro- 
portional to the quantity of substance formed ; but we have no direct 
common unit connecting the action in one case with that in another, 
where quite a different compound is formed. But in each case, separately, 
the quantity of heat developed is proportional to the quantity of the 
substance formed, so that here also, if we assume that chemical energy 
ia proportional to the amount of substance which may be formed by 
union, the rate of exchange between chemical energy and heat is fixed. 

In the case ot Strain energy, we may always think of the strain as 
jH-oduced by the transformation of kinetic energy, and since the kinetic 
energy can be regained on allowing the body to unstrain, with, in 
genei^ a small loss accounted for by the heat developed in the pro- 
cesses, we may fairly suppose that the strain energy gained ia equal to 
the kinetic energy lost, and we usually measure it by the amount so lost. 
Hence, our mode of measurement, itself, assumes a fixed rate of exchange, 
as in the case of potential energy, and the fact that any discrepancy can be 
accounted for by other energies appearing, justifies the assumption. 
We might, perhaps, measure strain energy in terms of that possessed 
by a standard body with a standard strain, comparing the energy in any 
other strained body by transferring its energy in a suitable manner to 
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the atEind&rd body, and noting the strain produced. Were this done 
without any consideration of work performed iu the transfer, we should 
then have to measure the kinetic-energy-equiTalent of the atandard 
strain of the standard body. But this has not been as yet attempted, 
and we, therefore, content ourselves with considering the kinetic-energy- 
equivalent of each case separately. 

Electric and Magnetic energies, as we have already remarked, give 
very little direct evidence of their existence. They are connecting links 
imagined to come between some recognised form of energy disappearing 
and others appearing under circumstances such that we cannot imagine 
a direct transfer. Hence we look for a fixed rate of exchange between 
the known forms lost on the one hand in electrification or magnetisation, 
and the known forms gained on the other band when the electric and 
magnetic conditions cease. We shall see when we come to consider the 
energy relations of. the electric current that this fixed rate of exchange 
is shown to exist. We suppose then that it holds also for the trans- 
formation into, and out of, the intermediate electric and magnetic condi- 
tions, which, indeed, we measure by the supposition of this fixed rate. 

Since the other energies are ultimately measured on their trans- 
formation either into kinetic energy or into heat energy, and since we 
have fair evidence for fixed rates of transfonnation into these two it 
remains to examine the rate of exchange between heat and kinetic 
energy. We shall proceed to give an account of the experimental 
evidence, all of which goes to show that here also the rate is fixed. And 
anticipating this result we may sum up the whole diacusaion in the 
following 

Statemeot of the Principle of the Conservation of Energy. — 

Energy is recognised in various forms, and when it disappears in one 
form it appears in others, and in each case according to a fixed rate of 
exchange. The total quantity of any energy, measured in terms of any 
e form, is therefore constant whatever forms it may a 



The Rate of Exchange between Mechanical or Kinetic Energy 
and Heat Energy, or the Mechanical Equlyalent of Heat.— The 

determination of the rate of exchange depends on the measurement of the 
work done on some system in which that work results only in a develop- 
ment of heat, and the simultaneous measurement of the heat so develwed. 
The rate was first determined by calculation from the specific heati of 
air. This method was first set forth clearly by R. Mayer in a paper 
published in LUbi^g Annalen in 1842. We shall therefore give it first, 
though a more direct method was shortly afterwards carried out by 
Joule. 

Ma7je)-'» Ccdeidation of the Mechanical Equivalent from t?ie Specific 
Heals of Air at Constant Pressure and Constant Volume. — The Specific Heat 
of air, as of other gases, at constant pressure exceeds that at conataot 
volume, and if we can asfiume that the excess is due entirely to tlie 
work done in pushing out the surrounding air in expanding, tJiat is if 
we can assume that no energy is absorbed in merely separating the 
particles of air, that they possess no appreciable cohesion, this external 
work is the mechanical equivalent of the difference between the two 
Specific Ueats. Making this assumption, let us suppose that the 
volume of air is 272'5 cc, which, according to Regnault, increases I co. 
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tor each 1° rise at constant pressure. Let this volume be at 0* and 
760 mm. pressure in a vertical ojlinder I sq. cm. section, and let die 
atmospheric pressure be represented by a piston loaded with a colamn 
of mercury 76 cm. high and 1 sq. cm. in secbion, and so weighing 

76 X 13-596 -^ 1033 grammes weight 

When the air is heated from 0° to 1' the volume expands 1 cc. and the 
piston is pushed out 1 cm., so that work is done equal to 1033 cm. 
gms. 

Now let us turn to the heat measurements. The density of air at 0° 
and 76 cm. is, according to Regnault, 0*001293, so that the mass of air 
heated is 

272-5 X 0001293 = 0-3523 gm. 
At constant pressure the specific heat of air C, i^ according to Regnault, 
0-2375, and according to E. Wiedemann, whose value we shall take, 
0'2369, and this is the heat put in per gramme of air in raising its 
temperature from 0° to 1°, 

But it is only the excess of this over specific heat at constant volume 
C„ which is the equivalent of the work done. Now 0, may be found 
from C, from the relation (chap, xviii.) 

Cp Adiabatic Elasticity. 
C, Isothermal Elasticity. 

This ratio has been determined in various ways, and we may take its 
value as very near 1'406,* whence 

Then Cp- C, = 0-23B9 -0-1700- '0689. 

Multiplying by the mass heated, we find 

00689 X 0-3B23 -0-02427 calory 
as the heat equivalent of the 1033 cm. gmB. of work done. Then the 
mechanical equivalent of the calory is 10334-0-02427 = 42560 cm. gms., 
and this is the mechanical equivalent in centimetres and grammes 
weight. Mayer, using the data available in 1842, found 36500 cm. gms. 
The calculation depends entirely on the assumption that no work is 
done in the mere separation of the particles of air. In a second paper 
published in 1845 | Mayer supported the assumption by quoting an 
experiment by Gay-Lussac {Memoires d'Arcueil, 1807 : Gilbert'g AnnaleTt, 
XXX., 1808, p. 249), which went to show th&t if a gas expands from one 
vessel into another equal vessel previously empty, the first loses just as 
much heat as the other gains. Mayer saw that the cooling in the first 
vessel is due to the work done by the remaining gas in pushing out that 
which passes into the second vessel, and the heating in this vessel is due 

* M e^er, Kimtie Theory of Gattt, p. 1S3. 

t This ia slightly lew than Joly's direct detenninaticai {p. 86). which giTes C = 
0-17164. - 

X Helm, DUEnergelik, p. 2j. 
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to the work done on the gaa already in it as auccesaive portions enter 
and compreae it. But since, if the heat developed in one were trans- 
ferred to the other the original temperature would be regained, the 
experiment shows that mere expan- 
sion of a gaa when no external work 
is done does not produce a change of 
temperature. Thus Mayer's mode of 
calculation was justified. 

Joule' g Eeiearches. — Already Joule 
had begun his series of researches and 
sought to determine the mechanical 
equivalent by compressing or rare- 
fying air and equating the heat 
developed or loat to the work done 
on or by the air. Here again the 
calculation depends on the absence 
of coheaion of the air, and Joule de- 
vised an experiment apparently inde- 
pansioD of pendenbly, but on the same lines as 

IS Gay-Lussac's. Two copper vessels R 

and E (Fig. 73) were connected by a 
I stop-cocli. K was filled with air at about 22 
, E was exhausted, and the two were placed in a 
The stop-cock was theh opened to allow the 
On stirring the water and taking its 




3 provided with » 

3 pressure 
veasel containing water. 
air to expand and fill both vessels, 
temperature, no appreciable alteration was found. 



in Fig. 74 in separate calorimeters 



When K and E were arranged 
a notable cooling was observed in 
the vessel surrounding R and a 
very nearly equal heating in that 
surrounding £. This last form of 
experiment was almost identical 
with Gay-Lussac's.* The method 
ia not capable of great exactness 
owing to the large heat capacity 
of the vessels and calorimeter com- 
pared with that of the contained 
air. But by a method devised later 
(chap, xviii.) Joule and Thomson 
showed that there are slight absorp- 
tions or evolutions of heat in a gas 
on mere change of volume, though 
the amounts ore too small to affect 
the foregoing calculation of the 
mechanical equivalent. 

Joule's Researclies on the Hechanical Etjniralent of Heat.— 

At, the Cork meeting of the British Association in 1843, Joule gave an 

* Gay - Lussao used tvo globes, es.ch about 12 litres, and each containing a 
sensitive sjiirlt thermometer. One was esliauBted and the olhet contained air at 
atmospheric presaare. On opening the connecting-cock one thermometer rose 0'68°, 
the other feU 0*1°. 
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accoiint of his earlieet experiment on the mechanical eqaivalent (Scientific 
Papers, i. p. 123). In this he measured the work done in turning a email 
machine, which we should now call a dynamo, and he also measured the 
current produced. From his law of heating effect due to current, discovered 
shortly before, he was able to determine the total heat evolved in the 
circuit of the dynamo from a measurement of that evolved by a known 
current in a known resistance, and hence he found the mechanical 
equivalent to be S36 foot-lbs. per pound of water heated 1° F. In a 
postscript to the paper describing this experiment he says that by 
working a piston perforated by small holes, forming narrow tubes, in a 
cylindrical glass jar holding about 7 lb. of water, each lb. of water was 
heated 1° F. by the work equivalent to raising 770 lb. 1 foot. In the 
following year he gave as the results of experiments on the work done in 
the compreBsion of air and the heat generated, 823 (Scientifie Papers, i. p. 
171), and in a continuation of this work he was led to devise the experi- 
ment on the expansion of' air described above. The result of this con- 
tinuation was 798. In 1845 he first described a method in which 
falling weights were employed to chum water in a calorimeter, and the 
mechanical energy lost by the weights was taken as equivalent to the 
heat developed in the water. The result was 890. He then proceeded 
to improve the conditions of this last and most direct experiment, and in 
1850 a full account was published in the Philoxophical Transaations 
(Scientific Papers, i. 298). The general nature of the apparatus will be 
seen from Fig. 75. Two masses, each either 10 lbs. or 29 lbs., were 
attached by strings each to the axle of a wheel and axle too, wa. From 
the wheel strings passed horizontally to the drum d, attached to a spindle 
on which were fixed paddles of brass, 8 in number, revolving in a calori- 
meter G of copper and containing a known weight, about 7 or 8 lbs. of 
water. The drum d could be detached from the spindle so that the 
masses could be wound up to a height of 5 feet from the floor without 
rotating the paddles. When they were wound up the drum was re- 
attached to the spindle, and as the masses fell the paddles spun round. 
In the calorimeter were fixed four brass vanes, cut out like the wards of 
a lock. These allowed the paddles to pass through them, but prevented 
any continuous circulation of the water and therefore any permanent 
acquisition of kinetic energy by it. The water was only churned up by 
the motion of the paddles, and its kinetic energy was rapidly transformed 
to heat through fluid friction. The arrangement inside the calorimeter 
ie shown by the horizontal and vertical sections in the flgure. The 
masses had a terminal velocity on reaching the floor varying from 1'4 to 
3'I inches per second. This was noted and allowed for as, in effect, 
diminishing the height of fall. The wheels were mounted on bearings 
with as littie friction as possible, but the residual friction was calculated 
by subsidiary experiments, and the amount of kinetic energy absorbed 
by it was allowed for. The calorimeter was on a wooden stand with 
teansverse dits, in order that the calorimeter should rest on a few points 
of the wood only. Loss by conduction was thus reduced to a very small 
quantity. 

In each experiment the masses were wound up and allowed to fall 
twenty times, the duration of an experiment being somewhat over half an 
hour. The rise of temperature of the water in the calorimeter was then 
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Qoted, and the effect of radiation to or from the aurroundinga deter- 
mined by subsidiary experiments. Knowing the capacity for heat 
of the calorimeter, the total quantity of heat generated could be 
determined. 

The result obtained was that the kinetic energy due to the fall of 
772 lbs. through 1 foot at Manchester would, on transformatioa to heat, 
raise 1 lb. of water between 55' and 60° F. tbrgugh l" F. 

Joule also made experiments with mercury instead of water, using an 
iron calorimeter, and he obtained as a result 774. 

In another series of experiments, he made the masses, in falling,' turn 






Caicrim^Ur 



a bevelled iron wheel against another fixed bevelled iron wheel, both 
being placed in the calorimeter and surrounded by mercury. The result 
was nearly 775. It is worthy of note, as illustrating the care with 
which he experimented, that he allowed for the loss of energy by the 
sound given out by the vibration of the apparatus, estimating it by 
the work required to produce an equal sound as heard at the same 
distance from a violoncello. But neither of the modes of experiment 
with mercury was quite as satisfactory as that with the water calori- 
meter, and they were disregarded in favour of the water-friction 
experiment, 

Laier Sepelition. — Many years after the publication of Joule's paper 
giving an account of this work, the British Asaociation, in framing a 
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system of electric units, took as the primary unit of resistance that in 
which unit rate of working would maintain unit currest, and a, committee 
of the Association prepared resistaoceB detennined in terms of this unit. 
Nqw, in this electro -magnetic system the unit rate of working is 1 erg per 
second, and the current, C, is measured in terms of dynes on unit pole at 
1 cm. distance by 1 cm . length, t.e. the resistance, B, ie really measured in 
mechanical units, and when we put for any circuit 

Rate of working = C*R, 
the product C^R is in mechanical units, if C and R are in terms of the 
above units. 

But Joule showed that the heat developed in any resistance is 
proportional to C^R, which leads us to suppose that the work required 
to maintain C in B is all transformed to heat in the wire having that 
resistance. If, then, we measure the heat in calories, the current in 
electro-magnetic measure, and the resistance in terms of the new unit, 
we shall have on the one hand the heat, and on the other its mechanical 
equivalent in C^R. As soon as the new resistance standards were fixed. 
Joule himself made an experiment to obtain the mechanical equivalent 
by this method {Scientific Papers, i. p. 542). Converting to foot-lbs. 
and degrees Fahrenheit, the result was 782 instead of 772, so different a 
result that Joule was induced to undertake a repetition of his water- 
friction experiment to find whether the error lay in his work or in that 
of the committee. The result of his second great ^periment was 
published in the PhU. Travis., 1878, pt. ii. 

The method adopted generally resembled that of his earlier experi- 
ment, but he employed a different contrivance for doing work, one which 
had already been used by Hirn. The set of paddles was rotated at a 
uniform speed by a handle. If the calorimeter had been free to move 
round the axis of the paddles, it would have spun with them, but it was 
kept fixed by applying a couple which could be measured. This couple 
was equal and opposite to ^at . which was exerted on the water and 
calorimeter by the paddles, and equal to the couple applied to the 
handle since the rotation was steady. Now, the total work done by a 
couple G in n revolutions is 

2jmQ, 
so that the value of the mechanical energy was known at once from n 
and G. For other details the original paper may be consulted (Scientific 
Papers, i. 632). Joule's final result was that 772 55 lbs., falling 1 foot 
at the sea level in the latitude of Greenwich, would acquire kinetic 
energy which, transformed to heat, would raise 1 lb. of water from 
60° to 61°. This confirmed in a remarkable manner the accuracy of the 
earlier work, and showed that the determination of the electric standard 
of resistance was faulty. But the fault had been made plain from other ex- 
periments, and a redetermination showed an error of more than 1 per cent. 

It will be convenient to express Joule's value of the mechanical equiva- 
lent here in various units, for the sake of comparison with later results. 
These later results are all somewhat larger than Joule's, chiefly through 
the adoption of the nitrogen or hydrogen scale of temperature, with slightly 
larger degrees about 15°, than those of the mercury-in-glass scale used 
by Joule. 
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772-55 foot-lbs. at Greenwich per lb, of water per 1° F. at 60° F. ; 

multiplying by - for the Centigrade scale, 

1390-6 foot-lbs. at Greenwich per lb, of water per 1° C. at 15° C ; 
multiplying by 30-48 to convert to centimetres, and remembering that 
ne may use any unit of mass, if we use it on both sides of the transac- 

42385 centimetre grammes at Greenwich per gramme of water 
per 1°0. at 15° C; 
multiplying by 98117 the value of g at Greenwich, 

4-155 X 10' ergs per gramme of water per 1° 0, at 15° C. 

Z^ter Besearches. — Joule's work has been followed by other 
researches on the value of the mechanical equivalent of heat. We 
shall give a brief account of some of the more important of these. 

Rowland's Experiment. — In 1877-78 Rowland repeated Joule'a water- 
friction experiment on a large scale at Baltimore {Proc. Am. Ac, xv., 
1879, p. 75). The calorimeter and its contents had a water equivalent 
about 9 kgm. The paddles were worked by a steam engine, and the 
spindle to which they were filed passed up through the bottom of the 
calorimeter. The calorimeter was hung on a wire, which of course tended 
to twist when the paddles revolved, but a measured couple was put on 
to bring the calorimeter back to its undisturbed position. When the rate 
of worMng was about 2200 kgm. metres per minute, the rise in tempera- 
ture was about 25° in 40 minutes. The temperature was measured by 
mercury-in-glass thermometers, which were standardised in terms of 
the air thermometer, and the air thermometer temperatures were then 
reduced to absolute temperatures by means of Thomson and Joule's 
experiment (chap, xviit). 

More recentiy Dr. Day has determined Rowland's temperatures in 
terms of the hydrogen scale, which is now generally used as the standard 
{Phil. Mag., xlvi., 1898, p. 1). In the table below are given Rowland's 
values in ergs per gramme degree of water on the alraolute scale, and 
the values corrected to the hydrogen scale, by Dr. Day : — 



Absolute 


Rowland's 


Vfllnea 


Corrected ergs 


TemperaCnre 




and 


in dogreea on 


above 0° 0. 


absolute degrees. 


hydrogen soalo. 


S 


4-212 > 


■.w 




6 


4-209 




4-203 X lOT 


7 


4-207 




4-201 


8 


4-204 




4-199 


9 


4-202 




4-198 


10 


4-200 




4-196 


11 


4-198 




4194 


12 


4196 




4-192 


13 


4-194 




4-191 


14 


4-192 




4-189 
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Ahwliite 


Bowland's Values 


Oorreoted orge 


Tempeitttnre 


inergsiuiil 


in degrees en 


above 0° C. 


abMlote degreee. 


bydrogen scale. 


16 


4187 


4-186 


17 


4186 


4-185 


18 


4 183 


4-184 


19 


4-181 


4-182 


20 


4179 


4-181 


31 


4177 


4180 


22 


4176 


4-179 


23 


4-175 


4-178 


21 


4-174 


4-177 


25 


4-173 


4176 


26 


4-172 


4-176 


27 


4-171 


4-175 


28 


4-171 


4-175 


29 


4-170 


4-174 


30 


4-171 


4-174 


31 


4-171 


4-174 


32 


4-171 


4-174 


33 


4-172 


4-174 


34 


4-172 


4-174 


35 


4-173 


4-175 


36 


4-173 


4-175 



These values bring out very clearly that tbere is a Tariation in tbe 
work required to raise I gramme of water 1° at different parts of the 
scale — in other words, that there is a variation in the specific heat of 
water with temperature. They also point to the existence of a minimum 
value in the neighbourhood of 30°. Rowland's work was the first to 
indicate the minimuni value, and his conclusion has since been con- 
firmed by others. 

Mieulegeu'e Experimeni.^^ln 1892 Miculescu presented to the Paris 
Faculty of Sciences a thesis, in which he gave an account of a water- 
friction experiment carried out on new lines. The atiiring power was 
supplied by a 1 h.-p. electric motor which was balanced on knife edges 
in the horizontal line of the axis of the armature. The spindle of &e 
armature was prolonged through a stuffing-box into the water-stirring 
vessel, where the paddles were attached to it. The couple exerted on 
the water was measured by hanging a weight on to a horizontal arm 
projecting at right angles to the axis of auapension of the motor sufBcient 
to keep the motor from turning round. The water in the stiriing-vesael 
was kept at a constant temperature by circulating round the outside of 
it a current of colder water passing at such a rate that it took heat from 
the calorimeter as fast as it was developed by the stirring. The heat 
was measured by the quantity of cooling water sent round and the 
difference of temperatures of entrance and exit. This difference was 
measured by a thermocouple which was graduated in terms of a Tonnelot 
thermometer, and ultimately in terms of the hydrogen scale. The tem- 
perature of the water varied between 10° and 13°. We may take the 
result as making 4' 187 x 10'^ ergs equivalent to the heat required to raise 
1 gramme of water at Il'5° through 1° on the hydrogen scale. 
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Experiment of Reynolds and Morby. — Tet another mode of carrying 
out the water- friction experiment has been deficribed bj Osborne 
Reyndds and Morby {Phil. Trans., A. 190, 1897, p. 30). Having at 
comm&nd a 100 h.-p, engine provided with a hydraulic brake, the idea 
occurred to Professor Reynolds that this might be used to determine the 
amount of work needed to raise the water in the brake from 32° F. to 
212° F. The brake itself might be rc^rded as consisting of paddles 
working in a water-gtirring vessel so arranged that the couple exerted 
in the stirring could be varied at will and measured at any value. The 
water was delivered into the brake at 32° F., and was raised in it to 
about 212° and then passed out, the rate of flow being regulated so that 
the rise should be through about 180°. The quantity flowing while a 
given amount of work was done was measured. 

The time of running was 62 minutes with a speed of 300 revolutions 
per minute, and various horse-powers and various quantities of water 
were used, the total quantity of water rising in some experiments to 
nearly half a ton. 

The final value obtained is that the mean specific heat of water 
between 32° F. and 212° F. measured in foot-lbs. at Manchester is 
776'94. In ei^s and degrees centigrade it is 4'1832 x IC. 

&nffith's Jixperiment. — In 1883 E. H. Griffiths gave an account of 
an experiment to determine the mechanical equivalent of heat by the 
method of electrical heating {Phil. Trans., 184, A., 1893, p. 361). This 
research was carried out with the greatest care in every detail, and the 
original paper should be consulted for particulars and especially for the 
method of temperature regulation. 

A coil was immersed in a calorimeter 6 cm. deep and 8 cm. wide, 
containing various quantities of water up to about 250 gms. The 
calorimeter was closed by an air-tight lid through which passed the ther- 
mometer, the stirrer, and the wires to the coil. It was suspended in an 
exhausted enclosure and the walls of this enclosure were double, the 
cavity between being filled with mercury. A graduated tube led out 
from the cavity so that it formed, practically, the bulb of a big ther- 
mometer in the middle of which the calorimeter was suspended. Any 
variations in the temperature of the enclosure could thus be detected. 
The double-walled vessel was surrounded by water, and was kept as 
nearly as possible at a uniform temperature in order that radiation loss 
could be exactly allowed tor. 

When a current was passed through the coil, if E was the fall of 
potential in it {determined by comparison with a Clark's cell), and if 
R was its resistance, both in electro-magnetic units, the rate of energy 
supply was E^R ergs per second. Measuring the heat developed in 
any time the number of ergs per calory could be determined. 

The thermometer — mercury -in-glass — was compared with a platinum- 
resistance thermometer and the indications of this were found first in 
terms of the air thermometer and later in terms of the hydrogen scale. 
Different temperature ranges were used between 15° and 25°, and the 
final result corrected to the hydrogen scale was very nearly 

4-2 X lO'jl ~ ■000266(( - 16°)} ergs per gramme of water heated 
1° of the hydrogen scale, 
where t is the temperature on the Centigrade scale. 
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Experiment of Schueter arid Ganwm. — Another determination by the 
method of electrical heating was described by Schuster and Gannon in the 
Phil. Trams., 185, A., 1895, p. 415., They immersed a coil in a calori- 
meter containmg about 1500 gms. of water, and passed a current through 
it. The energy supplied was EC* ergs in time (, By passing the 
enrrent through a silver voltameter, and using the known electro- 
chemical equivalent of silver the value of C( was determined, while E 
was measured by comparison with a Clark's cell. The temperature was 
measured by a mercury thermometer, which was standardised in terms 
of the nitrogen and the hydrogen scales. It is interesting to observe 
the difference in the result expre^ed in ergs per calory at 191° on 
these three scales — 

4-1804 X 10^ on mercury thermometer of hard French glass. 
4-1905 X 10^ on nitrogen s<^e. 
4-1917 X 10^ on hydrogen scale. 

The results below, taken from Schuster and Gannon's paper, give the 
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— BesulCs of Different Eipertments on the Specific Heat of Water. 



values obtained by different observers in foot-lbs. at Greenwich, and 
Fahrenheit degrees of the nitrt^en thermometer at 15° 0. ; the values 
in ergs and Centigrade degrees of the same thermometer are added : — 

Foot-lbs. °F. Erga. °C. 

Joule (1878) ... 775 4-178 x 10' 

~ " ■ 778-3 4-1895 x 10^ 

776-6 4-180 xlC 

780-2 4-199 xlO^ 

779-2 4-194 x 10^ 



Rowland 
Miculescu . 
Qriffiths 

Schuster and Gannon 



And in terms of the mean calory : 

Reynolds and Morby . . 77694 4-1832 x W 

The values given in terms of the nitrogen scale must be increased by 
1 in 2500 to bring them to the hydrogen scale. In Fig. 60 the results 
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obtained by different experimenters are exhibited in terms of tbe varia- 
tion of tbe specific heat of water. 

An inspection of these numbers shows that the results by the two 
electrical methods ai-e somewhat closely in agreement, and higher than 
those given by water-friction methods. It appears probable that there 
is some error in the electrical relations assumed, and some recent ex- 
periments suggest that this is in the value of the E.M.F. of the Olark's 
cell. Meanwhile, Bowland's corrected value at 16° may be taken, and 
the first three figures of this may be put as I'ld x 10' ergs. Hence we 
have the mechanical equivalent — 

4-19x10' ergs; 

4'27 metre grammes ; 

778 foot-lbs at Greenwich ; 

in terms of degrees on the hydrogen thermometer about 16° 0., the last, 
of course, on tbe Fahrenheit scale. 

The First Law of ThermodynamicB. — When exchange occurs 
between work and heat, the researches we have been describing all 
tend to show that the ratio of exchange is fixed. Hence if W is tbe 
work in ergs equivalent to heat H measured in calories, we have 

W = JH 
where J is the mechanical equivalent, taken provisionally as equal to 
419 X W. This relation is known as the First Law of Thermo- 
dynamics. 
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CHAPTER IX. 
TBE KINETIC THEORY OF HATTER. 

Atomio Hypotheses— Solids— Liquida^^SaBes— Kinetic Theory of Gases — Ueao 
Value of the Square of the Velocity of Translation '9'^Mixtnte of Gases — 
Belation between V and Temperature — Energy of Tranalation and latemal 
Energy— Jonle'fl Approiimate Method of Calculating the Velocity of Mean 
Square — Effusion or Transpiration through a small OriS.ce into a Vacanm — 
Thermal Transpiration— The Mean Free Path— The M.F.P. calculated from the 
Coefficient of Viscosity- Conduction of Heat in Gases — The Diameter of the 
Molecules and the num her of Molecules per Cubic Centimetre— Forces acting on 
unequally heated Surfaces in High Vacna— The Gas Equation of Van der Waals. 

The belief in the identity of energy throughout its apparent transforma' 
tiona naturally leads ua to attempt to explain these vaiious manifestations 
as really identical in form, though affecting our senses differently. As 
examples ot hypotheses of this kind, we may instance the electro- 
magnetic theory of light, in which light (or rather radiant energy) is 
supposed to consist of a mixture of electric and magnetic energies ; and 
the electrical theory of chemical energy, which identifies chemical action 
with electric energy. But we obtain our primary idea of energy from 
the power of doing work possessed by a moving body, and we are able to 
study most thoroughly the energy 'transactions in a system which we need 
only consider mechanically — i.e. with regard to its kinetic and potential 
energies. Our aim, then, must be to frame hypotheses which shall 
reduce other energies to these forms, for such hypotheses can be most 
completely worked out, and their consequences most thoroughly compared 
with the facts of observation. 

Atomic Hypotheses. — The basis a! these attempts must almost 
necessarily be the hypothesis of an atomic or molecular constitution of 
matter. This hypothesis we owe to the Greek philosophers, who 
possibly arrived at it from considerations of the compressibility, the 
disintegration, and the diffusion of matter. If matter is composed of 
small particles separated by interspaces, it is easy to explain compremon 
as an approach of these particles, solution as an entry of the particles 
of one substance into the spaces separating the particles of the other, 
cleavage as the forcing apart of the particles by the insertion of a wedge 
of some other substance, diffusion as the scattering of the particles, and 
so on. If we suppose that matter is continuous, then we must accept 
such facts as compression and solution as simple facts — i.e. facts incapable 
as yet of explanation. 

Considered only as explaining the general and most obvious properties 
of matter, the atomic hypothesis is merely qualitative. It became 
quantitative when used by Dalton and other chemists to explain the 
laws of chemical combination, and the simplicity of this explanation has 
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no doubt largely contributed to its universal acoeptaaoe. The hypothesis 
in its original form may be stated thus : A given mass of an element 
contains a. definite number of exactly similar indestructible particles, 
termed atoms, these particles being exceedingly minute and exceedingly 
numerous in any volume which comes within the range of our senses. 
Each atom of a given element has a definite mass, which ia always the 
same for the same element. 

Though this form of the hypothesis is sufficient for many purposes, 
the relations which exist between the atomic weights and the other 
properties of the various elements lead to the supposition that the atoms 
of different elements are not simple indestructible particles unrelated to 
each other, but are built up of some common material, the differences 
being in the quantity and arrangement of this common material. Were 
an atom of iron, for instance, entirely unrelated to an atom of platinum, 
had they exist«d as they are through all time, it would be difficult to 
account for such a relation as the equality of their atomic heats. It is 
now generally believed that such relations may ultimately be deduced 
from the supposition that the atoms are complex bodies, built up of still 
smaller particles or corpuscles, all alike in all elements, but different in 
number and arrangement in the different atoms. Recent experiments, 
especially certain experiments on the discharge of electricity in rarefied 
gases, have given great weight to this supposition, since they may be to 
some extent explained if the atoms are regarded as being split up in the 
discharge into constituent corpuscles, the same for different gases. In 
this chapter, however, we shall not go beyond the supposition that the 
atoms are simple bodies. 

In chemical compounds the dissimilar atoms of the constituent 
elements are supposed to be grouped together to form molecules similar 
to each other, the masses of the components being in the same propor- 
tion in the molecules as in the compound as a whole, and the laws of 
chemical combination find a simple explanation by supposing that the 
mass of each kind of atom is definite. 

The atoms, even in an elementary substance (in which, so far as we 
know, they are all similar), are probably to be regarded as grouped, 
perhaps in pairs, perhaps in greater numbers, and we may fairly extend 
the term " molecule " to describe a group so formed. 

When we seek to explain the various forms of energy on this atomic 
or molecular hypothesis, we have further to suppose that the atoms are 
held together by forces, for work ia required to effect chemical decom- 
position. 

Work, too, is required to alter the volume of any liquid or solid body 
in its normal condition. Hence, we must regard the molecules also as 
held together by forces. We may have energy of motion both of atoms 
and of molecules, and energy of position both of atoms with regard to 
each other, and of molecules with regard to each other, 

We will now consider the explanation which the atomic hypothesis 
gives of the phenomena of heat. 

When two solid bodies are pressed together and rubbed, one on the 
other, work is done against friction and ordinary kinetic energy dis- 
appears as fast as it is supplied to the bodies. The surfaces in contact 
are found to rise in temperature. We may suppose that the friction 



IV Google 



THE KINETIC THEORY OF MATTER. 181 

means that the surface-particles of one body catch against the surface- 
particles of the other, and that there are forces between these particles 
against which the work is done. The collision will give the colliding 
particles greater motion than that which they possessed before, and so 
we get the idea that the heat developed is, at least in part, due to the 
increase in kinetic energy of these particles. 

When a body is heated it generally expands — i.e. its molecules are on 
the average at a greater distance apart. This again implies that motion 
has been given to them to move them apart : but it also probably implies 
the existence of energy of position, the equivalent of the work done in 
increasing the separation of the molecules against the forces between 

We also know that a hot body radiates energy to the surrounding 
bodies — energy which affects our sense ot sight, if the source be hot 
enough. "We know, too, that this energy is associated with waves, 
implying a vibratory motion at the source. The waves are so small, and 
, the frequency of vibration producing them is so great, that we are led to 
suppose the individual molecules or atoms to be themselves the vibrating 
bodies. As to the mode of vibration we can only guess. It may be that 
each separate atom vibrates in itself as a bell when struck — or each atom 
may travel to and Ero about some mean position, as a bell on a spring 
might do — or both modes may co-exist. We may therefore have energy, 
existing in various ways, associated with the atoms and molecules. We 
may have vibrating energy of the atom, energy of motion of the atom as 
a whole, energy of motion of the molecule as a whole, energy of separa- 
tion of the atoms from each other, energy of separation of the molecules 
from each other, and we must now regard heat as a mixture of some or 
all of these. In other words, heat consists in the kinetic and potential 
energies of the ultimate particles of matter. 

We must make further assumptions as to the forms of the atoms and 
the actions between them if we wish to go further and work out their 
motions by ordinary mechanics. The most successful attempt of this 
kind hitherto made is the " ring-vortex" theory of Lord Eelvin in which 
the atoms are supposed to be ring-vorbices of fluid existing in an infinite 
fluid. We cannot here enter into any consideration of this hypothesis, 
hut there is one very important feature of it which must be noticed, 
viz., that the energy of any system is entirely kinetic — either energy 
of motion of the vortices or energy of motion of the surrounding fluid. 
While, then, we may provisionally treat the two forms of energy, kinetic 
and potential, as distinct, and seek to i-educe other energies to these 
forms, it must be remembered that these two may possibly be shown to be 
really one, so that all energy may be of the kinetic type. 

Without entering into any details as to the construction of the atoms 
or molecules, we may still be able to form some general notions of their 
arrangements and motions in the various states of matter. 

In BoHde, the atoms and molecules probably move about some mean 
position, for we know that solids keep their shape ior indeflnitely long 
periods if not exposed to external action. Carefully preserved jewels 
engraved by the ancients stilt possess all their original sharpness of out- 
line. We cannot, then, suppose that the molecules are travelling about, 
but only moving to and fro to a very limited extent. The molecules 
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ore sufficiently close together to act very considerably on each other, and 
work has to be done to alter their arrangements in any way, as is shown 
by the elasticity of solids. 

In liquidi, we must suppose that the molecules are travelling about, 
but on the average only slowly, tor the phenomena of liquid-diffusion show 
that the molecules take some time to b^vel any considerable distance in 
a liquid. We may suppose that the molecules possess on the average 
sufficient energy to do the work needed to get away from their neighbours, 
but that they are still so near together that they readily become en- 
tangled again. Their great resistance to compression and their cohesion 
show, too, that the molecules are near enough to act very considerably 
upon each other. 

The existence of vUcove solids, such as pitch, intermediate between 
solids and liquids — substances which will flow like liquids if a sufficiently 
long time is given to them — seems to show that in these solids there 
is a certain amount of travelling about of the molecules. We may, 
perhaps, suppose that a given molecule wUl, in its excursions about its 
mean position, come within the sphere of action of its neighbours in 
such a way as to receive from them continual supplies of kinetic enei^y 
which enables it to increase the extent of its excursion until it can 
break away and travel on to some new position of less constraint. It 
is quite possible that exactly the same process takes place in every liquid, 
only on a much greater scale, many of the liquid molecules vibrating 
about a mean position like solid molecules for a time, but ultimately, 
by the action of neighbouring molecules, becoming detached and travelling 
about till they become entangled by new surroundings. 

We may probably explain, by the aid of this supposition, the viscosity 
of a liquid. If a liquid is in motion in one direction, but in such a 
way that each layer moves slightly faster than the one below it, then 
there is a tangential action between the layers proportional to the change 
of velocity per unit length perpendicular to the layers. 

If, for example, the successive layers A,B,C,D, Fig, 76, are all moving 

in the direction AX, but A moves v per second more than D at a 

distance d from it, the tangential 

, Y force per square centimetre 

^ exerted by each layer on the 

next is n-„ where n is the oo- 
C ^ ^ 

efficient of viscosity. Now each 

D element of the liquid is being 

Fig. 76. sheared by the relative motion 

of the successive layers, and we 
may suppose that for a short time after the shearing the element resists 
the shear just as a solid element would, but that the resistance rapidly 
dies away, owing to the breaking loose of the molecules from their old 
positions and their adjustment in new positions. The strain producing 
the tangential stress is not the whole strain of the element since the 
beginning of motion, but only that part of it in which the particles have 
not yet had time to rearrange themselves. It is easy to see that if rate 
of decay of strain is proportional to the strain, then if the relative 
velocity per unit length v is doubled, this effective strain is doubled, and 
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the force is doubled, or ij ia a constaot. Anything which hurries the 
rearrangement will lessen the viscoaity. For instance, we have every 
reason to suppose that rise of temperature increases the energy of the 
molecules, and therefore enables them to get free from each other more 
frequently. This agrees with our knowledge that the viscosity of a 
liquid decreases as the temperature rises. 

Kinetic Theory of Qases. — In applying the kinetic theory to 
gases we can go into much greater detail. The molecules in a gas are 
much farther apart on the average than in solids or liquids. A 
cubic centimetre of water at 100° C. forms about 1600 cubic centi- 
metres of steam at 100° 0. and 760 mm. pressure. Hence, the molecules 
ot the steam are about ^1600, say 12 times as far apart as those of the 
water. And this increased distance results in an almost complete 
absence of cohesion, as is shown by the experiments of Gay-Lussac and 
Joule (p. 119), in which a gas is allowed to expand without doing 
external work. The change of temperature is only infinitesimal, showing 
that practically no work is done against the mutual actions between the 
molecules. The extreme rapidity of gaseous diffusion shows that the 
molecules are in very rapid motion. But as there are an enormous 
number of molecules, even in a very small space, and as they are not 
mere points, but have some volume of their own, 'they must continually 
be colliding with each other, and under the term " collision " we must 
include every case in which two molecules come sufficiently within each 
other's sphere of action to influence each other's motion. We need not 
necessarily suppose that in a collision the force between two molecules ia 
repulsive. We may illustrate this by the motion of a comet which comes 
into our system from outer space. Drawn by the sun's attraction it 
rushes inwards, travels round the sun, and then rushes away to outer 
space again. From our present point of view this is a " collision," and 
tbe collision of molecules may perhaps be similar. The collisions in gas at 
ordinary pressure cannot, however, occupy a very appreciable fraction of 
the time of travelling about, for this would be inconsistent with the 
absence of cohesion. When, in Joule's experiment, there are 22 times 
as many molecules in a given space as in ordinary air, there are many 
more collisions in a given time for each molecule ; in fact, the number 
for a given gas per second is nearly proportional to its density. If these 
collisions occupied an appreciable fraction of the time in ordinary air 
they would, therefore, occupy a still larger fraction in the com- 
pressed air. At any one instant, then, an appreciable fraction of 
the total number of molecules would be in collisitm, and hence '^ork 
would have to be done to separate them, that is, to lessen the number 
within each other's sphere of action. In other words, there would he 
cohesion. 

We shall, in the first place therefore, regard the collisions as instan- 
taneously altering the velocities and directions of motion of the colliding 
molecules. We shall not attempt to inquire what goes on in a collision, 
and in speaking of the velocities of the molecules we shall regard only 
the velocities when free from each other's actions. 

When a collision occurs, the velocities and directions of motion of 
the two colliding bodies are changed ; but we shall suppose that the 
total energy of the motion of translation remains the some after the 
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collision is finished as it was before it began. We know that the 
energy of translation does not in reality always remain constant, for 
a glowing gas, when cooling, loses some of its energy of translation, 
and loses it in part by radiation. This implies that in some cases some 
of the energy of motion is converted into vibratory energy of the mole- 
cules and atoms in the collision, and is then radiated out. In other 
cases the collisions may convert energy of vibration into energy of trans- 
lation, for radiant energy is also being absorbed from surrounding bodies 
to some extent. When, therefore, the temperature is maintained con- 
stant we must suppose that there is a balance between loss and gain, 
and that the mean kinetic energy of the whole group remains the same, 
even though it may change for individual pairs of colliding molecules. 

The assumptions that the time occupied in collision is very small, and 
that the number of molecules in even a small space is very large, taken 
togethei', imply that the dimensions of the molecules are exceedingly 
small compared with their distance apart. 

The most characteristic features of a gas are its diffusibility through- 
out any vessel in which it is contained, however the volume of the vessel 
may be increased, and the uniformity of the pressure which it exerts over 
the containing-walls in accordance with Boyle's Law. On our theory, the 
diffusion is due to the rushing of the molecules into any space open to 
them, while the pressure on the containing-walls is due to the can- 
nonade of the molecules against them. Each molecule as it comes up 
gainst the walls rebounds, and imparts momentum to the walls equal 
and opposite to that which it receives. Though on an area comparable 
vrith the dimensions of a molecule the cannonade in a very small time 
may vary, on any sensible area an enormous number of impacts will 
occur in any sensible time, and the average will be practically constant. 
If some molecules lose energy in the collision, others gain, and on the 
average we must suppose the toss and gain equal. Hence the average 
momentum imparted per second (that is, the pressure exerted) will be 
the same everywhere. We can see, too, in a general way how Boyle's 
Law is explained, for doubling the number of molecules in a space 
doubles the number colliding in a given time against the containing- 
walls, and so doubles the momentum imparted per second. In other 
words, the pressure is proportional to the density. 

The Mean Value of the Square of the Velocity; of Trans- 
lation. — Knowing the pressure and the density of a gas, it is possible 
to calculate the mean value of the squares of the velocities with which 
the molecules are moving. 

If we follow any one molecule in imagination, its velocity will be 
continually changing through collisions; but if we consider a large 
number of molecules, say those in a cubic centimetre, we may safely 
assume that, so long as the conditions exhibited by the whole ai'e the 
same, the velocities are distributed in such a manner that a definite 
and constant fraction of the whole will be moving with a given velocity — 
or with a velocity within narrow given limits, though the individuals 
may be continually changing. This assumption* is justified by our 
• More advanced theory than we can give here shows how the velocities of the 
molecales must be distributed in order that the collisions may not aSect that 
distribution. We may refer tbe reader to O. B. Meyer's Kinetic Theory of Qoms, 
from which mnch of the theory given in the lext is derived. 
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experience of statistics of population dealing with large groups of in- 
dividuals. Whenever the group as a whole shows constant features, we 
find that it can be subdivided into smaller groups, also showing constant 
features, even though the individuals in these groups change; for example, 
in a large town where the eircumstancea remain pretty nearly the same, 
the percentage of the population whose age lies between given limits 
will remain constant, though fresh individuals are coming into the 
group and others are moving out of it. Or, to take another illustration 
more nearly resembling the case of a gas. With similar external circum- 
stances as to day, hour, and weather, probably a certain fraction of the 
people in a town will be in the streets on different days, with so many 
moving at four miles per hour, so many at three miles per hour, so many 
in collision, stopping to talk to each other. The individuals forming 
each of these groups will change, but the number in the group is probably 
nearly constant. 

Similarly, if we consider a sufficient number of molecules, we may 
assume that a constant number move with a given velocity in a given 
direction. 

Let us take, for simplicity, a vessel whose interior is cubical and one 
centimetre each way, and let ABC be three perpendicular faces meeting 
at an angle. Consider a molecule impinging with velocity V, in a cer- 
tain direction against the face A of the vessel, and resolve this velocity 
into three components Uj, Vj, w„ perpendicular respectively to A, B, and C, 
Then V^^ = %' -H v^^ + ^ 

We shall suppose that the walls of the vessels are perfectly plane and 
with coefficient of restitution unity, so that a molecule impinging on a 
side has its velocity perpendicular to that side exactly reversed, while 
the other components are unaffected. This, as we have seen, is probably 
not true for individual impacts — in some there may be a gain of energy, in 
others a loss ; but, so long as the gas and wall are at the same temperature, 
the average energy is the same before and after impact, and the number 
of molecules moving away with a given velocity is the same as if in each 
impact the above supposition were true. That this is the right view is 
shown by considering the case in which it is no longer true, that in 
which the temperature of the gas differs from that of the wall. Then 
the energy of the gas is different after impact, and from this difference, 
as we shall see later, such motions as that of the radiometer can be 
explained. 

If we take the mass of the molecule as m, it moves up with the 
velocity i*j perpendicular to the wall, and has this changed to - w^, or 
there is a total change of momentum, 2mUy This, therefore, is the 
momentum given to the wall by the impact. 

Through the velocity Wj the molecule would move to and fro Mj times 

per second if there were no collisions, and impinge against A -^ times. 

Now, though no actual molecule does this, the effect is the same as if it did, 
for when it has its velocity altered by a coUision, some other molecule at the 
same distance from A takes its place, and moves on with the same velocity, 
and no appreciable time is, by our supposition, lost by the collisions. In 
one second then the total momentum imparted to A by one molecule will 
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b^ SniM^ X ^ = ?wMj*. If we have in all n molecules, their velocities 

perpendicular to A being 'Uj, u, . . . u^ and if the total momentum 
imparted per second to A is equal to p. 

Considering the fa«e B we similarly obtain 

i) = ffl(V + V+ +V) 

and on O 

p = m(V + V+ +'0 

Adding these three together, 

=m(Vi2 + Vj«+ +V,3) 

If Y^ is the mean of the squares of the velocities, then we ratty write 
this in the form _ 

3p-=mnV> 
Butmn is the total mass of gas in 1 cc., that is, is equal to the density p. 

Hence 3p = pV^ or V^ - -^ 

T is not the mean velocity, but the square root of the mean of the 
squares of the velocities. It is termed " the velocity of mean square," 
and it may be shown that it is somewhat greater than the mean 
velocity. 

MiLEwell investigated the law of distribution of velocities about the 
mean which would jnstiEy the supposition of constancy of distribution, 
and he showed that it is of " exactly the same mathematical form as the 
distribution of observations according to the magnitude of their errors, 
as described in-the theory of errors of observation. The distribution of 
bullet-holes in a target according to their distances from the point aimed 
at is found to be of the same form, provided a great many shots are fired 
by persons of the same degree of skill " (Maxwell's Theory of Heat, 
p. 309, ed. 5). It can be shown that the mean velocity U ia given by 



TJ 



Vl^ 



or very nearly TJ »- y^V 

If the gas is hydrogen at O", then if j;= lOUOOO (the value of 76 cm. 

of mercury in dynes per aq. cm.) p is very nearly -00009. 

Whence V= 184000 cm./sec. nearly; 

and U = 170000 cm./sec. nearly. 

If we take any other gas at the same temperature and pressure the 

velocity is inversely as lie square root of the density. Hence tor oxygen 

we must divide by 4, and 

V = 46000 nearly, 

U = 42600 nearly. 
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For nitrogen we must divide by Jli, and 
V = 49000 nearly, 
tT" 45400 nearly. 

If we asBume that V^ is the same for a given temperature, whatever 

the pressure— and this ia the natural assumption, seeing that the 
temperature of a gas only altera very alightly if its volume is changed 

without doine external work — then at once we have — = constant for a 

P 
given temperature, or Boyle's Law follows. 

It must, however, be observed that our investigation is based on the 
assumption that the collisions of each molecule take up only a negligible 
fraction of its time. If through a crowding up of the molecules this 
ceases to be true, we can no longer aasume that a molecule of type 
having velocity u perpendicular to a face of the cube will travel u cm. 
per sec., for some of the time will be wasted in collisions. The more 
time thus wasted the fewer returns will the molecules make to the wall, 
and it will contribute to the pressure a less amount than that calculated. 
But we shall return to this point later and consider how we may obtain 
a more correct relation between pressure and volume than that given by 
Boyie's Law. 

Uiztare of Gases. — Maxwell showed that in a mixture of gases 
the different kinds of molecules wiU exchange energy with each other till 
the average kinetic energy of a single molecnle of each kind ia the same, 
and that this is the condition for steadiness of distribution. 

Now, assuming this, suppose that we have equal volumes of two 
different gases at equal pressures and of densities p, and p^ the ©quality 
of pressure gives 

If the two gases bo allowed to mix there ia no work done estemally, 
and no change of temperature, and the pressiu-e remains the same. 
This ie accounted for if we suppose that the velocity of mean square of 
each gas is the same after mixture as before. 

But jf m, is the mass of a molecule of the first gas, and m^ that of a 
molecule of tne second gas, Maxwell's investigation shows that 



^1^1 = Pi NsTOj = P2 



or two different gases at the same temperature and pressure contain the 
same number of molecules per c.c. This is known as Ayog^adro's Law. 

Relation between V and Temperature.— If we take a volume of 
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a single gaa and keep ito density constant while altering its temperature, 
we tave the relation between the pressures at (° and at 0° C. 

But Tr5= - if P is constant. 

Therefore, Vj2-V/{1+q() or V.»=.y>fl, 

where $ is the temperature in the gas scale. Hence the energy of trans- 
lation of the molecules in a c.c, p — ^ia proportional to the gaa temperature. 

EnergT of Translation and Internal Energy.— If our investi- 
gation applies to real gases it is easy to show that the energy of trans- 
lation is not for most gases the only energy possessed by the molecules. 
When a gas is heated we must suppose that in general some of the 
energy goes to increase molecular potential or molecular vibrational 
energy. For the energy of translation of 1 c.c. at 0° C. is 

2 2 

and if the volume ia constant the increase in translational energy, for a 
rise of 1% is 



where a is the coefficient of pressure ii 

The total increase of energy is K„ the work measure of the specific 
heat at constant volume. 

The difference of the specific heats at constant pressure and constant 
volume ia given by Kp - Kj= ap„, the work done in expansion. 

Putting ^ = y, we have (y — 1)K,= op, 

„ increase in translational enei^ Sap„ 3(y-l)K, 3, ,, 

^'^°^' increase in total energy ^2K^„^ 2K^ "^2^^" ' 

This is unity, or the total energy given is converted wholly into transla- 
tional energy when and only when 



This is the value of y found by experiment for mercury vapour, argon, 
and helium. For these gases, then, we must suppose the collisions 
to be of such kind that the internal conditions of the molecules 
are not appreciably affected by the collisions ; in fact, that there is no 
interchange between the energy of translation and the energy of position 
or vibration of the constituent parts of a molecule. 
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According to a theorem due to Boltzmann, if a molecale be regaj-ded 
as a mechanical system having n " degrees of freedom " or such different 
modes of motion that it requires the knowledge of n different quantities 
to specify its position and configuration at any instant, the energy must 
be equally shared between the diSerent modes when the distribution 
of velocities and of internal energy is permanent. A purely translational 
motion has three degrees of freedom, say the motions parallel to three 
perpendicular axes. If there are other degrees of freedom implying 
possibility of change of internal arrangement, making with the three 
translational degrees n in all, we have 

translational energy 3 3, ,\ ■ i 2 

——5 _SJ = _= Jy-1), whence y=l+- 

total energy n 2 n 

If n = 3 we have the case of mercury vapour, helium, and argon. 
We may, merely for illustration, picture the molecules in these gases as 
arnall perfect spheres, perfectly smooth if they come in contact at collision, 
or else in an encounter never actually touching. Then their mutual 
actions always pass through their centres, so that there never can be any 
interchange of energy between the translational and the rotational forms, 
and we need not consider the co-ordinates necessary to specify the con- 
figuration of the sphere. Of course this is a very crude illustration, but 
it serves to show that it is conceivable that there may be degrees of 
freedom like those expressing the rotation of the spherical molecules 
which may be omitted from consideration, since the forces producing or 
destroying that rotation do not come into play in encounters. 

For oxygen, hydrogen, and nitrogen, 

7 == 1 '4 very nearly. 
Then n=5 

We may here picture the molecules as pairs of atoms rigidly attached 
and forming, as it were, dumb-bells. If the actions at encounters always 
pass through the axis of symmetry the co-ordinates expressing the 
orientation round that axis may be omitted and tbe position and con- 
figuration ot a molecule is sufficiently given by the three co-ordinates of 
its centre of gravity and the two angles giving the direction of the axis 
of symmetry, thus accounting for n = 5. 

If the distance between 1^e atomic pair is variable, n = 6 and y = I '33, 
a value possessed by some gases. 

As n increases, y approaches 1, and observation shows that for more 
complex gases this is true. 

It may be observed that if the omission of any degree ot freedom is 
admissible through its force not coming into play at collision, then if 
motion in that degree is produced by the absorption of radiation of a 
given wave-length passing through the gas, such radiation will not affect 
the energy of translation but onjy the molecular configurations. Thus 
we may suppose that the pressure of argon against the siden of the con~ 
taining vessel will not be appreciably altered if it is exposed to radiation 
which it can absorb. 

But the questions here discussed or rather indicated are still 
open. It is held by many that Boltzmann's theorem does not really 
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apply to molecular sjstema ; that, in fact, the conditions assumed by 
Boltonann in the proof of his theorem are not realised in actual 
molecular systems. 

Joule's Approximate Method of Calonlating the Velocity of 

Mean Square. — The 6rst calculation of the velocity of the molecules was 
made by Joule by a method which is obviously only approximately correct, 
but which is valuable in that it enables us to obtain easily results of the 
right order and which gives us at any rate insight into the principles of the 
theory. Considering, say, a cubic centimetre, let us think o£ the molecules 
as divided into six streams moving perpendicularly to the six faces of the 
cube, one stream towards each face, and let us omit all consideration of the 
collisions between molecules. Then the stream moving towards one face 
at any instant has mass ^ where p is the density of the gas. Let the 
velocity of the stream be Y. Then the total mass moving up to the face in 
one second is that which would be contained in Y cc, or is —-. But its 



velocity is changed by impact against the face from + V to - Y, so that the 
momentum imparted to the face in one second is -— y. 2Y= . Equating 

this to the pressure, we get Y^= -- . 
P 

Effbsion or Transpiration throngh a small Orifice into a 

VaCDOm. — The phenomena o( "transpiration" through a small orifice 
may be generally explained by the aid of Joule's method, though, of 
course, the method cannot be expected to give a complete account. If a 
gas of density p is contained in a vessel with a small orifice, area S, we 
may think of mass ^-^ as moving up per second towards the face con- 
taining S, and the mass escaping through S will be p-s- per second. 

)u the distributiot 
lO account can be s 

tJ8_ 12pYS _ 3 . 



Thei 
Maxwell' 



-pYS 



13x4 13' 

where U is the mean velocity and Y that of mean square, so that the 
approidmation in Joule's method gives the numerical coefficient too 
small in the ratio 13 ; 18, and this example may serve to show the kind 
of error introduced by that approximation. 

IE we have two vessels containing different gases at equal pressures 
escaping through equal orifices, the masses escaping per second will be 
in the ratio p^Y, : pjYj, and the volumes escaping in the ratio '^i-^^; 
or since Yj^ ; Yj^ = pj : pj, when the pressures are the same, the volumes 

-IP2 ■ ■Jp'i- 
Hence the times of efflux of equal volumes are as 
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ThU formnla ie in accordance with Qrabam'a experiments. Below a 
given some of hia reanlts {Meyer, Kinetic Theory, p. 84) : 



Gaa. 


^SS. 


Time of Efflux of Gi«n Volume 
tbrongh 


Drawn-out Perforated 
Glass Tnbe. i Brass Plate. 


Air ... . 

Oxygen 

Nitrogen 
Carbonic Acid 


I 

0-263 
1061 
0-986 
1-237 


1 ! 1 
0-277 ! 0-276 
1-053 1050 
0-984 0-984 
1-218 ' 1-197 



If the gas flows out, not into a vacuum but into a space containing 
another gas, the rate of efflux is still nearly the same bo long as the 
pressure of the outeide gaa is small, say leas than half that of the inside 
gas. The stream of issuing gas is to be regarded as all moving in the same 
direction, sweeping the external gau away, and its velocity will depend 
chiefly on the velocity of the molecules within the vessel. 

But if the pressure outside is nearly equal to that inside, the external 
molecules will collide with those issuing, and the time of efflux will be 
lengthened out. Still, with the two gases issuing under the same diSer- 
ence of pressure, the masses moving up to a very short orifice will be 
given by ^^— and the same fraction of each will issue if the external gas 
k each case, and still the ratio of the times of 



■Jpi- JPr 
Thermal Transpiration. — If we have the same gas, but at two 
different temperatures, 6y and 9^, on the two sides of a small orifice, the 
masses moving up to the orifice on the two sides will be proportional to 
pj^T, and f^Vj respectively. If the pressures are equal to begin with, 

and V,:T,. Jt\: JO, 



whence 






' V s? 



or if 9j>fl|, Pi^i>PsVj, and more gas moves in from the cold 
moves out from the hot side and the pressure of the hot gas ii 
the increase will go on until there is a balance between the two 
or until /ijVj = f>jVj 



or putting 



Pih-PiPi- 
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But ^=Pi^ 

Pi Ps^i 

therefore the balance ia attained when 

Pi^ ^! Pi V^3 

The pressures are then aa the square roots of the temperatures on the 
gaa scale. 

The phenomena of thermal transpiration have been investigated by 
Osborne Reynolds (Phil. Trana., part ii. 1879). He maintained the gas 
at constant temperatures of 100° C, and 8° C, respectively, in chambers on 
the two sides of a plate of biscuit, meerschaum, or stucco, and determined 
the difference of pressure in the steady state. He found that at low 
pressures the formula is nearly verified. As the pressure on both sides 
increases, however, the difference of pressure is nearly inversely propor- 
tional to the mean pressure. In his paper he gives a full investigation 
of the theory, which agrees with his observations. 

The Mean Free Path. — The very great velocity of the molecules 
as calculated on p. 136 might lead us to expect that gaseous diffusion 
would be extremely rapid, so that if, for instance, a gas-tap were turned 
on in a room the coal-gas, with a molecular speed comparable with half 
a mile a second, would almost instantly spread all over the room. But 
this does not agree with observation. In fact, the speed of diffusion 
depends not only on the velocity but on the number of collisions per 
second. If we could follow a given molecule we should find that it was 
continually colliding with or being interfered with by its neighbours, 
pursuing a given direction only for a very short distance and very small 
time, then colliding with another molecule and changing its direction 
of motion for another short distance, then colliding again and so on. 
The mean distance between successive collisions, or the mean &ee 
path, depends on the number of molecules per c.c, and on the dimen- 
sions of the molecular system or the distance between the centres of two 
molecules when they may be regarded as coming into collision. Clearly 
the greater the number of molecules there are in a given space the more 
chances there are of collision and the shorter is the free path, and if the 
dimensions of the molecules are very smalt compared with their average 
distance apart the number of collisions per second will be proportional 
to the niimber of molecules per cc, or will be proportional to the 
density. Hence the mean free path, which is equal to mean speed 
divided by the number of collisions per second, is inversely as the density. 
We shall denote the mean free path by M.F.P. 

The number of collisions will clearly also depend on the distance at 
which the molecules affect each other and change each other's motions. 
If they were mere points and exerted forces at collision only sensible at 
an infinitely small range, the M.F.P. might be infinitely great, what- 
ever the number of molecules per c.c. For, consider a single molecule 
projected from a point : the fields of force of the surrounding molecules 
would fill up an infinitely small fraction of what we may describe aa its 
field of vision, and if a line were swept round into all possible directions. 
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the chance that, in any one direction, it went through another molecuhir 
point within a finite distance would he infinitely small, since the total 
angle subtended by any finite number of molecules at the point would 
be infinitely small. We have no data which wiU enable ue to form a 
useful working hypothesis of the molecular structure or to assign to a 
molecular system a definite field of force. We must be content to 
suppose that there is round the centre, op centre of mass, of a molecule 
a space within which the centre or centre of mass d another molecule 
cannot penetrate. We may in our ignorance suppose that this space is 
spherical and with radius e. We shall term 8 the radius of the sphere 
of action of a molecula 

It is convenient for calculation to think of the sphere of ajition, 
radius e, as surrounding one molecule only of a colliding pair, and to con- 
centrate our attention on the centre only of the other colliding molecule, 
but really, of course, we ought to picture two spheres of action, one round 

each molecule and each of radius -. 
2 

If, now, we think of a single molecule starting from a point, the field 
of its vision will be partially filled up by the cross sections or diametral 
planes of the spheres of siction of its neighbours, and if the number of 
molecules per c.c. is constant the chance of collision will be proportional 
to irs^ and the M.F.P. will be inversely as e\ 

The Length of the M.F.P. — We may find an approximate value 
for the M.F.P. in the following way. Consider a cubic centimetre con- 
taining N molecules, and let us neglect any effect due to their motion — - 
i.e. let us suppose that the actual collisions of a molecule entering the 
space will be the same as if the molecules were all fixed in the con- 
juration which they have at a given instant. Let the average volume 
containing one molecule be A^ = --. Divide the cubic centimetre into 

layers, each X thick, parallel to one face. Let us suppose that a very 
great number M of molecules start normally from that face. 

The volume of the first layer is A and the number of molecules in 

it is NX. If each has sphere of action girs*, the sum of the diametral 

planes will be NAjts^, and if we neglect the few cases where the molecules 
will he overlapping, as seen from the face, we may regard the first layer 
as having area NAirg^ occupied and area 1 - Nkin^ free. Hence, if the M 
molecules starting are distributed eveoiy over the surface of the 1 sq. cm. 
from which they start,, MNAn-o-^ will collide in the first layer and have a 
path not greater than A — we shall take it equal to its maximum value 
— and M(l -NAxg^) will go through into the second layer. But in the 
second layer again, area NAjts^, is occupied and 1 - NAtto-^ is free. So that 
of the M(l - NAtts^) entering it MNAirs^ x (1 - NAjr«^) are stopped, having 
paths between A and 2A, or, as we shall suppose, 2A and M(l -NAjts*) 
pass through to the third layer. Of the last number MNA^rs^ 
(1 — NAirs')^ are stopped, having paths between 2A and 3A, say 3A, while 
M(l — NAirs*)* go through. And so on. Evidently at the ^th layer 
MNAirs^ (1 -NAirB^)p~' are stopped, having paths very nearly pX, and 
M(l -NAtts")" will survive to pass into the (p + l)th layer. 
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Ooing on with the procees, we shall have 

M.F P s^'^"'' °^ '^ patha of the M molecolea 

* ' ' M 

' l\ _i_/l _wi-^\ 

M 

+ +(l-NAir«^»-'pX+ 

or putting 1 - NXt** -= x 

= NAVs«{l+2»; + 3iC«+ +px<-'+ ) 

But ii X is very small — as we mast suppose — and the number of 
terms of the series in brackets is very great, then the eeriea is 

1 1 

Hence M.F.P. = L =-^^^ = L=_^, 

if m ■■ mass of 1 molecule so that miS = p. 
Hence Lp=—-, or ie constant. 



see that it is a very great multiple of X bo long aa the density is so 
small that the molecular sphere of action is very small compared with 
the average volume coctaining one molecule. Hence the assumption 
which we made to simplify the calculation, that each path might be 
reckoned up to the end of the layer in which it ceased, an assumption 
equivalent to the addition of some fraction of \ to the M.F.F. has not 
seriously a&ected the result. 

The exact value calculated by Maxwell, taking into account the dis- 

tnbution of velocities of all the molecules, ia — — - , or our approximate 

value ia 1-41 times too great. 

The Mean Free Path calculated from the Ooefflcient of 

Viscosity of a Gas. — If a gas ia moving in a given direction, but 
faster on one aide of a given plane containing that direction than on the 
other side, then the slower-moving gaa exerts a dragging action on the 
faster-moving gas, which in turn tends to hurry on the slower-movifig.^ 
gaa. Thia tangential force is termed the force of viscosity. It is ex- "" 
plained in the kinetic theory as due to the interchange of molecules 
between the two portions of gaa acroaa the plane. If we think of the 
plane as horizontal and the upper part of the gaa as moving the faster, 
then the moleculea moving downwards through the plane have on the 
average a greater momentum in the given direction than thoae moving 
upwarda through the plane to replace them, and therefore the upper 
portion tends to lose momentum in the given direction and the lower 
portion tends to gain it. In other words, there is a force on the lower 
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gas parallel to the plane and in the given direction and an opposite force 
on the upper gas. 

Let us consider a gas contained between two plane parallel boundarjr 
walls AB, CD (Fig. 77) a distance d apart, the lower plane CD being 
fixed and the upper plane AB moving with constant velocity v from left 
to right. We shall assume that the layer of gas in contact with each 
wall has no motion relative to that wall, and that the velocity increases 
uniformly as we pass up from CD to AB, so that at a distance x from 
CD it is - -. Let the viscous tangential force of one layer on the next 

layer per square centimetre in the direction of motion be F. The motion 
of each layer relative to the one below it being uniform, the force F is 
the same on each layer and ultimately acts on each boundary. 

Direct experiments on the vibration of a plane disc close to another 
plane disc fixed parallel to it show that for a given gas in a given con- 
dition F is proportional to -, and so tend to justify our asaumptiona- 
It may be mentioned, however, that when the pressure of the gas is 



^ 

Fio. 77. 

very much reduced we are no longer able to assume that the layers in 
contact with the boundary planes are fixed relative to them. There is, 
in fact, side slip. This, however, is inversely proportional to the pressure 
of the gas, and is negligible at ordinary pressures. 

Let us now imagine a plane BF, 1 cm. square, parallel to the boundary 
planes and consider the transfer of molecules across it. Let u be the 
average velocity of the layer at EF from left to right. The molecules 
moving down through EF will come from various distances and so carry 
with them various amounts of momentum parallel to u. Let us suppose 
that they carry on the average the momentum possessed by the mole- 
cules in the plane indicated by the upper dotted line and distant from 
EF by the M.F.F. = L say. According to Joule's method, the mass 
moving down through EF in one second is jt-^ . 

The velocity parallel to u, at the distance L above EF, is u -H -^' 

Hence the momentum parallel to u transferred across the plane in one 
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But an equal mass p^ cornea up tbrougb EF from below, ood if we 

suppose that this has on the aremge the momentum of the layer indi- 
cated by the lower dotted line, distant L below EF.the momentum parallel 
to u, brought up through EF, is 



eV d J 



Hence the gas above loses momentum equal to the difference of these, 
viz.: — 

V Lw 

vfhUa the gas below gains an equal amount. But this transfer measures 

the tangential force F. Then 

3d 
But we also have F ■> i;^, where i; is the coefficient of viscosity, 

whence >; — d.^. 

Maxwell's more exact investigation gives ij = ■S0967pLXJ, where U is 
the mean value of the velocities. 

We have already seen that Lp is constant. Hence rj should depend 
on Y alone, or, since V is a function of the temperature, should vary 
only with the temperature, increasing with it, and should be independent 
of the density of the gas. This result, firat obtained from theory by 
Maxwell, was afterwards verified by direct experiment 

Maxwell's method of obtaining ij consisted in principle in allowing 
a horizontal circular disc suspended by a wire to vibrate about its axis, 
another horizontal disc being fixed close below and parallel to it. The 
layer of gas between the two discs was, therefore, sheared by the motion, 
and the viscous resistance of the gas gradually " damped " tiie vibrations 
of the moving disc. From this damping rj could be calculated, and it 
was found to be independent of the pressure within a wide range. If, 
however, the pressure is sufficiently reduced the method fails through 
slip of the gas on the surface of the discs. And even if. there is no 
slip, if the pressure is so far reduced that the M.F.P. is comparable with 
the distance between the discs, evidently the method of investigation is 
no longer admissible. 

The following values of rj at 0° 0. are taken from the extensive tables 
given by Meyer {Kinetic Theory of Gaset) : — 

Air -00017 

Hydrogen -00008 

Oxygen -00019 

Water vapour 00009 

While the viscosity increases, as the theory indicates, with the tempera- 
ture, it does not increase merely in proportion to T or in proportion to 
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the square root of the absolute temperature, but more rapidly, apparently 
iadicatiog that at a fixed density the free path also increases with the 
temperature (Meyer, I.e., p. 216), 

In the equation f)^ „ ; substituting for V from the equation 
pV^ = 3p, we obtain 



'■-Vj 



pp 

whence L can be found when ij ia known. 

Since the number of collisions per second, or the collision frequency, 
is equal to mean speed/mean free path, we can also calculate the collision 
frequency, i.e., the number of collisions per second. 



Below we give the values obtained for several gases at 760 mm. 
pressure from our approximate numbers, which are sufBcieatly near the 
truth to show the order of the magnitudes involved. We give the value 
for water vapour on the supposition that it could be compressed to I 
atmosphere at 0° C, Air is regarded as a simple gas. 



Gas. 


Density at 
0° and 76a 


Uoefflcient of 
viscosity 1,. 


M.F.P. 

Pf 


Collision 


Air 

H . 

. . 

H,0 . . 


129- 10> 

81-=-10» 


17^10» 

19^105 
9^105 


82 4- 10' cm. 
146^10' „ 
87-^ 10' „ 
55^10' „ 


59 X 108 
125 X 108 

B3 X 108 
111x108 



Had we used the exact formuhe we should have obtained values for 
the M.F.F. about ^ greater, and of course the collision frequencies would 
be proportionately reduced. 

Conduction of Heat in Gases. — ^The conduction of heat in gases 
can be explained in a manner similar to that in which viscosity has been 
explained. If there is a temperature slope in a gas, there is a continual 
passage of more energetic moleoules from the hot side across any given 
plane, and a continual passage of less energetic molecules from the 
cold side, with the net result that there is a transfer of energy down 
the slope. The following investigation, though very incomplete, gives 
an estimate of the amount of conduction. 

Let EF, Fig. 78, be 1 square cm. in a layer of which the tempera- 
ture is d, and let the slope of temperature perpendicular to EF be -t-- 
Let us take mass p— as' passing through EF per second from the 
upper side and as having on the average the temperature of the layer AB 



a distance from EF equal to L, the M.F.P, — i.e. a temperature 0-i^ 
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In the opposite direction let mass ^ pass upwards at the temperature 
of the layer CD a distance L below EF, that is, at temperature fl- L^. 
The excess of. energy carried through EF from above over that re- 
turned from below is therefore the same as if mass -g- were cooled 
through 2L- ' and it k„ is the specific heat of constant volume, this will 
be equal to 



,pY^,^ 

^dx 3 dx 



x2L-^,=-^;- ^ 



If K is the conductivity for heat of the gas, the quantity of heat 
dd pVL . pVL 

passing down per second is E >-, whence K = — g— k„, or putting ""3""'' 

the coefficient of viscosity, K = ijk^, which is independent of the density 

e*zM 



of the gas, a result predicted from the kinetic theory by Maxwell and 
subsequently verified by experiment. 

The Diameter of the Molecules and the Nomber of Molecules 

per Cubic Oentimetre. — The value of the molecular diameter, or rather 
the radius of the sphere ot action, was first calculated by Loschmidt in 
1865. 

Taking e as the radius of the sphere of action as defined on p. 143, 
^ may be taken as the radius of each molecular system when two 

molecules are at their nearest approach with their centres s apart. Then 
the volume of a singular molecular system is of the order 



r\-2/ 6 



The total volume of the molecules in 1 c.e. is therefore — ™— ■ 

If we could suddenly destroy the translatory motion of the molecules 
in 1 c.c, still keeping the molecular systems unchanged in themselves, 
they would simply fall to the-bottom of the space and occupy a volume 

of the order — g-- If we imagined them all exact spheres, piled up like 
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shot, the volume would be 3 ^S/ir times greater. Probably we have an 
approach to auch a condensation in the liquid and solid states, where the 
molecules may be regarded as each within the spheres of action of its 
next neighbours all the time, and wo shall therefore assume, as an 
approximation of the right order, that the volume of a gas containing N 
3 — ^— when liquefied. 



If, then, 1 c.c. of gas at 0° and' 7 
ilume V of liquid of density S, 



I, and density A, condenses to 



Nws^ 



(1) 



Buto 



(2) 



r equation for the free path is 

N«2L=1 
From (I) and (2) we have s = 6i'L. 

We know v and L in a number of cases, and can therefore find s. Then, 
substituting this value of s in (2), we can find N. The following table 
shows the results obtained for hydrogen, oxygen, and water vapour. It 
ia hardly necessary to point out that, seeing the assumptions made, the 
results are only to be taken as indicating the order of magnitude involved. 
The value of N, for instance, differs for different gases, whereas by 
Avogadro's Law it should be the same. 



Ou. 


aasDeDSitir 


Dcnril?;. 


'^t 


M.F. P«h. 


.=8rL, 


Kin let 


Uusoloue 


H 


H,0 


113-M0» 
81-;- 10° 


74-l<F 
1-24 


130-^10" 
81-;-10» 


ue-i-ic 

87-^-10' 
5B-;-10' 


11-4^10» 

6-M0» 

2-7-;- 10« 


3 -4 X ID'S 

10-2 X llfl^ 

8,10" 


2-7-^10=» 
14^1(P 
10-;-ICF 



Using the more correct formulse. Maxwell calculated that N for gases 
at O" and 760 should be 19 x lO's say 2 x W» {Papers, ii. p. 372), 
whence m for hydrogen comes out 4'5 -i- 10^. The value of N can also 
be found by an entirely different method— from the consideration of 
the electrical properties of gases. The value so found is 3-9 xIO^* 
(Thomson, Conduction of Electricity through Gases, p. 130). Maxwell 
further obtained for s with hydrogen the value 5 -j 10^, If we assume 
that this is about the value of the molecular diameter in other cases, an 
assumption perhaps warranted from the nearness of the values of v for 
different substances, then this would imply that in solids and liquids the 
centres of the molecules are a distance apart comparable with 5 ■¥ 10*. 

forces Acting on onequally heated Surfaces in High Vacha.— 
The motions of unequally heated surfaces in rarefied gases were first 
investigated by Crookes, who was led to the invention of the radio- 
meter — a beautiful Ulustration of such motions. In a simple f<a:m, it 
consists of four mica vanes, each lampblacked on one face and attached 
to the four arms of a cross, pivoted to move with very alight friction 
about the centre (Fig. 79). The lampblacked faces are so placed as ail 
to move round forward or all backward. 
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The vanes are enclosed in a glaas bulb, which is exhausted by a 
mercurj-pump till the pressure is exceedinglj smitll, and then seated. 
On expoeing the bulb to a source of radiation, 
the lampblacked surfaces of the vanes are more 
heated than the bare surfaces and move away 
from the source, and so rapid rotation results. 

The complete explanation of the action is 
due to Osborne Reynolds (" On Certain Dimen- 
I sional Properties of Matter in the Gaseous 
' State," PAtZ. TVaws., part ii., 1879). The action 
was also sufficiently explained very shortly after 
by Maxwell (" On Susses in Barefied Oases 
arising from Inequalities of Temperature," Phil. 
Trans., part ii., 1879), The theory is alti^ether 
beyond our scope, but the following aceoimt of 
what occurs may give some idea of the action. 
It is to be remembered that it is au account, 
and not an explanation. 

Let us imagine that a plane is suddenly 
introduced into a gas, one side of the plane 
being hotter than the gas, while the other side 
is at the same temperature with it. Consider 
a small area on the plane far from the edges. 
The molecules which come up on the hot side 
are raised in temperature by contact with the 
plane and rebound with a greater velocity than 
that with which they arrived, while those on the 
cold side go off with the same velocity. For a 
moment after the introductioD of the place the number coming up to the 
area is the same on the two sides, since it is conditioned by the tempera- 
ture and pressure of the sur- 
rounding gas, and these are not 
yet affected by the presence of 
the plane. Hence the extra 
kick off of the molecules re- 
bounding from the hot side 
implies a greater pressure on 
that side. But very quickly 
this excess of pressure will fait , 
off, the rebounding molecules ' 
on the hot side sharing their . 
extra energy with the mole- 
cules with which they collide, 
and as soon as a uniform 
temperature slope outwards is 
established, the decrease in 
density, and therefore the de- 
crease in the number of mole- Fig. 80. 
cules coming up to the hot side, 

compensates for the extra impulse at each collision, and so the pressure 
falls to the same value as on tbe cold side. 




Pro. 79. 
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But near the edges this compensation will not be complete. For & 
distance inwards comparable with the M.F.P, the lines of flow of heat 
will diverge from each other aa abown in Fig. 80, and the temperature 
fails at an increasing rate from the bot plate outwards. The density at 
the average diatance from which we 
may suppose the molecules to come 
to the plane is greater than well 
inside the edge, and the change in 
temperature and in velocity of the 
molecules at their impacts is greater. 
This results in a greater pressure " 
against the area near the edge on the 
hot side, which continues as long as 
that side is hotter. On the cold 
Edde there will be a similar edge 
effect, for the hotter molecules will 
to some extent come round the edge 
and carry heat into the cold surface. 
The temperature at the average dis- 
tance from which we ma.y suppose tbe 
molecules to come will be higher and 
the density less than well inside the 
edge on the cold side. There results Fio- 81. 

a defect of pressure near the edge. 

Reynolds and Maxwell both showed that the excess of normal pressure 
on the surface is proportional to 

rate of increase irf temperature slope outwards 
pressure. 

Hence, siaoe the temperature slope with a plane decreases outwards 
only near the edges, and for a width of surface comparable with the 
M.F.F., both the numerator and denominator contribute to make the 
total force greater the less the pressure of the gas ; hence the necessity 
for the very high vacua with vanes of the ordinary size. 

If the vanes are curved, as in Fig. 81, the convex side being hot, the 
lines of flow are somewhat as represented in Fig. 79, and the divergence 
on the hot side is more marked, while it is hardly noticeable on the cold 
aide. In this case the excess of pressure on the hot side will be greater 
than with a plane surface. 

At ordinary pressures the edge acted on by the pressure excess is 
exceedingly narrow — of the order of the M.F.P., which, as we have seen, 
is comparable with 1Q~° cm., while the pressure excess can be shown by 
the theory to be inversely as the pressure. Hence the total force is very 
minute. But if the body acted on is reduced to exceedingly narrow 
dimensions, and its mass correspondingly reduced, the effect may still be 
noticeable at ordinary pressures. Tins was pointed out by Beynolds, 
and he succeeded in detecting the action on spider lines and silk flbres 
at pressures comparable to the atmospheric pressure, one side of the fibre 
being exposed to radiation {l.c., p. 768). 

We have, probably, an example of the action, which we may call 
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"radiometer action," on exceedingly small surfaces, at ordinary 
pressures, in the dust-free region surrounding a heated body. 

If a tbick copper rod is placed so as to project into an enclosure filled 
with dusty air or smoke, on heating the part outside so that the rod inside 
the enclosure beoomea heated by conduction, the rod looked at endwise, 
when the light ia properly directed, may be seen to be surrounded by a 
dust free space as in Fig. 82, where the rod is supposed to come end-on 
against a window in the side of the enclosure, the light being thrown 
through the space towards the observer. 

Lodge explains this by supposing that the heated body heats the 

nearer face of the dust particles, and that there is a backward movement 

if the dimensions of the particles are comparable with the mean free 

path. They retreat on all aides from the heated body, leaving a space 

of clear air. This ascends by convection, as 

illustrated in the figure, being replaced by fresh 

air, which in turn ia cleared of its dust. 

If the body be cooler than the surround- 
ings, the converse happens, the dust being forced 
on to the cooler surface. Many illustrations of 
the deposit of dust and smoke on cooler surfaces 
may be found. Plaster ceilings very frequently 
show the course of the laths and rafters behind 
the plaster. Where the plaster is backed by 
wood, it is probably kept warmer, and the dust 

^ is not so freely deposited as on the neighbour- 

- ing cooler parts. Walls above hot-water pipes 
are often very soon blackened, the hot dusty air 
Fig. 82, depositing its dust against the cooler wall. 

The Gas Equation of Van der Waals.— The 
gas equation, expressing the laws of Boyle and of Charles, viz. : 

pv='Rd 
is only approximately in agreement with observation. In a celebrated 
paper " On the Continuity of the Liquid and Gaseous States of Matter " 
(English translation, Physical Memoirs of the London Physical Society, 
vol. i. pt. 3), Van der Waals deduced from theory the equation 



(-S> 



■ b)='R.e 



where a and h are certain constants. This equation, though still not in 
agreement with observation, represents the relation between pv and $ 
much more exactly than the original gas equation. The following method 
of obtaining the equation may seive to show how the kinetic theory 
accounts for the failure of Boyle's Law. 

Keturning to the investigation of the pressure exerted by a gas on the 
sides of the containing vessel, let us now take into account (1) the size of 
the molecules as affecting their length of path ; (2) their cohesive forces at 
collision aa lengthening out the time of collision. These are really two 
aspects of one transaction, but it is convenient to consider them separately. 

Let us take first the size of the molecules. Suppose a molecule to 
start normally from one face of a unit cube vessel. If it meets another 
molecule in direct collision, moving with equal and opposite velocity, there 
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will be simply an interchange of velocities, and the second molecule will 
take its place on the journey across the cube, and we may now fix atten- 
tion on the second molecule. If this comes into direct collision with, and 
interchanges velocities with a third molecule, this third molecule takes the 
place of the second, and so on. But at each collision the substituted 
molecule starts with its centre a distance s farther on, where s is the radius 
of molecular action or the diameter of a single molecular system. If, then, 
there are v collisions per second of this kind, the total distance covered 
will be, not V but, V + vs, and the molecule, or its representative, will 
return to the original starting-point oftener than if the molecules were 
mere points in the ratio Y + vs: V, and on this account the pressure will 
be greater than that originally calculated in the same ratio. But this is 
on the supposition that all the collisions are direct, whereas they must 
be regarded as of all degrees of 
obliquity. 

To find the average increase 
of path, let us suppose one of the 
pair of molecules in collision to 
have its centre at 0, Fig. 83. 
Let ACB be a section of the 
hemisphere of molecular action 
with radius OC = e. If the second 
molecule comes along LC, in direct 
collision, the path omitted is 
CO = 8 ; but if the molecule comes 
along MP, and rebounds along 
PQ, producing MP to N, the path 
omitted is PN. For, if the radiu 
molecule with the 
parallel to PQ. 

Now the number of molecules making collision of a given type over 
a given area of the hemisphere will be proportional to the projection of 
the area on tbe diametr^ plane through AOB, for we may suppose the 
numbers moving up towards that plane evenly distributed over it. If 
the number moving up in given time to unit area is n, the number moving 
towards a given ring of radius ON = r and breadth dr ienx 25rrdr, and 
these each add path PN, or total path 

n X 2Trdr x PN. 
Then all the molecules coming up in unit time add path )iS2jmir x PN, 
where we sum up for the whole hemisphere. But22jri^r x FN—Jrifi, the 

volume of the hemisphere, and the total path added by all the n x tci^ 

molecules coming to ^e hemisphere is 

2^ 

" 3 

The average path added is, therefore, 

2ts» ^ 2 
„_^„.«. = g« 

and we must use this instead of g. 




FlQ. 83. 



} indefinitely small, tbe second 
i obliquity of collision would move off along NB 
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In place of ^=5"^* 

we Bhall, therefore, put p = ^y^ ^— 

where V is the number of collisions per second. 

But v = X = VN)r8= 



«h«iice j>.£V'(i+|n»^^ 




= M'-*^> 




Here ^^ = total volume of the molecular systems in 


1 O.C., and 


is small we may put 




where «;= - ia the volume of unit mass. 
P 




If we put 





Now let us tiorn to the second consideration, that of time lost in 
collision. We may think of a slackening of the velocity on close approach 
and then an acceleration, so that in each collision there is a time greater 
on the average by t than if one free path had instantaneously changed 
to the next. If v is the number of collisions in one second, the time 
occupied in traversing a given path will be greater than that obtained 
' OD the supposition of instantaneous change in the ratio 

1 + 1^:1, 

and a molecule or its representative will return less often to a face of 
the containing vessel in the ratio 1 : 1 + 1^. On this account then, the 
pressure will be reduced to 

= J_ Z! -J— 

^ v-b 3 1 + ^ 
or, instead of p, we must put j>+pvT. 

Now v = — = ITNjra^ and Nm = p where m •= mass of a molecule. 
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Putting for p its approximate value t^ in the small quantity pi 

P +pVT =p + '^ 



where 

and the equatio 



(y + !)(.- 6). 



The assumption that a is constant implies that Ws^r is constant. We 
have no data to justify thia, and herein lies a weakness in the investi- 
gation. 

It may be mentioned tliat Yan der Waals has calculated 6 from 
observations on the compression of gases. This gives another method of 
finding e, and the results are of the same order as those already found. 

The equation of Van der Waals haa been modified in various ways 
to make it represent the facts of observation more closely. But the 
modifications are probably suggested rather by the lack of accordance 
with fact than by Uie kinetic theory, and must be regarded as somewhat 
empirical. For an account of some of these modified equations we refer 
the reader to Meyer's Kinetic Theory of Gases, p. 100. Another modifi- 
cation has been proposed by Oallendar (Proc B. S-, liviL, 1900, p. 266). 
We shall consider the equation of Van der Waals further in chap. xi. 

We have already seen that some of the energy given to a gas on 
raising its temperature goes, in all probability, to increase the internal 
energy of the molecule. This brings us to the point where the theory 
for the present stops. No satisfactory hypothesis as to the construction 
of the molecules, and the mode in which they possess energy, has as yet 
been devised. 

In order to find out what goes on in a molecule we should, of course, 
like to isolate and study it in the method by which alone we could do so, 
viz., by examining the nature of the energy it gives out. But this is 
impossible. The nearest approach to isolation is in a rare gas, where 
the molecules have a long tree path, so that, for a great part of their 
time, they are not interfering with one another. When such a gas is 
heated under certain conditions, it sends out waves of light of definite 
refrangibilities, showing that in all probability the molecules or their 
parts are vibrating, but we are quite unable to do more than guess at the 
mode of vibration giving rise to these light waves. It may be that the 
diflrerent atoms in the molecule are vibrating about the common centre 
of gravity, as the earth and moon vibrate about their common centre of 
gravity ; or, it may be that the separate atoms vibrate as a bell vibrates. 
If the latter is the mode of vibration giving rise to light-waves, then we 
must suppose that the contiguity of other dissimilar atoms alters the 
character of the vibrations, for we know that the light sent out by 
incandescent compounds is different in character from that sent out by 
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the couBtitueDts before combination. As a heated gas, which is etnittlDg 
a line spectrum, is compressed the character of the light sent out is 
found gradually to change. On examining the spectrum it is found to 
consist at first of a greater or less number of bright lines. As com- 
pression goes on these first widen out into bands, and then gradually a 
continuous spectrum appears, showing that light of 6very refrangibility 
is being sent out. This is explained by the gradual shortening of the 
free path. The molecules interfere more and more with each other, 
their time for uninterrupted natural vibration becomes less and less, 
while the times of clashing and general disturbance in collisions become 
greater and greater, and this general disturbance gives rise to the 
continuous spectrum. If, instead of a gas, we take a glowing liquid or 
solid, we cease to have any appearance of bright lines or bands. There 
is merely a continuous spectrum, showing, apparently, that the molecules 
interfere with each other too much to aliow the natural vibrations to 
have play. We might, perhaps, give an illustration of this. If a 
number of bells are hung in a room by strings from a ceiling, and are set 
swinging, they will occasionally collide, and the energy of translation 
will partly be converted into energy of vibration. If the bells are far 
apart the notes given out will be the natural notes of tbe bells, for the 
free paths will be long and the time of free vibration long, compared 
with the time of clashing. But the closer the bells are blether the 
more prominent wiU the clashing be. If they are packed loosely in a 
box and rattled about the natural vibrations will be quite overpowered 
by the clashing. 

Recent researches on the emission of radiation by gases appear to 
show that each gas only emits a line spectrum when chemical change ie 
proceeding.* Thus sodium vapour when raised to a high temperature 
in a neutral gas, one with which it does not combine, does not give the 
characteristic D lines, but probably a continuous spectrum. But if it 
combines with the surrounding gas the D lines appear. This would 
appear to show that the waves corresponding to the D lines are not 
emitted by the molecules as a whole, but by the parts which are 
changing places in the chemical actions proceeding. At present, how- 
ever, our hypotheses as to the nature of these actions are hardly definite 
enough to warrant us in giving an account of tbe origin of the radiations. 
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CHAPTER X 
CHANGE OF STATE— LianiD— VAPOUR. 

Genera! Account of Evaporation — Vapour- Presaure — Boiling — Delayed Boiling — 
Condensation on Nuclei— Meaeureinenta of Vapour- Pressure — Determination of 
Vapour Density — Density of Saturated Vapour — MeaaurementE o( Latent Heat 
of VapourB— Specific Heat of Saturated Vapooi— Spheroidal State. 

Change of State. — We are accustomed to find each substance occur- 
ring most commonly in one particular state of matter. Iron, for ez- . 
ample, is usually solid, oil liquid, and air gaseous. But we are also 
familiar with the change of the same kind of matter from one state to 
aaotber, which is effected by supplying or withdrawing heat, and experi- 
ment leads us to believe that, unless chemical change intervenes, every 
substance may be made to assume any one of the three states, even 
though our present experimental arrangements may be insu£G.cieQt to 
accomplish this. The change as we add heat is, in general, from solid to 
liquid, and from liquid to gas, though it may be from solid to gas without 
the intervening step. There are also apparent exceptions, as in the case 
of the preparation of solid red phosphorus by heating ordinary molten 
phosphorua But we probably have here an absorption of energy 
accompanying quite a different arrangement of the molecules — a change 
of state of another kind. We may take it, therefore, as a rule that the 
three states~~solid, liquid, gas^are in ascending order as regards the 
quantity of energy possessed, and the quantity required to effect the 
change from one state to the next is usually large. If, for example, 
we take a quantity of ice below 0° C. and supply heat to it, the tempera- 
ture rises steadily to 0°. There is then a pause while melting takes 
place, a very considerable quantity of heat being absorbed merely to 
effect the change from ice to water while the temperature remains 
steady- This heat is said to be latent, a term which was given on the 
supposition that the general effect of heat was to raise the temperature 
of bodies, whereas this heat is not affecting the temperature. From this 
point of view the term is a very good one, though, of course, the heat is 
not latent in any other sense, as its presence is quite evident in change 
of physical state. 

The ice being melted, the water again rises steadily in temperature 
till it begins to boil, turning rapidly into steam or water-gas, when there 
is another pause, and a still larger quantity of " latent " heat is required 
merely to effect the change from water to steam without rise of tempera- 
ture. But besides this rapid change at boiling, when the water is in an 
open vessel a gradual change into steam takes place at the upper surface 
even at ordinary temperatures, a change which is more rapid as the 
temperature rises. This change, which is termed evap<mxtiim, even takes 
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place from tbe surface of ice — a fact which is familiar to ub in the 
disappearance of snow in a dry east wind, though the temperature does 
not rise to the melting point. Evaporation also 
absorbs heat, a fact which may be easily illustrated 
by pouriog a few drops of ether on to the hand, 
when the cooling of the skin as the ether evaporates 
shows that heat is being rapidly absorbed. 

Id studying change of state in detail, we shall 
consider first the change into the gaseous conditioD 
and the converse, because, with the aid of thekinetdc 
theory of gases, we are able to give a more com- 
plete account of it than is as yet possible in the 

Liquid-Qas Change.— Let us suppose that an 

ordinary barometer- tube, held with tie closed end 
downwards, is nearly filled with mercury, the re- 
maining space being filled with water. On invert- 
ing the tube In the ordinary way, and unclosing the 
end in a cistern of mercury, the water floats up to 
the top, and some of it evaporates into the Torri- 
Urom'^cl B^^. "^^^i^'^ vacuum. Allowing for the pressure of the 
barometerawltfasnuiU Small quantity of water, and comparing the height 
qoaatitles ot water of the column thus corrected with that of a baro- 
abova the meronry. meter made vrith dry mercury, it is found to ha 
somewhat less, or a certain pressure is exerted on 
the top of the water resting on the mercury column. 
This pressure is due to the water-gas, or, as it is usually 
termed under such circumstances, the water - vapour, 
present in the space which would otherwise be a Torri- 
cellian vacuum. If the temperature is maintained 
coDstant, and if there is sufficient water, this pressure 
rapidly attains a definite value, quite independent of the 
volume of the tube above the mercury. This may easUy 
be shown by raising this tube or depressing it in the 
cistern, or by tilting it, or by using different tubea 
Thus in Fig. 84 A is an ordinary barometer, B and 
other barometers, each with a small quantity of water at 
the top. The height of the columns in B and is the 
same, and less than that in A. 

In an ordinary tube, the evaporation is very rapid, 
so that the steady pressure of the vapour is soon attained. 
In this state tbe apace above tbe mercury is said to be 
gaiurated with vapour, and the pressure exerted is termed 
the " maximum vapour-pressure " or " vapour-tension " for pjg sB— Baro- 
the given temperature ; maximum, because any decrease meter with 
in the volume only leads to condensation of the vapour, Water above 
not to increase in its pressure. ^^'K Mercoiv 

Use Of the Terns "Gas" and "Vapour."-In ^b™^t 

ordinary language a gas is usually described as vapour ing Batb. 

when thought of as given off by a liquid or solid, 

especially when it is not far from the maximum pressure at which it 
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begins to coadenBe. We sbaU see later that there is probably for every 
goa a temperature below which it can always be condensed to liquid by 
sufficient pressure, and above which such condensation is impossible. It 
has been suggested that the gas should be described as a vapour below 
this temperature, and as a gas above it. This restriction of the term 
"vapour" is in accordance with general usage, but it is probably more 
convenient to use the term " gas " in the general sense, including "vapour" 
as a partictdar case. 

If the barometer-tube B of Fig. 84, containing the water be eur- 
ronnded with a water-bath, as in Fig. 85, so that its temperature can 
be raised, then it is found that the pressure of the vapour rises with the 
temperature, more and more of the water evaporating into the space 
above ; and at each temperature there is a definite maximum pressure, 
which is more or less rapidly attained. 

In the case of water, the following are some of the values of the 
maxiinum pressure. We shall describe later bow the accurate values 
are obtained. 



TemperatnreB. 


Preasure in mmE. 
of merouij. 


0- 

20- 
50- 
100- 
160- 

200- 


4-6 

17-4 

92 

760 

3581-2 

11689 



For other substances the values are very different. 





Fiessnres In mnw. of meronij. 
















Alcohol. 


Btbor. 


Mercury. 


0- 


12-7 


184-4 


-020 


20- 


44-5 


432-8 




34-97* 




7600 




60- 


219-9 


1264-8 




79r 


760-0 






100- 


1697-6 


4953-3 


-746 


200- 






19-9 


300- 






242-16 


367-2S' 






760 


40O- 






1588 



If the space into which the evaporation takes place contains air or 
any other gas the evaporation goes on, but at a diminished rate. The 
pressure exercised by t^e vapour and, therefore, the total vapour present 
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in a. given space when the steady state is attained, is Btill very nearly 
the same, though it appears to be always slightly less than in a space 
oontaining only the vapour. The practical equality may be shown by 
an arrangement similar to that in Fig. 86. 

A is a piece of wide glase-tubing, several inches long, closed at its 
upper end by a tap, above which is a small funnel. A is connected to 
the open tube B by a piece of strong flexible tubing. The tap t is 
opened, and mercury is poured into B until it reaches a certain mark in 
A, standing, of course, at the same level in B. The tap is then cloeed, 
and ether is poured into the funnel. B is lowered so as to reduce the 
pressure in A, and when t is opened, a small quantity 
of the liquid is pressed into A without the escape of 
any air ; t is now closed, and when the steady state is 
reached — an excess of liquid being still present — B is 
raised till the level of the mercury in A is at the original 
mark. The air occupying its original volume, still exerts 
the atmospheric pressure. The difference of levels of 
the mercury in the two tubes is, therefore, due to the 
pressure of the ether-vapour, and this is found to be 
equal to its value when the aii- is absent. The same 
arrangement may easily be used to find this value by 
opening t and raising B till all the air is driven out of 
A, a small quantity of liquid being still left in the tube 
above the mercury and below the tap. If we close t and 
lower B, then as soon ae the surface in B is a depth 
below that in A equal to the difference between the 
atmospheric pressure and the pressure of other vapour, 
evaporation takes place. Wien this begins, even if B 
is slowly lowered still further, A also f^ls so that the 
difference between the levels in A and B will remain 
constant. 

Tbis evaporation into a space already containing air 
_ „„ „ is, of course, continually occurring from water on the 

ration into an surface of the earth . The pressure of the vapour present 
Air Bpaoe. in the air, in fine weather, is always less, below the cloud 

level, than the maximum for the existing temperature. 
Evaporation, therefore, takes place from the surface of any water, or from 
any damp material present, and tends to bring about saturation. But fresh 
drier air is continually being brought over the water or damp material. 
This may take place by winds, or it may be brought about by convection, 
for the water-vapour is lighter than the air it replaces, and the vapour- 
charged air tends to rise, colder air from above, containing less vapour, 
taking its place. The evaporation, therefore, continues, but probably 
owing to continual renewals of the air, the maximum pressure is never 
produced by evaporation from the surface of the earth alone. 

As a converse to evaporation, we continually have condensation 
occurring in the atmosphere in the formation of clouds and fogs. These 
are, protably, always produced by cooling. A mass of air containing 
water-vapour, not very far from the maximum pressure, becomes cooled, 
and normally as soon as the temperature falls to that for which the 
maximum pressure of water- vapour is equal to the existing pressure, conden- 
sation begins in the form of cloud, which is well described as water-dust. 
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Distillation. — Gondensatioi) ia used in the process of distillation to 
obtain pure water. 

The simplest form of still is one in which the steam rises from a 
vessel, leaving the impurities behind in the water. The steam is con- 
veyed through a jacket, through which cold water is kept circulating, so 
that the temperature of the steam falls below the condensing- point, ahd 
the condensed water trickles down into a receiver, as in Pig. 86a. 

We may summarise the results already described in the following 
statement; — 

A liquid with a free surface and a space above it will evaporate, or 
change into gas, into that space, until a pressure is reached definite for 
each temperature. This limiting pressure is called the maximum vapour- 
pressure or vapour- tension. Its value is only very slightly affected 
by the presence of other gases, though these retard evaporation. It risea 




Fio. eeo.— Apparatus for Distillation. A, still ; B, receiver. 

with the temperature, and differs greatly for different liquids at the same 
temperature. 

It may assist us in arranging these facte in our minds, if we seek 
to give an explanation of them on the kinetic theory of matter. 

Let us first consider the case of a liquid partially filling a closed 
vessel, the space above being a vacuum to begin with. 

The molecules in a liquid are, in general, within each other'a spheres 
of action, and are entangled with each other ; but there are a great many 
of the molecules which have sufficient kinetic energy to escape from the 
groups which they may be near at a given instant, and these move off to 
become entangled with other groups. We might, perhaps, represent 
the liquid at any instant as a network of attached molecules, form- 
ing a loose solid with numbers of gas molecules moving about in the 
interspaces. But the members composing the network are continually 
changing places with the freely moving molecules, so that the network 
is not permanently solid. If, now, one of the freely moving molecules 
happens to be close to the surface, and moving from the general body of 
the liquid, it wUI entirely escape and move into the space above the 
liquid, that is, it will evaporate. Escapes will take plaie all over the 
surface of the liquid in the same way, and very soon the space above will 
contain a great number of these molecules, which from their kinetic 
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energy, will behave to each other as gas molecules, colliding, and 
escaping agaiu from each other's spheres of actioo, canoonading the 
aides of the vessel, and so exerting pressure. Through their collisions 
with each other and with the sides, many of the molecules will have 
tlieir direction of motion reversed, and will return to the liquid. Some 
of these will become entangled, and again become liquid molecules. The 
greater the number of molecules in the space, the greater is the number 
thus returning to the liquid, and as evaporation continues a point is at 
last reached when the number returning is equal to the number escaping. 
This corresponds to the "maximum vapoui'-pressure," the steady state 
being due — not to a cessation of evaporation — but to a balance between 
evaporation and condensation. If, through diminution of volume, the 
pressure tends to exceed the maximum vapour- pressure, the condensation 
exceeds the rarefaction until the steady state is again arrived at. 

We may note that the molecules escaping are the most energetic in 
the liquid ; their escape therefore lessens the average energy ot those 
remaining, and this is the meaning of the fall of temperature in a liquid, 
produced by evaporation from its surface. * 

If the temperature of a liquid rises, the average energy of the mole= 

eules increases, and the number of molecules with velocity sufficient to 

escape also increases. Hence evapora- 

£ - tion goes on more rapidly. The number 

of molecules in the space required to 

produce a balancing condensation must, 

. ..'...'■■'■.', ..r.. ".."■.'..'■■'■ ■'.."..'■■ Y therefore, also be greater — in other 

'..".'.".'.".' ',"."-'•'. ■"■ . '. words, the maximum vapour- pressure 



■ _ ■ ■ The rapidly rising rate of i 

" may, perhaps, be explained, or at least 

Fio. 87. illustrated, as follows ; — Let us plot on a 

diagram the energy possessed by each 
molecule of a given mass of liquid by putting a point at a distance 
from 00' (Fig. 87) proportional to its energy. We may suppose that 
the points are chiefly crowded about the line AV, whose distance from 
00' represents the average energy. But there will be numbers of 
molecules possessing both more and less than the average, though the 
further the distance from the average, the less the number of points. 

Let the energy which a molecule must possess in order to escape, be re- 
presented by the distance between ES and 00'. All molecules, therefore, 
represented bj points above BS will escape if they have the opportunity. 

As the temperature rises, the average energy rises, so that the whole 
diagram of points may be supposed to be stretched upwards and the 
number above ES increases. But the Specific Heat being nearly 
constant, the total energy, and therefore the average energy, increases by 
nearly the same amount for each rise of temperature of V, that is, AV 
approaches ES by nearly equal steps. But as the points are crowded 
more and more, the nearer we approach to AV, each successive degree- 
rise brings a greater and greater number above ES. The number able 
to escape and the vapour-tension, therefore, increase much more than in 
proportion to the rise of temperature. 

So far we have supposed the space above the liquid to contain 
only the vapour of the liquid. But if some other gas^say air — is 
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present as well, its chief effect is to lengthen out the process by 
which the steady state is reached. The air molecules will hiader the 
evaporation by knocking back into the liquid many of the molecules 
trying to escape, but they will equally hinder the condensation by get- 
ting in the way of those returning to the liquid. The two processes 
being equally interfered with, the same number of molecules must be 
present in the space for a balance, whether the air is there or not. We 
may, in tact, compare the effect of the air to a screen perforated with 
holes and laid upon the surface. Such a screen would equally interfere 
with both processes, and merely lengthen out the time required to attain \ 
the maximum vapour-pressure. 

Boiling. — Besides the quiet transformation from liquid to gas, which 
we have hitherto considered, there is the more rapid conversion which 
occurs in boiling. If we heat some 
water in an open glass vessel, so that 
we can notice what occurs, evapora- 
tion of course goes on from the top- 
sui-face. This evaporation is indicated 
by the clouds forming where the 
vapour mixes with the colder air, 
and condenses through cooling below 
the temperature at which its pres- 
sure is the vapour- pressure. As the 
temperature rises, bubbles, which 
gradually increase in size, appear on 
the sides of the vessel. These consist, 
partly, of gases driven from solution 
— the higher the temperature, the 
less the quantity of gas which a 
liquid will dissolve — and, partly, of 
water-vapour, for evaporation takes 
place into the bubbles. Perhaps 

these bubbles have been formed by pic. 88. —Vapour Pressure equals 
the swelling out of bubbles already Atmospheric Pressure at the Boiling- 
existing, but too small to be seen ; Point, 
or they may have been formed in 

cavities free from liquid, for however smooth the surface is, there 
are still probably minute irregularities. These cavities may seive 
as nuclei into which the expelled gas and the water-vapour can 
pass. As the bubbles increase in size, their upward buoyancy at last 
detaches them and they float to the top, and with their detachment 
is associated the well-known " singing,'' which occurs shortly before 
boiling. Soon afterwards, boiling commences, that is, bubbles of steam 
form at points on the contain ing-walls and rise up to the surface. These 
bubbles always rise from definite points, each point supplying a constant 
succession of bubbles, and as the boiling continues these points diminish 
in number. The bubbles are never formed in the middle of the liquid. 
Even if they appear to be thus formed, closer examination always shows 
a particle of foreign matter forming a boundary to the liquid. The 
temperature now ceases to rise and it is found that the boiling-point is 
that temperature at which the maximwit pressure of the vapour is ei/iial 
.to the atmospheric pressure. This may be illustrated by the barometer 
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experiment of ITig. 85, p. IBS. For if the barometer columti be jacketed 

throughout with eteam, the pressure of the vapour of the water 
above the mercury juat 
depresses the top of the 
columti to the level of 
the ciatem outside, that 
is, just exerts the atmos- 
pheric pressure. Or if 
a U tube A B Fig. 88, 
closed at the top of the 
ehort limb and open at 
the other limh, be filled 
with mercury round the 
bend to a as in the 
figure, and if then a 
H small quantity of liquid 
— say, for convenience, 
alcohol boiling at a lower 
temperature than water 
— be passed round the 
bend to the top of the 
mercury, if the tube 
, , is immersed in a water 

bath and gradually 
heated, the liquid be- 
gins to evaporate when 
its boiling-point is closely 
ction of Boiling-Point by approached, and when 

TBujiidon of pressure. ^ jg j^gt reached the 

mercury stands at the 

same level in the two limbs ; that is, the vapour just balances the 

atmospheric pressure. 

If the external pressure be diminished, boiling may take place, at a 

lower than the ordinary boil- 
ing temperature, for the 

vapour-pressuie will equal the 

atmospheric pressure at a 

lower temperature. This may 

be illustrated by connecting a - 

flatik of hob water to an air- 
pump (Fig. 89). After a few 

strokes of the pump, boiling 

begins. Or, on boiling water 

in a flask till all the air is 

expelled, corking the flask up, 

and holding it under a stream 

of cold water (Fig. 90), the „ ,^ „ .,. ' ^ ,- .. 

cooling is accompanied by con- P'*^" «>-B°'l'"g 'v^t^' bj coohrg .t. 

densation, and therefore diminution of the pressure on the water and 

rapid boiling sets in. Frequently the flask collapses in this process, 

owing to the excess of external pressure. 
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On higb mountain levels the low atmoBpheric pressure produces a 
serious lowering of the boiling-point, that on the summit of Mt, Blanc 
being about 84° C, At such a temperature, boiling water has not its 
usual cooking qualities. 

On the other hand, increase of pressure is accompanied by rise of 
boiling-point. In high pressure steam-boilers, the boiling-point rises 
many degrees above the normal. This rise of boiling-point is employed 
to obtain the gelatinous matter from bones, water above 100° dis- 
solving this matter more freely than water at or below 100°. The 
bones are, therefore, heated in a closed vessel of water, fitted with a 
safety-valve, so that the water is exposed to the pressure of its own 
vapour, and this increases as the temperature rises. There is therefore 
no definite boiling-point short of that corresponding to the pressure at 
which the safety*valve is forced open. Such an arrangement is called a 
Papin's digester from its inventor, the discoverer of the rise of boiling- 
point with pressure. 

Delayed Boiling.— When boiling has been going on for some time 
in a glass vessel, the temperature of the water begins to rise above the 
normal boiling-point, and at the same time the steam is given oS in larger 
bubbles and from fewer points. If the vessel be very clean (it may be 
cleaned by rinsing with hydrofluoric acid and then with water) and the 
water very pure, by alternate boiling and cooling it is quite easy to raise 
the temperature of the water ultimately to 105° or 106° C. With still 
greater precautions, the temperature may be raised many degrees higher. 
In this state when boiling does occur it is almost explosive in its character, 
and the phenomenon is termed " boUing with bumping." On putting 
into the vessel sand, iron filings, or any rough material containing 
crevices or air bubbles, boiling again becomes normal at the normal 
temperature. 

A still more striking experiment was made by Dutour, who prepared 
a mixture of oils of about the density of water and of high boiling-point, 
and then placed in it small drops of water, which remained suspended. 
They could be heated without boiling to at least 178° 0. 

The observation that normal boiling is resumed when air bubbles are 
present gives the clue to the nature of boiling. It is probably always 
associated with the presence of bubbles or cavities.' 

We have seen that as the temperature rises towards the boiling- 
point, the dissolved gases are expelled, and collect in bubbles. As these 

are detached, each bubble probably leaves a 

small portion behind, just as a drop of water in \^ TT ^ 
breaking off from a surface and falling down, U 

always forms a neck at which rupture takes Fio. 91. — Formation of a 
place and leaves behind the part above the neck drop bj pmohiDg in at 
as in Fig. 91. These minute bubbles do not » °«ok. 
grow so largely as before, since most of the dis- 
solved gas has been expelled in their first formation. Evaporation, 
however, goes oo into them, and their size will be such that the vapour- 
pressure for the existing temperature + the pressure of gas or air in 

^ An excellent account of the phenomenon of melcing and boiling, with ezperi- 
nients illusirating the explanatioD, is given by AitkeD in the Tranim'tioai of the Boyal 
Seolliek Society of Arts. vol. ix, 1874-75. 
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them = atmospheric pressure. Now, when the temperature rises to the 
point at which the pressure of the vapour equals the abmospheric 
pressure, there can no longer be equilibrium, since the internal pressure 
exceeds the external by lbs pressure of the gas or air in them. The 
bubbles grow, their buoyancy inereasea, and finally they break away and 
float to the top. 

The small portion of each still remaiaiag serves as a fresh nucleus, 
and the process is repeated indefinitely, as we see from the constant 
stream of steam-bubbles from the same point in the containing vessel. 
The heat supplied to the liquid is taken up as the latent heat of the 
steam formed. 

If the heat is supplied very rapidly the temperature of the liquid 
tends to rise above the normal boiling-point, and the evaporation into 
any bubble present tends to increase. Thus the bubble grows rapidly. 
It is true that evaporation and condensation are always going on together 
But suppose that we are considering water at 101°. The vapour-pressure 
at 101° is about 7S7 mm., and only with that pressure of vapour in a bubble 
would the evaporation and condensation balance. The growth of the 
bubble, however, keeps the pressure within down at 760 mm., so that the 
rate of condensation is hardly affected by the rise of temperature, while 
the rate of evaporation has grown considerably. The unbalanced evapora- 
tion increasing the size of the bubble increases the evaporating sui{ace. 
Steam is more readily formed, more latent heat is teken up, and if the 
evaporating surface is sufficient the temperature may be brought down 
to the normal boiling-point. If, however, the points at which steam is 
formed decrease in number — if there are not sufficient bubbles — the 
steam given off may not be sufficient to carry away all the heat supplied, 
and the temperature may rise appreciably above the normal boiling-point. 
In fact, with glass vessels some rise above it almost always takes place. 

The presence in steam bubbles of gas other than steam— an observa- 
tion due to Grove — supports this explanation. 

After a time, through the removal of the foreign gases, the portions 
of the bubbles left behind probably get smaller — so small that their 
surface tension seriously affects the pressure within them. 

The surface tension alone exerts a pressure p = Tf - -H -, J, where r 

and r' are the principal radii of curvature of the stretched surface, and 
T is the tension per centimetre. In order, therefore, that a bubble may 
grow, we must have (the vapour-pressure -|- the pressure of the contained 
gas) greater than {p+ the atmospheric pressure), and if p becomes 
sensible, through the diminution of the residual bubble, the temperature 
must rise sensibly above the normal boiling-point before this condition 
will hold. When the bubble once begins to grow, r and ■/ increase, and 
p diminishes, bo that the pressure within the bubble diminishes ; but the 
evaporation into the bubble is still at the rate corresponding to the 
higher temperature of the liquid, while the condensation is only at the 
rate corresponding to the diminished pressure, now tending rapidly 
towards the atmospheric pressure. The bubble, therefore, grows with 
very great rapidity, almost explosively ; much latent heat is taken up, 
and the temperature of the liquid falls, though not necessarily to the 
normal boiling-point. As the bubble rises up, the process, is repeated 
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with the nucleus left hehind, the growth of the new bubhle being delayed 
till the condition for its growth obtains, when there is another sudden 
swelling out. The intro- 
duction of sand or iion 
filings puts an end to this 
Btate of delayed boiling, 
since it presents a large 
number ot air-bubbles as 
nuclei tor evaporation, 
and then ordinary boiling 
occurs. 

Stability of Bubbles 

in a Liquid.— The stabi- 
lity of bubbles formed on 

the side of a vessel may be 

discussed by the aid of 

diagrams. The pressure 

within a bubble is that 

of the vapour and that of 

the contained gas. This 

may be represented by 

Fig. 92, the different 

hyperbolas representing 

the relation between pressure and volume tor different quantities of 

contained gas. Lifting the curves above the zero pressure a distance 

equal to the vapour pressure, then the relation between the internal 
pressure and the volume 
of a bubble containing 
a given quantity of gas 
wUl be represented by the 
abscissa and ordinate of 
the corresponding curve. 

The external pressure 
is that of the atmosphere 
+ the hydrostatic pressure 
due to depth below the 
surface + that due to sur- 
face tension i— We shall 

include the hydrostatic in 
the atmospheric pressure. 
Supposing the bubble 
spherical, the latter term 
.en Volame and External '« in^rsely proportior^l 
The surface tension carve ^ "'^^ ''"■'e root of the 
gradually than tlie hjperbolss volume. Hence, for in- 
stance, to halve this part 
of the pressure, we in- 
the volume eight times. Then the pressure curve representing 




Fig. 93.— Helation ber 
Pressure on j 
slopes down 
in Kig. 92. 



- slopes down much more gradually than any of the hyperbolas i 
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Fig. 92. Fig. 93 represents the curvea r&iaed a. distance equal to tfae 
atmospheric pressure above the line of zero pressure. 

Superposing the two figures, so that ox is the same for each, the 
points where the curve of Fig. 93 cuts those of Fig. 92 represent positions 
of equilibrium for bubbles containing different quantities of gas. As long 
as the vapour- pressure is less than the atmospheric pressure, the curve of 
Fig. 93 cuts the curves of Fig. 92, where they have a greater slope than it, 
and any increase of volume, therefore, means an excess of external over 
internal pressure, and, hence, equilibrium is stable. The bubbles, there- 
fore, grow only with rise of temperature and addition of gas. But when 
the vapour- pressure exceed? the atmospheric it is possible for the surface 
tension curve of Fig. 93 to cut a gas curve of Fig. 92 at a less slope, and 
equilibrium is then unstable, as in boiling with " bumping." "We leave 



,~^m^m^m-^f- 




^ 



Fig. 94.— Apparatus for obtaining a Dust- Free Space. 

the reader to consider how the diagrams would lead ua to expect that 
after the first " singing " discharge of bubbles no more large bubbles will 
be found till the boiling-point is reached. 

Condensation on Nuclei.— We have seen that the change from 
the liquid to the gaseous condition is essentially a surface phenomenon. 
It takes place at the top level surface in ordinary quiet evaporation, and 
in all probability at the surface of already existing bubbles or cavities 
in ebullition. The converse change in condensation is also generally 
a surface phenomenon, the condensation occurring on nuclei of dust or 
suspended matter other than air or vapour. This was first discovered 
by Coulier {Jom-nal de Pharmacie et de Chemie, xxii., pp. 165 and 254, 
1875), and later again by Aitken {Trans. R.S.E., xxx., pt. 1, p. 337), 
to whom we owe extensive investigations on the subject 

When a beam of sunlight crosses a room, the visibility of its track is 
due to particles of " dust," many perhaps large enough to be seen, others 
quite beyond our range of sight. If the air be filtered through cotton- 
wool this dust is filtered out. The clean air can then be quite appre- 



IV Google 



CHANGE OF STATE—LIQUID— VAPOUR. \69 

oiably supersaturated with vapour without formation ot cloud or fog, 
that is without condensation. 

To show this a largo clean glass globe may be arranged as in Fig. 94. 

The globe G is, to begin with, filled with the air of the room, and 
contains some water which can be washed round the sides so as to ensure 
complete saturation of the air. 

The taps t^ t^ being turned off, the pump exhausts R. If now t^ is 
turned on for a moment, the air in G expands, cools, and becomes super- 
saturated at the new temperature. The excess of moisture at once 
condenses in the form of fog which, usually evident enough, is still 
more evident if a light, such as a candle flame, be viewed through the 
globe when beautiful diffraction rings may be seen round the flame, the 
rings being larger the smaller the drops. Then turning on both (, and 
(g let clean dust-free air be slowly drawn through the cotton-wool niter. 
After a short time t^ and t^ may be both turned off, and the air in G 
be again expanded and cooled by turning on (^ for a moment. There 
will now be a much smaller number of dust nuclei, and as the vapour 
condenses on these alone, the drops are much larger and the fog is less 
dense. For though the same amount of water may be present as liquid 
in the air its concentration into larger drops diminishes its surface, and 
there is much less hindrance to the passage of light. The diffraction 
rings round the flame at the same time grow less. 

If this process be repeated several times the drops soon become easily 
visible, like those in a Scotch mist, and move at an appreciable speed 
downwards in a shower of fine rain. When all the drops have fallen 
down the air is clear and a fresh small expansion does not produce a 
cloud or rain at all. 

Aitken {Nature, March 1, 18S8, p. 429, and Feb. 27, 1890, p. 39i), 
has devised a '-dust counter," an apparatus to count the number of 
dust particles or, at any rate, condensing nuclei per ac. in any specimen 
of air. This consists essentially of a small chamber I cm. deep with 
a glass floor ruled in square millimetres and a glass top through which 
the glass floor can be seen. The chamber is connected to a pump, and 
by an inlet either the surrounding air can be introduced or any known 
proportion of filtered dust-free air. The air in the chamber is kept 
saturated. In general it is necessary to dilute the air to be tested with 
a large proportion of clean air to reduce the number of dust particles, 
and so increase the size of the drops. Suppose, for instance, that nine- 
tenths of the air is dust-free. If an expansion is suddenly made, drops 
are formed on the dust particles, and these should be heavy enough to fall 
at once on to the ruled floor. There they are evident as little specks. 
The numbers on several square millimetres are counted by the aid ot a lens 
and averaged. Say that the average is 5. Then on a square centimetre 
there would be 500. This is the total number falling down out of a 
cubic centimetre. But the air has been diluted to one-tenth its original 
dustiness. Therefore, in its original condition it contained 5000 dust 
particles, 

Aitken has examined the air in various localities, and finds that the 
number of dust particles per c.c. is greatest in rooms, greater in dry 
town air than in the country, greater at lower altitudes than on moun- 
tains, and that there ia a great diminution after rain. 
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3) Aitken found the following numbers :- 



Source of Air. 


No. per C.C. 


Outside air — i-aiuing . 

„ „ fair. . . . 

4 teet from floor of room in which 

gas was burning 
Near ceiling .... 
Air above Bunsen flame 


32,000 ! 
130,000 '■ 

1,860,000 
5,420,000 
30,000,000 



Again {Nature, Feb. 27, 1890) he found at Kingairloch, on the shore 
of Loch Linnbe, numbers ranging from 205 to 4000 per c.c. ; at the top 
of Ben Nevis, 335 to 473 per c.c. In London and Paris, the numbers 

e counted by the hundred thousand. Friedlander {Quarterly Journal 



of a 

specimens oi 

varying from 200 per c. 

The expla. 
those in '' 
particles is 



! Meteorologiaal Society, xxii., July 1896) has tested various 
I a journey round the world, the numbers at sea 
■ a the Indian Ocean to 4000 in the Atlantic. 
planatioQ of the thickness of town foga as compared with 
; country or at sea is now evident. The number of dust 
ilways far greater in town air, and if the smoke keeps near the 
ground, as it does when the upper air is much warmer than the ground 
air, the number may be enormously greater than in country aii-. When 
condensation occurs the fog is, therefore, exceedingly " dense " through 
the minute subdivision of the water deposited. 

The action of the nuclei in condensing the vapour probably depends 
on a principle first pointed out by Lord Kelvin, to which we shall return 
later (chap. xix.). The principle is that the equilibrium or saturation 
vapour pressure of a space in contact with a liquid surface depends on 
the curvature of the surface. If P be the normal saturation pressure at 
a given temperature, it can be shown that in contact with a spherical 
surface with radius of curvature r, for moderate values of r the saturation 
pressure is 

where T is the surface tension ; p the density of the liquid, and o- that 
of the vapour. 

If the surface is convex then r is negative. 

When r is exceedingly minute so that/i/P differs largely from I 

logrfP=^^' (2) 

e that Boyle's law will hold for the vapour. 

It follows that small drops in a space just saturated over a flat 
surface will find the space under- saturated for their own curved surface, 
and will evaporate ; while if, by any accident, there is a concave surface 
formed the space wUl be over-saturated and condensation will go on. 

Now suppose that in some saturated dust-free air a few vapour mole- 



it can be shown that 



IV Google 



CHANGE OF STATE— LIQUID— VAPOUR. ITI 

cules collide, and with so little energy that they form practically a liquid 
particle. The radius ia so minute that the saturation pressure for the drop 
is far above the pressure of the vapour round it, and the drop inatantly 
evaporates. But if dust nuclei are present, a liquid layer may form on a 
nucleus with radius sensibly equal to that of the nucleus, which may be 
so large that the saturation vapour pressure is only very slightly in 
excess of the normal pressure, an<l a very slight supersaturation may 
make the liquid increase. There is another way in which soluble dust 
may aid condensation. We shall see later that the saturation vapour 
pressure over a solution is less than that over a pure liquid, eo that 
a normally saturated space may condense on to a liquid surface if the 
liquid contains salt in solution. If, for instance, a particle of common 
salt is floating in vapour-laden air, any accidental formation of a liquid 
particle on it may lead to solution and the formation of a drop with 
lowered vapour pressure, which may tend to grow even if the space is 
not quite saturated for a normal plane surface of pure water. Aitken 
believes that such condensation frequently occurs and largely accounts 
for the haze in air. 

The conditions of condensation of water-vapour in air and other gases 
have been very carefully investigated by C. T. R. Wilson {Phil. Tratu., 
A., 1897, p. 265, and A., 1899, p. 403). It is sufficient here to consider 
the case of air. He found that if all dust be filtered out, then the 
saturated air at any temperature about 20° may be suddenly expanded in 
the ratio 1 ; 1-25 without condensation. But that, if the expansion ex- 
ceeds this, condensation on a few nuclei (not more than a few hundred per 
c.c.) does occur up to an expansion of 1 : 1'3T5. After this a dense fog 
appears, the denser the greater the expansion. Now this means that if 
we start with air, say at 20°, the sudden adiabatic expansion 1 ; 1-25 
cools it to — 6°, when the density of the vapour saturating the air at 20° is 
about 4'2 times the density of the vapour saturating the air at — 6°. The 
expansion 1 ; 1'375 cools it to - 16°, when the density is about 7-9 times 
the density of vapour saturating the air at - 115°. Then Wilson's experi- 
ments show that there are always nuclei present in small numbers 
sufficient to condense the vapour when it has about four times its 
normal saturation density, and in largo numbers if it has about eight 
times its normal saturation density. We can hardly suppose that the 
nuclei are of foreign matter. Wilson shows that drops of radius of the 
order 10~* cm. would, by the formula (2) above, be in equilibrium at the 
8-fold density, and such drops would contain but few molecules according 
to the calculations of molecular dimensions in chap. is. We may 
suppose, then, that in the molecular collisions water particles of such 
order are continually being formed, and if the vapour density is 8 times 
the normal they will tend to giow instead of evaporating. As to the 
formation at the 4-fold density, Wilson supposes that there is chemical 
action occurring ; for instance, in some of the collisions the oxygen, 
nitrogen, and water might combine to form nitric acid. The vapour 
at 4-fold its normal saturating density might be saturated for even the 
minutest particle of acid formed by collision, and so the particle would 
grow. Such combination may always be occurring to some slight extent, 
the compounds being made and unmade in successive collisions. 

Wilson also foun<l that ultra-violet light is active in producing con- 
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denaatlon nuclei and that condensation occurs under its action even with 
slight expansions, the fog produced being of a blue colour. Tyndall had 
previously found this formation of blue fog in many other vapours denser 
than water, under the action of ultra-violet light The colour implies 
that the drops formed are comparable in size with the waves of blue 
light and so scatter that constituent when white light falls on them. 

Exact Measarements of Vapour-Pressures. — Various observers 
have made researches on the vapour-pressures of liquids at different 
temperatures, the most complete as 
well as the most important being those 
in the case of water. 

Two methods have been employed, 
the "statical" method, which ia illus- 
trated in its simplest form by the 
experiment described on p. 158, in 
which the pressure of the vapour 
depresses the column of mercury in 
a barometer, and the " dynamical " 
method, in which advantage is taken 
of the fact that a liquid normally boils 
when the pressure of its vapour is 
equal to the external pressure. 

In the first method, the temperature 
is varied at will, and the corresponding 
maximum pressure measured \ and in 
the second method, the pressure is 
varied at will, and the corresponding 
maximum temperature, that is the cor- 
responding boiling-point, is observed. 

These methods were carried out in 
Regnault's classical researches on the 
vapour-pressure of water, which may 
be taken as typical. He adopted three 
arrangements, corresponding to three 
ranges of temperature : — (a) From 0° 
to 50° 0. ; (ft) below, and up to 0° C. ; 
(c) from 50° upwards. 

{a) From 0° to 50°.— Two barome- 
ters, AB, A'B', with a common cistern 
E (Fig. 95) are placed side by side — 
their upper ends being in a vessel containing water which serves as a 
constant- temperature bath. The front of this vessel is glazed, so that the 
levels of the mercury in the two tubes may be observed by a cathetometer. 
D is a spirit-lamp to raise the temperature of the water when required, 
and F is a stirrer to keep the temperature uniform throughout. A small 
quantity of water having been introduced into the tube AB, the vapour 
from it depresses the column, and after correcting for the pressure due to 
the small excess of water, for the effect of the water on the capillary 
depression, and for the temperature of the mercury, the difference in 
level in the two tubes gives the vapour-pressure at the temperature of the 
bath. Since the vapour-pressure at 50° is only about 92 mm., the bath 
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was not vary large and it was found posisible to keep ite contents at a 
uniform temperature. But above 50° a much larger bath would bave 
been required, and the difficulty of maintaining a uniform temperature in 
a large mass of water is so great that Regnault abandoned this method for 
the dynamical. 

(6) Fvr temperatures below 0° he still employed two barometers, side 
by side (Pig. 96) ; but one barometer was bent round at the upper end, 
and terminated in a bnlb B, containing ice. This was surrounded by a 
"freezing mixture," the temperature of which was taken by a thermo- 
meter. The temperature of the rest of the apparatus being above that 
of the treeEing mixture, the pressure exercised by the vapour on the 
mercury corresponded to the temperature of the 
freezing mixture — for any tendency to rise above 
this pressure would be checked by condensation 
in E. The freezing mixture was liquid, and by 
stirring, its temperature was kept uniform threugb- 
out. Regnault was unaware of the fact that the 
vapour-pressure of ice below 0° differs from that 
of water below 0° at the same temperature, a tact 
deduced subsequently from theory by Kirchhoff, 
and later verified experimentally by Bamsay and 
Young. He, therefore, made no attempt to measure 
the vapour-pressure of water below 0°. In order 
to construct tables giving the most probable values 
of the vapour-pressure for each degree of tempera- 
ture, Regnault employed the graphic method, 
plotting his results on a temperatui e and pressure 
diagram, and then getting rid of irregularities or 
discrepancies between different series by drawing 
a continuous curve most nearly representing the 
results. The curve, as drawn by Regnault, goes 
continuously through 0°, where the evaporating 
substance changes from water to ice. This throws 
doubt on the accuracy of his numbers about and Fig. oh. —Vapour- 
below 0°, The water-vapour curve would no doubt Pressure of Ice. 
be continuous, but the ice-vapour curve meets it at 

a small angle at 0° as represented in Tig. 97, theory showing that the 
ice-vapour curve diverges from the water -vapour curve about -^^ mm. per 
degree. Bamsay and Young {Phil. Trans., ii., 1884, p. 461) have proved 
that the difference exists by maintaining ice and water in two separate 
connected vessels at a very low constant pressure. The temperatures 
of the two vessels became steady at the points at which their vapour- 
pressures were equal to this constant pressure. The ice was found to 
be at a higher temperature than the water. 

(c) For temperalures above 50° Regnault employed the dynamical 
method. The arrangement of the apparatus will be seen from Fig. 98. 
A copper boiler, heated by a small furnace, is in connection with the 
reservoir of air G, the pressure of which is indicated by the manometer 
HK. Round the connecting tube at A is a wider tube, in which water 
circulates as in an ordinary still. The boiler is heated till the water in 
it boils, and the steam rises into the tube A. Here it is condensed, and 
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the water trickles back into the boiler, so that there is no diminution of 
its contents. The pressure to which the water in the boiler is subjected 
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can be changed either b^ withdrawing air From, < 

reservoir G by the pipe F. Four iron tubes clos« 




through the top of the boiler, two reaching nearly to the bottom of the 
water, and two shorter tubes being aurrounded by the steam. These 
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tubes were filled with oil or meixsury, and thermometers were inserted 
which gave the temperature. Aa the indications of the four agreed, the 
boiling was normal and not " with bumping." 

It was found that on altering the pressure in G, the temperature 
soon reached a steady state, the boiling-point at the pressure indicated 
by the manometer. The manometer, therefore, gave the pressure of 
the vapour at the observed temperature. 

For temperntures above 150°, the apparatus employed was exactly 
the same in principle, but much larger and stronger, and Regnault was 
able to work with it up to 230° at a pressure above 27 atmospheres. 

An account ot other methods will be found in Miiller-Pouillet (ed, 
by Pfaundler, 8tb edition, vol. ii.b. p. 175). Among the best results are 
those of Magnus, which agree with those of Regnault within ^^jj mm. up 
to 55°. The divergence increases after that to about -J mm. and then 
diminishes till the lesults agree, of course, at 100°. Then, again they 
diverge, the difference at 115", at which Magnus's observa- 
tions end, being over 3'5 mm. in about 1270. 

The vapour-pressures of various other liquids have 
also been determined for a series of temperatures by 
Regnault and other observers using similar methods. 

Determination of Boiling-Points. — The boiling- 
points of liquids are often required, the knowledge of the 
vapour-pressure at other temperatures not being needed. 

If the liquid whose boiling-point is in question is 
plentiful, it may be heated to boiling in a Qask, or the 
apparatus used in determining the 100° point on the 
thermometers may be used, care being taken that the 
boiling is normal. A very simple arrangement, using the 
statical method, is that illustrated in Fig. 99. 

AB is a U tube. The shorter limb is closed, and is 
filled with mercury, which extends just round the bend. 
A small quantity of liquid is then introduced, and by 
careful manipulation may be floated up through the 
mercury without any air, so as to occupy the end a ot the shorter limb. 
The tube is then immersed in a bath, which is heated until the vapour 
forms and depresses the mercury. When the level is the same in both 
limbs, the vapour-pressure is equal to the atmospheric pressure, and the 
temperature gives the boiling-point. This method, of course, admits of 
simple correction for variation ot atmospheric pressure The following 
are a few boiling-points i — 

°0. 
Ether . . ' . . 34-87 

Alcohol 78-4 

Water lOO'O 

Mercury ....... 3585 

Detemunation of Vapour-Density. — The method of deteimining 
the density of gases at 0° and 760 mm. pressitte consists in filling a 
globe with the gas to be experimented on, at the atmosplieric pressure H, 
while it is surrounded with melting ice ; then closing it and weighing it. 
The globe is then put into the ice again, exhausted to a low pressure h, 
closed, and again weighed. Suppose the diminution in weight is W. 




IV Google 



Aseumiag that Boyle's law holds, the weight of a volume of gas at 0° 
and 760 mm. equal to that of the globe is 



Various corrections a 




3 of course needed, and we may refer the reader 
to Begnault's experiments, of which 
a short account is given in Jamin, 
Cours de Physique, torn, ii., or to the 
series of papers describing the ex- 
periments which led Lord Rayleigh 
to the discovery of argon (ProK. R.S., 
Feb. 1888, Feb. 1892, March 1893; 
Phil. Tram., A., 1895, p. 187). 

Of course, this method is not 
applicable to substances which are 
liquid at ordinai7 temperatures and 
pressures. In their case, the weight 
of a known volume of the vapour 

must be determined at a knoMti pressure, and at such a temperature 

that there is no condensation at that pressure, and the ratio of 

this to the weight of the same 

volume of air at the same tem- 
perature and pressure is termed 

the " Vapour-Deosity." 

Various arrangements have 

been adopted for the purpose. 

In Dumas' method, a bulb (Fig. 

100) ending in a fine open tube, 

is first filled with dry air and 

weighed, the temperature and 

pressure being observed. Some 

of the substance is then put into 

the bulb in the liquid skite, and 

the bulb is immersed in a water- 

or oil-bath, the temperature of 

which is increased somewhat 

above the boiling-point of the 

liquid, the open tube projecting 

above the liquid in the bath. 

The liquid boils, and, if a suf- 
ficient quantity is present, its 

vapour drives out the air. When 

all the liquid lias evaporated, and 

the vapour is at the tempera- 
ture of the hath, the end of the 

fine tube is sealed. The bulb is now taken out, and when cool is 

weighed again. The point of the tube is now broken under mercury, 

the vapour condenses, and the bulb is practically filled with mercury. 

From its weight so fiUed, its volume can he determined. From this we 

may find the weight of the air filling it in the first weighing, and thence 
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the weight of the bulb empty, Subtraenng thie from the weight in the 
second weighing, we have the weight of the contained vapour at the 
temperature of the bath and the atmospheric pressure. Finding the ratio 
of this to the weight of the same volume of air at the same temperature 
and pressure, we have the vapour-density. 

In Gay-Lussac's method as modified by Hoffmann, a graduated 
barometer ia enclosed in a wider tube (Fig. 101) through which circulates 
steam or other auitable vapour from a boiler, the barometer thus being 
maintained at a known temperature. A very small stoppered bottle is 
then quite filled with the liquid, and 
weighed, so that the weight of the liquid 
used is known. This is fioated up through 
the mercury column, and on arriving in 
the Torricellian vacuum, the stopper is 
forced out, and the liquid evaporates. 
Such a quantity of liquid is taken, and 
such a temperature is maintained, that 
the whole of the liquid evaporates, its 
pressure, of course, depressing the mercury 
column. The volume occupied by the 
vapour is observed, and its pressure is 
given by the difference between the 
original and the new height of the baro- 
meter column. Heace we have the data 
for determining the vapour-density. 

Two methods have been devised by 
Victor Meyer, In that most commonly 
used, which we shall describe, a known 
weight of liquid is introduced in a small 
stoppered bottle into a heated flask 
containing air. The vapour formed dis- 
places its own volume of air, and this is 
collected and measured. The method ia 
applicable to vapours denser than air. 
One form ia shown in Fig. 102. 

The flask A contains air and ia heated V^a. 102. — Victor Heyer'a Method 
in a constant- tempeKitui-e bath. The [^tlol''^'"''"*''"'' Determi- 
neck Hses above the bath, and a narrow 

side-tube leads down to the trough B, where the expelled air may be 
collected. The neck ia closed by the slanting hollow stopper C, in which 
is placed the small bottle containing the liquid. When the temperature of 
the different parts of the apparatus is steady, is turned round and the 
bottle falls down to the bottom of the fiask on to some asbestos packing, 
put to prevent breakage. The stopper is forced out, and evaporation 
takes place, the vapour driving the air upwards. If the displaced air is 
raised sufficiently slowly, as each layer rises it takes the temperature and, 
therefore, the volume of that which it displaces. Hence the weight of 
the air forced out and collected at B is equal to that of the air displaced 
by the vapour in A. The vapour-density, as compared with that of air 
at the same temperature and pressure is, therefore, the weight of liquid 
introduced divided by the weight of air expelled. 
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Density of jBatUrated Vapour. — The densities of various saturated 
vapours, that is, of vapours in equilibrium with their liquids, have been 
studied by Bering. The principle of his method will be understood 
from the following imaginary experiment. Let A (Fig. 103) be a 
graduated tube closed at the top, and connected by a flexible tube with 
B open to the air at the top. Let A be entirely filled with mercury, 
which passes round the bend into B. Let a small weighed quantity of 
the substance be floated round through the mercury into A. By depres- 
sing B sufficiently, the pressure in A may be so reduced that the liquid 
begins to evaporate. At first the vapour in A is saturated, and exerts 
the vapour-pressure so that, as B is lowered still farther, the two mercury 
levels continue to fall equally. The vapour in A merely increases in 
quantity at the constant vapour-pressure. But when all the liquid has 
just disappeared, the volume occupied by the vapour in 
A is that of a known weight of vapour saturated at the 
observed temperature. The point of disappearance may 
be determined from the fact that, as soon as it is passed, 
the level in B begins to fall more quickly than in A. 
In practice it was found better to work in the opposite 
j direction, since, through adhesion to the glass, evapora- 
tion was not complete till after the saturation -pressure 
was passed. The point at which condensation begins 
was therefore found. Hering used a much better but 
more complicated manometer. He found that tor dif- 
ferent substances the density might be nearly repre- 
sented by 

Density of saturated- vapour = Density as compared 

with that of hydrogen at the same temperature 

and pressure, calculated from the molecular 

weight X J temperature measured from - 273° x 

constant, 

the constant being the same for all the substances 

experimented on.* 

Fio. 103. Measurements Oi Latent Heat.— We have already 

seen that, when a liquid boils, its temperature normally 

remains constant, the heat supplied going to change the liquid into gas 

without rise of temperature, and we have called this " latent heat." But 

the term has a precise signification which may be expressed as follows : — 

The latent heat of a vapour at a given temperature is the quantity of 

heat required to convert 1 gramme. of liquid into vapour at its maximum 

pressure at that same temperature. Thus the latent heat of steam at 

100° is the heat required to convert 1 gm. of water at 100° into 1 gm. 

of steam at 100°, and 760 mm. pressure. 

The general principle of the method of measurement of latent heat 

will be best understood by considering a rough experiment with steam : — 

A flask containing water, with a tube passing through the cork and 

nearly reaching to the bottom, is inverted, as in Fig. 104, and the water 

• A series of researches haa been made by Faitbaim and Tate on the density at 
satuiated Bteam. For an account of Ibeir meChod the reader is referred to Baynes'B 
TbermodynamUi, p. 181. 
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boiled by a ring-burner, or otherwise. The steam issues from the lower 
end of the tube. A calorimeter, containing a known weight of water 
at a known temperature, is then brought under the flask, so that the 
eteam passes into the water and is condensed there. Allowing the con- 
densation to proceed for a short time, the calorimeter is then withdrawn 
and the temperature noted. Its increase in weight gives the quantity 
of steam condensed. Then, on the one hand, we have the gain of 
heat by the calorimeter and its original contents, and, on the other 
hand, the latent heat given up by each gramme of steam in condens- 
ing, together with the heat given up in falling from the temperature of 
boiling to the final temperature of the calorimeter. • 

Equating these, we can determine the latent heat. 

For example, a calorimeter whose equivalent was 10 gics. contained 
140 gms. of water at 15° tempera- 
ture. Steam at 100° was passed 
into it until the temperature rose 
to 75% that is, through 60°. The 
contents of the calorimeter weighed 
now 157 gms., so that the total 
<)^uantity of steam condensed was 17 
gms. If the latent heat given up 
by each gramme is L, it may be 
regarded as giving up L and then 
25 more calories in falling to 75°. 
We therefore have the equation 
150 X 60 -(L-F 25)17, 
whence Ii = 504. 

This experiment, of course, is affected 
by very serious errors. Heat is in- 
troduced not only by the steam but 
also by the conducting pipe, and the 
amount so introduced must be deter- 
mined and allowed for. Heat is, on 

the other hand, lost by conduction or radiation from the calorimeter, and 
its amount must also be determined and allowed for. In the case of 
water, we may allow the steam to mix with the water, though unless we 
measure the temperature of the steam directly, a small en'or comes in 
through the additional pressure of the steam and the consequent rise of 
the boiling-point, owing to the mouth of the ateam-pipe being below the 
level of the water in the calorimeter. But in the case of other liquids, 
we cannot have mixture with the water in the ciiloriraeter. It is better, 
therefore, to have a spiral condensing worm in the calorimeter, ending in 
an enlargement to collect the condensed liquid. The arrangement 
adopted by Berthelot (Fig 105) will illustrate this. 

F ia the vessel containing tiie boiling liquid, T the vapour-pipe, GSR 
the condensing worm, I a ring-burner under a gauze, the calorimeter 
being protected against radiation from the flame by a non-conducting 
cover faced with metal nn. With this apparatus Berthelot found the 
latent heat of st«am at 100° 0. to be 5362 (the mean of three determina- 
tions, 535-3, 537'2, 5362), agreeing nearly with Begnault's determination, 
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636'6, and therefore be coacluded that the results obtained from it with 
other liquids were trustworthy. 

Regnault made a series of determinations of the latent heat of steam 
at various temperatures, using at higher temperatures a boiler in which 
the pressure could be maintained at any desired value, so that the boiling- 
point could be regulated. From this the steam, still at the same tem- 
perature, was led into a. spiral in a calorimeter, where it was condensed 
aud the heat given out was measured {Jamin, ii, 243). By subsidiary 
experiments he determined the corrections for conduction and radiation. 
At lower temperatures the water 
was contained in a spiral immersed 
in a calorimeter, and the pressure 
was reduced to the point at which 
the water boiled. The vapour was 
led off and condensed in a vessel 
sutTOunded by ice, and the heat 
given up was there measured. 
Regnault put his results in the 
following form : — Calling the heat 
required to raise 1 gm. of water, 
from 0° to r, and then to convert 
it into saturated steam at t° the 
" total " heat of the steam at t°, and 
denotingitbyQ,R6gnaultfo«ndthat 

Q = 606-5 + 0-305i. 
Taking no account of the alteration 
in the specific heat of water with 
rise of temperature, we have 

Hence, L - 606-5 + 0-305( - ( 

From this we see that the latent 
heat decreases as the temperature 
rises, another indication that the 
liquid and gaseous conditions are 
approaching each other. 
Regnault's formula for the total heat of steam gives the latent heat 
at 0° C, L„ = 606-5. Winkelmann {Wied. Ann., 9, 1880), re-examining 
Regnault's work, showed that the values obtained from the formula at 
low temperatures are probably higher than his experimental results 
warrant, and Dieterici {Wied. Anji., 37, 1889) made a direct determina- 
tion of L„ by boiling water at 0° in a Bunsen calorimeter and measuring 
the volume of ice formed by the subtraction of a given weight of 
vapour. He obtained Lo = 5968. 

Griffiths (Phil. Trans., A., 1895, Part I., p. 261) devised a new method 
of determining the latent heat of steam, and used it for the two tempera- 
tures of 30° and 40° 0. A small glass tube, open at one end and con- 
taining a known weight of water, was fixed in an exhausted silver flask 
immersed in a calorimeter containing oil. The water issued from the 



IV Google 



CHANGE OF STATE— LIQUID— VAPOUR. 181 

tube drop by drop, and, falling on to the silver, evaporated at the pressure 
corresponding to the vapour pressure for the temperature of the calori- 
meter. The vapour was pumped out as fast as it was formed, its latent 
heat being supplied by the oil in the calorimeter. The oil, of course, 
tended to fall in temperature, but its temperature was maintained 
constant by an electric heating coii and by very rapid stirring. The 
heat equivalent of the energy given to the oil by the current and by 
the stirring was determined, and this gave the latent heat of the steam 
formed. Griffiths' results at the two temperatures agree with the 
formula 

L = 596-73~-601*, 
where the unit of heat adopted is the 15° C. calory, which agrees very 
nearly with the mean calory from 0° C. to 100° C. This gives L, = 596-73, 
closely agreeing with Dieterici's value, and Lj(^ = 536'6, closely agreeing 
with Regnault's value Ljp|, = 537, and at this higher temperature Reg- 
nault's work is probably very accurate. Griffiths' value for the total 
heat of steam is 

Q = 596-73 + -399i, 
and this is probably the most accurate value hitherto obtained. 

By superheating the vapour, that is, raising its temperature above 
the condensing-point, while maintaining the pressure the same, Regnault 
used the higher temperature apparatus devised for the determination of 
latent heat of a vapour to find also its specific heat at constant pressure. 
For, suppose that the latent heat of the vapour at (" is L, the specific 
heat <r, and let the vapour be superheated in two different cases to t+6^ 
and t + $^. Then the heat given up in condensing is 

and L + d^a-. 

We may determine both of these quantities, and knowing 0^ and 8^, we 

may obtain both L and o-. 

Regnault found in this way that the specific heat of steam at constant 
pressure is constant within the limits of errors of observation, and the 
value be found is -4805. He also determined the specific heat of other 
vapours. But it is to be remarked that in the expression 

L ia much the larger quan1»ty, and the value of L + B.ir will be affected 
by the errors of L. Hence, a- cannot be determined in this way with 
very great accuracy. 

It is important to distinguish this specific heat of vapour at constant 
pressure from the specific heat of saturated vapour. In the former, the 
pressure, of course, remains constant during the rise of 1°. In the latter, 
the pressure varies, being always that at which the vapour is just on the 
point of condensation. For instance, the specific heat of saturated steam 
at 100° is the heat required to raise the temperature from 100° to 101°, 
the pressure being increased meanwhile from 760 mm. to 787 '63 mm., 
the latter being the vapour-pressure at 101°, 

It is easily shown from the second latent heat equation (chap, xix.), 
that the specific heat of saturated steam at 100° is negative, but we may see 
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how it ia bo without any appeal to that equation. If we take a quantity 
of ?teamatIOO°and 760 mm., and gradually alter the pressure to 787 63, 
not allowing any heat to escape, the work done ia the compression goes 
to heat the gat^, and its specific heat is such that the temperature rises 
ahove 101°. To bring it back to 101°, heat must be abstracted. Or, 
putting it in another way, when in the compression the temperature 
is 101°, the pressure ia less than 787'63, the condensing pressure. 
During the rest of the compreasioo, to keep the temperature at 101°, we 
must let heat escape. The specific beat, therefore, of saturated steam is 
negative. The total energy supplied is not negative, for the positive 
work done on each gramme is in excess of the mechanical equivalent of 
the negative specific heat 

If, therefore, we have a quantity of steam about its condensing point, 
and w^ compress it without allowing heat to escape, its temperature rises, 
and it becomes farther and farther away from the condensing point. 
On the contrary, on reducing the pressure it comes nearer to its con- 
densing point, and, on BufHciently reducing, we have a cloud formed. 
This explains the common formation of clouds in the atmosphere by 
cooling accompanying diminution ot pressure. This mode of cloud- 
forming is especially noticeable near the summits of mountains, when a 
current of air blows up the mountain side into regions of diminished 
pressure. It there expands, parting with energy to push out the 
surrounding air, and so cools. The same effect is also seen during the 
formation of thunder clouds. Large masses of damp and, therefore, light 
air rise, and cool through expansion against diminished pressure. The 
temperature falls below that for which the new pressure of the vapour 
is the maximum, and condensation occurs, forming the large cumulus 
masses high up in the air so characteristic of thunder clouds. 

Other saturated vapours, among them alcohol, agree with water in 
having this so-called negative specific heat, so tjiat condensation will 
occur with rarefaction. Some saturated vapours, such as that of ether, 
possess a positive specific heat, and these on sudden compression tend to 
condense. For, taking saturated ether-vapour at t°, and raising the 
pressure to that corresponding to saturation at / -<- 1°, the temperature is 
not so high as t+\', but say t + O", and heat is necessary to raise the 
temperature from t + $ to (-f-1. But if this heat is not supplied, the 
pressure is above the maximum at t + d, and condensation occurs and 
continues until the latent heat yielded raises the whole to ( + 1°. 

Spheroidal State. 

When a metal plate is heated nearly to redness, and a few drops of 
water are thrown upon it, the drops roll about on the plate without 
spreading out, and without boiling. They are then said to be in the 
^heroidal state. If the plate is a flat one, by looking at it edgeways it 
is possible to see that the di'ops are not in contact with the plate. 

It is easy to show this also by bringing a wire nearly in contact with 
the plate, and connecting the wire with the plate through a battery and 
galvanometer as in Fig. 106, where the plate is the top of an invei'ted 
platinum crucible. Allowing a little liquid to trickle down the wire 
. the spheroidal condition when it approaches the plate. 
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and the galvanometer remaina unaffected. On removing the source of 
heat, and allowing the plate to cool, a point is reached at which contact 
takes place, the galvanometer is deflected and the liquid boils violently. 
When in the Bpheroidal state, the liquid never reaches the temperature 
of boiling, the highest temperature for water being at ordinary pressure 
about 98°. The plate muBt be above 140°. 

Feihaps we may give a general explanation of this somewhat aa 
follows : — If the two surfaces were both non-volatilising solids, the air 
between them would tend to get into a steady state at a pressure equal 
to the atmospheric, and the upper Kolid would settle down into contact 
more or less rapidly. But even here some little time would be taken in 
the adjustment. This may be illustrated hy allowing a small, very hob 
plate of glass to fall flat on a smooth, cold surface, when it moves freely 
about for a short time, evidently on a cushion of hot air. The layer 
of air between the two becomes heated, its pressure is increased, and it 
only slowly escapes out through the 
narrow space round the edge of the 
heated glass. The excess of pressure, 
meanwhile, sustains the weight of 
the glass. 

In the case of the drop, evapo- 
ration comes in to maintain the 
excess of pressure. For by the heat 
received from the plate the surface 
of the drop is rapidly heated, and 
evaporation takes place at the rate 
corresponding to Uiia higher tem- 
perature. Let us imagine that the 
drop.is a large fiat one, and that it is 
held in position in some way a short Fio. 106. — Experiment to show that in 
distance above the plate. First the Spheroidal State a Drop is not in 
suppose both at the same tempera- Contact with the Plate. 
ture. The space will tend to be 

filled with vapour at the pressure corresponding to that temperature, and 
evaporation from the drop will be balanced by condensation on to it if 
we neglect the escape round the edges. Evidently in this case the drop 
will have to be held up otherwise than by the pressure of the vapour. For 
at the maximum temperature of the liquid, the boiling-point, ^e vapour- 
pressure only equals that of the atmosphere. But now make the plate 
much hotter than the boiling-point of the liquid. Let us suppose that 
the pressure of the vapour between it and the drop is still the vapour- 
pressure at the temperature of the liquid. The contact of the vapour 
with the hot plate superheats it, i.e. increases the momentum of the 
molecules, and if they are as a whole still exerting the same pressure on 
their return to the liquid there must be a diminution in the number 
returning to compensate the more violent impacts. Hence the number 
condensing is lessened, or the value of the pressure is not an equilibrium 
value, since the condensation ia not equal to the evaporation. The 
pressure will, therefore, increase until the escape round the edges balances 
the excess of evaporation over condensation. Now this pressure will, in 
genera], be above the atmospheric pressure, for the drop is itself near 
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the boiling-point, where the normal vapour pressure is atmospherii 
that the excess may suffice to sustain the weight of the drop and we . 
not think of it as held up by any outside mechanism. If the pree 
does not suffice, the drop comes lower down, nearer the source of heat, 
the superheating is greater, while the escape round the edges is less, and 
the pressure rises till the drop is sustained. 

A curious case of the spheroidal state may often be noticed when a 
stream of water falls on a water surface. Of the drops which splash up 
and fall down again many will be seen 
to remain some little time as drops 
without coalescing with the general 
body of the liquid. The effect often 
3 when, in rowing on still water, 
e held steady, and the drops 
are allowed to fall on the hitherto un- 
disturbed surface. And it is beautifully 
illustrated when a fiddle bow is drawn 
across the edge of a round glass vessel 
containing methylated spirit. As soon as the vessel vibrates regularly 
a shower of drops is thrown by the vibrating segments of the glass 
towards the centre, where they remain on the surface for a short time, 
forming a most exquisite pattern. 

But though by sudden stretch of surface, and by evaporation in passage 
through the air, the drops are doubtless colder than the general body of 
the liquid, the temperature difference can hardly be enough to account for 
the effect, which in this case is probably due, in some way not yet explained, 
to surface tension. 
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CHANGE OF STATE. LIQUID— VAPOUR (continued). 



The Indicator Diagram for Water-Steam.— The indicator f 
volume diagram givea ua a convenient graphic method of representing 
many of the facta already mentioned io connection with the water- 
steam change of state, and it also serves as an introduction to other facts 




312000 
—Indicator Diagram for Water-Steam. 



now to be described. In this diagram volumes are measured from left to 
right, and pressures from below upwards, starting from two lines OP, OV 
at right angles, Fig. 108. 

Suppose we take I gramme of steam at 0°, and, say, 1 mm. mercury 
pressure, it will have a volume of rather more than 900,000 c.c. This 
will be represented by a point a on the diagram, a distance proportional 
to rather more than 900,000 from OP, and a distance proportional to 
1 mm. from OV. If we gradually increase the pressure, decreasing the 
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volume, but keeping the temperature at 0°, the steam will be represeated 
by successive points along a curve ab, which is nearly a hypertwla, since 
the pressure multiplied by the volume is nearly constont. But when the 
pressure reaches 4-6 mm., and the volume is 200,000 c.c, the state being 
represented by b, condensation normally begins and goes ou at the same 
pressure till all is condensed to water at 0°. The curve, therefore, 
changes at h into a horizontal straight line be, points on this line repre- 
senting different proportions of the mizture of steam and water ; c will 
represent the volume of the condensed water, just over 1 c.c. The 
pressure may now be increased, but the water diminishes only very 
slightly in volume, so that subsequent points lie along a line ed, only 
slightly leaning towards OF. In the figure it is impossible to represent 
the curve on proper scale. It is, therefore, only drawn so as to show its 
general nature. If we now start again with 1 gramme of steam at 50° 
and 1 mm. pressure, its volume will be about 1,100,000 c.c, represented 
by the point a'. As the pressure increases, the temperature remaining 
the same, the volume diminishes, the relation between volume and 
pressure being represented by the nearly hyperbolic curve a'b', till at 
92 mm. pressure and 12,000 c.c. volume condensation begins and goes on 
at constant pressure till all is water. This change is represented by the 
line h'c. The point c' will represent about I'Ol c.c, and is, therefore, 
very near the line ed. Subsequent increase of pressure corresponds to 
the line c'rf', this again only slightly leaning towards OP. Starting anew 
with the steam at 100° and at 1 mm. pressure, the initial volume is 
about 1,300,000. The subsequent changes are represented by a" b" c" d", 
h" corresponding to 760 mm. pressure and 1700 c.c. volume, c" represent- 
ing about 1'04 c.c. volume. The successive curves for each temperature 
are termed imihermaJg. 

We may represent on the diagram any change of volume and 
pressure occurring in a quantity of water substance. For instance, if 1 
gramme of water at 0°, and, say, 92 mm., be gradually heated at 
constant pressure in a closed extensible vessel, it will be represented 
by a horizontal line starting from the point on rtl level with a, and 
cutting all the water-isothermals til! the temperature reaches 50°, when 
it will have reached d. It now normally begins to turn into steam, and 
its course is represented by the line e'b', all at 60°. After b' is reached 
the temperature rises again, and successive steam -isothermats are cut 
along h'f. But if suitable precautions as to vessel and freedom from air 
bubbles are taken, the water may be heated above 50°, still remaining 
water. This iinpliea that the water-isothermals do not end in their down- 
ward course at the points cc'c", but may be prolonged, as represented in 
Fig. 1 09 to ee. Or, again, we have seen that water may easily be heated 
in a very clean glass vessel at the atmospheric pressure to 106° without 
boiling. This would be represented by the point g, where the 106° 
water- isothermal produced cuts the line of 760 mm. pressure. Dufour's 
experiment shows that even the 178° isothermal may be prolonged down 
thus far. 

Another case is afforded by a phenomenon sometimes observed in 
barometer- tubea If the tube is very clean and the mercwy free from 
air, it is possible after filling and inversion, to raise the top of the tube 
tar above 30 inches without detachment oE the mercury from it. Thia 
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e water is above thp mercutj. The water is 
El negative pressure, showing that its isothermal ma; be prolonged 
even below the line OV. Worthington has succeeded in subjecting 
alcohol to a negative pressure or pull of seventeen atmospheres, and has 
measured its expansion under this pull {Propeiites of Matter, p. 1 23). 

But not only may the water-lines be prolonged below the normal turn- 
ing point, but, as described on page 168, if air containing water vapour 
is filtered through cotton-wool into a clean flask, so that it is quite free 
from dust, then it may be either compressed beyond, or cooled below, 






the normal condenaing-point of the vapour present. The curves ai, a'b', 
may, therefore, be prolonged as represented in Fig. 109 by bf, b'f. Juat 
as' the change from water to steam appears to require some gas nucleus, 
BO does the change from gas to water seem to require some liquid or 
solid nucleus. Professor James Thomson suggested that the curves ce, 
6/ ultimately turn round and join, as represented in Fig. 110. 

If this is the case we can hardly hope to experiment on the state re- 
presented by gh, as it would represent that of a substance increasing 
in volume with increase of pressure, evidently an unstable condition. 
But if we could imagine it possible to take the substance round the 
cycle ckhgbhc in a "reversible" manner (chap, xvii.) theu the total work 
done is zero since the temperature is uniform and the area ckh must 
therefore equal the area Tigb. 
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Going back to Fig. 108 itwillbeseen that the length of the horizontal 
portion of the isothermal decreases as the temperature riseK, so that we 
should expect from this diagram alone that above some Umititig isother- 
mal the flat partaof the curve will cease to exist — that is, that the two 
states, liquid and vapour, will gradually approach each other, as the 
temperature rises untU all distinction ceases. 

Critical Point.— This merging of the two states into one, above a 
certain temperature, was first suggested by some experiments carried 
out by Cagniard de la Tour in 1822. He showed that if a proper quantity 
of alcohol was heated 
in a confined space, in 
the presence of its own 
vapour only, up to a 
certain temperature the 
contents of the vessel 
were partly liquid, 
partly gaseous, but that 
at this temperature— 
about 225° 0. — the 
surface of separation 
between the two dis- 
appeared, and above it 
the contents of the 
vessel were entirely 
homogeneous, the two 
states appearing to 
meet. Before the dis- 
appearance of the sur- 
: face of separation the 
surface-tension gradu- 
ally diminished, tend- 
ing to show that the 
distinction was disap- 
pearing. He observed 
the same phenomenon 
with other liquids, and 
Faraday continued the 
researches, making the 
important suggestion that for such gases as oxygen, hydrogen, and 
nitrogen, this limiting temperature is far below ordinary temperatures, 
so that they cannot be liquefied by pressure alone {Researches in Chemutry 
and Physieg, p. 99.) 

But our definite knowledge on the subject was greatly increased by 
the researches of Andrews, who made a careful map of the isothermals 
of carbon dioxide from actual experiment, verifying the existence of the 
limitingorcritical temperature, and showing the shape of the isothermals 
both above and below this critical temperature. 

His apparatus consisted of a long glass tube (Fig. Ill), about 2'5 mm. 
in diameter from c to h, and with a capillary bore from J to a, the whole 
being carefully calibrated. A current of dry carbonic acid gas was 
passed through the tube for some hours, until the proportion of air in the 
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gas issuing from the tube was small and constant It was found always 
to be not less than j aua "^ ^^ whole, and the proportion hod to be 
determined and allowed for. The end a was then sealed, the other end 
closed and afterwards opened under mercury. By suitable manipulation, 



FlQ, 111, — Andrews' Tube tor Brperiments on Carbon Dioxide. 

partly by heating, partly by reduction of external pressure, about one- 
fourth of the gas was expelled, and a short column of mercury intro- 
duced into the tube cb to act aa stopper and index. The tube was then 
placed in position with the open end c in the compression chamber 
(Fig. 112), which was filled with water. By means of the screw S, any 
desired pressure could be applied, the amount being 
measured by a. second exactly similar tube and com- 
pression-chamber, containing air instead of carbonic acid 
gas, and placed by the side, a cross tube connecting the 
two chambers. Each tube was surrounded by a water- 
bath with plate glass sides, not shown in the figure, that 
round the air tube being kept at a constant temperature, 
while that round the carbonic acid gas was raised to any 
desired temperature. 

The diagram (Fig. 113) taken from Maxwell's Theory 
of Heat {5th ed,, p. 120) shows Andrews' results. The 
13-1° and 21-5° isothermals exhibit the normal change 
from the all-gas curve on the right to a horizontal line, 
indicating condensation at constant pressure and a 
coexistence of the two states, followed by a steep rise of 
the all-liquid curve. In the actual results, through a 
small trace of air in the tube, the corners were rounded 
off and the flat part of the isothermals sloped slightly 
upwards, showing that the last part of the condensation 
required a greater pressure than the first. The higher 
isothermals slope upwards throughout, showing no con- 
densation at all. During the compression the substance 
remains homogeneous, and the only relic of the co- 
existence of two states is in the diminished slope at one 
part of the isothermal. Even this has disappeared at 
48"1°. By several experiments the lowest temperature 
at which condensation does not occur was fixed at 30'92°. Fio. 



: the critical temperature for carbon 



grammatic He- 
presentatioD of 
Andrews' Com- 
preesioD Appa- 



This therefore 

If we draw a curve (dotted in Fig. 113), the " border 
curve," through the points where the isothermals below 
this temperature change into and from the horizontal 
straight line, its area includes all the conditions of coexistence of gas and 
liquid at one temperature. To the right the substance is a gas, but one 
for which the volume decreases more than in accordance with Boyle's 
law, that is^ decreases as p increases. To the left, the substance is a 
liquid, and pv ' 
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The critical isothermal just touches the vertex of this dotted curve, 
and, being there nearly horizontal, a slight change in pressure corre- 
sponds to a great change in volume. Andrews noticed that about this 
point any change in pressure was accompanied by flickering movements 
in the tube, showing considerable local alterations in density. 




The Critical Constants, — The vertex of this dotted curve may be 
termed the critical point. It therefore represents a temperature of 
3092°, and a pressure, termed the critical pressure, of about 73 or 75 
atmospheres. The pressure could not be determined quite accurately, 
AS the air in the attached manometer did not change volume exactly in 
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. The volume of unit mass, termed the 
__j ot the volume at the same temperature 
and 1 atmosphere. 

Above the critical isothermal, the only survival of the vaporous con- 
dition is found in the fact that on the right-band part of each curve, 
pv decreases as p increases to a certain point. After this it increases 
as p Increases, and this may be regarded as a survival of the liquid 
condition. The point of minimum value of pv may be considered to 
represent what in the lower isothermals is a change of state. 

Regnault (and his work has been amply verified by Amagat) found 
that with pressures up to 20 atmospheres, p« for air and nitrogen 
decreased as^ increased, while 
it increased for hydrogen. 
(See Properties of Matter, p. 
124.) 

Andrews found that it 
was quite possible to take a 
quantity of carbon dioxide gas 
round from the undoubtedly 
gaseous to the undoubtedly 
liquid condition without any 
condensation. The mode in 
which this was effected may 
be understood from Fig. 114. 

Starting with a quantity 
of gas, say at 13°, represented 
by A, let it be heated at con- 
stant volume till it reaches, 
say, the 40° isothermal at B. 
Let it then be compressed at 
40° until the volume is less 
than that occupied by the 
liquid when just entirely con- 
densed at 13°, this being re- 
presented by C. .Let it then 
be cooled at constant volume 
to D on the 13° isothermal. 

It is certainly gaseous at A, certainly liquid at D, for, on increasing 
the pressure at the former point, condensation occurs, and on remov- 
ing the pressure at the latter point, ebullition occurs. But through- 
out the passage from A to D the substance has always remained 
homogeneous. 

Andrews made the suggestion that the term gas should be restricted 
to the condition of a substance above the critical point, that the sub- 
stance below that point and to the right of the border curve should be 
termed vapour, while to the left of the border curve it is liquid. 

Determinations of the critical constants of temperature and pressure 
and, in some cases, volume have been made for a large number of sub- 
stances by Andrews and other experimenter a Some have used 
Andrews' method more or less modified, but various other methods have 
been employed. For example, Cailletet and Collardeau {Ami. de Chimie 
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et de Physique, 6, xxv. p. 519), experimenting on water, heated the sub- 
stance in a steel tube, and observed the point at which the vapour 
pressure ceased to be oae-valued and became dependent on the amount of 
water present. Up to the critical point the pressure of vapour in con- 
tact with the water was definite at a deEnite temperature, but as soon 
as that point was passed the contests of the vessel were homogeneous, 
and the pressure depended on the amount of water dealt with. They 
found a critical temperature of 365° C, with a critical pressure of 
2 00 '5 atmospheres. 

The refractive index has also been used to find the critical point. 
In the researches of Prinz Oalitzine and Wiliss (Congres International 
de Phygique, 1900, i. p. 668), the refractive index of a substance near 
the critical point was measured either by using the substance as a 
cylindrical lens and observing the refraction or by inserting a small 
angled prism in a tube containing the substance and finding the refrac- 
tion due to the prism. The refractive indices ot the liquid and vapour 
approach each other as the critical point is approached and at that point 
are equal. For ether the meeting point of the refractive indices was 
found to be /i= 1-12 at 193-7° C. 

In these experiments as in others it was found that near the critical 
point very great variations in density occurred in the successive layers, 
variations only eliminated by stirring. 

The isothermal is very nearly horizontal at the critical point and 
very minute changes of pressure may bring about large volume changes, 
and with the volume changes temperature changes may ensue, so that 
it might be expected that there would be difficulty in obtaining homo- 
geneity of the contents of the vessel even just above the critical point. 
But the variations are so large that many observers doubt whether the 
liquid and the vapour do actually meet in all their physical qualities at 
the critical point. They regard the critical point as that at which the 
densities coincide. Tbey suppose that slightly above the point the 
liquid is still liquid, and may have a different density from the gas and 
a different molecular grouping. The evidence on this point is hardly 
conclusive yet. 

Ramsay and Young, and later Young {Phil. Mag., xxxiii., 1892, 
p. 153, and in other papers^ have measured a number of critical con- 
stants. The pressures and temperatures were obtained by the direct 
method of raising the temperature and observing the vapour pressure 
at the critical point, when the liquid meniscus disappeared. The 
critical volume was found by heating the substance above the critical 
temperature, and then cooling it by sudden expansion till there was 
a temporary separation between liquid and vapour. The volume 
at which this just took place on slight expansion was taken as the 
critical volume. MM. Cailletet and Mathias {C.R., cii. p. 1202; 
civ. p. 1663) have found that in many cases the critical volume can 
be calculated on the assumption that the mean of the liquid density 
and saturated vapour density changes uniformly with the temperature, 
so that on a density temperature curve it would be a straight line. 
If then these densities are known for a lower range of temperature 
and if the critical temperature is known, the critical density is easily 
determined. 



IV Google 



CHANGE OF STATE— LIQUID- VAPOUR. 193 

We give below a few critical coDstants, but it must be remembered 
that the results obtained by different observers are not coincident : — 





Temperature. 


Pressure in 


Volume of 
1 gramme. 


Molecular 
Volume. 


Benzene . 
Ether . 
Ethyl alcohol 
Water 


288-5 
194-4 
243-1 
365 


36395 

27060 
47850 
152380 


3-293 
3-801 
3-636 


256 3 

280-7 
166-9 



Van der Waals' Equation — The equation of Van der Waals' (p. 152) 

(r+i)(.-6)-Ee 

is of great interest in connection with the critical constants of pressure 
volume and temperature, in that above a certain value of d it is repre- 
sented by curves having the general form found by Andrews, while 
below that value the curves are of the form suggested by J. Thomson, 
and represented in Fig. 110. 

The equation may be arranged as a cubic in v, viz., 



-(-?)- 



ah 



and this has either one or three real roots for given values of p and 6. 

Taking a given isothermal, say the lower curve in Fig. 115, it will 
he cut only once by an equal pressure line if the pressure is less than 
that at B, and only once again if the pressure is greater than that at D. 
Between these values it will be cut three times as in A, C, E. 

In the first case the substance is a vapour ; in the second, a liquid ; 
while in the third case it may be either a liquid, at A, or a vapour at E. 
The volume C is only realisable experimentally if ACE represents the 
vapour-pressure at the temperature chosen. It is then a definite mixture 
of vapour and liquid. But the equation hardly means this. It rather 
indicates that it is conceivable that the substance might be brought quite 
continuously all in one state round the curve EDOBA. We shall suppose 
that if ACE is at the height of the vapour-pressure then the areas 
ABC, CDE are equal (p. 187). Now plotting all the isotbermals: the 
equation agrees with observation in showing that ABODE gets less and 
less, and that ACE draw nearer and nearer together as the critical 
temperature is reached. At that temperature they coincide. Hence, 
if we insert in the equation the critical values ;<, and $, the equation has 
three equal roots. 

Comparing then 



with 






P^ 
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!Now, if the equation is a correct 



ion of the behaviour of 




gases and vapours, a caa be determined from the change of pressure with 
temperature of the gas when at constant volume, while 6 can be deter- 
mined from the change in pv with change of pressure at constant tempera- 
ture. R may then be found by inserting any three values of ji, r, and 8 in 
the equation. For details of the calculations we refer to Van der Waals' 
paper {^Phyniral Memoirs, vol, i., p. 390). He finds for carbonic acid 
the equation 

(p + ^I^^I^Vd - 0-0023) = 1 00646 (\+«.t) 

where the unit of pressure is 1 atmosphei'e, the unit of volume the 
volume of 1 gramme at 0° and 1 atmosphere, and f is the temperature 
centigrade. 
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From this the critical pressure is 276^'^''^ atmospheres, 

while the critical temperature is ^_ - ■ = 32'5°, 

'^ 276R 

which are values not very far distant from those found by Andrews. 

The values of a and h, however, are not determined very exactly, and 
the best test of the equation is probably to be found in the comparison 
with experiment of certain deductioua from it which we shall now 
discuss. 

Reduced laotbermals- Oorresponding Temperatures.— If we 

express the pressure, volume, and temperature for a given condition of a 
substance as fractions of the critical values, viz. : — 

ea 



(e + l)(3»-l)-8» (1) 



from which a and b, which refer to a particular gas, have entirely dis- 
appeared. 

If the same value of m is taken for different gases which have critical 
points 0f, BJ, &c., the temperatures indicated by m6„ m$J, &c.,are "cor- 
responding temperatures." Thus the absolute critical temperatures for 

ether and water are 470° and 638° about. If we put "i = s. t^^n * temper- 
ature of 235° absolute, or - 38° C. for ether corresponds to 319° absolute, 
or + 46° C, for water. The above equation shows that if m is constant, 
i.e. if different substances are taken at corresponding temperatures, then 
the relation between e and n is definite, and the same for all substances. 
We have, in fact a cubic in n, a Van der Waals' equation, in which 

a = S, ^ = 5ilt = s> **i'^ giving to m a succession of value^ we obtain a 

family of curves representing the relation between e and n, of the same 
general form as the isothermal curves given by the original equation. 
These general isothermals are called Reduced Isothermals. To apply 
any reduced isothermal to a particular gas we must multiply the in for it 
by 0, to get the temperature, and must multiply the values of e and n at 
any point hyp, and v, respectively to get j) and v. 

The line on a reduced isothermal corresponding to the horizontal 
vapour-pressure line on a pv diagram is the same for all substances. We 
may prove this as follows ; — The horizontal vapour-pressure line cuts the 
continuous pv curve in three points, and, as we have seen, makes equal 
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areas above and below, as bgh and kbe in Fig. 110. This is expressed by 



P(Vg - Vj) 



i''" 



where pv relate to the continuous curve, P ia the vapour pressure, Y^ 
and Tg the liquid and vapour volumes. 

If we now substitute in terms of the critical values, putting p = ej>c, 
V = nVf, P — Epa Vj = jijUp Tg = n^v^, p,v, divides out and we have 



»(»,-",)-/'«* 



an expression which shows that the areas cut off bj the E line on the en 
diagram are equal above and below. Substituting from equation ( 1 ) put 
in the form 

^ 8m 3 
" 3n - 1 «« 

we see at once that we can integrate. Then using the equations which 
state that Ej, WpEj, n, are on the curve, we get two more equations which 
might enable us to find E, n^ and tig if this were needed. But it is enough 
to note that for the same value of tn, E, n^ and n, are the same for all 
substances. In other words, at corresponding temperatures the saturated 
vapour pressures are the same fraction of their critical pressures for all 
subsl^nces, and the liquid volumes and the vapour volumes are the same 
tractions of the critical volume for all substances. 

Coirespondii^ Pressures and Corresponding Volnmes.— If 

we take corresponding temperatures for different substances, the vapour 
pressures at those temperatures are corresponding pressures. The 
liquid volumes just before evaporation begins and the vapour volumes 
just when it is completed are termed corresponding liquid and corre- 
sponding vapour volumes. 

This constancy of E, Kj and w^ for given m gives us a result which 
can be more easily compared with observation than the original equation 
between p, v, and $. Thus Van der Waals used it to calculate the 
boiling point of carbon dioxide from its known constants and those of 
ether. The critical pressure of carbon dioxide is 72 atmoa. and its 
critical temperature is 303'9° absolute. For 1 atmosphere, then, e~-=- 

!Now the critical pressure of ether is 36'9 atmos. and the critical tempera- 
ture is 463°. The corresponding pressure is 36-9 x 760 x e = 384 mm., 
which is the vapour-pressure of ether as obtained by direct experiment 

at'16-9° C. or 289-9° absolute. Then m = ?5Hjf = 0-625, and the corre- 

463 
sponding temperature for carbonic acid is 303'9 x 0626= 190° absolute, 
which is very nearly in agreement with observation of the boiling-point. 
Yoang{Phil. Mag., ^xsin., 1892, p. 153, and in later papers) has examined 
the behaviour of a number of liquids and vapours with regard to their 
corresponding quantities. He finds that Van der Waals' result is not 
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far from true tor the lialogen derivatives of benzeoe, but that for many 
other substances it does not hold. The equation and its deductiona 
are to be regarded not so much as expressing the actual relations for 
Bubstancea in general as an approximation for some substances sufficiently 
near the truth to suggest lines of experiment, while its divergence from 
the truth in other cases found by these experiments may ultimately lead 
to some more correct and more general equation. The modifications 
hitherto suggested, while more difficult to deal with, are hardly more in 
accordance with experiment,* 

LiqaefactiOQ of Oases. — When Andrews made his celebrated 
researches, several gases, as oxygen, nitrogen, carbon monoxide, and 
hydrogen, had never been liquefied, and such gases were often termed 
permanent gases. But the results which Andrews obtained with carbon 
dioxide gave weight to the suggestion of Faraday that these gases were 
far above their critical points at ordinary temperatures, and that they 
could only be liquefied by cold as well as pressure. Acting on this idea, 
Cailletet and Pictet, working independently, both succeeded at nearly 
the same time in 1877 in liquefying oxygen and other gases. The 
general principle of their experiments, though carried out with very 
different details, consisted in compressing a quantity of gas under 300 or 
500 atmospheres, cooling it by surrounding the containing vessel with 
liquid sulphurous acid or liquid carbonic acid evaporating freely, and 
then making a sudden expansion of the gas thus compressed and cooled. 
The work done by the sudden expansion implied a further transfer of 
energy from the gas, which fell below its boiling point and became 
liquid. In Cailletet's early experiments the volume of the containing 
vessel was suddenly increased, and the liquid appeared as a mist. In 
Pictet's e^eriments the gas was allowed to issue through a nozzle, the 
gas behind doing work on that in front, and cooling so far that ulti- 
mately it issued as a liquid jet, and sometimes even gave signs of solidifi- 
cation. There were doubtful indications of the liquefaction of hydrogen. t 

Much valuable work on the liquefaction of gases was done by 
Wroblewski and Olzewski, at first working together and later inde- 
pendently. They used the evaporation of liquid ethylene as a cooler, 
and to find the temperature reached they used either a hydrogen ther- 
mometer or a thermo-electric couple. Olzewski ultimately used a 
platinum resistance thermometer. In some of his experiments he 
pliMjed a graduated test tube in the tube containing the compressed 
gas, but separated from it by a narrow space. On the expansion, liquid 
collected in and round the test tube. That inside the test tube was 
protected by an evaporating liquid jacket, and could be preserved for 
some time. The boiling point could then be found. Collecting the 
vapour or gas given off from a measured volume of liquid, the liquid 
density could be determined. 

Dewar was also one of the early workers in the field, and has made 
very valuable researches, on a much larger scale than any other worker. 

* Further information as to Van der Waaln' equation will be foond in Nernst's 
Theorttical CAemUtiy, 

+ A full account of the yariouB melhods of liquefying gases, with a valuable 
histor; of the subject, will be found in Hardeo's ikqtiefatli/m of Oa»a aod TraverB* 
Slwlg of Qam. We only meatiou a fen norkera to illuattate methods. 



„Google 



198 HEAT. 

He greatly aided the study of the liquids and their use as cooling agenta 
by the iatroduction of a special containing vessel, to catch the condensed 
gas issuing from the expansion nozzle and to keep it for a long time 
liquid at the atmospheric pressure. The vessel is a double-walled glass 
_ globe with a vacuum between the walla, as in 

Fig. 116, the surfaces in the evacuated space 
being silvered or, later, covered with a film of 
mercury, secured merely by condensation of 
mercury vapour rising from a tew drops of 
mercury left in the space. The evaporation from 
liquid air or osygen in such a globe is only a 
small Fraction of what it is in a single-walled 




About 169-1-95 a new step was taken in the 
inlroduction of the "regenerative" methotl. There 
has been much discussion as to priority of dis- 
covery, but it is enough here to say that it was 
used very nearly at the same time by Dewar, 
Hampson, Kammerlingh-Onnes, Linde, and Tripler. 
, The principle of the method may be understood 
Vacuum Vessel (Sec- from Fig. 117. which is merely a diagrammatic 
tion). sketch. The gas is forced by a pump P at very high 

pressure through a cooler C, which removes t£e 
heat developed by the compression, and the gas flows on at the ordinary 
temperature to the regenerator R, where it passes down a spiral pipe to 
a nozzle K". From this it issues with a sudden fall of pressure from 
that of the pump to that of the atmosphere. There is considerable 
cooling of the issuing gas, which in turn cools the spiral pipe by which 




coming to the noszle. 
Thus the next issuing 
gas falls still lower in 
temperature, cools the 
spiral still more, and 
so on, till ultimately 
the gas issues as liquid 
and falls into the col- 
lecting vessel V. No 
cooler below the ordi- 
nary temperature is 
required, the cooler C 
merely reducing the 
gas to the temperature 

It is to be noted 
that the expansion at 
die nozzle is not adiabatic, i.e. not one in which the gas has to use up 
its own energy in pushing out its surroundings. The pump behind is 
continually doing work and supplying very nearly all the energy which 
the gas requires to push its way onwards, when it comes out of the 
nozzle. The conditions are much more nearly those of the porous 
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plug experiment of Thomson and Joule {chap, xix.), and the cool- 
iog is chiefly due to tte conversion of molecular kinetic energy 
into potential energy in the work done against the internal forces. 
At the ordinary density of a gas so few of the molecules are at any 
one instant near each other, tha,t we may consider that all the 
molecules have the potential energy of complete separation from tbeii' 
fellows. But when the gas is at several hundred atmospheres, and 
still more when it is cooled far on its way to the absolute zero, a very 
large proportion of the molecules are close togethei' and are exerting 
cohesive forces. If now expansion occurs, work has to be done in 
separating them, or at any rate in separating a very large proportion of 
them, and cooling results. 

In Joule and Thomson's rest^arches hydrogen alone showed no certain 
evidence of such cooling, but even hydrogen at the pressures used in the 
regenerative method appears to cool with the rest when it is at a 
sufficiently low temperature initially. 

Though hydrogen was not liquefied in the earher experiments, 
Olzewski was able to reduce it to a veiy low temperature, and to calcu- 
late its boiling-point from its behaviour, and in 1898 Dewar succeeded 
in obtaining and keeping it liquid by cooling it first to -206° C.,and then 
allowing it to issue from a nozzle into a vacuum vessel. Later be suc- 
ceeded in obtaining solid hydrogen.* 

The temperatures of the boiling points and melting points of these 
ordinarily gaseous substances are not found with pe^ect consistency 
with different instruments, but the various experimenters obtain results 
not very far apart. 

The following are some of these (Travers, Study of Oases, p. 247) : — 



Critical Critica! ^^J^ It^lUug- 

1 T^pem- Pressure ^^^^ p^^^_ 

™.«, Absolute. Absolnte. 



Argon 

Carbon Dioxide . 

Carbon Monoxide 

Hydrogen , 

Nitrogen . 

Oxygen 



* An account of the liquefaotioi 
Ma^.. 1901, 1. p. 411. 
i Andrews. 




of hydrogen is given bj Traven 
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CWAPTER XIL 
CHANGE OF STATE. SOLID— LIQUID. 

Melting of Ice and Melting of Waj — Melting of Ice at a De&nite Point and on tbe 
Si^face only — Latent Heat— Supercooling— Regelation— Effect of PreBsure on 
Melting Point — Melting Points of Solids — Explanation of Melting on tbe Kinetic 
Theory — Resemblance of Sohition to Fosion — Evaporation from Solids, 

Meltiog of Ice and Melting of Wax.— The change from the solid 
to the liquid state ut&y be illustrated by the familiar examples of the 
melting of ice and the melting of fatty or waxy substances. The latter 
&re probably mixtures, and the process may be complicated by the melt- 
ing of one constituent before another. But, however this may be, we at 
once observe a difference between the two cases. A piece of sealing- 
was, as its temperature rises, gradually softens from a solid into a 
viscous liquid without any discontinuity, and on cooling it gradually 
hardens again into a solid. 

Melting of Ice at a Definite Point and on tbe Sarface onl;^- 
— A piece of ice, however, remains solid to tbe moment of melting — it 
ie never really soft, and in the converse process of freezing, the water 
does not gradually get thick, but crystals of quite solid ice form within 
it. If we take a quantity of ice below the melting point, and gradually 
supply beat, keeping the ice at a uniform temperature throughout, the 
ice rises up to 0°, stilt continuing solid. The surface of the ice then begins 
to melt, and if care is taken to keep the temperature still uniform through- 
out, no further rise takes place till the whole of the ice is melted, the 
temperature remaining at a perfectly definite point. Indeed, on the 
constancy of this melting point depends our system of graduating ther- 
mometers. The ice melts at its surface alone, and there is no softening 
into a plastic condition, as in the case of wax. 

Latent Heat. — The heat taken up by each gramme of ice, in 
turning from ice at 0° to water at 0°, is constant in amount, and is 
termed the " latent heat " ot water. 

Freezing. — Taking the converse process, if a quantity of water be 
cooled down gradually, the temperature being kept uniform meanwhile 
by stirring, the water remains liquid without any sudden or remarkable 
increase in its viscosity. At 0°, crystals of solid ice begin to appear, and 
grow at the expense of the water. The temperature is arrested at 0° 
throughout the mixture, if the stirring is kept on while the ice is grow- 
ing. The same amount of heat per gramme is given up to the surround- 
ings as was absorbed in the change from ice to water. 

Supercooling, —If we begin again and, instead of stiri'ing the water, 
we keep it as quiet as possible during the cooling, then, in general, tbe 
temperature falls continuously past 0° to perhaps -3° or —4°. Next, 
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freeziog sets in, and the temperature immediately leaps up to 0°, and 
remains there, during the rest of the process of solidification, the latent 
heat yielded by the ice first formed being sufBcient to raise the tempera- 
ture of the mixture to 0°. This frequently occurs in jugs of water left 
standing quietly in cold weather. There is no ice in the water while it 
is quiet, but the moment the jug is lifted up and its contents poured out, 
a number of minute crystals of Jce form in the water, showing that the 
latter must have been below 0°, for the latent heat of the water given 
up on freezing can only be accounted for by supposing that it has raised 
the temperature of the water. If the water be covered with a layer of 
oil, it is stUl easier to produce this pheuomenon, and without any trouble 
the temperature may be lowered to - 6° or - 7° without freezing. In 
this state the water is said to be superfused. If a crystal of ice be 
dropped into the liquid, freezing at once commences on this as a nucleus, 
and the auperfusion ceases. Or a sudden shock will often put an end to it. 

There is a sudden change of volume on the change from water to ice. 
As we have already seen, water is most dense at +4°, and it expands 
slowly as the temperature falls. If the water be kept superfused, the 
expansion is continuous. But if the water changes to ice at 0°, there is 
a sudden increase of volume, 1 c.c. of water becoming 1-09 cc. of ice. 
The ice contracts on cooling below 0°. 

Similar phenomena are noticed in the melting and freezing of other 
substances. For instance, phosphorus melts definitely at 44-2 ; if kept 
u^er water it may be cooled in the superfused condition far below this ; 
but a sudden shock, or the introduction of a glass rod previously rubbed 
with phosphorus, is followed by solidification. With sulphur, melting 
at 115°, the superfueion is still more marked. These substances also 
have definite latent heats on melting, and show a sudden increase of 
volume — 1 c.c. of solid phosphorus melting to 1*034 of liquid and 1 c.c. 
of solid sulphur melting to 1-05 of liquid. 

Regelation. — Faraday first directed attention to a remarkable 
pljenomenon, now known as " Regelation." If a number of blocks of ice 
at 0° be pressed together they adhere at the points of contact. This 
effect, as remarked by Faraday, is very familiar in another form. Snow 
near the melting-point will easily bind into snowballs ; but if below 0° 
it is powdery, and will not form a cohesive mass. Similarly the blocks 
of ice will not adhere if below 0°. 

Tyndall showed that ice at 0° could bo moulded by great pressure, 
the ice breaking up under the pressure, and then freezing together at 
the points of cou^ct. By continued fracture and regelation, the 
crevices are filled up, and the ice forms a transparent continuous mass 
which has the shape of the mould. 

The motion of glaciers has been ascribed to regelation. It has been 
observed that the whole mass of a glacier flows like a stream of water 
down the valley in which it lies, but with exceedingly small velocity, the 
centre of the glaciei' flowing more rapidly than the edges. Forbes found, 
for example, that the Aletsch glacier flowed in " mid-stream " at one point 
about 14 inches in 24 hours, while near the edge it flowed only 3 inches in 
the same time. In winter, the speed is considerably less than in summer. 
Now the ice of a glacier is pretty nearly at 0° through the penetration 
into all the crevices of the water melted at its surface. The e 
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Btraius to which the ice is subjected continually fracture it, and the 
fracture allows slight yielding to the strain. Owing to the preeaure, 
regelation immediately occurs and the pieces join together again. This, 
no doubt, is a partial explanation, but from ezperimeDts made by 
M'Connel and Kidd (Prm. R.S., xliv., 1888, p. 331) it appears that ice 
when consisting of an irregular aggregation o£ crystals behaves like a 
viscous solid. They found that bars of ice of regular crystalline struc- 
ture showed only exceedingly minute changes in extension and com- 
pression under continued pulls and pressures, while bars of irregular 
structure, formed of aggregations of crystals with their axes in all 
directions, went on extending or lessening in length under continued 
forces. The changes may be due to slipping along the cleavage planes. 
The possession of a sensible vapour-pressure by ice shows a certain 
mobility or power of escape of the molecules near the surface, and if we 
suppose this mobility to exist within the mass we may suppose that there 
will be considerable vaiiatiors of strain from point to point in the irre- 
gular aggregation. The mobile molecules will tend to move from points 
of greater to points of less strain, and will perhaps fill up the gaps which 
the slipping tends to form. Thus the mass keeps continuoua The 
crystalline structure of glacier ice is of this irregular type. 

The viscosity of metals is probably due to a similar irregular 
crystalline structure, and though we have not such clear indication of 
internal molecular mobility it doubtless exists.* 

Begelation has been explained by supposing that the interior of the 
blocks in contact is slightly below 0°. The points in contact at 0° are by 
the conlaict surrounded by portions of ice below 0°, and are thus cooled, 
and the water on the surface is frozen so as to form a solid bridge. 
Doubtless there is sometimes an effect of this kind. But it would take 
place with very great slowness, as the latent heat of the newly formed 
ice would have to be transmitted through the badly conducting surround- 
ing ice to the colder ice inside the blocks. 

In order to remove this difficulty, Forbes and others have supposed 
that ice passes gradually into water, so that on the surface of a melting 
block there is a layer which may be regarded as either " plastic ice " 
or "viscid water." When two such blocks are brought together, 
any water between them need not give up its whole latent heat, but just 
enough to become either " plastic " or " viscid," and the connecting- 
bridge is formed. But there is no independent evidence of this plastic 
condition. In freezing water, the ice always forms at definite points, 
crystolliaing out from the water— the water showing no tendency to 
become viscid. Indeed, as we have seen, water may be cooled easily 
below 0°. A mixture of ice and water kept at 0°, and neither gaining 
nor losing heat from its surroundings, remains ice and water, whereas 
if the plastic condition existed the whole of it should, as pointed out by 
Helmholtz, gradually assume the viscid condition at a uniform tempera- 
ture. The use of ice calorimeters, too, is founded on the supposition 
that there is no such -gradual transition but that the heat given up is 
used to convert true ice to true water. If there is any intermediate 
condition, we must make the improbable supposition that the contraction 
in passing through any part of that condition is proportional to the heat 
* See Propertiet of Matter, p. 69. 
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received. We must, therefore, reject the supposition of a continuous 
change from liquid to solid, and regard the change from ice to water as 
discontinuous, like the change from water to steam. 

iLffect of Pressure on the Melting Point. — The true explanation 
of regelation is probably given by a fact first predicted from theory by 
James Thomson, and since verified by his brother, Lord Kelvin, viz. : — 
that the melting point of ice is lowered by pressure. The following 
general explanation of this eSect is not to be regarded as at all strict, 
but is given merely as enabling us to think of the main features of the 
process. A more complete proof will be found in chapter xix. 

Let us take a mixture of ice and water at 0°. Any further melting 
will decrease the volume ; any further freezing will increase it. Now, 
subject the mixture to great pressure, and let us assume that the mixture 
will yield to this pressure in the most effective way. This will take 
place if some of the ice melts. In melting, latent heat will be taken up, 
and the mixture will consequently cool until there is once more equUibrium 
between the ice and the water at a lower temperature — in other words, 
the melting point is lowered. If the pressure is still further increased 
more ice melts to yield to it, more latent heat is taken up, and the 
mixture will cool still further till a new melting point is reached. 

Similarly, with substances in which there is an expansion on melting, 
pressure will raise the melting point. For, on subjecting a mixture of 
solid and liquid to pressure, the mixture will yield most effectively 
by solidification, latent heat is given up and the temperature is raised. 

To explain regelation by the lowering of melting point by pressure, let 
us suppose that two blocks of ice at 0° are pressed together. The pressure 
lowers the melting point below 0°. Some of the ice at and near the 
surface is subjected to this pressure, and is, therefore, above the new 
melting point. It melts, and taking up latent heat it cools the liquid 
and the surroundings to the new melting point. The cooled water is 
squeezed out to the space between the two blocks where there is no 
pressure, ao that the water is now below its freezing point. Therefore, 
being in contact with ice, so that there is no superfusion, it freezes again 
aud forms a bridge connecting the two blocks. In fact, the effect of the 
pressure is to transfer the ice from points of greater to points of less 
pressure, the ice, however, liquefying in order to effect the passage. On 
the viscous theory of ice, it also passes from points of greater to points 
of less pressure, but without liquefying. 

The lowering of the melting point of ice by pressure was verified by 
Lord Kelvin * as follows : He enclosed a mixture of ice and water 
in an Oersted's piezometer, consisting of a stout glass cylinder provided 
with a screw. A thermometer — with ether in place of mercury, to secure 
greater sensitiveness — was enclosed in a protecting glass tube, and placed 
in the mixture, the port of the scale to be used being kept free from ice 
by a lead ring, so that it could be seen. The pressure was indicated by a 
glass tube closed at one end, and just full of air at the atmospheric 
pressure. This was put into the piezometer with the open end down- 
wards. 

When a pressure of several atmospheres was put on, the temperature 
fell and remained steady, the fall being about 00075° per atmosphere, 
* MaiianatieaZ and PhytKol Papert, vol. i. p. 165. 



„Google 




204 HEAT. 

this fall agreeing very closely with that predicted by Prof. James 

Thomson. Dewar (Proc. R.S., xxx,, 1880), using apparatus like that of 
Cailletet for the liquefaction of gases, found that up 
to 700 atmospheres the reduction was proportional to 
the pressure and at the rate of 0-0072° per atmosphere. 
Experiments have also been made by Bunsen and 
Hopkins. Bunsen used a bent tube (Fig. 118), con- 
taining a small quantity of the substance to be 
tested at the end of the shorter limb CD, which was 
closed after its introduction. Mercury extended from 
D round the bend, filling the wider part E of the 
tube, and rising some distance in the capillary tube 
AB. The end A was closed when the quantity of 
mercury was suitably adjusted. The mercury, on 
heating, expanded and compressed the air which 
served both as a manometer and as a spring to exert 
pressure. This pressure and the melting point when 
it was exerted could be observed. Bunsen found that 
100 atmospheres raised the melting point of sperma- 
ceti about 3-2°, and that of paraffin about .^-fi". 
s Hopkins, using an iron cylinder in which the 
te™™ilTn ^'*'' t°h e ™elti«ig ^^'^ indicated by the fall of a ball of ii-on 
Kaiaing of the witbin the cylindei', was able to put on greater pres- 
Melting Point by aures, raising the melting point of spermaceti, for 
Pressnre. instance, from 51° to 80-2° by a pressure of 732 

atmospheres — a result nearly agreeing with Bunsen's. 
Melting Points of Solids.— Various methods have been used to find 

the melting pointe of solids. The simplest is to employ an arrangement 

similar to that used for fixing the zero point of thermometers. Heat 

is very gradually supplied to a mixture 

of the liquid and solid, and the steady 

point observed. The melting point of 

a substance like pai-affin may be de- 
termined by filling the capillary part 

of a bent tube (Fig. 119), with the 

substance when liquid, freezing it, and 

then immersing the tube in a bath, 

and noting the temperature at which 

melting occurs. Camelly determined 

the melting points of many salts which 

melt at a high temperature, by heating 

a small quantity in a platinum crucible 

of mass large compared with that of 

the salt, and then, at the moment of 

melting, dropping the crucible into 

a calorimeter. The quantity of Leat 

given up allowed the temperature at Fio. 11 a. —Melting- Point Apparatus 

melting to be calculated from the 

known specific heat of platinum — the heat given up by the salt being 

negligible. 

Latent Heat. — The latent heat of many solids may be found by 



IV Google 



CHANGE OF STATE— SOLID— LIQUID. 205 

an experiment resembling the determination of the specific heat by the 
method of mixtures. If the specific heat of a substance in the liquid 
state is a-, and in the solid a-', while its latent heat is L, then on cooling 
w grammes of it from the liquid state, d above the melting point, to the 
solid state, B' below the melting point, the total heat given up is 

u,{ae + L + <T'0'), 
and knowing the capacity of the calorimeter in which the cooling takes 
place, and the rise of temperature of the calorimeter, this heat may be 
measured, u-and a-' may be found beforehand and then one observation 
will give L. If not, .separate experiments in which $ and 6' are varied 
will enable us to determine all three quantities. 

This method was employed by Peison, who warmed the substance in 
a small copper vessel, and then immersed the vessel and its contents in 
the calorimeter. 

For the latent heat of ice, Bunsen made use of his calorimeter, de- 
termining the quantity of ice melted by pouring into the calorimeter a 
known quantity of water at a known temperature. 

The following are a few values of latent heat : — 

PersoD. Bunsen. 
Water, . . 79-2 802 

Phosphorus, . . 5-0 — 

Lead, . . . 536 — 

The Explanation of Melting on the Kinetic Theory. 

We have already pointed out that, in cases of fusion resembling that 
of ice, there is no gradual change from solid to liquid — no softening 
throughout the mass — and that the melting always occurs at the surface. 

Again, in the converse process, ice is not spontaneously formed within 
the body of the water till at least many degrees below zero, even if then, 
and, in general, solidification requires the presence of ice or some dis- 
turbance to start it. 

We cannot, therefore, regard the two states as in any way continuous 
one with the other. At melting, there is an abrupt change. If we have 
a piece of ice in water at 0°, on supplying heat the water grows at the 
expense of the surface ice, and on withdrawing beat the ice grows at its 
surface at the expense of the water. This closely resembles the change 
from liquid to gas by surface evaporation, which we explained by suppos- 
ing interchanges of molecules between the gas and liquid, and the 
resemblance suggests an explanation of a similar kind for the change 
between solid and liquid, in which this also is regarded as a matter of 
exchange of molecules. 

Perhaps we may make this explanation clearer by considering an 
ideal experiment. 

Let A and B (Pig. 120) be two bulbs containing ice and water 
respectively, and connected by a tube C, the space above the ice and 
water in A and £ and in the tube C containing water vapour only. Let 
the bulbs be surrounded by a constant temperature bath, so that both 
are at exactly the same temperature. 

tf this temperature is 0° C, the vapour-pressures of ice and water 
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are each equal to 4'6 mm., and each will be in equUibrium with the vapour, 
neither growing nor diminishing. It the temperature is - 1° C, the 
pressure of water vapour exceeds that of ice vapour by nearly ^j mm. 
Hence, when the water vapour has saturated the space, the pressure in 
A will esceed the maximum for the ice, and the ice will grow. Distilla- 
tion will go on into the bulb A till all the water has gone from B. 

If the temperature of the bath rises ever so little above 0°, the 
vapour-pressure of ice exceeds that of water, and the vapour from the 
ice tends to supersaturate the space above the water, and condensation 



goes. 



n in £. But the condensation i 






It confined to B ; it oi 



1 the surface of the ice, and melting takes place there. 
Suppose now that we have a mijtture of ice and water at 0° ; imagine 
each block of ice to be separated from the surrounding water by an 
indefinitely thin vacuous layer ; evaporation will take place into this till 
the common vapour-pressure is reached, and then a steady state of equal 
interchanges is arrived at. If the temperature falls below 0°, the ice 




:e than it gives up ; if the temperature rises above 0°, the ice 
gives up more than it receives. 

Now let us do away with this vacuous space, and replace the evapora- 
tion by the " mobility " of the molecules, using this term to describe the 
tendency of the molecules to escape from their position — in this case 
from the surface. This mobility is to some extent proved to exist by the 
evaporation. Then, at 0° the mobilities are equal. Above 0° the 
mobility of the ice molecules is the greater. Below 0° the mobility-oE the 
water molecules is greater. We may remark that probably the passage of 
molecules across the bounding surface of ice and water is much greater 
than the passage across the surface of ice or of water into a space 
only containing gas. For in the one case, we have the pull of the 
solid or liquid molecules in front assisting the escape, while in the other 
we have only the feeble pull of the gas in the space. 

I?here is one fact which remains to be explained on this theory, that 
is, the melting of ice at 0°. No attempt to raise ice above 0° has as 
yet succeeded^melting always takes place at the surface. 

The effect of pressure in lowering the melting point is explained by the 
greater mobility due to the pressure. We know that in general pressure 
increases mobility. Thus, in viscotis solids there is a transfer from 
points of greater to points of less pressure, or there is more mobility 
at points of greater pressure ; and we know, too, that the vapour-pressure 
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of a liquid or of a solid is slightly greater at greater pressures (see 
chap, xix), which again implies that pressure increases the mobility. It 
cas be shown that the effect on the vapour-pressure of a given increase 
of pressure is greater for ice than for water. Hence, we may suppose 
the mobility of ice increased more than that of water by a given pressure, 
and by putting a sufficient pressure on to a mixture of ice and water 
below 0°, the mobilities can again be made equal. 

If we seek to rep^sent the behaviour of ice and water on an indicator 
diagram, we get curves whose general course is shown in Fig, 121. 
There is no attempt here to draw to scale, the diagram merely represent- 
ing the characteristic features. It is probable that the horizontal 
portions would diminish gradually after a time as the expansion of water 
for fall of temperature increases, and ultimately there may be a critical 
point at which the volumes of ice and water become the same. Below 
thistemperaturetherewould, 
perhaps, be a gradual passage 
from ice to water.* 

In mixtures, softening 
may take place gradually 
witii rise of temperature 
through the melting of one 
constituent, which then, per- 
haps, dissolves the others. 
If this occurs on reversing 
the process, aupersaturation 
and superfuaion may come in 
to lower the solidifying tem- 
perature. This is observed 
with fata. If the melting is 
a true continuous change 
from solid to liquid beyond 
the critical point, then, on 
reversing the order of change of temperature, the change of state should 
be exactly reversed. Perhaps this kind of melting may be found to 
occur in metals which soften as the temperature rises. 

Resemblance of Solution to Fosion. — In several respects solution 
and precipitation from solution resemble fusion and solidification. If a 
salt is placed in excess in a solvent, a state of equilibrium is reached, 
when the liquid is said to be saturated. If the mixture of salt and 
solution is subjected to pressure, more salt ia dissolved if the solution 
occupies a volume less than that previously occupied by the constituents. 
If the volume of the solution ia greater than that of the constituenta, the 
pressure is accompanied by deposition from solution. 

Again, in most cases, lise of temperature increases the amount of 
salt taken into solution. If the warm saturated solution is poured off 
the salt into a clean vessel, it is easy to cool the liquid without de- 
position of the salt, though the amount dissolved ia now greater than 
that corresponding to the saturated condition. The liquid is then said to 

• Tammann {Aim. der P/>ytik, l»0O, II. 1, 424) finds that at - 22° and under 2130 
atmos. ice tends t« pass into two other crystaUine fonns. Possibly ordioajy ice 
could not be snbjected to macb greater pressure than 2130 atmos. 




Fig, 1-21. — Ice and Water IsolhermaU. 
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be supersaturated. Oq adding to the liquid a small quantity of the aalt, 
deposition at once occurs. 

This may be illustrated by a solution of Bodium sulphate in water. 
At 33°, water dissolves its maximum amount of this salt. Filtering the 
saturated solution into a clean vessel at this temperature, the liquid may 
be cooled down without cry stall tsatiou. But on the introduction of a 
crystal of sodium sulphate, the excess of salt at once crystallises out, 
foiming a mass of crystals throughout the liquid. 

Solution resembles fusion alao in requiring, in general, a supply of 
heat to effect the change of state, though in some cases this " heat of 
solution " is negative. 

From these general resemblances, it appears probable that solution is 
an exchange phenomenon, a saturated solution in contact with its salt 
taking up and depositing equal quantities of the salt. 

We ahail return to the subject of solution in chap, six., where we 
shall discuss it by the aid of Theiinodynamics. 

Evaporation from Solids. — Many solids evaporate sensibly. 
Camphor, for example, gives out a characteristic odour through evapora- 
tion at ordinary temperatures, the solid turning at once into gas without 
passing through the liquid stage. Ice also evaporates slowly, as may be 
shown by the slow disappearance of snow and ice in dry winds too cold 
to allow of melting. 

There is a maximum vapour- pressure for solids, just as for liquids, 
definite for each temperature. Hence, we may have a process corre- 
sponding to distillation. If a piece of camphor is heated in a test-tube, 
the upper part of the tube being kept cool, the vapour- pressure at the 
high temperature of the lower part of the tube is above the maximum 
for the temperature in the upper part of the tube, and some of the 
vapour rising there is condensed to the solid form on the side of the 
tube. 

This process is termed " Sublimation." It is used extensively in the 
preparation of sulphur, the product of sublimation being known as 
flowers of sulphur. 

If a solid is supplied with heat in such a manner that evaporation can 
take place freely, it appears that there is a definite subliming- point, at 
which there is an arrest of temperature corresponding to the boiling-point, 
the temperature remaining at the point at which the pressure of the 
vapour equals the external pressure (Ramsay and Young, Phil. Trans., 
Part I., 1 884, p. 37). 
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CHAPTER XIII. 
WATER IN THE ATMOSPHERE. 

Hygrometry — Keiative Humidity — Dew-Point and its Determination — Regnault's 
Researches on the Density of Water- Vapour — Clond — Convectire Equi- 
libriam — Halos and Parhelm— Coronas — Rate of Fall of Cloud Drops — Hail 
—Fog— Dew. 

Hyjfrometry, or the Measurement of the Amount of Water- Vapour 
preneni in fhe Almoij'kere. — The atmosphere always consists in part of 
water-yaponr, which ia present io varying quantity, the mass in any 
given mass of air depending on its preceding history. If it has been 
moving over the sea or over damp ground, meanwhile being at a high 
temperature, it will contain a large quantity. If it has lately been cooled 
down, so that much of its vapour has been condensed, and has fallen 
as snow or rain, and it it has since boen moving in dry regions or been 
maintained at a low temperature, it will contain a small quantity. 

Relative Humidity. — it is of great importance in meteorology to 
measure the quantity present at any given time, for should this approach 
the quantity required to saturate the air, a slight lowering ot temperature 
may result in condensation It is usual to determine the amount present 
in terms of the pressure which it exerts, and the ratio which this bears 
to the maximum vapour-pressure at the temperature is frequently termed 
the " relative humidity." 

Dew-Point and its Determination. — The simplest mode of 
determining the pressure of the water-vapour present in the air is by 
means of some form of " dew-point " apparatus in which a surface is 
gradually cooled down until dew is deposited on it. At the temperature 
at which deposition begins, the " dew-point," the air is just saturated, 
and from the tables of the pressure of water-vapour, the pressure for the 
dew-point may be obtained. Now in merely cooling the air the pressure 
of the water-vapour in it does not change, since both dry air and vapour 
contract equally. Hence the pressure of the vapour in the air before 
cooling is the maximum pressure at the dew-point. 

A very good and easily used form of dew-point apparatus was devised 
by Regnault. It consists essentially of a tube AB (Fig. 122) like a test- 
tube, the lower part AB being of very thin highly polished silver. The 
upper end is closed by a cork through which passes a thermometer T and 
a narrow glass tube G reaching nearly to the bottom of the silver tube. 
A side tube DM is connected through the stand MN and by the tube 
NO with an aspirator. Some ether is placed in the tube up to PQ, and 
when the aspirator is set working it draws air down through the tube G 
and up through the ether. The free evaporation iato the air-bubbles 
lowers the temperature of the ether and of the silver surface, and when 
the dew-point is passed the bright surface clouds over. The instant thia 
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clouding ia eeea tbe thermometer is read and the aspirator is closed. 

But the observed temperature will be a. little too low, as the very firRt 
deposition of dew will be too small 
to be visible. Communicatiou 
with the aspirator being cut off, 
tbe etber gradually rises in tem- 
perature, and when the dew-point 
is exceeded the dew will evaporate 
again. When the surface is once 
more clear the thermometer is 
again read, but tbe temperature 
now observed will be slightly above 
the dew-point, as tbe evaporation 
will not be instantaneous. After 
a few trials the two tempera- 
tures, one above and the other 
below the true dew-point, are 
made to close in upon it until the 
mean of the two can only differ 
from it by a very small quantity. 
The tube A'B', similar to AB, is 
not connected with the apparatus. 
It only contains a thermometer T', 
which gives the temperature of 
the air, while tbe silver surface 
always remains bright and serves 
as a standard with which to com- 
pare tbe surface on which the dew 
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The form of the Regnault 
hygrometer has been modified in 
e ways so as to make the deposition of dew on the silver surface as 
evident as possible, and with practice an observer determines the dew- 
point speedily and accurately. 

Diners Hygrometer. — A somewhat simple instrument is that devised 



Fig. 123.— Dines's Hygromecer. 

by Dines. V is a vessel containing water in which ice is placed to cool 
it. T is a tap which allows the cold water to trickle out of tbe vessel 
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into a c)mmber C of which the top is closed by a black glass or silver 
plate P. Immediately under the plate is the bulb of a thermometer th 
round which the water flows. The water trickles out at 0. As it passes 
the plate P it cools the bulb and plate approximately at the same rate, 
and at the dew-point P is clouded over. The tap T is then turned off 
till the dew disappears. The deposition and disappearance are observed 
several times, just as with the Eegnault hygrometer, 
until the two temperatures are sufficiently near together, 
when the mean is taken as the dew-point. 

Wet and Dry Bulb Hygrometer. — This consists of 

two vertical thermometers arranged side by side on a 
frame with the bulbs projecting below the frame (Fig. 
124). One bulb d is freely exposed to the air, while the 
other to is covered with muslin or wick which dips down 
into a cistern of water just below the bulb. The water 
rising up the threads keeps the bulb always moist. The 
hygrometer is hung up so that the air can always flow 
past it. If the air is saturated it takes up no water from 
the wet bulb, and the wet and dry bulbs show the same 
temperature. If the air is not saturated then evapora- 
tion goes on from w, and the latent heat of evaporation 
is abstracted from the air, which cools and so keeps the 
temperature of the wet bulb below that of the dry bulb. 
We can see, as follows, without attempting an exact 
investigation, how the instrument will work. Let ( be 
the temperature of the dry bulb thermometer, i.e. the 
temperature of the air arriving, let f be the temperature 
of the wet bulb, i.e. the temperature to which the air ' 

is cooled by the latent heat taken up. Let F be the 
pressure of the water-vapour present jn the air, / the 
saturation pressure at the temperature of the wet 

bulb. If the air passing the wet bulb becomes saturated, pjQ_ 124. Wet 

the pressure of the vapour is raised from F to / and and Dry Bulb 
the latent heat taken is proportional to this rise, or is Hygrometer, 
equal say to A (/~F). But the air is cooled from 
/ to (' giving up heat proportional to the fall or equal say to B (i - (') 
Equating the two quantities of heat 

A(/-F).B((-f), 

Apjohn gave for -— the value 01147^^^ when the wet bulb is 

above 32°F. and the value -01042?^^ when it is below Sa'P.,? being the 

barometric height in inches and F and/ being in inches. Various 
modifications of the formula have been proposed with the aim of making 
it more in accordance with fa^ts. But at the best the instrument is not 
very exact, its indications varying with its situation and its conse- 
quent exposure to wind, and it is probably best to use a simple formula, 
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and be content with an approximation to the truth. In Hazen's Tables * 
the Formula given ie 

F=/-001{<-r) 

using a constant barometer reading of 29'4 inches. A variation of two 
OP three inches in the barometer does not seriously aflfect the result. 

If the pressures are in millimetres and the temperatures are centi- 
grade the formula may be replaced by 

F =/- ■ooo68(( - /yso 

As an example of the first formula suppose ji65°F. and t' = 50'F., 
80 that t-f-^ 15. At 50"F. /= -3598 in., whence 
F = '3598 - -165 = ■1948 inch. 
which is the vapour- pressure at 34°, and this is the dew-point. 

The relative humidity is obtained by dividing the actual pressure 
1948 by the vapour-pressure at 65° which is -6163. This gives the 
value '31. 

To save time and arithmetic, tables are constructed in which the dew- 
point and relative humidity ai-e given for every depression read to half a 
degree below the temperature of the dry bulb. Thus opposite 65° in the 
table 34° and -31 are entered under f- I' = 15. 

The Chemical Method. — in this method a measured quantity of 
air is drawn through drying tubes which take from it alt the water 
vapour, and weighing the tubes before and after the passage of the air 
through them, the gain i» weight gives the amount of vapour which was 
present in the air. For details of the method we refer the reader to 
Qlazebrook and Shaw's Practieal Physice, p. 233. 

In Fig. 125. A is the aspirator from which the water siphons out; 
CC are the drying tubes ; B an intercepting drying bottle to prevent 
any vapour passing back from the aspirator to CO, The volume of 
water drawn through from the beginning to the time when the aspirator 
is empty is measured. Suppose it to be V. Let the mean temperature 
of the air entering at a be f and let the final temperature of the air in 
the aspirator be ('. Let the barometric height be H. Then we have a 
volume V of air at f saturated with vapour at t'. It the saturation 
pressure at (' is P" the pressure of the dry air is H - P and the weight 
of the dry air drawn through the tubes 

760 H-aC 

If the gain in the weight of the tubes is w, the weights of water- 
vapour and dry air present in any volume of air are in the ratio w : W. 

Since, according to the results given below, a given volume of water- 
vapour weighs 0'622 as much as an equal volume of dry air at the same 
temperature and pressure, the pressures exercised by these are in the 
ratio ■^- : W, their sum making up the barometric pressure H. 

If then P is the actual pressure of water-vapour 



* Handbook oj !Heleoroiogic<U Tatlei (Washington). 
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_E_4-W 4-V^-^^ -0 01293 X 622 
■622 "^ 760 l + aC " 

This method has the disadvantage that it takes a long time to 



Regnault's Researches oa the Density of Water- Vapour.— 

Regoault investigated the density of water-vapour at pressures below 
the maximum, both at ordinary temperatures, and near the normal 
boiling-point He also determined the density of the vapour present in 
saturated air at ordinary temperatures, expressing the result in all cases 
as the ratio of density of water-vapour to that of dry air at the same 



noa tor ueterminiDg uew-J'oint. 

temperature and pressure, in order to test the applicability of the laws 
of Boyle and Gay-Lussac. 

If we calculate the density of water -vapour from the densities of its 
constituents, assuming that two volumes of hydrogen combine with one 
of oxygen to form two of water-vapour at the same temperature and 
pressure, the density compared with that of air is 
■0896x2-1- 1-43 



2xl-2£ 



= ■622 



Regnault's results, as will be seen below, show that under 1 
circumstances of the expenments, the density is very nearly this, or we 
may, to a close approximation, apply the ordinary rules connecting 
temperature, pressure and volume. 

At Ordinary Temperatures. — Begnault introduced a small glass 
bulb containing a known weight of water into a large glass globe, which 
was then exhausted, the small quantity of residual air being carefully 
dried. A manometer attached to the globe gave the pressure within it. 
The bulb was then broken and the temperature of the globe was raised 
to a point above that at which all the water evaporated. The vapour- 
pressure was, therefore, below its maximum. The pressure indicated 
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by the manoiQeter was then obBerved, and subtracting that due to the 
residual air, the difference gave that of the watar-vapour. 

He found that if the pressure did not exceed -8 of the vapour- 
preasure for the temperature of the experiment, the relative density 
of the ■water-vapour was about ■621. 

When near saturation the density appeared much greater, but this 
must have been due to some error in the method, inasmuch as the 
density of saturated vapour in air agrees very nearly with the value ■621. 
Probably the vapour condensed on the glass before saturation. 

At Temperatures near the Boilinef Point, and at Pressures 
far below 760 mm. — A large globe containing some water was kept 
for a long time in steam until all the air was expelled, its place being 
taken by the water-vapour. Then the globe was connected with a con- 
denser outside, some of the vapour being thus withdrawn. All the 
water in the globe having evaporated, the vapour-pressure was reduced 
below 760, its value being determined by a manometer. The globe was 
then closed, allowed to cool, and weighed. It was once more heated in 
steam and some more of the vapour withdrawn by external condensation, 
the pressure being still further diminished. The new value was observed 
and the globe was then closed. After cooling it was weighed again. 
Assuming that the laws of Boyle and Gay-Lussac could be applied, the 
loss in weight would be the weight of the vapour at the steam tem- 
perature filling the globe at a pressure equal to the difference in the 
pressures before the two weighings. Of course allowance was made for 
any variations is the steam temperature in the two parts of the 
experiment. 

As long as the pressure did not approach 760 mm. the results agreed 
■ in all cases with a relative density of about ■620, but near 760 mm. the 
density became decidedly greater. Calculations founded on thermo- 
dynamic principles also show that the relative density of saturated steam 
is decidedly above ■623. 

Using the method of Dumas, Cahours has shown that at the at- 
mospheric pressure the relative density falls again to about the normal 
value when the temperature is raised considerably above 100°. 

At Ordinary Temperatnres in Saturated Air.— Air was drawn 
by an aspirator through a balloon filled with wet sponge into a box in 
which hung wet linen cloths, so that it was thoroughly saturated at the 
temperature of the box. It was then drawn on through drying tubes, 
where all the water-vapour was left behind, into the aspirator, where 
it became thoroughly saturated once more. Let us suppose the 
volume of the aspirator to be V, and for simplicity let its temperature 
be taken as equal to that of the box, both being i° ; let the gain in 
weight of the drying tubes while the aspirator is once filled with air, 
be w. Let P be the maximum pressure of water-vapom- at (°, and let 
us suppose that the relative density of the water-vapour is ■622, then 

^=622V>c^xM2E_3 

760 1 + ni ■ 

The observed values very neai'ly agreed with this calculated value 
though in all cases they were slightly lower— in general by about 1 per 
cent. — a difference which may be due either to a real difference in 
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error in experiment StiU the agreement is BufScientlj' 

close to justify the statement that the relative density of the water- 
vapour present in the atmosphere is practically the same as if the 
vapour alone were present at the same pressure. 

Cloud. ^When a mass of air is cooled below the saturation point — 
the dew-point — the excess of water-vapour is deposited as cloud, which 
consists of minute drops of water forming in general on " dust-pMiiicles " 
as nuclei (see p. 168). The cooling may sometimes result from a 
mixture of warm and cold air, and it is quite possible that a mixture 
of two quantities of air at different temperatures, neither saturated, 
may form a supersaturated mass. This may easily be seen from 
Fig. 126. Let PRQ representthe vapour-pressure curve, PM, QN being 
the saturation pres- 
sures at (^ and t^. 
Let equal masses at tj 
and <2 contain vapour 
at pressures AM and 
BN respectively. 
When mixed, the 
temperature will be 
' ", and the vapour 

will be sufficient to 

produce pressure CL 
But this is in excess 
of the saturation 
pressure RL, and 

represents the S 




amount which 
deposited as cloud. 
Clouds appear to be 
formed in this way 
on changes of the 
wind. When a south- 
west wind comes on in 

the upper regions over a north-east wind in the lower regions of the air, 
clouds are formed where the two streams mingle. 

But a much more obvious mode of cloud formation is that in which a 
large mass of air expands and, in doing work, cools below its saturation 
point, depositing the excess of vapour as cloud. Such formation may be 
often watched on mountain sides and summits. A stream of nearly 
saturated air may be blowing against a mountain side, and being 
deflected upwards it comes into regions of less pressure, where it expands 
and cools, and the hitherto transparent vapour is converted into visible 
cloud. Sometimes beyond the mountain top the air descends again, and 
the clouds trailing off are gradually dissolved in the air which is now 
becoming warmer. 

Expansion may also result from ascent of masses of air due to 
destruction of vertical equilibrium of the atmosphere. The limiting 
condition of equilibrium of the atmosphere, if it is uniform in composi- 
tion, is that known as a condition of convective equilibrium. 
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Convective Eqailibrinm.— -in this conditioii the temperature falls 
as we rise at such a rate that any maas can-ied upwards will cool by 
expaiiBion so that it will always be at the same temperature, and of the 
same density, aa its new surroundings. This means that the fall of 
temperature with decreasing pressure is that given by the adiabatie 
relation, and near the earth's surface it is easily shown that the rate is 
about 1° F. for each rise of 183 feet, or 1° C. for about 100 metres. If 
the lower layers of air are cooled so that the rate of fail of temperature 
upwards is less than this, or if the temperature rises as we ascend, the 
equilibrium is stable. But if the lower layers are heated so that the fall 
is more rapid, equilibrium is destroyed and circulation occurs. The lower 
air rises, and the upper air falls to take its place. This circulation 
frequently occurs on a hot summer day, when the surface of the earth, 
heated by the sun, in turn heats the air in contact with it, and there are 
small streams of ascending and descending air. These streams are 
rendered evident by the quivering of objects seen through the surface 
layers, the light being refracted by passage through a medium of density 
varying from point to point. The quivering is often seen with the naked 
eye, but is still more evident when a distant outline is looked at through 
a telescope. Some of the haziness of outline is no doubt due to this 
quivering. 

If a large mass becomes simultaneously heated, it may rise as a whole 
and be thrust up through the upper layers. In rising it expands and cools, 
and if it rises far enough and cools down enough, it may become auper- 
saturnted at a certain height and begin to form cloud. Often such 
formation may be watched in progress, a big piled-up mass of " cumulus 
cloud " somewhat as in Fig. 1 27 being formed, the outline of the cumulus 
marking the upper boundary of the rising column, the horizontal base 
marking the cloud level or the point at which the air is cooled to 
saturation point. When thunderstorms are gathering in hot weather, 
the formation may be seen on a gigantic scale, the columns pushing far 
up into the higher regions. The "strato-cumulus" clouds, which are 
those with rather irregular globular or fleecy outlines, seen, say, in a 
south-west wind with a broken sky, were probably formed originally as 
cumulus clouds at the top of ascending columns, but they have drifted 
far from their birthplace, as their form shows. The upper part is always 
in advance of the lower, the upper wind travelling faster than the lower. 

The so-called " Ripple Clouds," almost like I'ipple marks in sand, have 
been explained by Helmholtz as due to alternate expansion and contrac- 
tion of the air. When one stream of air moves over another, there will 
be undulations in the surface of separation, and a mass of air at this 
surface will alternately rise and fall as it travels on. If it is just at the 
saturation point, when it rises to the top of an undulation it expands, 
cools, and deposits cloud, which it dissolves again in falling into the 
succeeding trough, where it contracts and heats. The parallel lines of 
cloud then mark the summits of the undulations, and the air may be 
travelling on at quite a different rate from the clouds. 

Halos and Parhelia. — If the temperature of the air is below the 
freezing point, any excess of water-vapour is deposited as ice in the form 
of minute crystals. The presence of these crystals, when forming only 
a thin veil of cloud, is shown by halos round the sun and moon and by 
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parhelia to the i-igbb and left of the aun when it is near the horizon. 
The halo at 22° from the sun or moon is the moat frequent and con- 
spicuous effect, and has value as a weather sign. Very often after clear 
weather, the arrival of a cyclone and rain is preceded by a damp wind in 
the upper air, so cold that ice crystals are formed in it. These are in 
the form of regular hexagonal prisms with angles of 120°. Alternate 
faces therefore make angles of 60° with each other, and through prisms 
of 60° the minimum deviation for ice with refractive index 1 31 is 22°. 
At this minimum deviation there is a concenti'ation of the ra>s, and so 
the rays from the sun striking a crowd of such 60° prisms will be some- 
what concentrated in a direction making 22° with the original direction. 
When an observer looks through the crowd towards the sun and then 
outwards from it, he will receive no light refracted through the 60° 
prisms till he has reached a distance of 22°, when there will be a concen- 
tration of refracted tight Of course the radius of the bright halo will 
differ slightly for different colours, but partly through the appreciable 
diameter of the sun and the consequent overlapping of halos due to 
different parts of his disc, and partly 
due to the scattering of other light in 
all directions, the colours are hardly 
evident, the inner edge of the halo at 
the best only showing a red tinge. 

The ends of the ice prisma are 
planes perpendicular to the faces, 
and so form a second series of prisms , 
with angle 90° and minimum deviation 
46°. These form a second halo, which, 
though rarely observed in our latitude, 
is sometimes seen farther north. 

When the sun is near the horizon, 
and the air is in such a condition that a large proportion of the hexagonal 
prisms have theii' ases in a vertical position, the refraction is much 
greater in the horizontal direction through the aun to right and left, and 
sometimes quite brilliant patches of light are seen with well -developed 
colour, at 22° on each side of the sun just ;ibove the horizon. If at the 
same time a large proportion of the prisms have their axes horizontal, 
a patch is also seen above the sun at the same distance, though this is 
much rarer. These patches are termed parhelia. Somclimes the parhelia 
lie on a circular halo. The phenomena are more frequent and much 
more marked in northern latitudes. (Hher circles, not all yet explained, 
have been occasionally observed passing through the parhelia.* 

Coronas.— The coronas of colour seen within a few degrees of the 
moon when shining through the edge of fleecy clouds, and round the sun 
(seen best when reflected in a pool so that the excessive light is dimin- 
ished), are due to diffraction by equal sized water drops. The explanation 
is given in the volume on Light. 

Rate of Fall of Cloud Drops. ^The drops of water in a cloud are 

subject, of course, to gravity, and they therefore begin to fall directly they 

are formed. But the viscosity of the air through which they pass 

introduces a resisting force which increases with their velocity, and is 

* Tait, Light, p. 132. 
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very soon equal to their weight, and then the velocity of fall is uniform, 
Stokes (Camh. Phil. Tram., vol, ix. p, 94) showed that this limiting 
velocity is proportional to the square of the radius of the drop, and his 
formula, with the now accepted coefficient of viscosity of air, gives the 
velocity for drops -OOl inch radius as about 0'8 inch per second. From 
the obsei'ved radii of coronas round the Bun and moon, we know that 
the drops in clouds are often much less than this, so tJiat the velocity 
of fall is very much less than 1 inch per second. 

The change of the cloud drops and crystals into rain-drops and snow- 
flakes has not been made out in full detail, but we can see that if the 
air under a cloud is satui'ated and at the same time warmer than the 
cloud, a drop falling into it will tend to grow, for the drop will be 
colder than the air through which it moves, and will therefore condense 
on its surface more vapour than it gives off. It will therefore swell and 
increase in velocity, and may ultimately fall to earth as a raindrop. 

In thunderstorms the clouds are usually of very great depth, the 
temperature falls with rise of height, and the air is saturated. A drop 
therefore tends to grow through a very considerable range of fall, and 
this perhaps accounts for the largeness of the drops as they reach the 
ground. 

Hail.— The genesis of hail is much more complicated than that of 
the ordinary raindrop. The fall of hail accompanies very great atmos- 
pheric disturbances, in which there is ascent of large masses of damp air 
to very great heights. The hailstones usually show a structure of several 
coatings of ice and snow round a core of snow, and it is supposed that 
they may begin as snow in the upper regions, then descend some distance 
where the air is above the freezing-point. Here they condense on them- 
selves a coat of ice. Then they may be carried up again into the snow 
region and acquire a coat of snow. Descending again they will receive 
another coat of ice, and the number of coatings is supposed to show the 
number of alternations.* 

Pog is cloud formed on the surface of the earth. The condition for 
its formation appears to be that the upper air is warmer than the surface 
layer and nearly saturated. The lower layers cooling below the satura- 
tion point, the excess is deposited as fog. As the aurober of dust 
particles, especially in town air, is very great near the ground, the drops 
may be very minute and very numerous, and the fog may be much more 
opaque than ordinary cloud. When the upper air is warmer than the 
lower air, the smoke rising from chimneys does not tend to rise so high, 
as its excess of temperature above its surroundings is less. Hence in 
a town fog the smoke hangs near the ground and mixes with the fog 
instead of rising away from the surface as when the upper air is colder. 
In confirmation of this account of fog, it may be noticed that often a fog 
comes on just befoie the break up of a frost. A warm damp wind has 
already come on overhead, and the vapour diffusing from this into the 
still, cold sui'face layers, supersaturates them and produces deposition of 
the excess of vapour as fog. 

Dew. — The formation of dew was first successfully explained by 

" An account of the atmosphere and of tl 
of tbe upper regions by means of kites is 
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Wells in a celebrated " Essay on Dew," in which he pointed out that 
when the surface of the earth radiates out its heat at night so far as to 
cool the surface layers of air below the saturation, or dew-point as it is 
now termed, the excess of water vapour is deposited as dew, and he 
made out the chief conditions for a plentiful deposit. When the sky is 
clear the radiation is greater, and when the surface layers are at rest 
they are more rapidly cooled below the dew-point. Hence the conditions 
favourable are, air with considerable relative humidity, at rest and under 
a clear sky to allow free radiation. The nature of the ground has, of 
course, some effect If it is a good radiator and a bad conductor, its 
surface will become the more rapidly chilled. 

Aitken {Pi-oc. E.S. Edin., 1886) has supplemented Wells' theory of 
dew by showing that there are really two kinds, the dew which comes 
from the air and the dew which is the extruded water or the condensed 
vapour exhaling from the surface. The surfaces of leaves are always 
tending to give off vapour, and if the air is not saturated it takes this 
Vapour up. But if the air is saturated, then the exhalation forms drops 
of dew on the surface. 
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CHAPTER XI¥. 
GENEBAL ACCOUNT OF RADIATION. 

Badiant Enei^y — Radiometers — Radiant Energy and Light resemble eacb other — 
Light IB Radiant Energy to which the eye is sensitive— Radiant Bnei^y has a 
much greater range of Wave-Length than Light — Radiometers only measure 
Energy Streams and do not indicate Quality — Comparison of Emissive Powers — 
Radiation of different Wave Lengths — Comparison of Absorptive Powers — - 
Comparison of Reflecting Powers — Diffusion — General results — Radiating and 
Absorbing Powers vary together— Illustrations — Transparency and Opacity — 
Radiation and Absorption by Gases and Vapours. 

Radiant Energy. — When heat is received from a, hot fire through 
an intercening space, of air, the air is not permanently affected by the 
passage of the energy through it ; there is no continuous downward slope 
of temperature from the fire to the receiver, and frequently, as on a cold 
winter's day, the air may be far colder than the receiver. The energy of 
the hot body spreads out on all sides from the body as a centre if unim- 
peded by obstacles, and it is therefore said to be radiated. The process 
is quite distinct from conduction, a good conductor like copper being as 
efficient an obstacle to the propagation of the energy as a bad conductor 
like wood, while air (as we have seen, an exceedingly poor conductor), 
allows the energy to pass freely. Before leaving the radiating body the 
energy radiated is evident as heat, and on reaching the receiver it is 
again evident as heat ; but since in transit it does not make itself 
evident by warming the medium, we must ascribe to it a form distinct 
from heat which we term radiant energy. 

In this chapter we shall investigate the nature of radiant energy, 
and discuss its emission from sources and its absorption and reflection at 
surfaces upon which it falls. 

Radiometsrs. — It is necessary, of course, to have some instrument 
to receive, and indicate the rate of reception of, the energy arriving at a 
given point. We may term such an instrument a radiometer, though 
that name is frequently applied to one particular instrument, Crookes's 
Radiometer, described on p. 150. 

When the rate at which the energy is arriving is large, we can 
detect it directly by the temperature sense, that sense which tells us 
when the skin is warmed or cooled. But obviously the temperature 
sense can only give us qualitative indications, and is no more suited for 
radiation measurements than for measurements of temperature. 

Differential Thermometer. — Leslie, a pioneer in research on 
radiation, used the differential thermometer, which consists of a TJ tube 
with a bulb at each end of the U. A small quantity of coloured liquid 
is introduced before the bulbs are sealed off, and the air in the two bulbs 
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is BO adjusted that the liquid extends round the bend of the U and stands 
at the aame level on each side when the bulbs are at the same tempera- 
ture. One of the bulbs ia exposed to the radia- 
tion to be measured, while the other is protected 
from it, and the liquid is depressed by the 
expansion of the air in the exposed bulb. 

Thermopile. — Melloui, another pioneer, 
used a thermopile, which is much more sensitive 
than the differential thermometer. It consists 
of a number of bars of bismuth and antimony 
connected at the ends as represented in Fig. 128, 
the bars being insulated from each other along 
their sides. The beginning of the first bar and 
the end of the last Imr are connected to binding 
screws, which in turn are connected to a galvano- 
meter. If one set of alternate junctions is heated 
by exposure to radiation, a current flows from ' 
bismuth to antimony across the hot junctions, 
proportional to the difference of temperature of 
the hot and cold junctions, and the current is 
indicated by the galvanometer. 

Thermopiles have been made containing gi,„^,h H Amitnony | 
many hundred pairs of bars, the E.M.F. being 

proportional to the number of junctions. But Fig. 128.— Thermopile, 
the resistance increases with the number of 




vith a properly designed low resistance galvanometer very 
i by this multiplication of bars. 

Radio -Micrometer.— This point is well 
brought out in the radio-micrometer, an 
instrument first invented by D' Arson val 
and subsequently reinvented and made into 
an instrument of extraordinary delicacy by 
Boys.'* It may be r^arded as a combina- 
tion of a thermopile of two bars and a 
galvanometer, all in one. Fig. 129 repre- 
sents one form of the instrument. The 
lower ends of two short bars, respectively 
of bismuth and antimony, are soldered to a 
small copper disc Cu in the figure. To the 
upper ends are soldered the ends of a copper 
wire, completing the circuit and making it a 
very narrow rectangle. This circuit depends 
from a glass fibre /', on which is a mirror m, 
and this in turn from a quartz fibre qq. 
The rectangle hangs between the two poles 
of a strong permanent magnet The whole 
is enclosed in a protecting case of wood, 
but there is a window for a beam of light to 
fall on m, and a tube is directed on to the disc Cu. If radiation passing 
through this tube warms the disc, it in tnm warms the junctions with the 




Fig. 129.— Radio-micrometer. 



■ PMl. Tram., II 
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bismuth and antimony bars, and the same E.M.F. is produced as if the 
bars were directly joined and raised to the same temperature. A current 
flows counter-clockwise round the circuit as represented, and it tends to 
turn at right angles to the plane of the paper, and the torsion of the fibre, 
being the only resistance to turning, the instrument may be made ex- 
ceedingly sensitive. 

Bolometer. — In 1881 Langley* described an instrument which he 
named the bolometer, which is probably of the same order of sensitive- 
ness as the radio-micrometer, but has the advantage of portability and 
capacity for receiving radiation in any direction. The bolometer is a 
Wheatstoae Bridge and may be represented diagrammatically by Fig. 
130. AB is a thin flat strip of metal — in the original instrument a strip 
of iron 7 mm long, 177 mm. broad, 
and -004 mm. thick. It had a re- 
sistance of 0'9 ohm. CD is a wire of 
equal resistance. EF and GH are the 
■ ratio arms, here of course nearly equal, 
and capable of adjustment to give a 
balance in the galvanometer. The 
bridge is enclosed in a protecting case, 
but opposite AB is a shutter which 
can be opened to admit radiation. 
When AB leceives radiation which 
warms it. its resistance rises and the 
balance in the bridge is destroyed. 
The current through the galvanometer 
is proportional to the rise in tem- 
perature of AB. The instrument is 
variously modified according to the pur- 
pose for which it is used, but it still re- 
tains its simplicity of principle. By its 
aid Langley has greatly extended our 
knowledge of radiation, and it is gener- 
ally used by other workers, having 
entirely displaced the thermopile in investigations on radiant energy. 

Radiant Energy and Light resemble each Other.— Quite com- 

1 experience tells us that radiant energy has many properties i 



Fig. 130.— Bolometer. 



common with light, with which it 
sunlight, firelight, and so on 
forma shadows — as we know 
street on a winter's day, or wl: 
as well as the light of a fire. It is alsc 
light, as we know by the charring of a pii 
3 focus of the sun's light formed by eitbi 



frequently associated, as with 

propagated in straight lines, and 

'e cross from the shady side of a 

3e a fire-screen to keep off the heat 

reflected and refracted with 

;e of paper or wood placed in 

" burning " 



We may also reflect the dark radiation from a heated ball by a 
mirror, just as we reflect light. It further resembles light in travelling 
with great rapidity, for the obstruction of the light of the sun by the 
most distant cloud is accompanied by a diminution of the warmth 
received from him ; and in eclipses by the moon there is a marked fall of 
temperature as well as a loss of light. 
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Then again, radiant energy and light have the same laws of pixipfLga- 
tion. The amount radiated varies with the slope of surface, just as in 
the case of light, and the quantity of radiant energy falling on a given 
area, from a given source in a given time, varies inversely as the square 
of the distance — the law of light-propagation. 

This may be proved very simply by placing a thermopile in front of 
a blackened tin vessel full of hot water, and between the two a screen 
with a hole in it (Fig. 131). So long as the hot vessel entirely fills up the 
field of view of the thermopile through the hole in the screen, the 
defiection of the galvanometer remains the same, whatever tiie distance 
between the screen and the hot vessel, provided that the distance of the 
thermopile from the hole in the screen remains unchanged. That this 
proves the law may be seen from a simple case. Let the hot vessel be 
placed successively at two distances 1 and 2 respectively from the pile, 
the screen remaining fixed. Then the areas seen from the pile, and 
from which it is receiving radiation, are as t : 4. But the total energy 
received is the same in each 
case. Then the energy received 
from the single area at the 
double distance is | of that 
received from it at the single 
distance. Further, we may alt«r 
the slope of the hot vessel 
without affecting the beat re- 
ceived by the thermopile, just 
as we may alter the slope of a 
light-giving surface. Common 
observations and simple experi- 
ments, therefore, show us that 
radiant energy resembles light 
in its most evident properties. 
We may supplement these 

observations and experiments by various other experiments, and they 
aU confirm the conclusion. 

Light is Radiant Energy to wbidi the Eye is Sensitive.— 

Formerly, it was thought that this resemblance was all that we could 
assert and that corresponding to our two distinct sense-perceptions, one 
by the retina and the other by the warmth-sense in the skin, there were 
two distinct external agents travelling together. This was qnite natural 
before physicists had begun to think of phenomena in terms of energy 
and its transformations, . But now we clearly realise that light itself is 
a form of energy sent out by a heated source, which, in parting with the 
light, loses an equivalent of heat, and that this light energy, falling on 
an absorbing surface, is transformed into heat again. In this respect 
it is undistinguishable from radiant energy. We have now no 
reason whatever to suppose that there is the double agency. When the 
radiant energy falls on the retina — if it is of suitable quality — it gives 
rise to the sensation of light. The same energy falling on an absorbing 
substance, say, a blackened thermometer, will be transformed into heat. 
The difference, then, between light as received by the eye and radiant 
energy as studied by the thermometer, thermopile, or other radiometer is 
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not in the external disturbance, but in the eSect upon which we 
concentrate our attention. 

Radiant Energy has a mnch greater Range of Wave-length 
than Light- — But though we now believe that all light iB radiant energy, 
the converse is obviously not true, for we may receive heat by radiation 
from an absolutely dark body in a dark room. To illustrate the distinc- 
tion let us consider the formation of a spectrum. If a beam of sunlight, 
or the light from an electric lamp falls on a slit S (Fig. 132), and passing 
thence is received on a leua L, it will be brought to a focus at a point 
F, the focus conjugate to B, and an image of the slit is formed on a screen 
placed at F. If a prism P be interposed at the angle of minimum devi- 
ation, then the light is bent round, each colour at a different angle, and 
forming its own image, so that a spectrum consisting of an infinite num- 
ber of overlapping slits of different colours is formed on a screen rb, 
placed at the same distance from the prism as F, the red being the least, 
the violet the most refracted. In various experiments on interference 
of light we obtain a similar spectrum, arranged in the same order from 
red to violet. Now, whatever view we hold as to the nature of the dis- 



FlG. 132. — Radiation spread out into Speotram. 

turbance constituting tight^ there can no longer be any doubt that it is a 
wave-form 'of energy, this supposition affording the only conceivable 
explanation of interference phenomena. And it can be shown that 
difference ini position in the interference-spectrum must correspond to 
difference in IJie length of wave constituting the light. We learn thence 
that red light has the longest wave, the length diminishing through the 
spectrum to the violet. The total range of wave-length of the visible 
specti'um appears to lie between ac.oiro ^^^ n.innf °^ ^"^ inch. 

We may turn the light into heat by placing a thermopile at various 
parts of the spectrum. At the red end it is sensibly affected, but less 
and less as it moves from that end, the heating being quite insensible to 
ordinary experimental arrangements in the blue. It was formerly 
supposed that the visible specb'um was accompanied by a heat spectrum 
especially strong in the red. 

How, were there any difference in kind between heat radiation and 
light, we might expect by some process to filter out the one from the 
other. But we cannot separate red radiation into two parts, one warm- 
ing and the other lighting. When we diminish the light, we equally 
diminish the heat, as Jamin has shown.* We conclude, then, that there 
is a radiation of one kind only tor each wave-length. The eye trans- 
lates the radiation of the different wave-lengths into different colours ; 

* Court dt Phytiqut : ^tude de* Radiation, p. 62. 
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but when thej are absorbed hy lampblack, say, they all become merely 

heat, of the same quality after absorption, whether absorbed red or 
absorbed yellow. The absence of heating effect at the blue end is merely 
due to want of sensitiveness of the heat detector, the eye being far more 
easily excited than the thermopile. 

But this does not tell us anything about the radiation received from 
dark bodies. We may easily, however, explain the nature of this dark 
radiation in answering a question which naturally arises. Does tbia 
narrow range in the wave-length of the visible spectrum correspond to 
limits existing in the external disturbance, or merely to limits in our 
light-sense perception t 

Suppose that we replace the eye, as the recording instrument, by a 
thermopile deflecting a galvanometer-needle. Placing this in various 
parts of the visible spectrum, we get^ as we have seen, deflections hardly 
visible in the blue and green, but rising towai'ds the red, showing that 
the light is converted into heat in the thermopile. Now, taking the 
thermopile out beyond the red, it still gives indications which show 
clearly that longer wave-radiations are falling on the screen there, and 
these are termed "infra," red radiations. But just as a coloured glasa- 
absorbs light of a certain wave-length in the visible spectrum, while 
transmitting that of other lengths, so what we call transparent glass 
absorbs some of the light of long wave-lengths, though transmitting that 
of the visible spectrum. The efltect beyond the red is, therefore, dimin- 
ished by absorption in the glass lens and prism. If we use rock-salt 
instead of glass for prism and lenses the absorption is much more limited, 
and the effect on the thermopile is greater. On moving the thermopile 
to the ultra-violet, we find no sensible effect, and wo must use a more 
delicate test for the presence of the energy. If we paint a sheet of 
paper with a solution of sulphate of quinine in dilute acid, and expose it 
in the ultra-violet region, there is an action on the solution, and it gives 
out visible radiation. Or, there are ultra-violet short wave-length radi- 
ations, which are absorbed by sulphate of quinine, and given out again 
by it as radiations of wave-lengtb long enough to excite the retina. Or 
still more marked is the effect on an interposed screen of the kind used 
for the detection of X-rays, brilliant bands of green light appearing in 
the region beyond the violet These ultra-violet radiations are especially 
active in exciting the chemical changes employed in ordinary photc^raphy. 
That these extreme radiations are also of wave form, has been shown 
from the fact that they exhibit the phenomena of interference and of 
polarisation, which we can explain only by the wave theory. 

We conclude then, that radiant energy is, in form, a wave dis- 
turbance, the lengths of the waves extending over a wide range, but to 
one particular part of the range the retina is sensitive, and we call the 
energy within this range liffJit. This is probably the part of the energy 
which is present in greatest quantity in sunlight. As we see most things 
by reflected sunlight, we see them more easily by being especially sensitive 
to that kind of radiation which is present in greatest quantity. 

Radiometers only Measure Energy Streams and do not 

Indicate Quality.— The various radiometers, unlike the eye, take no 
account of the wave-length of the stream of radiation which they mea- 
sure. Their indications are proportional to the rate at which they are 
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absorbing energy. For when they are in a, steady state they are giving 
out as much as they receive. Now, with the small excess of temperature 
produced by the radiation, the amount given out is proportional to the 
excess, and therefore the excess is proportional to the amount received. 
It is just the same whether the energy was blue light, yellow light, or 
ultra-red radiation before it was absorbed and converted into heat. If the 
total energy absorbed is the same the indication of the instrument is the 
same. When we wish to study wave-length as well as quantity we must 
first sort the radiation out by a prism or grating. In much of the earlier 
work this was not attempted, and it was really by the invention of the 
bolometer by Professor Langley that the detailed study of quality as well 
as quantity of radiation was rendered practicable. But a great deal of 
valuable knowledge was obtained by the earlier workers who merely 
investigated radiation totals, and we shall give here a brief account of 
their results. 

Comparison of Emissive Powers. — licslie* compared emissive 

powers by an arrangement represented in Fig. 133. was a tin cube 




Fio. 133.— Leslie's Compai 



filled with boiling water. M was a mirror of tinplate beaten into poi-abolic 
form and about 12 inches aperture, th was the thermometer bulb placed 
at the focus conjugate to C. The cube had its vertical face either plain 
or coated with the substance to be tested. He obtained the following 
results :— 



Emissive Power of Surfaces at 100°. Lampblack =100. 

Lampblack 
Writing paper 

Red lead . 
Tarnished lead 
Clean lead 
Polished iron 
Tinplate, gold,' 
silver, copper 



12 



Melloni obtained results confirming those of Leslie, bat De la Provostaye 
and Desains showed that through faulty arrangements both the earlier 
observers overestimated the emissive power of metals. They obtained 

'An Experimental Inquiry inlo the Nature and PiUpagaHon of Beat. 1804. 
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the following results, tbe temperature of the radiating body being 

120°— 

Lampblack 100 

Indian ink 88 

Platinum . .11 

Copper 5 

Silver 2 to 3 

They also found that the relative powers changed with the temperature. 
For this purpose, they used a platinum plate coated on one aide with 
lampblack, and on the other side with the substance to be tested, and 
heated it to various temperatures with an electric current. The radia- 
tions ou the two aides were compared by means of two thermopiles, one 
placed on each side of the plate. Now, had the relative emissive powers 
been independent of the temperature, the indications of the two thermo- 
piles would have always been in the same ratio. But the ratio was found 
to change. Thus the radiation of borate of lead was equal to that of 
lampblack up to 100°, but after that itfell in comparison, being only ^ at 
550°. This is exactly what we should expect, since the radiation is a 
mixture of different wave-lengths or " colours," and we have no reason 
. to expect that the rise of temperature would produce the same increase in 
emission of all the different wave-lengths. 

Radiation of Different Wave-Lengtha.— The difference of wave- 
length in invisible radiation was shown conclusively by Forbes, who 
succeeded in showing that as the temperature of a aource rose, the 
refractive index by a rock-salt prism, of the most energetic radiations 
emitted, rose also.* Langley,t using his bolometer, showed that, while 
the refractive indes of rock-salt for light ranges from about 1-58 to 1-53, 
he was able to obtain radiation from a Leslie cube at 178° C, which 
passed through a rock-salt prism with deviation corresponding to a refrac- 
tive index not greater than 1 '45, and a wave-length probably many times 
that of the D line. For the details of the work the reader should con- 
sult the original papers, but a sketch of Langley's method may serve to 
show how the quality of radiation may be investigated. 

When a beam of light from a slit falls on a diffraction grating, and 
the rays are brought to a focus, a central bright band is formed, and a 
series of spectra is arranged on each side, the distance of a given colour 
in any spectrum from the centi'e being proportional to its wave-length. 
The blue rays are therefore the nearest, and the red furthest, from the 
centre in each. 

Considering the first spectrum on one side of the centre C, B'^g. 134, 
the various rays appear at points distant from the central bright band C 
proportional to their own wave-length. If then Sj (Fig. 134) is the 
position of the D line, and we erect a height S^ Dj equal to the wave- 
length of the D line, 589;a^, and join CD^ producing it onwards, the 
height of this line above any point of CS^ will represent the wave-length 
of the ray of the first spectrum diffracted to that point. But even in the 
solar spectrum there is no radiation perceptible below about SdO/i/t. 
Hence, the spectrum only begins at A; where AjB, equals 290. But each 

* For an account ot Forbei'a researches on radiation, see Balfonr Stewart's Beat, 
+ Pka. Mas., isi- 1886, p. 394 ; ixii. 1886, p. 149. 
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ray ia also diffracted into the other apecti-a ; m the second, at double the 
-disbiBce from C ; in the third at treble the distance from C, and so on. 
Hence if we make CS„ = 2 CS, ; CSg - 3 CS,, &c., the D line of the second 
spectrum is at 8^ ot Uie third at S„ &c. Making 8^1)^ = SgDg = S|D^, and 
joining CD^, CDj, <ftc,, the heights of these lines above any point give us 
the wave-lengths of the various spectra diffracted to that point. Drawing 
through B, a parallel to C.Sj, we need not copsider any line below thal^ 
aa the corresponding radiation is insensible. 

It is evident that, except near the centre, the spectra overlap. At 
the point 8,, for instance, we have 

X = 589 of the 4th 

= * X 589 of the 3rd 

- 2 X 589 of the 2nd 

= 4 X 589 of the 1st. 
The first of these is, of course, the yellow line easUy seen, the second is 
in the far red, the others dark rays. 

If, now, the slit of a spectroscope be placed at S4, and a rock-salt train 




of tenses and prisms be used to minimise absoi'ption, sincu the different - 
rays have different refractive indices, they are sorted out into different 
positions in the field of the spectroscope. The bolometer is made to 
travel along, first being placed in the yellow line, which is visible. As 
it passes each of tlie others in succession, the effect is apparent, and 
though the ultra-red rays are invisible the bolometer feels them. By 
this method, Langley was able to detect radiation received from bodies 
at quite low temperatures, and in positions in the spectrum correspond- 
ing to very great wave-lengths. 

Comparison of Absorptive Powers.— The absorptive powers of 
various substances were first compared by Leslie, who covered his 
thermometer bulb with a layer of lampblack, and placed it in the focus 
of the mirror, noting the rise, and then compared this with the rise 
when the bulb was covered with other substances. This method is not 
satisfactory, as the thermometer is steady only when the absorption is 
equal to the emission, and the emission as well as the absorption varies 
with the substance. Mellon! put plates of thin copper between the 
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source and the thermopile, the side towards the source being cover 
with the substance and that towards the pile with lampblack.* 

If the quantity of heat emitted in one second by one side, per degree-r: 
of temperature of the plate above the surroundings, is E for lampblack, a 
Ej for the substance, and if the excess of temperature is ij, the emission 

(E + E J t^. 
If the quantity absorbed by the surface towards the source is Aj, then 
the steady state 

Ai = {E + Eiyi. 

If both surfaces are lampblacked, and the excess of temperature is /, then 
A is the quantity absorbed by the lampblacked surface towards the souri 



Now the indications of the g. 
proportional to t^ and t, so that v 



Ivanometer in circuit with tbe pile are 
B know -1. Knowing also —J from the 



previous determinations of emissive power, we can find -J, 

Just as the light absorbed by various surfaces depends on tbe ilature 
of the incident light, red paper, for instance, absorbing more of blue light 
than it does of red, so the absorptive power for radiation in general 
depends on the source. For example, among other results Mellooi 
obtained tbe following absorptions from the sources given at the head 
of the columns, and taking in each case the absorption of lampblack 
as 100 :— 



Absorbing Surface. 


LocateUi 
Lamp. 


Incandescent Copper at 
Platinnm. 400°. 


C.pp„.. 


Lampblack . 

Indian ink 
White lead 
Metal 


100 
96 
53 
14 


100 100 100 
97 1 8T 85 
56 1 89 1 100 

13-5 13 ' 13 



De la Provostaye and Deeains worked in another way, coating a 

• A simple method of illnstiatiog the difference of absorptive power of metal and 
lampblack consiBts in placing two eqaal metal vessels in front of some source of 
heat — equidistant, say, from a gas-Qame, the surface of one being lampblacked on 
the Bide turned towards tie source. The rise io temperature of the lampblaclced 
vessel ia much more rapid than that of the other. A good way of arranging the 
experiment is to make each of the vessels ioto an air thermometer on the principle 
of Fig. 33, chap. iv. 
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thermometer with the substance to be tested, and finding its rate of cool- 
ing for different excesses of temperature above the surroundings. It 
was then exposed to radiation from a source, aod the steady state was 
attained. The heat lost per second was proportional to the rate of cool- 
ing previously found for the temperature now observed, and the loss was 
equal to the heat gained by absorption. The results obtained agreed in 
their general character with those of Melloni. 

Comparison of Reflecting Powers.— The earliest work on this 
subject was done by Leslie. He employed an arrangement represented 
in Fig. 135. C was a Leslie cube filled with boiling water and with a 
blackened face turned towards a tin spherical mirror M. The focus 
conjugate to C was /, but the rays were intercepted on their way 
thither by a plate of the substance to bo tested placed at ab. The rays 
came to a focus at f, and at that point was one bulb of a differential 
thermometer. The rise in temperature given by the thermometer was 




Fig. 135. — Leslie's Comparison of Reflecting Powers. 



proportional to the reflecting power. The following i 

results r — 



1 black cube at 100° C. 



Tin . 
Steel 

Lampblack 



Lampblack practically reflected none of the radiation falling on it. 

Melloni obtained results generally confirming those of Leslie. But 
we know that the reflecting power for light varies with the quality of the 
incident light and also with the particular specimen of tiie substance 
tested. And there is no doubt that there is a like variation in the case 
of invisible radiation. We should expect the results of different observers 
to differ, and they do differ. 

As illustrating this we give the following results of De la Provostaye 
and Desains obtained from a Locatelli lamp aa source. It will be seen 
that the order is slightly different from that found by Leslie : — 
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Keflection of radiation from a Locatelli lamp — 

Silver . 97 per cent, oE incident light. 

Gold . . 95 „ „ 

Brass . . 93 „ „ 

Speculum metal 86 „ ,, 

Tin . . 85 „ „ 



Difhision. — -When radiation Falls on a surface it may be in part 
diffused or irregularly reflected. The diffusion depends on the polish of 
the surface. 

A method of studying diffusion wilt be understood by the aid of 
Fig. 136, which represents the apparatus used by Melloni to determine 
the variation of diffusion of radiation received from different sources. 
The incident beam falls on a thin plate of copper a b, coated with lamp- 
black. Two thermopiles c, d are arranged symmetrically in front and 



l/'<h 



Fig. 136.— Diffusion. 

behind the plate. The front one c registers emission plus diffusion, 
while d registers emission alone. The heat received by the former was 
about 1 '18 of that received by the latter. On coating the front of a 6 with 
white lead the difference was very much greater, the diffusion by the 
white leEkd being much larger. 

Knoblauch found that lampblack diffused about 10 per cent, of the 
incident radiation whatever the source from which it was received. 

General Results. — Even though no reliance is to be placed on the 
exactness of the numbers obtained for the different qualities of absorp- 
tion, emission, and reflection, a comparison of their magnitudes at once 
leads to an important conclusion. For instance, lampblack has no regular 
reflection, low diffusive power, and the highest emissive and absorptive 
power. Indian ink has emissive power about 88 per cent, of that of 
lampblack, and absorptive power 85 per cent. Metals reflect over 75 
per cent of the incident radiation. Their emissive and absorptive powers 
are less than 20 per cent, of those of lampblack. These may serve as 
typical cases, and we conclude that high reflectors, which must therefore 
Imve low absorbing powers, have also low emitting powers, while low reflec- 
tors, which, if opaque, have high absorbing powers, have also high emitting 
powers. In other words, Radiating and absorbing powers vary togetke>\ 
High radiators are high aiisorbers. Loio radiators are low absorbers. 
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This statement must not be taken too generally. It requires limita- 
tion on account of the variation of the absorbing power with the nature 
ot the radiation falling on it, and we shall see later that the limitation is 
that the law applies to each kind, or wave-length, of radiation emitted. So 
that a high or low absorber ot radiation of a given wave-length is a high 
or low emitter of that same radiation. If, as in the case ot lampblack, 
nearly all wave-lengths are absorbed to a very great degree, the surface 
is a high radiator of nearly every kind of radiation. 

The way in which absorbing and radiating powers go together may be 
illustrated in a very striking way by the experiment represented by 
Fig. 137. A Leslie cube AB is placed midway between two tin plates 
A' B'. These have small thermoelectric junctions at the back, and the 
circuit is completed, as shown in the figure, through a galvanometer G, 
If the plate B' is at a different temperature from the plate A' a current 
goes through the galvanometer. If A and A' are lampblacked surfaces, 
while B and B' are bright tin, no current is generated. A radiates far 
more than B, but B' 
absorbs a far less propor- 
tion of the radiation fall- 
ing on it than does A', 
and if E, E' are the emit- 
ting powers of A and B, 
while AA' are the absorb- 
ing powers of A' and B', 

A'E = AE' 
E E' 



A further illustration 

of this equality of emitting 

and absorbing powers is 

given by a thermometer 

Fig. 137. placed in an enclosure at 

a different temperature. 

If the thermometer is 6' above the enclosure, it will fall towards the 

temperature ot the enclosure at the same rate as it will rise towards it if 

it is 8° below the enclosure. 

ninstrations of EmisaioiL and Absorption of Radiation.— 
The low radiating and absorbing power of metals is frequently used in 
physical experiments. Thus the external surface of a calorimeter is 
brightly polished, and is usually surrounded in turn by a second metal 
vessel brightly polished. Most of the small quantity of heat lost by 
rajiiation from the calorimeter is reflected by the outer vessel, and the 
low ladiating quality of the outer vessel protects the innei* vessel from 
external changes. It is probably advantageous to make the two vessels 
of different metals, since, if of the same metal, the outer vessel will 
absorb more of the rays emitted by the inner one than if it is of a 
different metal. It should as far as possible reflect them back 

A famUiar example of the use of low radiating power of bright metal 
is afforded by a metal teapot. 
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If we wish to keep ice from melting, it is advisable to enclose it in a 
box of low conducting power, lined outside with bright metal. The outer 
surface will ultimately take a temperature below that of the room, and sucb 
that the temperature slope from the outside to the inside of the bos will 
just conduct to the ice all the heat supplied by the surroundings. The 
lower the absorbing power of the metal surface, the less will be the slope 
in the non-conducting case needed to convey the heat to the ice, and the 
less the heat so conveyed. This may be seen more exactly as follows i^ 

If A is the absorption of heat by the metal surface for each degree 
that it is below the temperature of the room, and C the quantity of 
heat conducted in through the box per 1° difference of temperature 
between inside and outside, and if t° is the temperature of the room, $" 
that of the outer surface of the box, 0° that of the inside, the steady 
state is given by 

A(( -e) = C6 

whence 6= — „. 

A+G 

The quantity of heat received by the ice is, therefore, 

A + C 
which diminishes as A and C diminish. 

Deposition of Bew on Different SurfJEices. — A very interesting 
illustration of the effect of variation in radiating power is afforded by 
the phenomena of dew formation. We owe the explanation of the 
formation of dew, now generally accepted, chiefly to the experiments and 
observations of Dr. Wells, made about 1812. He found that dew is 
moHt freely deposited on calm, clear nights, on substances close to the 
surface of the earth and not shielded from the sky. These observations 
led him to suppose that the deposition is due to the cooling of the 
surface by radiation, and the consequent cooling of the air in contact 
with the surface below the saturation-point of the vapour contained 
in it. He verified this cooling by radiation by showing that the 
surface cooled down far below the air a little above it, and he showed 
also that the cooling was gi'eater for high radiators than for low. 
He also found that any protection from the sky, by hindering the 
radiation outwards, lessened the cooling. The lesser deposit on surfaces 
raised above the surface of the earth he attributed to the falling down 
from them of the cooled and therefore heavier air. There was, there- 
fore, a constant renewal of the air in contact with the elevated surface, 
and this air had not time to cool sufficiently to deposit much of its 
vapour. Wells's theory has since been supplemented by Aitken, who 
has shown that much of the dew found on the surface of vegetation 
arises from the vegetation. When the air is not saturated, the water 
evaporates from the surface ; but when the air is cooled to saturation- 
point, it cannot take up this water, which therefore remains as dew. 

Formation of Ice in India.— ice has been formed in India on 
nights when the air does not fall to freezing-point hy forming square 
pits (according to Dr. Wells) about 2 feet deep and 30 inches wide, and 
filling them about 8 inches or 1 foot deep with straw. On this I'ows of 
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small unglazed earthen pans wei'e placed, about 1^ inch deep, filled with 
boiled Boft water. Evaporation and radiation, acting together, cooled the 
water below freezing, and ice was formed. Dr. Wella pointed out that 
as the formation was moat successful on calm clear nights, the effect was 
chiefly due to radiation. Probably evaporation would aid the first cool- 
ing until the dew-point was reached, any subsequent cooling being due 
to radiation. 

Transparency attd Opacity.— Substances differ as markedly in 
their transparency for dark radiations as for light, and all the phenomeoa 
of selective absorption are repeated with these longer waves. 

Many bodies which are transparent to light are opaque to long wave 
radiations, but the opacity differs with the source, that is, with the 
quality, or wave-length, of the radiation received. Thus, IJangley finds 
that glass is more or less transparent to all the radiations reaching us 
from the sun. But Melloni found that a plate of glass about 2 mm. 




FlQ. 138.— Tf udall's Experiment on Bmiseion and Absorption of Gases. 



thick would absorb half the radiation from an argand burner, while in 
front of a Leslie cube at 100° it was as efficient a screen as a plate of 

Again, it was found by Melloni that rock-salt transmits a very large 
proportion of dark radiations, and it was formerly supposed to be trans- 
parent to all kinds. But Balfour Stewart showed that a plate of cold 
rock-salt was exceedingly opaque to the radiations from hot rock-salt. 

Lampblack, which is opaque to nearly all radiations, has been found 
by Langley {Phil. Mag., 5th series, xxi. p. 403) to transmit some of very 
great wave-length. Tyndall has found that a solution of iodine in 
bisulphide of carbon, though quite opaque to light, is transparent to 
many long wave radiations. A very thin plate of ebonite is also trans- 
parent to long wave radiations, and if placed in front of the condenser of 
a lantern, allows enough radiation to pass through to heat the hand if 
held at the focus. 

A thin ebonite prism spreads the invisible long-wave radiation into a 
spectrum, which is quite sensibly detected by the radio-micrometer. 

Eadiation and Absorption by Gases and Vaponrs. — Tyndall 
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made a great number of researches on the transparency and opacity of 
gases and vapovirs, his principal mode of experiment consisting in passing 
a beam of radiation through a, tube about i feet long and 2 or 3 inches 
in diameter, with its two end^i closed hy rock-salt plates, from a source 
which, in many of the experiments, was a Leslie cube filled with hot 
water, as represented in Fig. 138. The beam fell on one face of a thermo- 
pile, and the heating effect was compensated for by the radiation from 
a second cube falling on the other face of the pile, A chamber which 
could be exhausted intervened between the cube and the nearer rock- 
salt plate, so that no absorption could occur by the air before the radia- 
tion reached the gas. The air could be pumped out of the tube, and the 
dry giiB to be experimented on could be introduced from a gasholder. 
When vapours were experimented on, a flask containing some of the liquid 
to be vaporised replaced the gasholder. By these experiments Tyndall 
showed that air, oxygen, nitrogen, and hydrogen exercised only a very 
slight eJl'ect, but that compound gases showed decided absorption. When 
the source was a copper plate heated by a Bunsen burner, Tyndall found 
the comparative results given below. It will be seen that at a low 
pressure the differences are still more striking than at the pressure of 
the atmosphere. In the latter case, probably, the absorption was in 
some instances so complete that practically all the radiation which could 
be absorbed was sifted out of the beam before it had traversed the entire 
thickness, so that the whole length of the tube was not effective foi 
the gases lower on the list. 



> Amount absorbed | Amount absorbed | 
I at ACmospberio i at 1 inch Hercucy i 
I Preasare. PreBsnre. ' 



Air 1 1 


I 


Oxygen 




1 1 


1 


Nitiogen 




1 1 


1 


Hydrogen 




; 1 


1 


Chlorine 






39 


60 


Hydrochloric acid 






62 




Carbon monoxi<le . 






90 


750 


„ dioxide 






90 


972 


Nitrous oxide 






355 


1860 


Sulphuretted hydrogen 






390 


2100 


Marsh gas . 






403 




Sulphurous acid . 






710 


6480 


defiant gas . 






970 


6030 


Ammonia 


1195 

[ 


5460 



The effect of vapours was, in general, very great — in some cases 
enormously greater than that of the simple gases, and he found also 
that they followed the same general order as the liquids from which 
they evaporated. 

Tyndall also investigated the emissive powers of gases and vapours, 
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either by directly heating the gas and measuring the radiation from it, 
or by a very ingenious method suggested by an apparent anomaly 
noticed in the course of his work. On admittiug air into a tube pre- 
viously containing vaponr, he noticed that, apparently, the vapour became 
much more transparent, as the thermopile iudicated a larger amount 
of heat falling on to it. But he fouDd that this was really due to the 
heating of the vapour by compression. This suggested that he might do 
away with the external source of heat, and allow the gas in his tube to 
be heated by compression. He was able to measure its radiation when so 
heated. He thus found that radiating and absorbing powers were in 
the same order. One result obtained by Tyndail is that water-vapour 
has a very considerable absorption for liirk radiations, a result which 
was contradicted by other experimenters. The various methods, how- 
ever, by which Tyndail obtained evidence of the absorption leave little 
doubt that his experiments warranted his conclusion. It is con- 
firmed by the observations of meteorologists on the greater or slower 
rate of cooling of the earth at night, when the air contains less or 
greater amounts of water-vapour. If we accept this conclusion, we can 
also account for the great variation in the absorption of the solar spectrum 
noticed by Langley* and others as occurring with changes of weather. 

We may notice one very interesting result obtained by Tyndail, that 
water-vapour was especially opaque to the radiation from a hydrogen 
flame, while a thickness of about a quarter of an inch of liquid water 
quite cut off this radiation. 

The foregoing account of the results obtained by measurement of 
quantity without regard to exact quality of radiation, amply confirms the 
general conclusion that radiating and absorbing powers go together, both 
being either great or small together. But they do not tell us anything 
as to the relation to each other of the wave-lengths of radiations 
emitted and absorbed by the same body ; and for the long wave-length 
radiations the experimental difficulties in the way of such an investiga- 
tion have only recently been overcome. But certain general eoncluaions 
have been arrived at, chiefly by the aid of the Theory of Exchanges, of 
which we shall now give some account. These conditions have been 
directly tested and found to hold good with regard to light radiations 
and, in some tew cases of dark radiations, and we cannot doubt that 
they are true with regard to all radiations. 

* Beteartkei on Solar Heat, p. 1S4. 



„Google 



CHAPTER XV. 
THEORY OF EXCHANGES. 

Theory of Eiohanges— Uniform Temperature Enclosures— Full Radiation — Pro- 
potitioris regarding Uniform Temperature EnclosnreB — Bodies exchanging 
Radiation at different Teinp«raturefl — Bodiea in the same Physical State con- 
Cinne to absorb the same kind of Bays indepeDdentl}' of Change of Tempeiature 
— Radiation of every kind emitted by a Body increases as the Temperature 
rises— Application to Special Cases. 

Theory of EsclLangeS. — -if an enclosure is maintained at a constant 
temperature, and we put another body — say, a thormometer — inside it, 
the thermometer, if at a lower temperature, will receive energy from 
the surroundiDg walle by radiation, while, if at a higher temperature, it 
will radiate out energy, till, in either case, it arrives at the temperature 
of the enclosure, after which everything remains steady. But according 
to the kinetic theory of matter, the molecules of the enclosure and the 
body are etill in vibration, still in a condition to send out radiation. We 
are led, therefore, to suppose that the radiation is going on just as before, 
and that the apparent cessation of transfer, when equilibrium of tem- 
perature is reached, is really due to a balance of exchange, the ther- 
mometer radiating out just as much as it absorbs. The space between 
the two bodies is not to be regarded as no longer affected, but as the 
medium of two equal and opposite streams of radiation. Before the 
balance is arrived at, the thermometer, if hotter, is sending out more 
than it receives ; if colder, it is receiving more than it sends out. 
We may suppose, in fact, that there is, in a given transparent medium, 
(we say " given " since, as we shall see later, the medium has an effect) 
a total radiation from a body depending on its own temperature alone, 
and not on the surrounding bodies. When a body ceases to lose or gain 
energy, it is receiving an amount equal to its own radiation. We 
imagine a process more complex than that for which we have direct 
experimental evidence. 

Perhaps we may illustrate the nature of the theory by considering 
the money payments between two commercial firms, each supplying the 
other with goods. Leaving out of consideration (^together the goods 
passing, at each settling-day a certain balance would generally have to 
be paid over by one of the firms to the other. But, examining the 
- books, we should find each transaction entered separately, and the effect 
is, therefore, the same as if each purchase were paid for separately — 
as if each firm paid for the whole of the goods it purchased, and as ^ it 
received the whole sum due on the goods it supplied. The book-keeping 
takes account of the separate items, but the money passing only concerns 
the balance. Now, in the case o! radiation, experimentally we only 
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detect the balance paid over, but the theory of exchanges supposes the 
payments all gone through on each side ; it ie, as it were, a complete 
system of book-keeping. Our justification for its use is, that it tells 
us how the balance to be paid over is made up, and under what con- 
ditions the balance will exist. How far the doable process is gone 
through in nature is, perhaps, open to question. In the closely related 
theory of secondary waves in light, we have a similar " book-keeping " 
account of the disturbance at any point to which a wave travels. We 
consider that this is made up of disturbances sent by all the points in 
the wave-front in some previous position, and we find the actual distur- 
bance to be the resultant or balance of these. But we do not suppose 
that each secondary wave exists, in the sense that each is sending energy 
to the point. The supposition of their existence is to keep an account 
of the process of wave-propagation, and whenever on reckoning up we 
find a balance of uncompensated disturbance at a pointy observation 
shows us that the disturbance actually exists, and that the calculated 
amount of energy has been supplied for it. 

The theory of exchanges consists of two parts : — 

In the first we consider the transactions when bodies are entirely 
surrounded by bodies at their own temperature, that is, are in uniform 
temperature enclosures. 

In the second we consider the transactions when bodies are exchang- 
ing radiations with bodies at a temperature different from their own. 

1. TTnifona Temperatiire Enclosures. 

We shall not at present consider the effect of the medium on the 
radiation, but suppose that we have the same medium in all cases and 
that its refractive index for all radiations is unity. 

By experiment we find that a body placed in a uniform temperature 
enclosure finally comes to the temperature of the enclosure, whatever 
may be the shape or nature of the walls and whatever the position of the 
body with respect to them. On the theory of exchanges, therefore, the 
body is receiving everywhere just as much as it radiates, that is, it is 
receiving the same total quantity at all points. Not only is it receiving 
the same quantity, but also the same quality. For, suppose the body 
able to absorb more of one kind of radiation than of another — to fix our 
ideas, say more of red than of yellow — and suppose that at A the pro- 
portion of red to yellow is greater than at B. Placing the body at A, it 
will be able to absorb more energy than when placed at B, but it radiates 
equal amounts at the two points. Kence, if the temperature remains 
constant when the body is at B, it must rise when the body is at A, 
which is contrary to experience. The proportion of the two kinds 
must, therefore, be the same throughout. The radiation must also be 
the same in quantity and quality in all enclosures of the same tempera- 
ture, for, removing the body from one enclosure to another, the preced- 
ing argument applies. 

It is, therefore, independent of the nature of the surface of the 
enclosure. Suppose part of the surface lampblacked, part covered with 
polished silver, and part with a plate of rock-salt. The lampblack absorbs 
nearly all that falls on it, but makes up for this by its great radiation ; the 
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silver radiates very little, but then it reflects nearly all that falls on it. 
The rock-se.lt neither reflects nor radiates much, but transmits freely most 
of the radiation from the surface against which it is placed. 

There ie, therefwe, a dream of radiation gotng in alt directions in a 
cviistant-temperature enclosure, the amount and quality of the stream depend- 
ing only on the temperature. Since a lampblacked surface absorbs nearly all 
the radiation falling on it, it must send out a stream nearly equal to this 
total radiation, and hence the radiation in a constant - temperature 
enclosure is sometimes termed the lampblack radiation. But we know 
that even lampblack does not entirely absorb the radiation falling on it, 
diffusing and transmitting small fractions. Hence it does not radiate 
out quite as much radiation as falls on it in the enclosure. It is better, 
therefore, to term the stream in a constant, uniform temperature en- 
closure, the full radiation for the given temperature. 

Erom the foregoing we may immediately deduce the following 
residts : — 

(a) If a body absorbs any hind of radiation it must also emit the same 
kind of radiation at the same temperature, and if it it placed in a uniform- 
teniperafure enclosure the emission equals the aiisorption. 

This follows at once from the fact that, in order to make the stream 
of issuing radiation full, it must restore to it just what it took from the 
incident stream. 

(6) A body at a given temperature cannot emit inm-e of a given kind of 
radiation than exists in the full radiation for that temperature. 

For, if it could, and if it were placed in a constant-temperature en- 
closure, the issuing stream would contain more of the radiation than the 
incident stream — or, the stream would not be uniform in character.* 

(c) A body opague to any kind of radialion must emit that kind of 
radiation. 

For, construct a uniform -temperature enclosure entirely lined with 
the substance, and let the temperature be such that the given radiation 
is a constituent of the full radiation at that temperature. The given 
radiation now existing in the enclosure must have come from the lining 
substance, for it could not get through from behind. Hence, opacity is 
always accompanied by the power of emission, and, therefore, of 
absorption. 

To enable us to think a little more definitely of such an enclosure, 
let us suppose a hollow iron ball, coated inside partly with lampblack, 
partly with silver, partly with rock-salt. Let it then be heated red hot 
and kept at a constant temperature. If we can imagine ourselves placed 
within, but protected in some way from the high temperature without 
affecting the full radiation, then, on looking round, everything will 
appear of the same colour. The lampblack radiates out most but it 
reflects little, the silver radiates little biit reflects much. The rock-salt 
is nearly transparent to the radiation from the iron behind it, and the 
uncovered iron partly radiates and partly reflects enough to make up the 
full radiation. We shall, therefore, have one uniform glare, and shall be 
quite unable to see the boundary lines between the different substances. 

• This does not necessarily hold if the body is phosphorescent, or if it is under- 
going chemical or molecular change. In these cases molecnlar enei^y may be 
tianuormed into radiant energy without a corresponding rise of temperatare. 
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If any bodies are suspended in the enclosure, they too will be indis- 
tinguiBhable. A piece of coloured glass will absorb special rays, but will 
also emit an equal amount of those rays. A plate of tourmaline will 
polarise the light transmitted through it, but it will emit light polarised 
in a perpendicular plane, making up the issuing stream to the full radia- 
tion without polarisation, 

A difficlilty in accepting these statemeuts arises, perhaps, from our 
want of experience of true constant- temperature enclosures. A room 
without a fire in daylight may possibly be at a nearly constant and 
uniform temperature, yet our experience shows that it is far from 
answering to the above description, since we can see the various objects 
in it quite plainly. But it is to be marked that we see them not by 
their own radiation, but by reflected daylight which is originally sun- 
light. In fact, the room is not an enclosure. The window being ti'an- 
sparent, the sun foi"ms part of the boundary from which radiations are 
received, and it is at an enormously higher temperature than the rest of 
the room, while the sky or clouds probably form another part of the 
boundary far colder than the room. In order, then, to have a uniform- 
temperature enclosure, the radiations received at any point within it 
must all proceed from bodies at the same temperature. Hence it would 
be impossible to make glass or rock-salt enclosures, unless, indeed, the 
thickness were so great that the impurities and the natural absorption 
rendered the walls opaque to external radiation. 

A room darkened by thick shutters, or a cellar without windows, 
gives a very near approach to a uniform-temperature enclosure, but our 
eyes are not sensitive to the radiations given out at ordinary tempera- 
tures. A very hot coal-fire, however, frequently has cavities forming 
nearly complete enclosures, into which we may look, and so verify some 
of the properties stated above. The boundaries between the di£erent 
pieces of coal are very indistinct. Pieces of glass of different colours 
put into the cavity soon become nearly indistinguishable, each restoring 
to the stream of radiation what it takes from it. Similar observations 
may be made on heating an ordinary clay crucible, or even a clay 
tobacco-pipe, to red heat and putting small pieces of glass or of any 
other non- combustible material at the bottom. On looking in, the same 
indistinctness of outline will be marked. 

Effect of the Medium on Radiation.— We have seen that in all 
enclosures at the same temperature, containing the same medium, the 
stream of radiation is the same, our proof depending on the assumption 
that the radiation from an enclosed body is independent of the nature 
of the radiating enclosure. 

But we have no ground for supposing it to be independent of the 
surrounding medium. A body surrounded by rock-salt may be able to 
send out more or less energy in a given time than the same body 

Let us now investigate the effect of a change of refractive index on 
the stream of radiation. The following proof is due to Balfour Stewart 
(Ti-ealue on Heat) :— 

Let ACA' (Fig. 139) represent a spherical constant-temperature , 
enclosure, the lower half being filled with a substance of refi'active 
index /i, for some given radiation. Let B be a very small area on the 
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surface of the substance at thecentre of the sphere. Let CBD represent 
a cone of rajs of very small angle, with ABA', the normal to B, as axis, 
and draw the cone BCD' such that 

sin ABD = ^sm ABC 

or, since the angles are small, ABD = /i A'BC 

If E is sufficiently small the refracted part of all the rays reaching B 
through the cone CBD must pass through the cone CBD'. 

We have an exchange, then, of radiations through the area B, and 
the total radiation, measured by the energy received per second, sent 
downwards must equal the total radiation returned upwards, and this 
will be true for the two corresponding elementary cones CBD, CBD'. 

Kow, the quantities of radiation incident on B through the cones will 
be proportional to the solid angles of the cones, which, since they are 
small, are proportional to the squares of the 
angles ABC, A'BC, that is, are as ^^ : 1. 

If, then, R, R' represent the amount of 
the given radiation in the full radiation in 
each medium, then the radiation incident 
on B through CBD is to the radiation 
incident on B through CBD' as n^R is 
to B'. 

But by optical theory and experiment 
the fraction of the incident light trans- 
mitted is the same, whether the radiation 
falls on the surface from above or below. 

Hence, the radiations transmitted into 
the two cones are also in the ratio fi^R i R'. 

But these are equal, or 

R' = ^2K,. F 

To illustrate the meaning of this result, 
suppose that a body is suspended in an enclosure colder than itself, the 
space between the body and walls being a vacuum — it will radiate out 
more than it receives, and tend to fall in temperature. If, now, the body 
is surrounded by a Uyer of rock-salt of which the refractive index is 
about 1-5, the stream of radiation from the body and the stream to it 
will each be multiplied by fi^. The difference is, therefore, increased in 
the same proportion, and, therefore, the body wUl cool niore than twice 
as rapidly, even neglecting the effect of conduction. 

We may summarise the foregoing by the statement that in a uniform 
constant-temperature enclosure there is a definite stream of I'adiation in 
all directions depending only on the temperature and the medium, and 
not on the nature of the radiating surfaces. Further, that any body 
placed within the enclosure and at the same temperature absorbs and 
radiates the same kind or kinds of radiation and to the same amount, 
leaving the radiation issuing from it the same as the full radiation 
incident upon it. 

The principle that bodies absorb radiations of the kind which they 
emit is perhaps a special case of the general principle of resonance, of 
which we have examples in sound and mechanics, according to which 
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principle bodies naturally vibrating in a given period are set vibrating 
hy receiving waves of that period from different sovirce& 

2. Bodies exchan^g Radiations at different Temperatorea. 

We can apply what we have learnt from uniform-temperature 
enclosures to cases of unequal temperature hy the aid of two general 
principles :— 

(o) Bodies tn the tame physical gtate continue to abtorb the same kind 
of rays independently of change of temperature. 

The experimental evidence in favour of this is that bodies keep the 
same colour through wide raogeu of temperature, that is, they absorb the 
same constituents of the radiation falling on them. If they change 
colour, we usually find some evidence of chemical action or of change of 
molecular aggregation, as when yellow phosphorus changes to red phos- 
phorus, a change which might almost be considered chemical. 

(b) The radiation of every kind emitted from a body ina-easfs as the 
temperature rises, as l(mg as the physical gtate remaim the same. 

We may verify this for light rays by heating an opaque body till it 
becomes incandescent. When first visible, it only gives out the longest red 
rays in sufficient quantity to be seen and these only in small quantity ; but 
as the temperature rises, the spectrum gradually extends towards the blue 
till the body becomes white-hot, when it gives out a full spectrum. But 
as fresh rays are added to the spectrum, those previously existing become 
stronger — the red, for instance, being much more intense than it was 
when the body first began to glow. The same holds good for the dark 
long wave radiations, as has been shown for blackened copper by Langley. 
He investigated the wave-lengths emitted at various temperatures from 
40° C. up to about 800° C, and found that, as the temperature rose, the 
spectrum became extended towards the shorter wave-lengths, and that 
the previously existing radiations also became more intense. 

In the case of solids and liquids, the spectrum is always more or less 
continuous, and we may lay down the general rule that, at low tempera- 
tures, only the very long wave-lengths are sensible, but that, as the 
temperature rises, the spectrum grsiduaUy extends to the shorter wave- 
lengths, and ultimately comes into the visible range. 

Oases, however, only emit, at least in the visible spectrum, waves of 
definite length or in definite groups, and their spectra consist of bands or 
lines. As the temperature rises, these bands or lines become brighter. 
We may easily show this by comparing the sodium flame in a spirit-lamp 
with the hotter sodium fiame in a Bunsen burner. 

Application of the foreffoinr Principles to Special Oases.— We 

know that a black surface such as lampblack absorbs nearly all the radia- 
tions which fall upon it. If we raise its temperature, it will still continue 
to absorb. It must, therefore, also emit rays of nearly all kinds, and at a 
given temperature it will emit more radiation than other bodies, or when 
incandescent will shine more brightly. In illustration of this, if a piece 
of platinum-foil with inkmarks on it, which will withstand heat, is heated 
to incandescence, the inkmarks shine more brightly than the rest of the 
foil. If a piece of white porcelain has a dark pattern on it, tbe white 
porcelain reflects a great part of the light-radiations falling on it, and the 
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dark pattern absorbs most of them. On heating the porcelain to incan- 
descence, the pattern is still the best absorber, and it is, therefore, also 
the best radiator, and the pattern stands out as bright on a lees bright 
ground. 

Blue glass absorbs red more freely than blue rays. If heated to 
incandescence, it radiates red more freely than blue, and therefore it 
appears a very bright red. Transparent glass absorbs little, if any, of 
the light rays, and therefore it radiates poorly, and a piece of colourless 
glass-tubing heated white-hot only gives out a faint white light as com- 
pared with a wire heated to the same temperature. 

We have a converse case with sodium vapour in a Bunsen flame, 
which emits yellow light, its spectrum consisting of the two well-known 
D lines. It, therefore, also absorbs yellow light of the same wave-lengths. 
If, then, we place a cooler sodium flame — that of a spirit lamp — in front 
of a hotter sodium flame given by a Bunsen burner, the cooler flame will 
absorb from the hotter flame behind it, but will not restore to the out- 
going radiation as much as it absorbs. Hence it appears smoky, especially 
round the edges, where the absorbing vapour is coldest 

This is applied to esploin the existence of the dark lines in the 
spectrum of the sun. The body of the sun is intensely hot, and so dense 
that it sends out radiations of all kinds, forming a continuous spectrum. 
But round it is an atmosphere consLsting of a mixture of gases and 
vapours cooler than the interior ro^ss, though they are still exceedingly 
hot, sufficiently so to send out their own radiations. But they absorb 
from the stream passing outwards more than they restore, each selecting 
the kind of radiation it emits. Thus, sodium vapour absorbs the two D 
wave-lengths, while the light on each side passes on unabsorbed. On 
examining the solar spectrum, then, these two D lines appear dark, not 
from absence of sodium light, but because the sodium light is weakened 
relatively to the neighbouring radiation. We may quote as another 
example the cases already mentioned of absorption by cold rock-salt of 
the radiation from hot rock-salt, and of the absoi'ption by water of the 
radiation from a hydri^en flame. 
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CHAPTER XVI. 
RADIATION AND TEMPERATURE. 

Variation of Bate of Kadiation with Temperature — Newtoa'a Law of Cooling — 
Dulong and Petifs Law— Rosetti's Law— Stefan's Law— Constants of Kadia- 
tion— Radiation from Sarfaces whioh Absorb Selectively— Bate of Solar Badia- 
tion— Solar Constant — Fouillet'B Pjrheliometer — Violle's Actinometer — Lang- 
ley's R^earchea — Crova'a Reseaiches — Effective Temperature of the Sun — 
Source of Solar Energy, 

Variation of Bate of EadiatioE with Temperatnre— When a 

body is in a constant temperature enclosure, at an excess e above the 
temperature $ ot the enclosure, it is radiating out at a rate depending on 




•■ Abaotute Umpervtart 

FlO. UOo. 

its own temperature d + e, but if its absorbing power is the same aa when 
it was at $ it is absorbing as much as it would radiate out at 6. For at 
that temperature it would radiate out as much as it receives. Hence if 
we represent its total radiation per second at any temperature t, by B, it 
is losing energy by radiation at a rate 

If we could sutToiind the body by an enclosure at the absolute zero 
the enclosure would probably cease to radiate and we might put Ri — 0. 
The rate of cooling would then represent the total radiation per second 
from the subject at the temperature e. 
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Various attempts have been made to find how the quantity R„ repre- 
senting the rndiation from a body at absolute temperature e, in an 
enclosure at the absolute zero, depends upon the temperature. Since we 
cannot have a zero enclosure it ia obvious that we must deduce R from 
observations of the difference 

where 6 is the temperature of the enclosure or surroundings and e the 
excess of the radiating body above that temperature. Let us suppose that 
we have succeeded in determining the form of the curve representing the 
radiation of a body at different temperatures in a zero enclosure, and that 
itisOPQin Fig. 140a. Let us draw the ordinate PM at ^ and QN at ^ + e 
and PR parallel to the temperature axis. Then PQ, with axis PR, 




will represent the cooling curve in an enclosure at temperature d, for 
QR = Il,_^j — Ri. Suppose that we obtain successive cooling curves, say 
first between 8 for the enclosure and C + efor the body, then for ff + e for 
the enclosure and fl + 2e for the body, and so on. Let these curves be re- 
presented on a single diagram, as on Kg. 1406, each curve being marked 
with the temperature of the enclosure ; by putting these curves end to 
end we can build them up into the radiation curve of Fig. 140a. 

Newton's Law of OooliDg^. — Newton made the first experiments 
on rate of cooling, and found that the rate was proportional to the excess 
of temperature above the enclosure. This may easily be verified by 
raising a thermometer some 20° or 30° above the temperature of the 
room and observing its fall. Plotting the logarithm of excess of temper- 
ature against the time, the result will be found to be a straight line. 
If e be the excess at time t, and if E be the initial excess, the observations 
show that 

logJ=-ai 
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that is, the rate of fall is proportional to the excess. 

If this kw held good for any value of the excess the radiation curve 

would be a straight line. But it ia only true for small excesses, so small 




Exct^i ef UmperoOire ef bulb sver temperature of eiKtoJure 
Fig. hi.— Dulong and Petit's Cooling in Vacuo. 

that we may regard the radiation curve as straight, and consider that we 
are moving along the tangent. It therefore gives ns no information aa to 
the shape of the radiation curve. 

Dalonjf and Petit's Law of RadiatiOIL — Very extensive researches 
were made on the cooling of thermometers in enclosures by Dulong and 
Petit about 1817.* Their chief work was carried out by suspending a 
thermometer raised to any temperature up to 300° 0. in a copper globe 
surrounded by water. The globe was then exhausted to a pressure of 2 
or 3 mm. and the rate of cooling of the thermometer was observed. 
Corrections were applied for the effect of the residual air and for other 
disturbances, and the results were taken to give the cooling due to radia- 
tion. They are represented in Tig. 141 by the curves I. to V., the tem- 

* Arm. de Ctumie, yii., ISn.oiTbomsah'e AnnaU of PhUotopK^, xllL, 1819. 
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perature of the enclosure being marked on each curve. Now the heights 
of these curves are in a constant ratio to each other, each being l'I6 
times as high as the preceding. Then if we have obtained the rate of 
cooling for a given temperature of the enclosure, when we raise that 
temperature by 20° we must multiply the wilinate of the curve by l'I6, 
when we raise it 40°, by l-ie^, when we raise it 60°, by 1-16', and so 
on. Then for & difference of 1° we should multiply by 1'16A, or by 
1-0077, and for a difference of n° by 1'0077'. Taking curve I., where the 
enclosure is at 0° C, if we multiply the ordinates by 1'077~^ = -123 we 
shall obtain the curve of cooling when the enclosure ia at 0° absolute, and 
this is the radiation curve on the assumption that the results obtained 
between 0° C. and 300° C. allow us to extrapolate. 

We have already shown that the cooling curves are successive piecea 
of the radiation curve and if we break the radiation curve up into suc- 
cessive 1° steps, banning at the absolute zero as in Fig. 142, the height 






Fio. 142. — Radiation Curve broken ap Into CooUiig Cniree. 

of each step above the last is, by Dulong and Petit's result, I'077 times 
the preceding height, or B6=1'077 Aa; Cc-"1'077 B6, and so on. 
But these 1° steps up are each — ^ for the radiation curve so that 

—2 is multiplied by the factor l-077for each step of 1°, and at flwe shall 



where Aa ia the height of the first step. Integrating we get 

E-ra(l-077'-l) 

where m is a constant for the radiating body. 

For a long time this result was supposed to represent the radiation 
curve, at least within the range of the experiments, but there is no 
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doubt that the residual gaa played some part not eliminated, and that 
the radiation is not truly represented by the formula. 

Rosetti's Law. — Rosetti* found that with a Leslie cube or an iron 
vessel filled with mercury, but not Burrounded by a lampblack enclosure, 
the cooling between 300° C. and 0° C, was much more nearly represented 
by 

a'i^{T-e)-hh(i-e) 

when T is the absolute temperature of the body, that of the enclosure, 
and a and b are constants for the body. 

Stefan's Law. — In 1379 Stefan t gave an entirely new turn to the 
researches on radiation by the suggestion that the rate of radiation is 
proportional to the fourth power of the temperature. He was led to 
this by observing that a result of Tyndall's accorded with it. Tyndall 
found that the radiation from a platinum wire at 1200° C. was 11-7 

(1200 + 273\* 
-^^ — ^^ \ is very nearly 11-7, 

or the two radiations were almost exactly in proportion to the fourth 
powers of the absolute temperatures. Re-examining the work of 
Dulong and Petit and their successors, Stefan found that on taking con- 
duction by the surrounding gas into account, the radiation was more in 
accordance with the fourth-power law than with the formulee previously 
used. In 1875 Bartoli applied thermodynamic reasoning to radiation, 
and in 1884 Boltzmann followed up Bartoli's work. Starting with the 
supposition, now proved, J that radiation presses against any surface on 
which it falls, Boltzmann treated the radiation in an enclosure as the 
working substance in a Garnot cycle, and showed that the full radiation 
at any temperature miist, if the metiod is Justifiable, be proportional to 
the fourth power of the temperature. We shall give an account of this 
thermodynamic treatment in chap. xx. Here it is sufficient to say 
that the subject has been developed by Wien§ and others, and that 
Wien has shown that if a body is emitting full radiation then the wave-' 
length of maximum radiation is given by 

k^6 — constant, 

where 6 is the temperature of the surface, and that the energy radiated 
through a small range dX. at this maximum is 

E,„(^A = constant x 6^. 

Wien on certain assumptions deduced a formula to express the 
energy radiated for every wave-length. But the results of experiment 
did not confirm Wieo's formula so well as a modification obtained by 
PIanck.|| 

* Fka. ifaa., viii., 1879. 
+ Wien. Akad. Ber., 1879, Ixxix, pp. -391-42S, 
J Lebedew, Congrit Intematitmal de Fhytiqvt, ii. p. 133. 

9 Wien, Congrii /nternoiionai de Phyiique, ii., p. 23; Larmor, "Radiation," 
Encydopadia Britannica, xxxiii. 

II DeuUek. Phy$. Getdl. Vtrk., 2, xiii., p. 202 ; 2, iTii., p. 237, 1900, 
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Wien's formula for radiation in the small range d\ is — 

Planck's modification is — 

E.iX=^, -jr^dA 

^%^-l 

where C'j and C^ are fonstantB. These last forntiilte must for the present 
be regarded as of less weight than those for A„ and E„, as they are 
obtained by the aid of special molecular hypotheses. 

Since the enunciation of Stefan's law and the foundation of the 
thermodynamics of radiation, much work has been done to test the 
formnlte obtained by the theory.* Lummer and Pringsheim used as 
radiating source a constant-temperature enclosure with a small hole in 
the side, the enclosure being of different materials according to the 
temperature. The radiation emerging from the hole was practically the 
full radiation for the temperature of the enclosure. For imagine that a 
stopper at the temperature of the enclosure is put into the hole, the full 
radiation strikes on the stopper ; but it only exceeds that passing out 
through the hole by the amount emitted by the stopper and reflect-ed by 
the sides of the enclosure back to the stopper again, and this is 
negligible if the hole is small enough. 

The issuing radiation was measured by a bolometer, and the fourth- 
power law was very exactly verified. Using a fluorspar prism, the 
radiation was dispersed, and a bolometer travelling along the spectrum 
gave the position of maximum energy and the amount of that energy. 
The formulie A,„fl = constant and E„ — constant x 6^ were verified. 

In subsequent work t Planck's formula has been shown to accord 
very closely with observations on the energy in different parts of the 
spectrum — more closely than that of Wien. But it should be noted that 
Cj is in Wien's formula 5X„^d, where A^ is the wave-length for which E 
is a maximum and in Planck's very nearly the same. Hence we have 

practically e~>~ in the denominator, and this is great compared with 1, 
so long as A is less than A„,. The two formulae nearly agree, therefore, on 
the shorter wave-length side of the maximum. 

The confirmation of these formulce justifies their use to determine 
the temperature of bodies emitting full radiation. Thus Lummer and 
Pringsheim J have determined the temperature of a uni form-tempera tute 
enclosure (I) by measuring the total radiation emitted, (2) by measuring 
the wave-length of maximum enei^y, (3) by comparing the brightness of 
a given part of the spectrum with the brightness of the same part of a 
spectrum emitted by a surface at a lower known temperature and using 
Planck's formula. All three methods gave the temperature as 2325 
absolute within '20°. The constants in the formula had been previously 



• An aoconnt of the subjeol will be found in the Cangria Intcrnatvmal dt 
Pkyiique, it p. 41, by Lnmmer, who has been one of the chief workers. 
+ Pascbeo. Inn. d. Phyeik. 4-2, Feb. 1901, pp. 277-298. 
t Beruthte der Deal. Phy$. Get., 1903, p. 3. 
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OoDStanta of Radiation. — These coost&nts may be token as having 
nearly the following values* ; — 

If R, is the energy emitted per second per square cm. from a full 
radiator at temperature 6 on the absolute scale, 

where it= 532 x 10"* ergs, per second, or 5'32x 10~" watts. 
, In M = A 

energy at expressed in terms 



where A„ 
of ^= lo- 
in Wien'a 


is the wave-length of maximum en 
metre as unit 

A - 2940. 
formula 




C, = 5A = 14700 



Ci is ot the order 1000 for X= 1,*. 

The Radiation fk^m Surfaces which Absorb Selectively.— The 

foregoing results do not apply 
to surfaces which absorb dif- 
ferent proportions of different 
wave - lengths. Even if a 
surface always absorbed th» 
same proportion of the same 
wave-length it need not absorb 
the same fraction of the full 
radiation at different tempera- 
tures. Suppose, for instance, 
that I., Fig. 143 re{^esents the 
full radiation for one tempera- 
ture, while II. represents it for 
another. Suppose that at L a 
certain surface has an absorp- 
I tion band, L being the wave- 
length of maximum intensity 
of II., and suppose this the 
only absorption band, then in 
II. a certain amount at the 
maximum is absorbed, while 
in I. it is not at the maximum and is therefore not such a large fraction 
of the whole. 

But we cannot assume that a surface does always absorb the same 
propoi'tjon of the same wave-length. It appears possible that the 
fraction increases in general as the temperature rises, for exceedingly hot 
surfaces appear to approach fulness in the quality of their radiation even 
though at low temperatures they are low radiators and only give a small 
fraction of full radiation. 

The vslne of o- is dne to 
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So f&r Qo general formulae have been obtained for such surfaces, 
though special cases, such as bright and black platinum, have been studied, 
and formula have been devised to Buit the results obtained. 



The Kate of Solar Radiation. 

The Solar Constant. — One of the most interesting problems in solar 
physics consists in the determination of the rate at which the sun is 
radiating energy. The rate is expressed in terms of the amount falling 
on 1 aq. cm. at the distance of the earth but outside the earth's atmo- 
sphere. When this is stated in calories per minute it is called the solar 
constant. If we multiply by (radius of earth's orbit/radiua of sun's 




FiQ. 144. — Fouillet'B Pyrheliometer. 

radiating surface)^ i.e. by (92400000/430000)3 = 460000 we get the 
amount passing out from each square centimetre of the sun. 

Pouillet'e Pyrheliometer. — The first successful research on the solar 
constant was made by Pouillet by means of the pyrheliometer. This 
consists of a flat, thin, cylindrical vessel A, Fig. 144, oE which the upper 
face ia lampblacked and the rest is silvered. This contains water and 
serves as a calorimeter. It is mounted at one end of an axis D round 
which it can be rotated to secure mixing of the contents, and the thermo- 
meter stem lies along this axis, so that the temperature of the calorimeter 
can be read easily 

The instrument is movable about another axis on the stand, so that 
it can be pointed in any direction, and a disc A' of the same diameter as 
A, is fixed near the other end of the axis D, and this is exactly covered 
by the shadow of A when D is directed towards the sun. 

Fouillet's method of observation was as follows. He first directed 
A to a part of the sky away from the suUj protected the instrument from 
sunlight, and noted its fall of temperature, say 0^, during five minutes. 
He then directed it towards the sun for five minutes, and noted the rise, 
6. Finally he again directed it away from the sun, and noted the fall flj 
during five minutes. He assumed that the mean cooling during the time 



IV Google 



of exposure to the sun was -^ „ ^' ^■> that, had all the heat received from 

the sun been retained, the rise would have been fl+ ' . ' 

Knowing the capacity of the calorimeter, the total heat received per 
unit of surface per unit of time could be measured. This, of course, only 
gave the radiation reaching the earth after much had been absorbed by 
the atmosphere. That this absorption is very considerable is sufficiently 
shown by the fact that we receive sensibly more heat from the sun as he 
rises higher, and thus diminishes the thickness of air through which his 
rays must pass. 

To determine the absorption by the air, Pouillet made observations 
when the sun was at different heights, and found that as long as the air 
was exceedingly clear, and the obserrations were made on the same day, 
the quantity of heat received per "centimetre per second might be 
represented by Aa", where d is the thickness of air passed through on 
the supposition that the air is a limited ocean of uniform density. 
A is, therefore, the beat per centimetre per second which would be 
received outside the atmosphere. By aid of this formula and the ex- 
perimental results, A and a could be determined. Suppose, for instance, 
that observations are made with a vertical sun, and again when it is 60° 
from the zenith. The thicknesses of air may be taken as 1 : 2, 
Hence, Qj^Aa* Q^ = Aa^, 

Therefore, Qi^ . 

It was found that a changed from day to day, and with the clearness 
and hygrometric state of the atmosphere, but the mean absorption of the 
radiation from a vertical sun was, according to Pouillet, about 20 per 
cent. 

He obtained 002939 calories per second per sq. cm., for the value of 
A, or 1'7634 calories per minute per sq. cm. 

Multiplying by 46000, the radiation from a square cm. of the sun 
would be about 1330 calories per second, or 1330 x 42 = 5600 watts = 7-5 
horse-power. This gives about 7000 horse-power per square foot 
Later observers have obtained values somewhat higher than that of 
Pouillet. His calorimeter was probably somewhat too slow in responding 
to the heating effect of the sun. The outer surface being at a higher 
temperature than the water as registered by the thermometer, the 
radiation outwards was most likely greater than that allowed for. 

Again, he assumed that the air absorbed all rays in the same pro- 
portion, whereas it absorbs or diffuses some much more than others. 
For instance, the blue colour of the sky shows that there is greater diffusion 
of the shorter wave-lengths, and the spectroscope gives us clear evidence 
of marked "selective absorption." As Langley has shown, Pouillet's 
supposition that the radiation may be represented by An^ would always 
lead to an underestimate of the solar constant.* This may be seen by 
considering a simple case. Imagine that the radiation outside the atmo- 
sphere consists of two kinds, respectively A and B in quantity. Let A 

• AvKrican Jownfd of ScieTKe, September 1884 ; Phil. Mag. sviii., 1884. 
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pass through unchanged, but let B be reduced by one-half in passing 
vertically through the atmosphere. Then with the sun in the zenith we 

observe A -t- -^- If we observe the radiation when the sun is 60° from 

the zenith we obtain A + -' Pouillet's rule would give the outside 

radiation as 







which is necessarily less than A + B. 

Again, if any ray were totally absorbed by the atmosphere even with 
vertical sun, Pouillet's method would take no account of it. 

Violle't Aetinometer. — Violle used an instrument which lessens the 
fault of Pouillet's Pyrheliometer 
by diminishing the lag behind the 
true temperature. A thermometer 
t, Fig. 145, is placed in the middle 
of a double-walled enclosure AB, 
the space CG between the walls 
being filled with melting ice or with 
water at a constant temperature. 
An opening provided with a shutter 
allows the sun'a rays to fall on the 
thermometer bulb. The shutter 
being closed the thermometer comes 
to the temperature of the enclosure. Fig. 146. — VioUe's Aetinometer. 

which is noted. The shutter is then 

opened and in about fifteen minutes a stationary temperature is reached 
when the heat from the sun balances that lost to the enclosure. To 
find the latter, the shutter is closed and the initial rate of cooling of the 
thermometer is noted. The water equivalent of the thermometer being 
known, we have the heat gained from the sun, Tiolle found for A the 
value -04233 calories per second or 2'5398 calories per minute.* 

Langlej/i Researches wtt/i the Bolcmteter. — Langley was the first to take 
selective absorption by the atmosphere thoroughly into account. In his 
researches on Mount Whitney t he sought to measure the absorption of 
each part of the spectrum separately, using a diffraction grating to 
separate out the various wave-lengths, and a bolometer to compare the 
heating effect with different thicknesses of atmosphere passed through. 
His results for wave-lengths between 'i/t and 1 0^ are given in Fig. 146, 
^ being one-millionth of a metre. 

Curve I. is for a given position of the sun at noon, termed " high 
sun," II. for a position— " low sun" — in which twice the thickness of 
atmosphere is passed through. Curve III. is obtained by drawing 
ordinates bearing the same ratio to those of I. that the ordinate^ of I. 
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bear to II., and therefore III. is the curve he would have obtained had 
he been outeide the atmosphere altogether. The general absorption 
steadily increases as the wave-length diminishes, though there is marked 
absorption of particular rays in the infra-red. This can easily be seen by 
inspection of the ratios of the ordinates of I, and II. at H with those at A. 
Curve III., therefore, 
contains a larger proportion 
of the blue rays than I. or 
II., and Langley concludes 
that outside the atmosphere 
the sun would appear of a 
bluish tinge. Continuing 
the curves beyond 10 as 
far as he was able, and com- 
paring the areas of curves 
I. and II., he found 
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Hence also area of curve 
III. = 1-57 area of curve I. 
Now by using Violle'sactino- 
meter, he obtained as the 
total radiation received per 
square centimetre per 
minute at high sun on 
clear days, l^Sl calories. 

Then outside the atmo- 
sphere this would be in* 
creased by the fraction 1*57, 
giving 2'84 calories. 

It is noteworthy that 
the absorption by the atmo- 
sphere, even at high sun, 
is nearly 40 per cent. 

Langley believed that 
even 2-84 was an under- 
estimate and put the solar 
constant as at least 3. 

Crova's Researches. — 

Orova,* who has devised 

and carried on a series of 

researches with an actinometer, puts the value of the constant still 

higher, believing that it is probably as high as 4 calories per minute per 

square centimetre. 

Taking this as the value, it is equivalent to 0-28 x 10' ergs per second 
or 0-28 watts. 

Multiplying by 46000, the radiation from a square centimetre at the 
surface of the sun is 12880 watts, about 17 horse-power. 

a diecnssion of the value of the solar 



Fig. 146.— Langlej'B Curves of Solar Radiation. 

I. High sun, through one atmosphere. 
II, Low EUQ. i.t. through two atmospheres. 
III. Estimated curve outside atmosphere. 
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The Effective Temperature of the Radiating Surface of the Sun. — We 
receive radiation, no doubt, from different layers of the sun, and these 
are at different temperatures. We cannot, therefore, accurately say that 
the radiating surface has one definite temperature. But we may find 
the one definite temperature of a fully radiating surface which is giving 
off energy at the same rate as the sun, and this is defined to be the 
" effective temperature " of the sun. 

Before there was any approximation to a correct law of radiation, a 
temperature was assigned to the sun which we now know to be immensely 
exaggerated. Thus Watterston, using Newton's law, according to 
which the temperature is proportional to the radiation, found a value 
7,000,000° C. 

VioUe, on the other hand, found far too low a temperature by 
using the law of Dnlong and Petit. He obtained an effective tem- 
perature of 1500°, and considered that the actual temperature might 
be 3000°. 

The first determination on what we may describe as modern methods 
was made by Rosetti.* He measured the heat received by a thermo- 
pile from a lamp-black surface at various temperatures up to 300° C, 
then from a copper ball suspended in a flame, the temperature being 
determined by a specific heat experiment. By a subsidiary experiment 
he determiined the ratio of emission of bare copper to that of lampblacked 
copper, and ultimately arrived at the law of radiation already quoted 
(p. 248). He then observed the radiation received from the sun and, 
correctmg for the absorption by the atmosphere, he obtained for the sun's 
effective temperature a value about 10,000°, 

Another important determination was made by Wilson and Gray.t 
They compared the radiation from the sun wjth the radiation received 
from a platinum strip which they could raise by an electric current to 
any desired temperature, the radiation being measured by Boys's radio- 
micrometer. That of the sun was refiected into the instrument by a 
mirror of known reflecting power. They first found that the radiation 
from the platinum increased according to Stefan's fourth-power law, up 
to the highest temperature which they could measure. Then they used 
a result found by Bosetti, that at high temperatures the emission from 
bright platinum is l/2'9 of that from lampblacked platinum, and so they 
calculated the temperature of lampblacked platinum at which it would 
give off the same energy per sq. cm. as the sun, and they found for 
this a value varying from 6200° C. to 7400° C,, according to the value 
assigned to the absorption by the earth's atmosphere. 

In a later paper Wilson \ described a modification of the experiment, 
in which the radiation from the sun was compared with that from a hole 
in the wall of a constant-temperature enclosure. The enclosure was an 
iron or porcelain tube heated in a gas furnace. Its temperature was 
given by a Callendar platinum thermometer. One end of the tube was 
open, and in front of the opening was a rectangular area of variable 
width, and this was arranged so that the radiation from the sun was 
equal to that from the enclosure. 

• Phil. Mag.,vin., 1879. 

+ PhU. Trans., A„ 1894, p. 361. 

I Froc. R.S.. liii.. 1901-2, p. 312, 



lyGoogle 



856 HEAT. 

I[ p is the fr&ction of the sun's rays passing through the atmosphere, 
and if g is the fraction reflected by the mirror, we may put 

pqO* X solid angle subteoded by the sun at the receiving surface 
„ fT* - T,*) X solid angle subtended by the rectangular aperture, 
where 6 is the effective temperature of the sun, 

T the temperature of the enclosure, 
and T, that of the receiving surface, 

T,* was negligible in comparison with T*, since T was of the order of 
1000°. Then we may put 

^ T* solid angle of aperture 
pq solid angle of sun 

The value of $ depends on the value assigned to p. If, with Rosetti, 
it is put at 071, the effective temperature of the sun comes out as 
5768° absolute. If, with Langley, it is put at 0'59, the effective tem- 
perature cornea out as 6085° absolute. 

It is interesting to compare with this the value given by the solar 
constant and the constant of radiation determined by Kurlbaum (p. 250). 
The radiation from the aun, according to Crova, is 12880 watts per 
eq. em. The radiation constant, according to Kurlbaum, is 532 x 10"" 

If the effective temperature of the sun is 0, then 
532 >;10-"9*= 12880 
whence ^ = 7000" nearly. 

If we adopt Langley's value of the solar constant, which is 3, or '75 
that of Crova, we get 

5 = 6500'' about, 
slightly above the value obtained by Wilson. 

Another value may be obtained from the equation 
A^5 = constant = 2940 
in conjunction with Langley's value for X„, viz., 

This gives 6 = 5880° absolute. 

But this should hardly be taken as another mode of determining 
the sun's temperature, since the equation A„^ = 2940 applies only to a 
surface emitting full radiation. The close agreement of the result it 
gives should rather be taken as indicating that the sun is nearly a full 
radiator, when we consider its radiation as a whole. 

Whatever the temperature of the solar surface, the interior on the 
average is doubtless much hotter. If, as we are entitled to suppose from 
the high temperature, the interior c^ the sun is in a mobile condition, 
the tendency will be towards a condition of " convective equilibrium," 
the fall of temperature outwards from the centre being such that a mass 
moving outwards and expanding as it moves will cool, owing to dimin- 
ished pressure through expansion, at such a rate that it is in equilibrium 
with its surroundings. 

If the temperature falls as we go outwards less rapidly than this, a 
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maBS raised up from the iaside will be colder than its surroundings, and 
therefore denser, and will tend to sink, or the equUlbrium ia stable. 
But if the temperature falls more rapidly, a mass raised up from the 
inside will be warmer than its surroundings, and will be less dense, and 
will, therefore, continue to rise, or if equilibrium exists it will be un- 
stable. Hence, as the cooling goefi on from the outside, there is a limit 
to the slope of temperature according to this convection law. As soon 
as the slope is greater than this limit, the arrangement is unstable, and 
circulation takes place, cooler material from the outside sinking down 
and being replaced by hotter material from the inside, until the slope is 
equal to or leas than that of conveotive equilibrium. We probably see 
Bueh diaturhftnces taking place in sunspots, which appear to be due to 
the increased absorption of the colder layers thickened by the disturbance. 

Source of Solar Energy. — The enormous rate of loss of energy by 
the sun — a radiation of probably 10,000 to 15,000 h.p. per square foot — 
requires some explanation. We cannot suppose that the supply of energy 
is merely yielded by the cooling of the body of the sun, for at such a 
rate the sun would have cooled very appreciably within historic times, 
and of this there ia no evidence. There must be, therefore, some other 
form of energy continually being converted into heat to keep the tem- 
perature up. This cannot be chemical energy, for not only is the sun 
above the temperature at which we believe chemical combination to be 
possible, but even had it been composed originally of separate elements 
giving out the greatest known amount of energy by chemical com- 
bination, the energy would last but a few thousand years. The most 
probable suggestion yet made is that of Helmholtz, that it is the 
equivalent of the potential energy of the matter of the sun gradually 
converted into kinetic energy, and then into heat, as the body of the sun 
contracts. 

As the sun cools slightly, the matter comes nearer together. The 
potential energy thus disappearing is converted into heat, which not only 
keeps the temperature up nearly to its original value, but yields an 
enormous surplus which is radiated out. 

If the sun were of uniform density throughout, and if as it con- 
tracted every part were of the same density, a contraction of the radius 
of the order of 200 feet or 6000 cm. per annum would yield potential 
energy mechanically equivalent to that radiated out. This would not 
amount to more than one second of arc in 6000 years, so that we can 
iiardly expect as yet to obtain direct evidence for the contraction. 
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The Second Iaw of ThermodynamioB— The Indicator Diagram— iBOthennala— 
AdiabaticB or laentropioB— Heat EngineB— Camofa ReTertible Heat Engine— 
Camot'a Cycle — Conditions for ReverBible Working— Kiam pies of Beversible 
Proceaaea — Of Irrevereible Procesaes— Efficiency of an Engine— Absolute or 
Work Scale of Temperature— Efficiency eipreBsed on the Absolute Scale^ 
Comparison of the Absolute with the Air Scale— Water-wheel Analogne 
— Reveraible Cycles in general— Entropy— Eutropy-Temperature Diagrani- 
Qnantitiea Analogoas to Entropy — Entropy tends to increase-^Diasipation of 
Energy — IntTinsic Energy — Available Energy — FoBiible efficiency of a Steam 
Engine. 

Wk shall now investigate the conditions under which the transformation . 

from heat into other forma of energy occurs, and the extent of the trans- 
formatioa tmder given conditions. 
We shall make use of a general 
principle, which we may con- 
veniently state here, known as — 

The Second Law of Thermo 

dynamiCB. — We cannot transform 
beat into leork merely by cooling a 
body ali-eady at the lowest available 
temperature. 

The significance of this state- 
ment will be appreciated better 
when we apply the law to re- 
versible heat engines. Being a 
negative statement, it is hardly 
founded on direct experiment, but 
rather on the general observation 
that when we seek to transform 
heat to work we usually derive the 
heat from a hotter body, we trans- 
form some of it, and are obliged to- 
give some of it to a colder body,, 
actoallj heating that colder body. 
Any apparent exception will, on examination, be found to involve some- 
thing beyond mere cooling of the already coldest body. For instance, if 
a quantity of air be under great pressure it may be allowed to do a con- 
siderable amount of work in expanding, and its temperature will fall 
very appreciably, perhaps far below that of the surroundings. But it is 
not menly cooled. It has not given up its heat by conduction. It has 
changed its volume while doing the work. If the air could be put- 
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through any process by which it returned finally to the earns volume, 
but was appreciably colder, and if it had meanwhile produced a balance 
of work, then the second law would be untrue.* 

The application of this principle will enable ua to find the maximum 
fraction of heat which under given conditions can be transformed to 
work, and will further give us the temperature changes occurring when 
bodies undergo known strains or are subjected to known stresses. 
Incidentally, it will give us a scale of temperature which is definite 
and quite independent of any particular substance — Lord Kelvin's 
work scale. 

As our investigations will be carried out chiefly by the aid of the 
Indicator Diagram, we shall first give some account of that diagram as a 
mode of setting forth the conditions of a body and the relations between 
its temperature, pressure, and volume. 

The Indicator Diagram.— In this di^^m two axes at right angles 
are chosen as volume and pressure axes respectively. A point on the 
diagram represents by its ordinate the pressure of the body, supposed to 
be uniform throughout, and by its abscissa 
the volume. Thus in Fig. 147 A represents 
the condition of a body which has volume OM 
and pressure A7f. 

If any change occurs in the body the 
successive conditions may be represented as 
regards pressure and volume by a series of 
points which will together form a line either 
straight or curved, joining the points repre- 
senting the initial and final conditions, as 
APQB in Fig. 147. 

We may represent the work done by or on 
a body during a change of volume by an area 
on the diagram. Let S (Fig. 148) represent 
the surface of the body when in the condition represented by P on the 
diagram, and let S' represent the surface when the body is in the con- 
dition Q very near F, so that S' is only very slightly larger than 8. Let 
a be a small area on S, which has moved against the pressure through a 
distance d. 

If p and p' are the initial and final pressures, the change is so small 
that we may suppose the pressure to vary uniformly from j) to^'. Then 
the mean pressure is J^ +p'), ^^^ t:he work done is J(p +p')fid. Summing 
up all over the surface, the total work 




p-i-p 



2arf. 



: volume between 8 and S'. 



: increase in volume. 



* A Btatemant less general bat aafflcient for oar puiposa is ThermodyiianiicB 
woald be : We cannot by a cyclical engine derive work continuously by conducting 
beat into tbe eng^ine from the coldest part of the sarroandinga 
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and increase in volume ^ UK 

PH + QK 



Therefore, total work 



. area of slip PK. 



The total work from A to B is evidently tie sum of all such slips, or the 
area AMNB. 

This work represents the energy given out by the body merely 

through ezpaneioQ against the outside pressure. If the body contracts, 

moving, say, from B to A, the same area will represent the work done 

on the body,or the energy given into 

it through contraction under outside 

pressure. If the point representing 

the condition of the body moves from 

A to B and back again along the 

same course, evidently, on the whole, 

no external work is done, the two 

quantities being equal and opposite. 

But if the return course is not 

the same, we may have a balance 

left over. 

Suppose that the body goes 
along ACB (Fig. Ii9), returning 
along BDA. Marking work done 
by by shading thus / / / ■, and 
work done on by shading thua 
■ \\\. where there ia a cross 
shading the two neutralise etich 
Fi8. 149.— Work done in a Cycle. other, and the balance of work done 

by the body is represented by the 
area included by the curve ACBDA. Had the change of condition been 
represented by a counter-clockwise motion round liie curve, the same 
area would have represented the work done on the body. A clockwise 
motion round the area then represents the giving out of so much energy. 
Isothsnnals. — -if the temperature of a body is kept constant, for 
each pressure there is in general a single definite value for the volume, 
and the relation between volume and pressure will be represented by 
a curve. For instance, in the case of a gas p x w is nearly constant for 
a given temperature, and the curve will be nearly an equilateral hyper- 
bola. Such a curve ia termed an isothermal. We may draw a aeries of 
isothermals, each corresponding to a difEerent temperature. The reader 
can easily plot the isothermals for a gas at 0° C, 100° C, and 200° C on 
the assumption that pe = KT when T is the temperature on the gaB scale 
and B is a constant for a given gas. 

The isothermals for liquids and solids are in general nearly parallel 
to the pressure axis. Thus for water an isothermal as it rises will only 
approach the pressure axis by ^-foiro of the volume for an increase of 1 
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atmosphere, so that it is impossible to represent it to acale on an ordinciry 
diagram. 

Adiabatics or Isentropics. — If a body is not allowed to gain or lose 
heat by conduction, and if tne volume and pressure alter, but in such a 
way that no kinetic energy is acquired by the body or its parts, the 
change is said to be adiabatic. When, for example, a mass of gas is 
enclosed in a son -conducting cylinder under a loaded piston, a very 
gradual change in the load will produce an adiabatic change in the gas. 
But a sudden change, such as a sudden finite decrease of load, will result 
in rapid motion of the piston and rapid motion of the gas. Some of the 
energy of this internal motion of the gas will be converted into heat by 
viscosity, and the body will thus receive heat, though from itself. In the 
celebrated experiment of Gay-Lussac and Joule on the expansion of a gas 
when no external work is done (p. 120), no heat is given to or taken from 
the outside, but the gas acquires considerable kinetic energy which is 
ultimately converted into heat, each element receiving heat from the 
surrounding elements through the viscosity. Hence the change is not 
adiabatic. As we shall show later, the temperature would have fallen 
about 70° had the change been truly adiabatic, the gas losing energy 
througli external work. This cooling with adiabatic expansion shows 
that the adiabatics of a gas on the indicator diagram are steeper than the 
isothermals, for the adiabatic through a given point must move down to 
a lower isothermal. We shall show later that the adiabatics are steeper 
than the isothermals in all cases. For a reason to be given later the 
adiabatics are also termed isentropics. 

Isopiestica and laometriCB. — Lines parallel to the horizontal axis 
indicate a change of volume at constant pressure and are termed Iso- 
piestica, The lines of equal volume parallel to the vertical axis are 
termed hometria. 

Heat En^neS. — Any arrangement for the transformation of heat 
into mechanical energy is termed a heat engine. 

By considering the most familiar instance, the steam engine, we may 
see what are the essentials of a heat engine. 

There is a working stibslance, the water and steam. This is made to 
expand on conversion into steam by the communication gf heat from the 
sides of the boiler — the source of heat. But only a part of the heat 
communicated by the source is turned into work. In oiSer to make the 
transformation continuous, the steam is ejected from the cylinder and is 
either allowed to expand into the cooler air, carrying off with it much of 
the heat originally givenj or it is passed into a cold condenser, where it 
yields up heat to the condenser and is turned into cold water. The 
general nature of the process then consists in the communication to the 
working substance of heat from a hotter body — the source — the trans- 
formation of some of this heat to work by the expansion of the working 
substance and the communication of heat not transformed to a colder 
body, either the outer air or a condenser. In thermodynamics the colder 
body is termed the Refrigerator. 

It is of the utmost practical importance to find what is the maximum 
fraction of the heat leaving the source which can be transformed to work 
when the temperatures of the source and refrigerator are known. For 
a comparison of the actual fraction transformed in a given engine with 
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the m&ximum enables the engmeer to determine how far the engine is 
working economically'. 

The et«am engine is a complicated engine unsuitable for the investiga- 
tion of the gener^ theory of heat transformation. We shall use, instead, 
a much simpler ideal machine, first imagined b; Carnot, the founder 
of this part of thermodynamics, and described in a celebrated essay, 
Rifiexumt hut la I'visaaiux Molrice dii Feu, published in 1824. This 
engine is outside the range of practical experience, but inasmuch as we 
can see how it would work if the practical details of consti^ction and 
manipulation were surmounted, the abstract conception is perfecdj 
legitimate. 

Cantot's Reversible Heat Engine. — Let ub suppose that we have a 
cylinder (Fig. 160} with absolutely non-conducting walls, and containing a 




FlO. 160. — Camot'B Sagine. Sbaded parte noD-conductiog. 

non-conducting piston perfectly fitting yet without friction. Let the cylinder 
contain air or other working substance under pressure applied by the 
piston, which we may suppose loaded to any desired extent. Let the 
bottom of the cylinder be perfectly conducting. As source and refrigera- 
tor let us hare two bodies arranged as stands, as in Fig. 150, with a non- 
conducting table between them, their temperatures being maintained 
constant somehow at t° and t" respectively. We shall take the waking sub- 
stance through a series of changes such that it ends in its initial condition. 
This series, known as .Camot'e Cyde, is represented on the indicator 
diagram by the four-sided figure, ABCD (Fig. 151), bounded by BO and 
AD, the t and (' isothermals, and two adiabatica EA and CD. We 
suppose the substance in the cylinder initially in the condition represented 
by the point A, Fig. 161, at the temperature ('. Placing it on the central 
table (Fig. 150), we gradually increase the load, decreasing the volume 
adiabati(^ly until we arrive at the point B, when the temperature has 
risen to (. Now, sliding the cylinder along the table on to Uie source we 
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gradually decrease the load, allowing slow expansion. In general a 
substance tends to cool on expansion, but the substance is here in contact 
with a conductor maintained at i, from which it will take in heat, and if 
the change is slow enough, the temperature of the working substance 
will never fall sensibly below t. When some arbitrary point is reached 
we slide the cylinder back on to the non-conducting table, and then 
gradually unload the piston, the substance expanding adialHitically till 
the temperature has fallen again to t', the state being now represented by 
D. Finally we slide the cylinder on to the refrigerator and increase the 
load. In general, compression tends to raise the temperature of a 
substance, but we must here effect it so gradually that alt excess of heat 
is conducted aifay to the refrigerator and the temperature never rises 
sensibly above i'. When the pressure arrives at ite original value the 




Fio. 151.— Camot'B Cjele, 

volume is also at its original value since the temperature is the same, or 
the state of the body is again represented by A. 

The balance of external work done by the working substance is 
represented by the area ABCD, and this is the mechanical equivalent of 
the excess of the heat taken from the source over that given to the re- 
fi-igerator, for the substance in the cylinder has exactly the initial 
amount of energy and the only changes are in the source and refrigerator. 

The process is reversible, i.e. we might work counter-clockwise round 
the cycle ABCD, first sliding the cylinder on to the refrigerator and 
taking in heat from it during a sensibly isothermal expansion, this heat 
being equal in amount to that given up in the direct working, then 
sliding it on to the table and compressing adiabatically till the tempera- 
ture is (, then compressing isothermally till B is reached, giving up to 
the source heat equal to that taken in in direct working, and finally ex- 
panding adiabatically till we have the initial temperature, volume, and 
pressure. In each part of the cycle the work done is equal and opposite 
to the work done in the same part dm-ing the direct working. Then by 
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doing work on the substance represented by ABCD, a certain quantity 
of heat has been taken from the refrigerator and a quantity exceeding 
thie by the heat equivalent of ABCD has been given to the source. 

Conditions for ReTerslble Working-^In order that the same 
figure may represent the direct and reverse working, that is, ia order 
that indefinitely small changes in the external conditions shall reverse 
the order of change, certain conditions are necessary. These conditions 
are^ 

1. That the working substance shall never differ sensibly in tempera- 
ture from the bodies to which it is giving or from which it is receiving 
heat ; for suppose that while the working substance goes along 6G in the 
diagram, the source b at a higher temperature T, then it is impossible to 
make the working substance return along GB merely by a gradual in- 
crease of load. The source being T° - (° hotter, the substance cannot 
yield heat up to it. 

This condition requires that the isothermal parts of the cycle EC and 
DA should be traversed exceedingly slowly. 

2. That the pressure exerted by the working substance on the piston 
shall be sensibly equal to the load, for then, and then only, will in- 
finitesimal changes of load suffice to reverse the direction of motion. 
This condition requires that the motion shall always be exceedingly 
slow. 

Some processes, in which kinetic energy is generated by a difference 
between internal pressure and external load, may be reversible at the 
initial and final points though not at intermediate points. For example, 
if a gas is contained in a vertical non-conducting cylinder under a 
frictionless piston, and if the load is suddenly decreased by a finite 
amount, the piston will spring up and move out to a certain point, the 
same, if we can neglect the effect of viscous friction, as if the load had 
been decreased gradually to that corresponding to the final volume, and 
the whole change had been adiabatic. At this final point the piston will 
itself reverse the motion, and will in fact continue to move harmonically. 
The work done between the extreme points is equal to load x distance 
moved out. But at intermediate points, the motion evidently is not 
reversible by an infinitesimal change of IwmJ. 

3. That the machinery moves without friction. If there is friction 
the load will have to be altered by a finite amount to reverse the motion. 
The heat generated by the friction is also "irreversible," for it will be 
given up by the working substance to the surroundings, whether the 
motion is direct or reverse. 

Examples of Beversible Processes.— It will be realised from the 
foregoing that esactly reversible processes are ideal, in that exact reversi- 
bility requires exact equilibrium with surroundings, that is, requires a 
stationary condition, while a process is necessarily a changing condition. 
But we can approximate as closely as we like to the conditions of 
reversibility, by making the conditions as nearly as we like those re- 
quired, and lengthening out the time of change. 

As an illustration, imagine a quantity of water at 100° C. under a 
piston loaded to 1 atmosphere. Imagine the cylinder to be kept exactly 
at 100° C. by, say, a current of steam round its outside. There will be 
equOibrium. But if we decrease the load ever so little, a minute bubble 
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of steam will suffice to start evaporation, wfalch will contiaue until all 
the water has become steam at 100°, At any point we may restore 
equilibrium by holding the piston while we restore the infinitesimal load 
removed ; and at any point we may reverse the motion and condense the 
steam by adding an extra infinitesimal load so that the pressure is just 
over 1 atmosphere. As another illustration, consider a quantity of ice 
and water under atmospheric pressure at 0° C. Keep the surrounding 
temperature 0° and the proportion of the two remains unchanged. But 
lower the temperature ever so little below 0° and the ice increases ; raise 
it ever so little above 0° and the water increases. The change from 
water to ice or ice to water may be reversed by indefinitely small 
temperature changes. 

Examples of Irreversible Processes.— We may contrast with 

these, the case in which water at 100° is under a piston with a load of, 
say, half an atmosphere. Evaporation with expansion will ensue, and 
the piston will ultimately rise about twice as far as in the previous case, 
and will then be in equilibrium. But an indefinitely small increase of 
load will now only lead to an indefinitely small compression, and not to 
a reversal of the whole process. Clearly, too, the process is very far 
from reversible at intermediate points. Or suppose that a lump of ice is 
thrown into water at 10°. The ice will melt, but no known process will 
suffice to make the water at 10° change back to ice. 

We conclude, then, that in Garnet's reversible cycle the machinery 
must be free from friction, the working substance must never differ 
appreciably in temperature and pressure fi'om its surroundings, and that 
the process must be indefinitely slow. 

EfiBciency of an Eagfine. — The fraction of the heat received from 
the source which an engine converts into work is termed the efficiency of 
the engine- 
It is convenient to denote any quantity of heat in calories by H, and 
its work equivalent by Q = JH when J is the mechanical equivalent of 
1 calory. 

If an engine receives H units of heat from the source and produces 
W units of work its efficiency is 

_ w w 

We shall now prove that 

All reversible engines working between two given tempera- 
tures and taking* in equal quantities of heat tvom the source 
are equally efficient. 

If possible, suppose that one reversible engine A is more efficient 
between a given source and refrigerator than another reversible engine 
B. Sending B through a cycle, let it take S of heat from the source and 
give up E to the refrigerator producing W of work. Or, in reverse 
working, when W of work is done on it per cycle, it will take B from 
the refrigerator and give S to the source. Now, by hypothesis, for every 
quantity of heat S which A receives from the source, it produces more 
than W of work, say W. Allow A to work forwards, and out of every 
quantity W of work which it yields, take W to work B backwards 
through a complete cycle. Then on the whole the source will neither 
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lose nor gain heat, for B restores what A takes. But after each cycle 
which B goes through, a balance of work W - W remains over. This 
can only come from the refrigerator, which imnst give up to B more heat 
than it receives from A. AUowing the process to continue indefinitely 
we should obtain any quantity of work by abstracting heat from the 
refrigerator. Now the refrigerator may be arranged to be the coldest 
body in the system, so that we should 
be obtaining work by merely extracting 
heat from the already coldest body. 
For the working substances are at the 
end of each cycle in their initial con- 
dition in every respect. This is con- 
trary to the experience embodied in 
the Second Law of Thermodynamics. 

Hence we conclude that A cannot 
be more efficient than B, or that the 
two reversible engines are equally 
efficient. 

We may further prove that the 

effieieney of a reversiMe enffine tcorHng 
'"■ ■ between given temperatures ia the name 

whatever quantity "f heat is put in at 
the hiijher temperature. That is, if on an indicator diagram (Fig. 152) 
ABGD represents a Camot cycle for a reversible engine, the area ABCD 
is proportional to the heat taken in along BO, so long as BO and AD 
are given isothermals. For suppose that in a second case double the 
beat is taken in, the working substonce at the higher temperature 
moving to E along the BO isothennal, and suppose that BEFA now 
represents the cycle. We may imagine a second engine exactly like the 
first working round the cycle CDFlI. Then from the preceding proposition 
it has the same efficiency 
for the same quantity of 
heat taken in. But the 
heat given along OB equals 
the heat given along BO 
by supposition. Hence the 
area ODFF equals the area 
BADC. Or, if the heat 
given along BE is double 
the heat given along BO, 
the work BF is double the 
work BD. That is, the efficiency is the same whatever quantity of heat 
is taken in. 

Absolate or Work Scale of Temperature.— We may express the 
equal efficiency of all reversible engines between given temperatures, 
end its independence of the quantity of heat put in, by saying that the 
efficiency between given temperatures depends only on those tempera- 
. tures, and not on the nature or conditions of the particular substance 
used. This independence of the working substance suggested to Lord 
Kelvin that the efficiency might be ui^d to indicate the temperature on 
an absolute scale^i'.tf. one in which the given int«ivals would have 
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the same proportion whatever the substance used. Let ABOD (Fig. 
153) be a number of beat reaervoire, arranged in descending order of 
temperature, and let reversible engines a3, ^y, yS , . . be set working 
between the successive pairs. Let aS go through a cycle, taking Q^ 
from A and yielding Qb to B. Let Sy go through a cycle, taking Qb 
from B and yielding Q^ to C. Let y& go through a cycle, taking Qc from 
C and yielding Qq to D and so on, each engine taking from its source 
what its predecessor had yielded to it. The quantities of work yielded 
will be Qi - Qa, Qb - Qoi Qc - Qd. *<!■. ^^^ ^eat being expressed in 
mechanical measures. 

Now, adjust the temperatures so that the quantities of work given 
up by the successive engines are equal, or so that 

Qa-Qi.=Qb-Qc = Qc-Qd-,&c. 



e as all equal. Or we may 




Then we define the intervals of temperati 
say that if a quantity of 
beat is sent down a. eucces- 
aion of temperature steps, 
tbe quantity lessening as 
it goes by reversible trans- 
formation into work, the 
steps are equal when the 
amount transformed in 
each step is the same. 
Though this d efines equali ty 
of temperature interval, it 
still leaves it open to us to 
fix on any desired interval 
as 1°, and to start from 
any desired zero point. 

We may represent this 
process on the indicator 
diagram. Drawing an iso- 
thermal AB (Fig. 154)and 
tbe adiabatics ACE, BDF, 
the isothermals drawn so as to make the areas AD, CF, Ac, equal, are 
at equal intervals of temperature. 

We may also note that it BG, GL represent distances along which 
the same amount of heat is taken in as along AB, the adiabatics through 
G and L must form a series of quadrilaterals equal in area to AD. This, 
of course, is merely equivalent to saying that the efficiency between given 
limits is independent of the quantity of heat taken in. 

EfBciency ezpressed on the Absolute Scale.— Auy number of 
tbe engines a.3, Qy, Ac, may be joined together so as to work in concert, 
and they will take heat from the source of the first, yielding heat to the 
refrigerator of the last, transforming the difference to work. On the 
whole, the intermediate reservoirs will be unaffected. Evidently the 
process may be exactly reversed on putting in the work at the bottom, 
so that the arrangement forms a compound reversible engine. 

If we keep to a given temperature of source indicated by fig, on a 
scale at present arbitrary as to length of degree and zero, and if tf^ ^^ *^^ 
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temperature of the final refrigerator, the e£Sciencj is evidently propoi^ 
tiooal to the number of engines or steps down, and we may write — 

Efficiency - A(^8 - tfy) 

where A does not depend on O^^, but is a function of 6g alona 

Let us now suppose that it is possible to continue the steps down so 
far that all the heat put in is converted to work, and that none remains 
over to put into the lowest refrigerator. The temperature of this 
refrigerator is the lowest conceivable consistent with the First Law of 
Thermodynamics, for a still lower temperature would enable us to get 
more work out of a given quantity of heat than its mechanical equiva- 
lent. We choose this temperature, then, as the zero of the new scale, 
and shall term it the ahgolule txro. 

If the refrigerator is at the absolute zero Sg.'^O, and the efficiency is 
1, or all the heat put in at 6g is converted to work. Then we have 

l=Afl^ 



With any other temperature of refrigerator the efficiency is 

A(9,-».)-?^" 

This efficiency has been obtained from a peculiar compound engine ; but 
since that engine is reversible, its efficiency equals that of any other 
reversible engine working between the same temperatures and the 
result is therefore genei'al. 

If Qg is the heat taken in at the source and Q^ that given out to the 
refrigerator by a reversible engine, then, equating the temperature ex- 
pression to the work espressiou for the efficiency, we have — 



when<« ^.^ 

We may put this result Into the following form. If any quantity of 
heat is allowed to go down a temperature slope, some of it being inter- 
cepted and transformed, then if the transformations are reversible, so 
that by exact reversal the original quantity of heat could be returned 

to the source, the quantity ^ remains constant down the slope. We 

may here mention that this quantity, ^, is termed the Entropy put into 

the system. We shall return to the subject of Entropy later. 
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Oomparison of the Absolute witb the Air Thermometer Scale. 

— To make the formulft just found of practical importance, it ia neceeaary 
to show what relation the ahsolute beara to known scales. Fortunately 
it can easily be shown that it nearly coincides with the air thermometer 
scale. Since all gases give nearly the same temperature indications if 
far above their condensing points, and the gas scale ia therefore nearly 
independent of the particular gas used, we might perhaps be led to 
expect this. 

Let us work a mass of air in a reversible engine between two tem- 
peratures expressed on the air scale. Our knowledge of the properties 
of air enables us to determine the efiiciency of the engine in terms of 






Fig. 166.— Air Scale aod AbBotaCe Scale. 

the air temperatures, and we may compare the efficiency so found with 
its expression in terms of the absolute temperatures. 

Let AD, BC (Fig. 155) be two neighbouring isothermala of the air, 
the temperatures measured from — 273° C. being t and (' respectively. 
Let AB, DC be adiabatics, and let AD and i' - < be so small that ABCD 
is sensibly a parallelogram. Working round the cycle reversibly, heat 
is taken in along BC and given out along DA, the difference being 
converted into work represented by the area ABCD. 



The Efficiency = 



Area ABCD 
Mechanical Equivalent of Heat taken in along BC. 



But by Joule's experiment on the expansion of gases, a gas expanding 
and doing no external work remains very nearly at the same temperature 

without any supply of heat. If it does work and still remains at the 
same temperature, the heat supplied tdust be equivalent to the work 
done. But this is the condition of the air along BC, and the work done 
is represented by BCNM, which is therefore the mechanical equivalent of 
the heat taken in along BC. 
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Then the efficiency — 




_BK+CL 
~ BM + On 

Now BM and KM are the pressures at constant volume correspond- 
ing to t' and t, and are therefore proportional to ( and t, this being really 
the definition of t' and t with the air thermometer. 
■ ^M t 
■■BM~i' 
, BK (' - ( 

""■^ BM=-r 

„. ., , CL i-t 

Bunilarly Un"- T 

' BM + CN f. 
If ^ ^ are the temperatures on the absolute scale corresponding to 



Or the temperatures on the one scale are approximately proportional 
to those on the other, and we may conveniently choose the degrees so 
that 0°C. shall be - 273 on either scale, or, more exactly, that the interval 
between 0* C. and 100° C. shall be 100 degrees on either scale. 

This is only an approximate result, for it assumes that in Joule's 
experiment there was no change of temperature, an assumption not quite 
exact, as we know by later experiments. It also assumes that the air 
scale for the volume OM is proportional to that for ON, an assumption 
exceedingly near the truth, but still probably slightly inexact 

Non-Reversible Cyclical Engine. — The foregoing propositions 

relate to reversible engines only, but if we have an engine uot reversible, 
say one in which the working substance is at a lower temperature than 
the source when it takes in heat and is at a higher temperature than the 
refrigeiator when it gives out heat, and yet goes through a cycle so that 
it recurs to its initial condition, it is easy to show that 

No cyclical n07i-rei:ergible engine working betteeen given temperatures is 
more efficient tlian a reversible engine. For let the non -reversible engine 
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work forward, driving a reversible engine backward. If the first ia more 
eflScient it can get more work from a given quantity of heat. Put it so 
that it will lie able to drive the reversible one at such rate tbab the revers- 
ible restores to the source the heat taken out and there Is a balance of work 
over, which can only come from the refrigerator. If this is arranged to 
be the coldest body of the system the result is contrary to the Second Law. 

Water-Wlteel Analogue of the RecermMe Engine. — The reader may be 
aided in understanding and remembering the foregoing theory of the 
reversible heat engine by considering an analogous case of energy tran- 
formation. 

Let us suppose that we have two reservoirs of water at different 
levels, and that we wish to transform the potential energy of the water in 
the higher by means of a water-wheel, allowing the water to fall in the 
wheel from one reservoir to the other. Evidently we cannot get all the 
potential energy transformed by the wheel. We put in so much at the 
top and take out a smaller quantity at the bottom. If the wheel works 
very slowly, receiving the water at the level of the surface of the higher 
reservoir, and parting with it at the level of the surface of the lower one, 
and if there is no leakage and no friction, then the whole of the potential 
energy lost will he usefully transformed by the wheel, and no wheel 
between the same levels could be more efficient. We see at once that 
the conditions of maximum efficiency and reversibility coincide. It is 
obvious that it is impossible to get mechanical effect out of the lower 
reservoir if that is already in the lowest available position — the analogue 
of the Second Law of Thermodynamics. The total potential energy of a 
mass of water in the upper reservoir is the work which would be done in 
lifting it from the absolute zero of level — the centre of the earth. 

If then we define 

Energy put in 
the denominator is very nearly the same for the same mass of water ab 
different places, and the efficiency is very nearly proportional to the 
difference in height, in feet^ between the two reservoirs. But the height 
in feet does not give an absolute scale of efiiciency, for, as gravity varies, 
the work for a fall of one foot depends to some extent on the situation of 
the wheel. This is analogous to the gas scale of temperature. We may 
get an absolute scale by discarding the length measure of difference of 
level and substituting for it a work measure. Dividing up the distance 
between the centre of the earth and the level of the higher reservoir into 
steps, so adjusted that » reversible wheel in each step will give the same 
amount of work from the passage of the sam,e quantity of water, we may 
define these steps as having equal differences of level. !Now the efficiency 
of any wheel becomes 

No. of steps occupied by wheel. 
Total Na of steps from centre of earth to higher level. 
or if 7( = No. of steps from centre of earth to higher level 

and »' ~ the No. from centre of earth to lower level. 

Efficiency =, 
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and the new scale of level is analogous to the absolute scale of tempera- 

Since the total quantity of energy is proportional to the total number 
of steps, and the quantity transformed is proportional to the number 
descended, the quantity still remaining in the water is proportional to 
the number of stepa remaining. 

If then a quantity of water is started downhill, the energy being 
transformed as it goes by reversible wheels, the quantity 
Energy still possessed 
level of watei' possessing it 
is constant. 

This is really equivalent to saying that the quantity of water remains 




FlQ. 166.— Any Reversible Cycle. 

constant. Hence, quantity of water is analogous to the quantity 
^, which we have termed entropy. 

Reversible Cycles lo General ; with Varying^ Temperatupes 

of Source and Refrigrepator.— We have found that if Qg of heat is 
taken in by a reversible engine at a definite temperature Og, and .Qa is 
given out at a definite temperature $g., then^ - ^ = 0. 

But in many cases the heat is not all taken in at one definite tem- 
perature and given out at another. We have, therefore, to generalise 
this result. 

Let the working substance go through a cycle represented on the 
indicator diagram by ABCKcfcoA {Fig. 156). 

Take a succession of points ABC . . . very near together, and through 
them draw adiabatica Aa, Bb, Cc across the area. Draw the isothermals 
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AD, BE . . . ad, he . . . ka. Instead of sendiug the substance round the 
curve, let it go through the series of steps ADBEC . . . cebda . . . 

In the limit the heat received along each piece AD is the same as 
tmit along each piece AB, for, sending the substance round the cycle 
ABDA, the area ABD is the mechanical equivalent of the difference 
between the heat received along AB and that given out along DA, since 
BD is an adiabatic ; and this area is an indefinitely small fraction of the 
area ADda, which is itself only a fraction of the heat received along AD. 

We may, therefore, as far as concerns heat taken in or given out, 
replace the curve ABC ... by the steps ADBEC . . . 

LetQiB Qbc Qcd ■ ■ - be the heats received along AB, BO, CD . . . 
respectively, or, as we have just shown, along AD, BE, CF . . . 

Let Q^t Q^ ... be the heats yielded along cb, ba ■ . . which are 
sensibly equal to those along eh, da . . . If now we imagine the sub- 
stance to be sent round the cycle KDda, we see that this ia the kind of 
cycle already considered. 

where &i^ and 6^ are the temperatures at A Eind a. 
Sending it round the cycle BEei 



0y, and &^ being the temperatures at B and b and so on. 

If we regard the negative sign as denoting that the substance receives 
negative beat we may add up all the equations and denote the result by 



where each element of heat received is to be divided by the temperature 
of the substance when receiving it. Using the notation of the Integral 
Calculus the result may be written, 



round a reversible cycle. 

This deduction is often quoted as the Second Law of Thermodynamics 
but it appears preferable to consider the fundamental experience, given 
at the beginning of the chapter, as constituting the law. In reversible 
cycles then we have 

by the first law i tjQ = Work done, 

by the second law I ^ = 0, 

the former telling us the relation between the beat disappearing and 
the work done, and the latter giving a relation between the heat and the 
temperature. 
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Entropy. 

DeflnitiOQ of Entropy. — If a, substance at a temperature 6 receives 

Q 
heat Q, it is said to receive entropy -r . 

Similarly if it parts with heat Q, when at a temperature 6, it is said 

to lose entropy . ■ If the gain or loss of heat affects the temperature, 

we may divide the gain or loss into elements each at practically constant 
temperature, and then the amount of entropy gained or lost is 

The Entropy gained by a body in passing' from one state 
to another depends solely on the initial and final states. Let 



A in th« indicator diagram. (Fig. 157) represent some standard state of 
the body, B some other state. Then we shall show that, however the 
body paeaes from A to B, the entropy received is the same, or the 
entropy at B depends solely on the position of B and not on the mode in 
which the state changes from A to B. 

Let ACB, ADB, be two paths from A to B. Let the substance be 
carried round the cycle ACBDA by a reversible process,* then 



5^ from A through C to B + 2^ from B through D to A = 



0. 



* Inaamnch as the conditioDS of reversibility are eitenisl conditions, an-j « 
of changes of tempeiature, pressure, and volnme in & body can be imagined t< 
carried out reversibly by snitably adjusting the eiteroal sorronndings. 
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Now if BDA ie described in the reverse direction ADB, heat taken in 
b«comea heat given out and we must change the sign of Q in the second 
term of the left aide of the ei^uation. Changing the sign and transposing 

2^ from A through to B = 2^ from A through D to B 



or the entropy received by either path is the same. 

The Adiabatics are Igentropics.—H a body is compressed or expanded 
adiabatically, i.e. so that, whatever energy may be transferred as work, 
none is conducted as heat, the entropy remains constant and the adia- 
batics on the indicator diagram are lines of equal entropy, or isentropics. 
The different adiabatics may be 
denoted by the value of the entropy 
along them, reckoned from some 
standard condition, just as the dif- 
ferent isothermals ai-e denoted by 
tJae value of the temperature along 
them. The entropj of a body is 
usually denoted by ^. 

The Entropy Temperature 

DiajTam is a diagram ui which | 
the ordinate represents the tempera- t: 
ture, and the abscissa the entropy I 
reckoned from some standard con- 
dition. 

If AB (Fig. 158) represents a 
small change of condition of a body, 

on an entropy temperature diagram, Fio. 158.— Entropy-Temperatnra 

the temperature changing from AM Diagram. 

to BN and the gain of entropy being 
MN, and if Q be the quantity of heat received in the change from A 




Similarly for every element in a finite change. Then the heat received 
in a change from F to Q is equal to the area FQKH. 

Now if we tB.ke a body ijirough any cycle, returning to the original 
state the entropy and temperature bol^ have their original values, and 
a cycle is therefore represented by a closed curve on the diagram. The 
area included by tlie curve is the difference between the heat taken in 
and the heat given out, and so represents the amount of heat transformed. 
We shall make use of the diagram later, but without further discussion 
now, the reader will see that a Carnot's cycle is represented by a rect- 
angle with sides parallel to the axes, and he may easily prove that for a 
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gas the lines of equal presaure and of equal volume are represented by 
curves of the type 



where, for the oue, c is the specific beat at constant pressure, and for the 
other the specific heat at constant volume. 

The total Entropy of a Bystem is uochanffed by the perform- 
ance of reversible cycles between its parts, when a body is 

worked between two given temperatures we have seen that '^, the 
entropy taken from the source, equals j*", the entropy given to the re- 
frigerator ; the total quantity is therefore unchanged. 

But if the cycle is a perfectly general reversible one we Htill have 



or the total entropy received by the working substance ia zero. But in 
order that the cycle should be reversible, all passages of heat must take 
place between bodies differing infinitely little in temperature, so that Q 
and 6, being the same for giver and receiver, the entropy gained by the 
working subetance in any part of the system is equal to that lost by the 
source whence the heat comes. Hence the total entropy lost by the 
surroundings of the working substance is also zero, 

Quantititt ATialogous to Entropy. — The conception of entropy is some- 
what difficult in that, as it does not directly affect the senses, there is 
nothing physical to represent it. It may assist the reader if we point 
oat some already familiar quantities which are analogous to it. Since 

Entropy ■■ heat energy -i- temperature, 
. ■. Heat energy = entropy x temperature. 

Also in the Carnot reversible cycle, 

Energy transformed = Qg x ■ ^^ — -" 

^ Entropy x fall of temperature, 

Comparing this with gravitation energy — 

Oiavitation energy-^ Mass >; level above zero, 

the level being measured by work done on nnit mass raised from zero level, 

and Energy transfcrmed = mass x fall in level. 

Then entropy is analogous to mass and temperature to work measure 
of level. 

Or taking the case of electrical energy, 

Electrical energy ^ charge x potential. 
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If tlie charge is allowed to pass by an insulated conductor to a lower 
potential, 

Energy transformed = charge x fall in level. 

Then charge corresponds to entropy and potential to temperature. 

Entropy Tends to Increase. — These analogies are not to be pursued 
too far, for while mass and electrical charge (taking into account the whole 
field) are constants, entropy is only constant in the very special case of 
reversible transformation, when the maximum amount of heat is converted 
into other forms of energy. In other cases it tends to increase. When- 
ever there is any conduction between bodies at a different temperature, 
there is a gain of entropy, for the hotter one loses Q at 6^, and the cooler 
gains Q at ^j; the one loses entropy ^, while the other gains entropy 

^, which is greater. If, then, the source Is sensibly hotter than the work- 
ing substance, or if the refrigerator is sensibly cooler, there is an increase 
of entropy. Or if friction occurs, some of the mechanical work goes to 
produce heat and the body receiving it gains entropy, which is not lost 
by any other body, but which starts into existence through the friction. 

Kow in actual engines there is always conduction going on through 
finite differences of temperature and there is always friction, so that 
there is always gain of entropy. 

And more generally in any change of condition of a body, there is no 
loss and usually a gain in the sum total of entropy. If the body expands 
or contracts along an adiabatic, then the entropy is unchanged. But if 
it changes in any other way, heat must be taken in or given out by con- 
duction. The entropy would only remain unchanged in amount (though 
passed on from one body to another) if the conduction went on between 
bodies at sensibly the same temperature. In practice there is always a 
finite temperature slope, and always therefore a gain in the entropy of 
the heat conducted. 

On the whole, then, entropy tends to increase. This principle was 
first laid down by Olausius. 

If we compare transformations from heat with other transformations, 
we at once notice a marked contrast. In heat transformation there is a 
constant tendency on the part of the transformed energy to revert to the 
original beat form, and there is a tendency for it to pass from one body 
to another by conduction without transformation. But with gravitation 
energy, for instance, we may allow a mass to fall fi'om one level to 
another, transforming all the available potential energy to other kinds to 
the utmost possible extent, though not necessarily to useful forms, and 
there may be no tendency of the transformed energy to revert to the 
potential form. Or with electrical energy we may allow a charge to 
pass from one conductor to another and obtain all the available electrical 
energy as work or heat. There is nothing in either case corresponding 
to conduction of heat without transformation. Whenever a rearrange- 
ment of mass or of electricity occurs without communication from the 
outside, there is a loss of potential energy or of electrical energy. 

If we could imagine a frictionless machine in which a mass descending 
to a lower level lifted up another mass from the absolute zero level to 
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meet ib, the m&SB being such that the total potential energy remained 
unchanged, or if we could imagine an electrical system in which the work 
gained by passage to a lower potential turned some machine, increasing 
the charges at the lower potential so that the total electrical energy 
remained unchanged, we should have cases analogous to the conduction 
of heat. 

The difference really turns on the fact that entropy tends to increase, 
while its analogues, moss and quantity of charge, are constant. 

DisBipation or Degradation of Eaergy. — Through conduction 
and radiation there is a continual tendency to reduce differences of 
temperature in the universe, and therefore to reduce the amount of heat 
available for transformation. Though not diminishing, but on the 
contrary increasing in amount, the beat is continually approximating 
more to a dead level, being " degraded " or " dissipated." The quantity 
of other forms of eaergy available for transformation is also diminishing. 




FICI. 159.— lutriaBic Energy. 

for in every transformation which occurs some heat is generated, and this 
can never be wholly retransformed. 

There is, as it were, a tax levied on every transformation, the proceeds 
being put into an un transform able fund. The amount of possible trans- 
formation by any method which we can at present conceive is therefore 
gradually diminishing, a fact which is expressed by saying that the 
energy is undergoing dissipation or degradation. More and more, 
energy is assuming the form of heat, which may be regarded as the 
stable form, and a dead level of temperature is the state which we are 
gradually approaching. 

Intrinsic Energy.^Tbe energy which a substance possesses in 
itself is termed its intrinsic or internal energy. We have no means of 
measuring the total quantity of a body's intrinsic energy, but we can 
find the amount added in changing from one condition to another. 

It will obviously be the amount of beat added less the external work 
done. We may give some attempt at representation on the indicator 
diagram. Let AB (Fig. 159) be the curve representing the change from 
the condition A to the condition B. Draw the adiabatics An, B8, down to 
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the absolute zero isothermal a^y. Of course we have no ezperimental 
justification for drawing this isothermal, but for diagrammatic repre- 
sentation we may auppose it to exist. 

Taking the substance round the cycle ABjSoA, tho whole of the heat 
taken in along AB will be converted into work since nfl heat will be 
given out along ^a., ite temperature being zero. Then tbe area ABjSa 
represents the heat taken in along AB, The external work done along 
AB is ABNM. Then the gain of intrinsic energy along AB is 

AB/3aA-ABNM 
= PB/3aP-APNM 
or if y be a point at some distance along a^ and 7Q the ordinate, adding 
PayQNP to each, the gain of intrinsic energy is 
BjSyQNB - APa^yQMA. 
The change in the intrinsic energy is represented then bj the change in 
the area AMNQyy3aA. 

Available Energy.— The amount of energy in a body or system 
which can be transformed to useful 
work depends entirely on tbe condi- 
tions under which the work is to be 

If we have, for example, a sub- 
stance in an envelope under pressure, 
and we can allow it to expand to a 
given lower pressure, the work done 
will depend on the nature of the 
envelope. If it allows heat to pass we 
shall get more work by an isothermal 
than by an isentropic or adiabatic 
expansion. For the adiabatics on the 
indicator diagram, as we shall see 
later, are always steeper than the ^'O- ^^■ 

isothermals, so that, if in Fig. 160, AB 

is the isothermal, AG the adia1:^tic through A, the work ABNM is 
greater than the work ACPM. Of course the body in the first case 
may have taken in energy through the envelope, and may have con- 
verted some of this to work. 

If the envelope is non-conducting, then the most work will be done if 
the external pressure differs only by an infinitely vmall amount from 
the internal pressure, so that the expansion will be adiabatic. For if 
there is a finite difference, kinetic energy will be generated in the sub- 
stance, which will ultimately tend to become heat, and some of the 
energy will thus be lost for transformation to work. 

Thug, in the gas engine, in which a mixture of coal-gas and air is 
ignited with traosformation of chemical energy to heat, the temperature 
and pressure of the gaa are raised. Obviously the cylinder should be 
non-conducting, otherwise heat will pass out of the gas which might be 
transformed. And the expansion should be adiabatic till the pressure 
is as near as possible to the air pressure, the lowest available. 

Tbe Available Energy of an Igolated System. — If we have a system of 
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bodies under such circumstances that they can neither part with heat 
to, nor receive it from the outside, the entropy of the system cannot 
diminish. In order to obtain the maximum work from the system, it 
must evidently be brought to a condition of uniform temperature and 
of uniform pressure, for if these are not uniform still more work may 
be obtained by coming to uniformity. There will be some limiting 
condition given as to pressure or volume. In coming to this, the best 
course will be by adiabatic transformations, so that the final equals the 
initial entropy, for if there is any gain, some of the energy which might 
have been transformed has gone to increase the entropy of the system. 
Now, it in the final state the entropy and some other quantity, say the 
pressure, is given, the state of the systom is detorminato, and therefore 
its intrinsic energy ia determinato. Hence we may calculate the work 




Fib. 161. 

done in any convenient method of passing from the initial to the final 
state, in which we obey the condition of constant entropy. For instance, 
we may first allow all the bodies to come to the standard pressure adia- 
batically. We may then use a reversible engine to bring them to the 
same temperature, first say working between the two coldest as source 
and refrigerator; then when they are at one temperature, woi'king 
between the next above as source, and these two as refrigerator, and 

We may represent the work obtained in the latter part of the process 
on the entropy temperature diagram. Let us take the ease of two 
bodies only, at the same pressure but different temperatures. Let HAK 
(Fig. 161) represent the final pressure line for the hotter substance, AN 
its temperature ; LBM the line for the same pressure of the colder sub- 
stance, BN its temperature. If we turn the curve LBM round AB as 
axis till BM is in the plane of the paper on the other side, lying along BH 
and cutting HAK in H, evidently as the hotter body passes along AH, 
giving up heat to a reversible engine with the colder as sonrce, the latter 
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pB.sses along BH, the two meeting at the common temperature H. For 
this secures that the entropy remains conntant. The heat converted is 
given by the area AHB, In other words, if HCM is the horizontal line 
from one curve to the other, bisected in C by AB, CN is the common 
temperature and 

HAC + BCM is the heat converted. 

The Possible Efficiency of a Steam-Engitie. — We shall conclude 

this account of reversible engines, and of the idea of entropy arising 
therefrom, by a caleutstion of the possible efficiency of a steam-engine 
supposing that there is no waste of heat and no friction. 

Let us for definiteness take an engine in which the boiler is at 
140° C, say 413° ataolute, and the condenser at 30° C, say 303° 
absolute. We shall suppose thai the steam is admitted into the cylinder 
at the temperature and pressure of the boiler till the moment of cut o£E, 
that then there is adiabatic expansion till the temperature is reduced to 
that of the condenser, and that 
then thecontentsof the cylinder, 
which will be partly saturated 
steam at that temperature and 
partly water, are let into the 
condenser and there condensed 
to water. We shall further 
suppose, in order that we may 
take the working substance 
round a cycle, that the con- 
denser water feeds the boiler. 

The path may be simply 
represented on an entropy tem- 
perature diagram, Fig. 162. 
Using absolute or work-scale 
temperatures, A represents the 

water returned to the boiler from the condenser at 303°, AB the water 
as it rises in temperature to 413°, BC the conversion into steam at 413°, 
CD the adiabatic expansion till the temperature is 303° again. In this 
expansion water will at once be formed, and the result will be a mixture 
of saturated steam and water, the proportion of water gradually increas- 
ing as the temperature falls.* When 303° is reached, the further 
condensation into water is represented by D£A. 

The heat given during the cycle is represented by the area LABCNL, 
and that transformed by ABCDA. 




Then the e£Qciency - 



A BCDA ^ ABK-i-B CDK 
LABCNL ABML + BCNM" 



In calculating the value of this, we shall make very slight error in 

• The reader may calculate the proportion of water at 303° — very nearly one-fifth 
— by assnming that the entropy is the same at the beginning and at the end. We 
may refer to Perry's Sltam-Engine, § 200, for the mode ot calculating the entropy of 
water and oF Bteam, or to p. 320 of the same work for tables giving the entropy at 
different temperatnreB. 
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To find ABK 



BCNM = latont heat at 413°, or liO° C. 

= CO6-5--695xli0 = 508 (Regnault) 
AL-303; BM-413. 

ABK = IaKBK = ^AK(BM - AL), 



also ABML- ^AK(BM + AL) = 1 10, 



whence 



Then the efficiency 



^110x110 U0„5 

~_ 516 ^413 

618 

= 0-257 about. 



If the cycle were a Carnot cycle, with heat put in only at the higher 
and taken out only at the lower temperature, the efficiency would be 



413 



Thia is only a particular cycle, and the efficiency might be brought still 
nearer the Camot cycle value by allowing, say, isothermal expansion of 
the steam at 413°, until the pressure was such tii&t, on further adiabatic 
expansion till the temperature fell to 303°, condensation was then just 
beginning. But such a cycle would be less like that in the actual steam- 
engine than the one considered. 

The engine we have imagined is a perfect one for the particular 
cycle, for we have supposed no loss by conduction or friction. Let us 
now see how much coal would be required per horse-power per hour in 
such au engine. 

We may estimate that one gramme of coal gives a supply of 8000 
calories in the source, or 8000 x 4-2 x 10^ ergs. 

Of thia only 0'257 Is transformed by our engine, or 1 gramme of coal 
yields 8-65 x lO*'* ergs as work. 
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Now, 1 H,-P. is 76 kgm. metreB/sec, 

say 7i6 x 10^ ergs/sec,, 
and 1 H.-P. for 1 hour ia 746 x 3600 x 10^ 

= 2680x 10" ergs say. 
This requires 2680-8-65 = 311 grammes of coal, 

say 0-68 lb. of coal. 

Actual enginoa have by no means reached this efficiency over sach a 
temperature range. Probably 2^ to 3 lbs. of coal per horse-power hour 
would be a good result at present. 

It may be noted that if the whole of the heat-yield of the coal were 
transformed, then we should have 

1 H.-P. for 1 hour requiring (2680 x lOi") -^ (8000 x 4 2 x 10^, 

= 80 grammes nearly, 

or =018 lb. 
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CHAPTER XVIII. 



THERMODYNAMICS OF ISOTHERMAL AND ADIABATIC 
CHANGES. 



Heat taken in whenaBodj expands Isotbennally — Heat (oa neighbouriDg Adiabatic 
the sane bj all patba— Cbange in Temperature when a Body nndcrgoes a small 
Adiabatic Change— Ad iabatios steeper than Isothermal a— Specific Heats at 
Constant Pressnre and Constant Volume — Their Ratio 7 equal to the Ratio of the 
Isentropic and Isothermal Elasticities — Experimental Determinations of > for 
Gases— Adiabatic Oas Equation —Fall of Temperatare Upwards with ConvectiTe 
Eqailibrinm— Internal Energy taken up by a Gas In Expanding — Comparison 
of Air Scale with Absolute Scale — Generalisation of Indicator Diagram for 
any Stress and corresponding Strain. 



Froh the two laws of Thermodynamic 
may be stated in the forms 



which, for reversible cycles 



(1) jd( 



1(2) /"f-O 



B may deduce the temperature changes or the heat developmeats in 
many alterations of physical con- 
dition, in terms of the known 
properties of the bodies affected. 

Some of the results may be 
obtained by elementary methods, 
using the indicator and entropy- 
temperature diagrams. We pro- 
ceed to obtain several of great 

The Heat taken in when a 
Body Expands Isothermally.— 

Let the body expand at tempera- 
ture ^ by a small amount dv, its 
path being represented 
indicator diagram by tl 
Fio. 163. j^^ ^f ^^ isothermal in Fig. 163. 

Then dv is represented by MN. 
Let us make AB part of a Carnot cycle, the lower isothermal DC being 
at temperature D-d6. Prodace CD to cut AM in H. If all changes 
are small, ABCD may be regarded as a parallelogram. We shall equate 
its area expressed by aid of the Second Law of Thermodynamics to that 
expressed in terms of the constants of the body. 

Let Q be the work measure of the heat along AB. 




Then 



= ABOD = AHxMN. 
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If we denote tbe change of pressure at constant volume per degree rise 
in temperature by u, then AH = lodd, and putting MN = dv, 

a.Dd Q = ,^edv. (1) 

The quantity u is only observed iu gaxes, for which it is approximately 

■^, but we can easily find another expression for it in terms of e^ the 

isothermal elasticity, and a., tbe coefficient of expansion at constant 
pressure. Let AB be au isotbermal at (Fig. 164), and let AC, CB be 
drawn parallel to tbe axes, meeting at 
C, of wbicb the temperature is ^ - dd. 
Tbe deSnition of e, is 

_ I' X small increase of pressure 
con equent decrease of volume 
where the changes are at constant 



AC = i«itf; C^ = a.vd6 



(2) 




Substituting in (1) from (3) we get 

If we put e,dv = vdp, we get the heat in terms of tbe pressure 
change, viz., 

Q = apfti!p, 

The heat taken in or given ont by a body in passing from 
a given condition to a neighbouring adiabatic ia the same along 
all paths. Let H in Fig. 165 indicate tbe initial condition of the body, 
and let BA be a neighbouring adiabatic. Let HA, HB be any two 
different paths to tbe adiabatic. If the body is worked reversibly round 



HAB, the 



/■rfQ, 



0. Or if Qi be the heat taken in along HB, % that 



along HA, Q^ 6^ tbe average temperatures at which it is taken in along 
tbe two respectively, then since no heat is taken in or given out along AB 

Q, Q. 

In tbe limit when H approaches AB, ^ = 1, and therefore Qj = Q2. 

The change in temperature when a body undergoes a small 
adiabatic change of volume by a given chan^fe of pressnre.— Let 
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AB represent, in Fig. 165, the am&ll adiabatic change due to an increase 
of pressure HB, a unit mass of the body being dealt with. Let the 
temperature at Abe 6, and that at B be & + (l0. Let BC be the S-t-dO 
isothermal, and HAO the line of equal pressure through A. Then by 
the last proposition the heat along AC equals the heat along BC. 

But heat along 'BC = av6dp, 

while heat along AC — K^dfi, 
where E^ is the specific heat at constant pressure, as expressed in work 
measure. Equating 

K^0 = avedp 

If e* is the adiabatic elasticity, i.e. the elasticity along AB defined by 

HA 

,0 aefffdv 

Though the area of ABO is of the 
second order and vanishes in com- 
parison with the heat received 
along either AC or BC, it may be 
of interest to show how it may be 
used to obtain the above result 
when equated to the corresponding 
area on the entropy-temperature 

diagram, the two areas represent- 

Pia. 16S. ^^8 ^^ work done, and ijie heat 

transformed, respectively. 

Thearea ABC = ^HBAC 

2 

On the entropy-temperature diagram. Fig. 166, the corresponding area is 
abc •= ^tbbc 

1 a^ — J. 




But in the limit 



= heat along a 



abc-i-'-Kj, 
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v\ 



Equating the two areas, we get aa before 

The adiabatics are steeper than the isotbermals on the 
indicator diagram. If a is positive, t.f. if a body expands with ris© 
of temperature at coustont pressure, then d6 \s positive if p is increased. 
The adiabatic, aa AB, Fig. 165, rises then from a lower to a higher 
temperature, and must slope up more rapidly than the isothermal. 

If a is Degative so is d0. In this case the iaothermals for lower 
temperatures are above those for higher temperatures, on the diagram, 
and as the adiabatic AB rises to a lower temperature, again it must slope 
more rapidly. 

The formula d& = av8dp/Kj, has been verified in various cases, first 
by Joule for water and sperm oil {Sdeniifc Papers, vol. i. p. 474), the 
liquid being suddenly compressed in a 
copper vessel by the addition of weights 
ou to a piston in a small connected 
cylinder. The change of temperature was 
determined by a thermo-electric circuit, of 
which one junction was in the centre of ' 
the copper vessel, the other in a constant 
temperature water bath outside. To 
justify the use of the thermoelectric 
circuit it was necessary to prove that the 
pressure alone did not affect the E.M.F. 
This Joule did by having the difference of 
temperature between the junctioos in one 
case small and in another great, and show- 
ing that pressure produced the same effect 
in each case. Had the E.M.F been altered 

by the pressure the alteration would have been greater for a gres 
temperature differenca 

We may take as a specimen an experiment on water at 30° 
The pressure put on was 53,634 lbs. per sq. ft., equivalent to 257 x 
dynes per eq. cm. 

At 30° o = -00032 
e =303 
y =1 

Kp = 4-3 X W, the mechanical equivalent of 1 calory. 
Theu by the formula we should have 

,. -00032 X 303 X 2-57 xlOT 
^^= 4-2x10^ 



Joule found by experiment 



= 069° 



According to the formula d$ should change sign with a and, other things- 
being the same, should be proportional to it. This conclusion was verified 
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by Joule for water. He showed that on compression there wa,s a very 
slight cooling at 12° C, which changed to a very slight warming at 
5° C, and the higher the temperature above 4° C. the greater was the 
warming. 

The Specific Heats at Constant Pressure and at Constant 

Volanie. — The specific heat of a substance at a given temperature is not 
an invariable quantity but depends to some estent on the conditions 
under which the heat it) communicated, this dependence being most marked 
in the case of a gas. It is usual to consider especially two kinds of specific 
he:it, that when the pressure is maintained constant, and that when the 
volume is maintained constant. For gases (as we have already seen in 
chap, vi.) these two specific heats differ very nearly by the heat equivalent 
of the external work done in the expansion, and the difference is a large 
fraction of either. For solids and liquids the difference, though appreci- 
able, is not nearly so important. We shall denote the specific heats at 
constant pressure and constant volume, respectively, by C^ and C, when 
in heat units, and by K^ and E, when in work units. The elasticity of a 
substance, i.e. the ratio of a small change of pressure to the consequent 
change of volume per unit volume, is also a variable quantity depending 
on the circumstances of the change. There are two especially important 
cases, the elasticity when the change is adiabatic — a condition ivhich 
holds if the change is very sudden ; and the elasticity when the change 
is isothermal — a condition which holds if the change is sufficiently slow. 
The two are denoted respectively by e, and e,. We shall now prove a 
very important relation connecting the specific heats and the elasticities. 
The ratio of the two specific lieatt y is equal to the ratio of the two 
elaelicitief, 

In Fig. 166 let BA and BC represent adiahatic and isothermal 
elements through B, cutting a line of equal pressure in AC, and let BH 
be perpendicular to AC 

_ change of pressure along BA 
* change of volume along BA 



BH 

''ha 



e,_HC 
e.~HA 

HC heat received along HC (since both are at constant 
HA " heat received along HA pressure) 



heat along HC 
heat along HB 
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K^^ (where d0 is the temperature difference between 
* KjiB H and BC) 



This reUtioQ only inTolrea the Second Law of Thermodynamics in 
the assumption of the smallness of HBA, and it was obtained by Laplace 
before the law was knowQ. 

The ratio is usually denoted by y. 

'Ilie Difference heUceen the Two Specific Seals. — Taking unit mass of a 
substance round HBC, and using the value for the heat along BG found 
on p. 285, we have 

K^/tf + aOetdv - K^e = area of HBC 

twdddp 





= in the limit, 


whence K^ 




Putting dv = avdO we have 





Dividing by K^ we get at once 

From this we see that y is constant when a^cei/K.^ is constant. 

T/ie Numerieai Value of y, the Ratio of the Two Specific ffeaU.—The 
last formula at once gives us y, when the quantities on the right are 
known. 

Thus let us take : — For air at 0° and 760 mm., 
a =00367 

V =773-4 
tf =l/a 

e, =p = l atmosphere =1013600 dynes per cm^ 
Kp= -2389 X 418 xlO« 
whence y =1-41 nearly. 

For water at 30°. 

a =00032 

V =1 

9 =303 

e, = 1-014 xlO'x 32000 

{since the decrease in volume is 1 in 22000 
for 1 atma) 
Kp = 4-2xlOT 
whence y =1017 
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For iron at 30° we may take the quantities as approximately : — 
a =000033 
" -^8= -128 
e =303 
e, =lx 1012 
Kp=.112x4-2xl0'' 
whence y =1-009 

Experimental Determinationi of y for Gases. — This ratio has been the 
subject of much research since Laplace first showed that the formula 
for the velocity of sound, found by Newton, must be multiplied by the 
square root of y, and it bas been determined from that velocity, from 
comparisons of the two elasticities, and from measurements of Uie two 
specific beats We eball give short accounts of some of the methods used. 

1. The velocity of sound. 

The velocity of propagation of waves of longitudinal disturbance in 
air was shown by Newton to be T7= ^eiasticity/density. He supposed 
the elasticity to be Cf, 

Laplace pointed oat that tbe elasticity used in the propagation of 
sound waves in air is the adiabatic elasticity e„ for the alternations of 
compression and rarefaction are so rapid and tbe conductivity of air is so 
low that practically no conduction of heat takes place out of the com- 
pressions or into the rarefactions. This supposition is confirmed by the 
consideration (Lord Rayleigh's Sound, vol. ii. p. 26) that if heat were par- 
tially diffused out of and into the waves by conduction, the entropy would, 
on the whole, increase, and tbe operations would then not be reversible. 
When, therefore, a rarefaction followed a compression, the work done in 
expansion outwards would be less than that done in compression inwards, 
and with the dissipation of energy tbe sound would die away. Lord 
Rayleigh has shown that if the elasticity were only slightly below tbe 
adiabatic elasticity, tbe rate of dying away would be very rapid. This 
consideration only applies when there is partial conduction. With con- 
densations and rarefactions taking place so slowly that the temperature 
remained constant, all beat transfers would take place at the same tem- 
perature and the entropy would remain constant. The operations would 
therefore be reversible, and the waves would be propagated without 
dissipation of energy. As the waves of sound are propagated with very 
little dissipation of energy, the el{LStieity is either isothermal or adiabatic, 
and not between the two. 

Tbe former supposition, that it is isothermal, gives 

TJ= vpi^ssure-^ density 

= Vl013600x 773-4 . 

■= 28,000 cm. per sec. 

But experiment gives between 33,100 and 33,300, say 33,200, as tb« 
value at 0° and 760 mm. Then the latter supposition, that the elasticity 
is adiabatic, is alone admissible. 
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tor air 




.33200- ^'7xp^essul■a-HdBr 


isity 


= Jy ■ 28000 




7=1-406 





But ef-'ye4 = yp 



whence 

2. Bj comparisoD of the two elasticities on change of volume of the gas. 

This method was devised by Clement and Desormes. They used a 
large glass reservoir A (Fig. 167), funiiahed with a tap B and a water 
manometer ait to indicate the pressure of the contained air. 

To begin' with, A was partially exhausted, and when its contents were 
at the tempei-atvire of the surroundings, the pressure indicated by the 
level a of the manometer was 
read. The tap B was now turned 
on for a moment to establish 
equilibrium with the external 
pressure, and then turned off 
again. The temperature having 
risen by this compression, which 
was taken as adiabatic, it was 
allowed to fall again to its original 
value, and the final level a' of the { 
manometer was read. 

The experiment may be i 
garded as one t« determine the 
ratio of the elasticities. The aii' 
originally filling A was regarded 
as crushed down to a fraction of 
the volume of A, the same at 
both readings of the manometer. 

But if we make the sarm change of volume, first suddenly and adia- 
batically, and then slowly and isothenually, 




FIO. 167. 






f pressure 



e of pressure 

N'ow, in this experiment the volume of the gas is altered by a definite 
amount tuddenly, and the pressure increase noted. The volume being 
kept the same, the temperature falls to that of the surroundings, and 
then the increase of pressure above its original value is the same as if 
the same change of volume had been made slowly, so that 



Taking one of their results as a specimen — 

Atmospheric pressure = 7665"\ 
Initial „ - 752-7/ 

Final „ =762-9 
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This assumes that the pressure changes are exceedingly small, which is 
obviously not exact. 

Taking p„ P, and p as the ioitial, atmospheric, and final pressures, 
and y„ y, aad Y as the corresponding volumes, the first change being 
adiabatic, we have (p. 295) 

p,r:=vy (1) 

The second change being isothermal, 

kV..,,V (2) 

Then &.(^)'' trom(l) 

.(fi-y from (2) 

whence y = 

This gives y = 1'348 in the above example. 

The method, as originally devised, has a serious fault in the assump- 
tion that the newly introduced air will have the same temperature the 
moment after introduction as the air already in the receiver, and that 
all will cool down equally. This fault was avoided in a modification 
due to Oay Lussac and Welter, in which, to begin with, A contained 
air at a pressure p„ higher than the atmospheric pressure P. On turning 
the tep the pressure fell to P, wbUe the air which had previously occu- 
pied a part V, of the volume expanded to fill the whole volume V. 

Finally the pressure rose to p. 

Then p,'V: = ¥Y' 

and i>,V„ =pV 

whence as above y~ 

In one of the experiments (Baynes's Thermodynamiet, p. 136), the pressures 
on an arbitrary scale were — 

P = l-0096,i)„=l'0314,i. = 1-0155. 
whence y= 1-3745. 

There are still sources of error in the method. The change of 
volume is not accurately adiabatic, for momentum is produced in the 
issuing gas, and if the tap is turned off at the first moment of equalisa- 
tion of pressure with that of the atmosphere, the air being still in 
motion, its kinetic enei^y will be gradually converted to heat, and so the 
entropy will be increased. If, however, the tap be left on for a longer 
time the outrush will cease and be followed by an inrush, and there will 
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be a series of oscillations, the energy of the oscillations being gradually 
converted to heat, and the entropy being thereby increased. M. Gazin 
showed the existence of these oscillations, and was able to turn off the tap 
at the end of the first outrush. The expansion up to that point might 
be considered as equivalent to an adiabatic one, for nearly all the work 
done by the gas has gone out of it, the amount retained through viscosity 
being bo far negligible. M. Cazin's determinations were much nearer 
those given by the velocity of sound than the earlier results. 

Rontgen used as a pressure indicator a corrugated plate like that in 
an aneroid barometer, fixed over an opening in the reservoir, Any 
movement of the plate was communicated to a mirror in which was 
viewed the reflection of a scale. 

He obtained the following values for y : — 

Air 1-4053 

Carbon dioxide . . 1-3052 

Hydrogen . ... 1-3852 

The value for hydrogen is no doubt too small. The gas so rapidly 
regains the temperature of the surroundings that the adiabatic change 
of pressure cannot be observed accurately.* 

3. By direct comparison of the two specific heats. 

If a quantity of heat H is given to a unit mass of gas at constant 
pressure it raises the temperature by d& where 

If Y is the initial volume and dv the increase, a the co-efficient of 
expansion, 

dv = o.Yd6, 

If the same quantity H is given to the unit mass with constant volume 
it raises the temperature by dff where 

H=-C^£^. 
If P is the initial pressure, dp its increase, ji the co-efficient of pressure 
increase, 

dp^pVdff, 

Equating the two values of H, we get 

G^iv _ C^dp 
"oT" /iP 

and ^="-^ 

• Among later researches we may refer to a paper by Capstick, ■' On the Ratio of 
the Specific HeatBOf the Paraffins and their Monobalc^en Derivativea," PkU. TroTU., 
A. 1894, Pt. I., p. 1. 
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Jamin and Richard carried out a method based upon this result, in which 
a definite quantity of heat H was communicated to the gas contained in 
a lai^e vesse) by means of a wire heated by an electric current. 

In one case the gas was allowed to expand at constant pressure, and 
dv waa measured, and in the other the volume was kept constant and dp 
was observed. No absolute measures could be made owing to the loss of 
heat from the wire by radiation, which was unknown. But it was the 
same in both parts of the experiment, and so the quantity H remaining 
in the gas was the same. 

They obtained as values of y — 

Air 1-41 

Hydrogen 1-41 

Carbon dioxide . . . . 129 

Joly has succeeded in making direct meASiirements of the specific 
heat at constant volume by the steam calorimeter, as already described 
in chap. vi. His result for air at 0° and 760 mm. is 

O, = 017154. 
If we take Wiedemann's value for that at constant pressure, 



n>e Deierminaiion of the Absolute Tem/-eraiuye at 0° C. from the Value 
o/y. — If in the equation for the difference of specific heats 

we Kubstitute for K, its value -2 



eget 



-1 



Bankine, taking the value of y given by the velocity of sound, used 
this equation to determine K, and C^, but if we use the value of K^ 
found by direct experiment, it may also be regarded as an equation 
giving 8, the absolute temperature at 0° C, the length of the degrees of 
the absolute and air scales go nearly coinciding at 0°, that a may^be 
taken as the same for each. 

Putting the equation in the form 

y <L^,-e. 
if we take K^= 2389 x 4-2 x 10" 

a. = 00367 
V = 7734 

e, = 1-0136 X 10* (Paris atmosphere), 
and use the value of y given by the velocity of sound as 1-406 we get 

fl = 274-4 
But if we use the value of y obtained by Joly, viz. 1*393, then we ge 
e- 268-1 
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Inasmuch as a difference of '002 ia the value of y makes a difference 
of about 1° in Q, and as the values of y obtained by different methods 
differ by far more than this, the value of B thus obtained can only be 
regarded aa an approximation justifying the use of the gas scale for the 
absolute scale when no great exactness is required. We shall see later 
how a much closer approximation may be found. 

The Relatdons IwtweeiL Volume, Preasnre, and Temperature 
of a Qas expanding Adiabatically.— We may use the approximate 
equation — 



j«<U') 



where R =p^ij"- <^^ ^ '^ ^^ S^^ temperature measured from — below 

0°C. 

Now the elasticity of a substance ia, by definition, 

If T ia constant 

vdp-\-pdv = (i 

dv ^ 
But et = ye4 = yp 

Hence if any small adiabatic changes of p and v occur 

whence log j( = log Gv 

or pv' = C where C is a constant. If we eliminate v by means of the 

equation jw= RT we have 

Or if we eliminate p we have 

„_C 1 
" ~B'T 

Ab an illuBtratioa let uB find the fall of temperature ifj a mesa of air 
at 15° C. expands adiahatically to double ita volume, the value of y being 
1 -4. If the new temperature ia T* we ehall have the two equationa 
,_, J_ 
" ° R ■ 288 

(2") -g-jr 
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„^-°| = 218 

a fftU of 70°. 

Decrease of Tetnperatvre Uptoarda tnih th: Atmogphere in Conveetive 
Equililirium. — Aa already pointed out (p. 216), the limiting condition 
of equilibrium for the atmosphere ia one of " convectif e " equilibrium. 
I.e. one Id which the temperature decreases upwards in auch a way that 
a mass of air in ascending will expand and cool in doing work so as 
always to be at the temperature of its surroundings. Such expansion is 
adiabatic. Hence the temperature and pressure should be connected 
in this condition by the equation 

p'-i = AT' 

Let us apply this to find the decrease per 100 feet rise from the sur- 
face, which we will suppose to be at 0° C. 
Taking logarithma we have 

(y - 1) log j> = log A + 7 log T 



or 




-^■3 






If dp is the decrease due to a rise of 100 feet, 








dp 100 
p 26000 




since 26,000 feet i 


s the height of the homogeneous 


atmosph 






7 = 1-41 
T = 273 

. ^ , ■« ,. 100 






1-41 26000x273 





Or, when the atmosphere is just in equilibrium, the temperature 
decreases by about -S" per 100 feet rise, when the mean is about 0° C. 
With a more rapid decrease there will be circulation. 

The Internal Energy taken np by a Oas in Expanding.— We 
have already mentioned (chap, viii.) Mayer's assumption that a gas in 
expanding does no work against internal forces, and have described the 
experiment, first made by Gay Lussac and later made by Joule, to test 
the truth (rf the assumption. In Joule's experiment air was compressed 
in one vessel to a pressure of 22 atmospheres, and was then allowed to 
expand into another equal vessel previously empty, so that no energy waa 
given to or taken from the air by external work. If in mere expansion 
the gas had done work against its own cohesion, it would have drawn on 
its own heat for the supply, and the temperature would have fallen. 
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Joule could not detect any alteration of temperature on the whole. But 
the heat capacity of the gas was so email compared with that of the 
calorimeter and its contents that a very small change in the temperature 
of the gas would not have ailected the temperature of the calorimeter 
sensibly. The result of the experiment, therefore, only showed that 
Mayer's assumption was not far from the truth. 

Ijord Kelvin afterwards proposed a method of experiment giving a 
much more delicate test for the presence or absence of internal work in 
gaiieous expansion. This method was put into practice by himself and 
Dr. Joule.* Their researches showed that in Joule's original experiment 
there must have been a slight cooling effect, i.e. that some work must 
have been done against internal forces. The method of experiment also 
gave a means of comparing the absolute scale of temperature with the 
indications of the air thermometer. 

In order to understand the principle of the method, let us suppose 
that a. long pipe AB (Fig. 168) is obstructed in tjje middle by a narrow 
passage C, and let air be gently driven towards C by a piston at A, on 
which the pressure is P. On the other side of C let the air expand 
against a less presssure^, applied by a piston at B. Let the volume of 
unit mass be Y on the A side and v on the B side. Then the work done 



Fie. 168. 

on the gas on the A side is PY per unit mass, and the work done by the 
gas on the B side is jm for the same mass. Let the walls of the enclosure 
be either non-conducting or everywhere at the temperature of the gas in 
contact with them. 

It may appear at first sight that this is an adiabatic transaction, since 
no heat is communicated from the outside as heat ; but if, as we suppose, 
the passage at C is very small, there will be a " rapid " there, the air 
passing through it acquiring a considerable amount of kinetic energy. 
But tHs kinetic energy is quickly lost oo the B side through the viscosity 
of the surrounding air, i.e. some of the work done on the gas gives rise 
to kinetic energy and this kinetic energy is transformed to heat, so that 
there is, on the whole, a gain of entropy. 

Let us first suppose that the temperature is found to be the same on 
the two sides of C at a sufficient distance away from the " rapid." Let 
us also suppose that Boyle's law is true. Then 



PY = 






or the work done on the gas on the A side is equal to that done by the 
gas on the B side. On the whole, then, no energy is given to the gas 
from the outside, and since the temperature is unaltered, we conclude 
that, while the volume has increased from V to !>, the gas has not trans- 
formed any of its own heat into energy of molecular separation. In other 
i. p. 317, or Thomson's (Lord Kelvin's) Papers, 
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words, the internal or intrinsic energy is the same for the same temper- 
ature whatever the volume. 

In such a case, therefore, Mayer's assumption would be justified. 
But if, as was actually the case in Thomson's and Joule's experiments, 
there is an alteration of temperature on the passage through C, this 
alteration may indicate either that Boyle's law is untrue or that Mayer's 
assumption ia untrue, or that both are imtrue. We know already that 
Boyle's law is only an approximation, and it remains therefore to de- 
termine whether the alteration of temperature indicates that Mayer's 
assumption is also only an approximation. 

In order to measure the change of temperature 
I accurately, Thomson and Joule forced the gas through a 

' porous plug consisting of a boxwood cylinder bb (Fig. 169), 

1-5 in. internal diameter, containing two perforated brass 
plates A, B, 2-72 in. apart, the space between these plates 
being fiUed with cotton or silk, more or less compressed- 
The gas was driven up to A through a long pipe immersed 
in a constant-temperature bath, and flowed out from B 
round a thermometer, being allowed there to come to the 
atmospheric pressure. When a steady state of tempera- 
ture was everywhere attained, there was with air a sensible 
cooling, with carbon dioxide a much larger cooling, and 
with hydrogen a very slight heating. 

Let us first investigate the effect which we might 
expect if Boyle's law does not exactly express the relation 
between volume and pressure, neglecting meanwhile the 
effect of change in intrinsic energy. 

According to Amagat's researches, in the case of air 
the product pv decreases by about 12 in 1000 for an 
increase of pressure from 1 to 31 atmospheres. We are 
perhaps not far wrong in assuming that the decrease is 
nearly uniformly at tiie rate of 1/2.500 per atmosphere 
within these limits. With this assumption, if the air 
Fio. 1(!9. is kept at the same temperature on the two sides of the 
plug, and if it expands to the atmospheric pressure p 
on the further side, then 



PV =pv 1 1 



P-p _1_ 



pv exceeds PV hy— 



And on the whole external work 1 ■ ?^ - is done by the air, and in 

p 2500 

order to keep the temperature constant this amount of energy must be 
supplied from without. 
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If it be not supplied, the air will cool by an amount nearly given by 

P-p pv 1 

j» ■ '2500 ■ S^ 

where E,, is the mechanical value of the specific heat at constant 
pressure. In fact the cooling will be rather less, because with lowering 
of temperature the expansion against the atmospheric pressure is rather 
less, po is diminished, and therefore pv — FY is less. 

In some of the experiments P was about 130 inches of mercury and 
p was 30 inches. 

pv is about 780 x 10« in C.G.S. units, while K^ is -2375 x 4-2 x 10'. 

Substituting these values in the expression for the cooling, we find 
that it should be about O'T C. But the actually observed cooling was 
about 0-9° C. Then some of the energy was also taken up in the 
separation of the molecules, or there was an increase of intrinsic energy 
on expansion. 

In a similar manner it may be shown that the cooling in the case of 
carbon dioxide wa,s chiefly due to change in intrinsic energy. 

In the case of hydrogen the product pv tnereagee with the pressure. 
Then, if the intrinsic energy is independent of the volume, energy must 
be subtracted from the gas to keep the temperature the same in the 
expanded condition. If it be not subtracted, the temperature will rise. 
The actual effect observed was a slight heating, and of the order due to 
the increase of pv. Hence it was concluded that the change in intrinsic 
energy due to change in volume is very small. 

Uee of the Pm-oug Plug Experiment for the Comparison of the Air Scale 
with the Absolute Scale. — We may express the change in intrinsic energy 
of the gas in two ways ; (1) in terms of the energy communicated from the 
outside and (2) in terms of the observed changes of physical condition, 
temperature, pressure, &c., and equating these two expressions we obtain 
a value for the absolute temperature. 

In considering the energy received from the outside, we remark that 
00 the whole there ia very little change of temperature in passing through 
the plug, though no doubt there are very great local variations in the 
" rapids " — the fine streams issuing from the pores. The gas is therefore 
very nearly in temperature equilibrium with the surrounding walla and 
the temperature slopes in these walls are very gradual. This is still 
more nearly true since the gas was allowed to flow for so long a time 
before observations were made that affairs had arrived at a steady state 
and the wall at each point was at practically the same temperature as 
the gas passing it. The walls were bad conductors so that the heat con- 
ducted into or out of the gas might be neglected. The kinetic energy in 
the gas was also small when it had settled down to steady motion beyond 
the "rapids." Then the gain of intrinsic energy is practically due to the 
diflFerence between the works done on and by the gas on the two sides of 
the plug or if E is the initial, and e the final, intrinsic energy, 

e - E = PV -pv. 

In finding the value of e — E in terms of the observed changes in 
physical condition, we may suppose the change made in any convenient 
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way, for the intrinsic energy coiTespoDding to a. given state is quite 
independent of the manner in which that state is reached. Let A 
(Fig. 170) represent the State of unit mass of the gas on the entrance 
fjide, and B that of the same mass on the exit aide of the plug. 

We shall suppose the change from A to B to take place along the 
isothermal AC, and the equ^l pressure line CB, and to avoid consideration 
of the variation of the different quantities, such as coefficient of expansion 
and specific heat, we shall suppose A and B so near together that these 
quantities are practically constjint. 

The heat put in along AC is 

aeV(P-p) or aeVdP. 
The heat put in along CB is K^ dO 

where d0 is the rise in temperature. The external work done is ACBNL. 
Then 



aeVitP + K^IO - ACBNL. 

=AHOL-BKON 
•x0ydV + K^d$ = AHOL - BKON + ACBNL 
= ACKH 

L fl = _ go that if a substance had the same temperature o 



But we also know that 



and 

If rf» = then 61 = ^80 

the two sides of the plug, equal expansions of that substance would 
indicate equal intervals of temperature on the absolute scale. Hydrogen 
approaches most nearly to this con- 
dition, hence its use in the standard 
gas thermometer. 

In their experiments Thomson 
and Joule found that dS was propor- 
tional to dP for a given temperature, 
throughout the range of pressures 
employed, and inversely as the 
square of the absolute temperature, 
so that we may put 
____ (ii9 A fl/ 



dt 



n 



Fig. 170. where $, is the absolute tempera- 

ture of 0° C., n the atmospheric 
pressure, and A a constant for each gas, being the cooling per atmosphere 
difference of pressure at 0° C, 

The observed values for A were 



Carbon dioxide 
Hydrogen . 



■275 
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Though —J was obtained with finite differences of pressure, it is evident 

that, since it is independent of the pressure, we may use it inequation (1), 
where the difference of pressure is supposed to be very small. We obtain 

We may at once obtain from (2^ the absolute temperature at 0° C, 
assuming that the degrees have the same value as those of the air scale 
about that temperature. Thus, for air, since at 0° C. 9^ = S, 

K:„A*I.2 -2389 X 4-18 x 10^ x -275 



aVnt^ -00367 X 773 x 1013600 



Or the absolute temperature does not differ from the air temperature by 
as much as 1° C. 

We refer the reader to Thomson's article on "Heat," Ency. Brit., 
9th ed. , § 60-2, for the mode of comparing the absolute with the gas scale 
not assuming that the degrees have the same length about 0° C, but 
taking the interval from 0° to 100° C. as the same on both. 

It will be observed that equation (2) implies that a, the coefficient of 
expansion, is not strictly independent of the density of the gas, for the 
second term on the right is not constant, but when A is positive it- 
increases as Y decreases or as the density increases. 

Then - must decrease and a increase with the density for gases such 

as air and carbon dioxide. For hydrogen, on the contrary, a decreases as 
the density increases. 

Starting from equation (2) Thomson (loe. cit. § 63) has calculated the 
ezpansioD of air and other gases at different temperatures and obtains, 
results agreeing very closely with those found experimentally by 
Regnault.* 

The change in internal energy of a gas on expansion has been brought 
into greater prominence by the " regenerative " method of liquefying 
gases, in which a gas is forced from a pipe, where it is under great pressure, 
out through a fine nozzle into the air, the process coiresponding very 
nearly to that of the " porous plug " experiment. At low temperatures 

1 obrained by integrating- 



" yralog- 

In the integration it is virtually iiseuiiied that a is 
abown to be nnjuGtifiablc b; the consideration that, if 



proportional not to P-p but to log-. The proper treatment of the equation after 
its redaction to the form (2) will be found in the Article " Heat," i^ncy. Brit. loc. cit. 
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and expansion from higb densities there appeals to be great cooling in 
all cases, even in that of hydrogen. And this we might expect, for with 
the high densities the molecules are, in much larger proportion, vithin 
each other's sphere of action, and work is needed to separate them.* 
Qeneralisation of the Indicator Diagram for an; Stresses and 

the Corresponding Strains. — If we take absciss® to represent strains 
and ordinates stresses, so measured that areas represent work done on or 
hy the quantity of matter considered, we may use the indicator diagram 
for any corresponding stresses and strains and draw isothermals and 
adiabatics just as with pressure and volume. 

As an illustration let us suppose we have a wire under an end pull 
and let the relation between stretch ds per length 1 and puU P per 
square centimetre section be given by 

p=y.<f« 

where ¥ is Young's modulus. This implies that we are dealing with unit 
cube of the material. 

If Y is constant for a given temperature, the isothermal for, say, 0° 0. 
may be represented by a straight line going through the origin as OH 
{Fig. 171), the tangent of the slope representing Y. Mow as the tempera- 
ture rises the length under zero pull in general increases. Let a be the 
ordinary coefficient of length expansion. Drawing 0P = o, PK will 
represent the 1° isothermal, and since Y in general decreases with rise of 
temperature it is at a slightly less slope than OH. Similarly QL will 
repi'esent the 2° isothermal. 

It may be noted that these isothermals, if straight lines, will meet 
beyond O, at a point in the lower quadrant to the left, say at T. E>raw 
TM to represent the pressure. If Young's modulus at any temperature 
18 given by Y = Y„(1-A() 

-, TM TM 

1 ^OM + OP"OM + o 

, Y„ , , OM + a , a 

'^^ Y, = ^ + ^=-0M, = '-'0M 

whence CM = -r-. 

With iron a is of the order ~~^, while k is of the order j^ so that 

i = sKTii * compression which is never approached. But if it could be 

reached without disintegration, and if the isothermals were straight lines 
as supposed, the interpretation would be that at this compression the 
increase in yielding due to rise of temperature would just neutralise the 
expansion due to the same rise of temperature. 
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Let us DOW see bow the wire caa be taken round a Camot cycle. 
Let AB, DC represent neighbouring isothermals at 6 and 6 - d$. Let 
AD, BO represent adiabatica. We draw these steeper for we may expect 
the change in tension for given stretch to be greater if no heat is 
allowed to pass, i.e. if we introduce a constraint and the results obtained 
confirm the supposition. We may take ABCD to represent a Camot 
cycle. But we must note that since work is done by the body in con- 
tracting we must go round counter-clockwise to get a balance of work 
done by the body in returning to the a tor ting- point. Heat is taken in 




along AB and given out along CD, and an adiahatic stretch along AD 
cools the wire. 

Just as in the case of the pressure-volume diagram, it can be shown 
that the heat along AB is 

where d* ia the change in length along AB, and ji is the change in length 
under constant load per 1° rise in temperature. If a is the ordinary co- 
efficient of expansion, X the temperature coefficient of Young's modulus, 
and s the total atretch up to A, we may put ^ = a-i-\s. 

Similarly the change in temperature under adiabatic change of pull 
rfPis 

' " >Kp pKp 

when p is the density, Kp the specific heat under constant pull — probably 
nearly the same aa the specific heat under no pull — and Y« is the adiabatic 
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Young's modulua We must give the negative sign, since the lower 
isothermals are higher in the diagram. 

In the case of india-rubber /i is negative, for if a weight be hung on 
to a rubber cord, the weight rises if the COTd be heated. Hence dB is 
positive for a sudden increase of Btretch. This maj he verified by 
suddenly puUing out an indi&-rubber band and applying it to the upper 
lip — a sensitive thermoscope — when we can easily detect the warming. 
Seeping the band extended, it soon falls to the temperature of the air. 
Kow allowing it to contract suddenly, it is very appreciably cooled. The 
ratio of the specific heats under constant stress and constant strain is 
easily seen to be equal to the ratio of the adiabatic and isothermal 
moduli, and we can obtain as the formula corresponding to that on 
p. 289— 

For small stresses fi=a + Xs may be generally assumed equal to a, the 
coefficient of expansion. If we t^e as the values of the constantB for 
steel 

j8 = ij : Y,-2x 10": pKr = 4.2x 10^x7.8x0.112 
we get y= 1.002 

or the adiabatic elasticity is greater than tbe isothermal by about 1 
in 500. 

The term X» would only seriously affect this result when of the order 
10"*. Since A is of the order 10"', this requires a stretch of the order 
10"^, which cannot be given without permanent set, when our assump- 
tions are all inadmissible. 

But though not seriously affecting y the existence of A^ implies that 
the adiabatic elasticity increases with the strain. It will follow that 
when longitudinal waves travel along a wire, the elasticity at the points 
of greatest tension will be greatest, and if we represent the waves by the 
curve of tension, the crests in the curve will move most rapidly and will 
therefore gain on the hollows. 

Similar formulie can at once bo worked out for the case of shear 
strains and stresses involving the rigidity modulus. If abscisss repre- 
sent angles of shear and ordinates tangential stresses per unit area, areas 
on the diagram will represent work done with unit cube of the sub- 
stance. We shall not now have anything corresponding to the ordinary 
coefficient of expansion a, but if we put for the modulus of rigidity 

« = «.(1-A() 
a shear e at constant stress will increase by X« for a rise of 1°, so that 
we must use A< instead of fi in the last case. 

The adiabatic change of temperature for change dt in shear is 
,, X.(n,$dt 

•"--^^ 

that is, there is a cooling for increase of shear. But in general it is of 
the second order, since both A and c are usually small. 



lyGoogle 



ISOTHERMAL AND ADIABATIC CHANGES. SOS 

The consideration of the ratio y is eBpecially important in this case 
eince the torsional resistance of wires is so frequently used to measure 
small torques, the torque being deduced from the angle of twist and the 
time of vibration of the system acted on. Now the angle of twist may 
be produced slowly and the condition of the wire may be isothermal ; the 
vibrations, on the other band, may be rapid and the conditions may be 
somewhere between isothermal and adiabatic conditions. If the adiabatic 
and isothermal elasticities differed seriously, error might arise in such 
experiments as that of Cavendish on the constant of attraction. 

The error would be the greatest if the conditions in vibration were 
truly adiabatic and those in steady deflection by the torque truly 
isothermal. 

We may show that 

1 

For steel \ is not far from — -. Suppose a wire I mm. radius and 

1 metre long is turned through 1 radian at its lower end, then the 

extreme value of .< is —-7; n is about 10^'. 
10» 

Substituting the numerical values we get 

1 

^ 1-10-8 

and the ratio will be still more nearly 1 for less shear. This implies 
that the two rigidities are for all practical purposes identical for steel 
wire. 

If we have any other type of stress and strain we have the results 

( + if the effects of rise of temperature and increase of stress are opposite) 

1^ _ 

and f i-^E,d 

where j3 is the change of strain under constant stress for 1° rise in 
temperature, £j is the isothermai mo'Julus of elasticity, Ep is the specific 
heat under constant strain, and p is the mass in the volume so strained. 
Thus in a spii'ol spring we may deal with unit length measured along the 
axis of the spiral, when p will be the mass of the spring per unit length. 
The reader will find that for such a spring y is practically 1, as might 
be expected when we remember that the strain is chiefly torsional. 
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CHAPTER XIX. 

THERHODTNAHICS OF CHANGE OF STATE AND 
OF SOLUTIONS. 

Fiiflt Latent Heat Equation — Volnme of Satnrated Steam — Triple Point and Dif- 
ference of Vapour- PreBsuies of Ice and Water below 0° C. — Second Latent Heat 
Equation — Alteration of VapoaT'PrcsBnre wicb CarrBtnre of Liquid Sarface^ — 
CoDneotion wltb Change in Melting;- Point by PreGsnre^ — Solations — Vapoor- 
PresBore less than that of the Solvent — Osmotic Pressure — Raisinp of Boiling 
Point — Lowering of Melting-Polnt — Somi- Permeable Membranes— Van' I. Hoffs 
Application of ^ermodjnamics — Ifolecnlar Theory of Osmotic PresEnre. 

The First Latent Heat Equation. — If f^ substance is at such & 

temperattire, that with suitable pressure and volume it can exist in two 



Fio. 172. 

states at once, the two being in equilibrium with each other, then the 
isothermals on the indicator diagram will have a horizontal position. 
For example steam and water at 100° C. may coexist and the isothermaJ 
for 1 gramme at 100° will be represented by a curve, of which the 
general course only (it is quite out of scale) is represented by ABCD, 
Fig. 172. AB is water, BC is steam and water at 100° and 1 atmos- 
phere, and CD is steam. If the volume is fixed, say at QM, then the 
proportions of steam and water will be fixed, and they will be in 
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equilibrium with each other at 1 atmosphere, as long aa the temperature 
is 100°. If the volume increases, theu more steam is formed till at C 
all is steam with a volume about 1640 c.c. On the other hand, if the 
volume diminishes more water is formed till at B all is water with a 
volume about 1-04 c.c. The process is reversible at every point. 

The general course of a substance at the melting-point may also be 
represented by a curve like ABOD. For ice and water at 0° DC will 
represent ice. At C the ice begins to melt, having then a volume about 
1'09 c.c. At B it is all water having a volume about 1 c.c, and BA 
represents water. 

If the temperature is not that of the normal boiling-point or the normal 
melting-point the curve will have the same general character, but the 
horizontal portion will be at a different level. For steam and water at 
99° 0., for example, it is at 73321 mm. instead of 760 mm. For ice 
and water at — 1° C it is, as we shall see below, raised up to about 134 
atmospheres. We do not, in ordinary experience, meet with ice and 
water in equilibrium except at or very near the normal melting-point. 
The possibility of such equilibrium at other temperatures was indeed first 
discovered as a result of thermodynamical reasoning by Professor James 
Thomson (Ti-ang, R.S. Edin., xvi., 1849, p. 575). and was first experi- 
mentally demonstrated by bis brotber shortly afterwards (see chap. xii.}. 

The following investigation applies to either change of state. Let 
ABOD, A'B'C'D', Fig. 172, be isothermals at 6 and d-dd respectively 
for 1 gramme of the substance. Let B represent volume v, and let 
represent volume Vg. Let L be the latent beat t&ken in along BO in 
changing state. Through B and C draw adiabatics BM, ON, where 
M and N are on the B-dd isothermal. Then BGNMB may be taken 
as a Gamot cycle, and we have 

^=extemal work-area MBON. 

If the isothermals are sufficiently near to each other, any want of 
parall^ism of BM and ON may be neglected, and the area of MBCN 
may be taken as 

BOxPQ = (Uj-i-i)rfp 

Hence tj? = {tij - *,)dp 



"5 



<^.-vM, (1) 



If then Vj is greater than Vj, as in the case of steam and water. 



dp 



is positive, or the boiling-point rises with the pressure. 

If, on the other hand, v^ is less than Hj, as in the case of water and 
ice, -^ is negative, or the pressure at which equilibrium is possible 
increases with fall of temperature. That is, pressure lowers the melting- 

Id change from solid to liquid, in which there is an increase of volume, 
a rise in pressure corresponds to a rise in temperature, or pressure raises- 
the melting-point. 
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■whence ^ =• 2-721 cm. of mercury 



The Volvme of Saturated Steam.— The latent heat equation at onca 
gives M the volnme of a Bfttarated vapour at any temperature at which 
we know the latent heat, the liquid volume and the rate of change of 
the vapour- pressure. Thus, for water and steam at 100° we have 

L = 537 X 4-19 xlOT 

e -373 

tf, -1043 

ftoM-77-371 cm. of mercury 

f>„^ -74-660 „ „ 

dp 

Jd 

= 2-721 X 13-596 x 981 dynes per aq. cm. 
Suhstituting in equation (1), we have 

„ I^Oig, 537X4-1&X10T 

"* ^ 373 X 2-721 X 13-596x981 

= 1663 C.C 

Furbaim and Tate {Phii. Traju., d., 1860) found by direct experi- 
ment that tij— 1616. While there ia some uncertainty about the 
thermodynamic result depending on the uncertainty in the values of the 
conatantfl, it is easily seen that we cannot accept so low a result as that 
obtained by Fairbaim and Tate, which waa probably vitiated by the 
adherence of steam to the sides of the containing vessel. The thermo- 
dynamic method is preferable here to direct methods.* 

It is interesting to compare the value 115=1663 with that which 
steam would have if it followed the same law of expansion as air. We 
know from Begnault's researches t that the density of steam at low tem- 
peratures and pressures is 0-623 of the density of air — almost exactly 
the value obtained on the supposition that two volumes of hydrogen 
unite with one volume of oxygen to form one volume of steam. If it 
maintained the same relative density at 100° G. and 760 mm., its volume 
would be 

^ X ^-^ = 1696 

0001293x0-623 273 

which ia certainly greater than the actual volume. Hence steam does 
not expand according to the laws of Boyle and Charles at higher tem- 
peratures. 

The Change of Melting-Point under Prengure. — Taking the latent heat 
equation we have, for water-ice — 
L = 80x4-19xl0'' 
6=273 
t>, = l-09 
«g-l 

whence f^^ - *'V73 x 0-09 " = " ^^^^^'^^^ dynes/cm. 

" Bamsar and Tonog, "The Properties of Water and of Steam." PkiL Trant. 
A., 1892, p. 107. 

+ Ann. dc Chim- et dt Phyi., 3rd Bcriee, t. it, p. 141. 



lyGoogle 



THERMODYNAMICS OF CHANGE OF STATE, ETC. 309 

Taking 1 atmosphere ae 1014000 dynes/cm., tlua gives 134 atmo- 
spheres aa the pressure required to produce a lowering of 1° C, or the 
lowering per atmosphere is 0074° C. 

This result, due to James Thomaoa, was confirmed by Lord Kelvin 
(Phil. Mag. [3]x3mvii.,1850,p. 123). He used a strong glass piezometer, 
in which was a mixture of ice and water. A manometer and a sensitive 
thermometer enclosed in an outer tube were inserted in the piezometer, 
and when the pressure was increased a mean lowering of -00735° per 
atmosphere was obtained. 

Other experiments have already been described in chap. xiL 

The Triple Point and the Difference of Vapour- Fi-egsuret of lee and 
Water belom 0° G. — When ice and water are at the melting-point under 
the pressure of their vapour alone, that point is above 0° C. by about 
0'0074°, since the vapour-pressure is less than 6 mm. or nearly an atmo- 
sphere less than 1 atmosphere. At this point it is easily shown that the 
vapour-pressures of ice and water are exactly equal, by taking the 
substance through a "one temperature" reversible cycle, or a cycle in 
which the temperature is throughout the same. Since the cycle is 
reversible, 1^ = 0, and if is constant jdQ = 0, or the total heat 

given is zero. Then the total external work done is zera Now 
imagine some such apparatus as that 
in Pig. 173, where ice and water 
at this melting-point, + 0-0074° 0., 
are in contact through the pipe re- 
presented in the lower part of the 
figure, and let all be maintained at one 
temperature. Suppose, if possible, 
that ice-vapour has a greater pressure 
than water-vapour. Then, in allowing 
ice- vapour to expand into water- 
vapour, it will do work. Allow this expansion to take place iaothermally 
and reversibly through an engine in the pipe represented in the upper 
part of the figure. Then the ice will continually give off vapour which 
can be passed through the engine, where its pressure is reduced to that 
of water-vapour. It will then condense on the water surface, and the 
excess of water can freeze on to the lower surface of the ice. Here 
is a reversible cycle which can continue endlessly, giving off work 
through the engine. But this is contrary to the principle that the total 
work must be zero. Then our supposition is wrong, and the vapour- 
pressure of the ice cannot be different from that of the water. 

At this point, -0074° C., ice, water, and their vapour are all in 
equilibrium with each other at the same pressura The three states or 
the three " phases " can co-exiat without changing from one to another. 
The point is therefore called the triple point. 

If we use a temperature pressure diagram, as in Pig. 174, T will 
represent the ti'iple point, TA the vapour-pressure of water above the 
temperature of the triple point, TB the vapour-pressure of ice below that 
temperature, TC the line giving the relation between melting-point and 
pressure — a line going up very nearly vertically, sloping in fact only 
'0074° per atmosphere. 
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The three included regions ma^ then be marked vapour, water, ice 
respectively. If we have all three states or phases present, T is the only 
point of equilibrium, and the system is said to be noti'Variant. 

If, however, we have two phases only, say water and vapour, we may 
have equilibrium anywhere along TA, We can vary the temperature, 
but given any one value of the temperature the pressure is fixed. The 
system is therefore said to be monovariant. 

If we have only one phase present, as water, we can vary both tem- 
perature and pressure so long as they give a point within the region 
OTA, and the system is said to be divariant. 

When Beguault made his celebrated researches on the vapour- 
presBure of ice and water, he supposed that the line AT was continuous 




through T. But Kirchhoff (Pogg. Ann., ciii. p. 206) showed that the slope 
of AT continued was different from that of TB, a conclusion which 
follows at once from the latent heat equation. Putting that equation in 
the toxTa 



M (.,-.,) 
p may represent the saturation pressure of the vapour of either ice or 
of water, while % — ^i is the change in volume from the denser to the 
rarer state. Let o» represent the pressure of water-vapour, la that of ice- 
vapour. Let L be the latent heat from water to eteam at 0°, L' the 
latent heat of fusion of ice. Then the latent heat from ice to steam is 
L + L'. We may evidently neglect »„ the volume in the denser state, 
since it is exceedingly small compared with v^ and if we put — =tr, the 
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dd 9v^ T ^^> 

^'=(L+L')| (2) 

din' dia L'lr 



(3) 



or dividing by (2) 



/dii' _d^\^d 

\ de de) ■ d 



(d<J d<^\ . dm- __ L' 
"L + L' 



These equationB obviously apply to any Bnbstance at its triple point. In 

the case of water at 0° 

L = 60G-5 from Regnault's formula (p. 180) 

L' = 80; -^ =4'60-4-26 = 0-34 mm. from Regnault's researchea on 

vapour-presBure, 

whence ^ - ^™ = ^^ "" 3* = -04 mm. 

W de 686-5 

That is, the Tapour-pressure of ice below 0° falls down more rapidly than 
that of water by about 0'04 mm. 
per degree. 

Then the line AT, if con- 
tinued beyond the triple point, 
lies above TB; see the dotted 
line TB' in Fig. 174. Via. 175. 

The difference in vapour- 
preasures of ice and water just below 0° ia too small to measure accu- 
rately, though Regnault's work on re -examination indicates its existence. 
But if, instead of taking the difference of vapour-pressures for the same 
temperature, we take the difEerence of temperatures for the same vapour- 
pressure, we get a quantity which can be measured. For let T (Fig. 
175) be the triple point on a pressure-temperature diagram. Let TA, 
TA' represent the ice-vapour and water-vapour lines. Let A' AM be a 
line of equal pressure. Then AA' ia the difference of temperature of ice 
and water in equilibrium with their vapours at that pressure. 



But 



-^A'^A-N A'N.AM 

AM TM TM 

<u-a' ■04f 
" dw" ~ -34 

de 

(where 6 ia the temperature of the water below the triple point) 

= 0116 x^ 
or 0'116° per degree below the triple point. 
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This has been verified by Rameay and Youn^ (" On the Influence 
of Change from the Liquid to the Solid State on Tapour-Pressure," 
FhU. Tram., Part II., 1884, p. 461). They evaporated water and 
ice in separate vessels at the same pressure below that of the triple 
point, and found that the water when in equilibrium was colder tiuin 
the ice. 

While it is possible to supercool water in contact with its vapour, i.e. 
to have it to the left of the line TC, Fig. 174, ao that TB' has an actual 
existence, no method of superheating ice has yet been devised. The pro- 
longation of BT beyond T, therefore, represents nothing physical. But 
ice can be obtained in a condition represented by points slightly to the 
right of TC. For instance, if a block o! ice at the triple point is subjected 
to pressure, it is raised in temperature slightly (from the formula of p. 286 
about 0'002° C. per atmosphere if we te^ke its coefficient of expansion as 
0-OOOlESand its specific heat as 5), while it only melts at its surfaces. 



0, 
//B 

« A' 



Fio. 176.— Eqoal Pressure Linea oa the Batropj-Teoipeiatute Diagram. 

Thus it will be represented on Fig. 174 by a line from T nearly vertical 
but sloping slightly outwards as it rises. And no doubt it would be pos- 
sible to obtain ice under tension in a condition represented by the pro- 
longation of this line downwards into the vapour region. In the case of 
water substance there are only three phases and one triple point. But 
there are substances, such as sulphur, with four phases, t.e. two solid forms 
as well as the liquid and gaseous, and for these substances there are three 
triple points. For an account of these triple points and for the general 
phase rule of Willard Gibbs, giring the condition of equilibrium of 
phases, we refer the reader to Whetham's TTieory of Sobdton, chap, ii., 
or to Findlay's The Phase BuJe. 

The Second Latent Heat Eqnation.^ — Another equation connect- 
ing latent heat and its change with the specific heats of the two phases 
may be readily obtained from the entropy temperature diagram. Let 
ABCD, A'B'C'D' (Fig. 176) be equal pressure ILues, the horizontal 
portions representing the mixture undergoing change of state with the 
receipt of latent heat at 6 and - dd respectively. 

Taking the substance round the cycle BCC'B'B, the heat given along 
BO is L. That given along GO' is - C^^ where Cj is the specific heat 
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of the bod; in the second state, alwajs just on the point of changing 
into the first state. That givou aloDg C'B' is 



-{--»' 



and that giveo along B'B is + O^dB, where Cj is the specific heat of the 
body in the first state, always just on the point of changing into the 
second. Thus the total heat is the sum of these, 



(§-«-- 



But this is equftl to the area BCO'B', which is practically equal to the 
rectangle with base BC and height dd. Kow BG x BM — total heat along 

BC = L; thenBC = i!. 

Then the area BCO'B' = ^. 

Equating the two values of the heat giyen we have 

In the case of water and steam at 100° C, 

_j.=: -0-695 from Regnault'a equation (p. 180), 
Cj=I L = 537 fl = 373 
whence Cj= -1-135, 

or the specific heat of steam when kept saturated is negative. 

This means that if we have a quantity of saturated steam at 100°, i.e. 
at a pressureof 760 mm. , and we increase 
the pressure adiabatically to 787 mm., 
which is the saturation pressure at 
101°, the work done will raise the tem- 
perature above 101°, and heat must be 
abstracted to keep it down to that 
temperature. Or if we decrease the 
pressure adiabaticaUy to 733 mm., the 
saturation pressure corresponding to 99°, the temperature will fall below 
99°, and heat must be given to restore it to that point. 

In this latter case of adiabatic expansion, if dust nuclei are present, 
condensation will occur, for as the temperature is reduced the pressure 
will always be above the saturation pressure. For example, when the 
temperature has reached 99° the pressure will not yet have fallen to 733 
mm., and the excess of vapour will condense on the dust nuclei. This 
agrees with the common observation that the adiabatic expansion of 
saturated water vapour produces cloud. Let A'B', AB, A"B" (Fig. 177) 
represent the three isothermals at 101°, 100°, and 99° on an indicator 
diagram, and let MBN be the adiabatic through B ; then the above result 
implies that BM cuts the upper isothermal in the vapour part to the 
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1 the mixture part 

Usually for saturated vapours the specific heat is negative, but for 
ether vapour (Clausius's Mechanical Theory of Heat, p. 136) 
' ■ is positive at ordinary temperatures. Hence an adiabatic 
[panaion of ether vapour does not produce condensation. 
Alteration of Vaponr-Pressare witii OnrTatnfe of 
Liquid i-urface.— Lord Kelvin {^Proc. R.S.E., February 7, 
1670) pointed out that the vapour pressure of a liquid witli 
a curved surface must be different from that of the same 
liquid with a plane surfaee. Suppose that a capillary tube 
(Fig. 178) dips in a liquid contained in a closed vessel, and 
that no gas other than the vapour of the liquid is present 
above the free surface. Further, suppose that the liquid 
rises in the tube, and is in equilibrium at the level A. 
Then there must be equilibrium between liquid and vapour 
at A, ag well as at the plane surface B ; that is, the concave 
curved surface is in equilibrium with the vapour at a 
pressure less than that at the plane surface B by the 
weight of unit column of vapour of height AB. For if not, 
suppose the vapour rising from A can have a pressure 
greater than the pressure of the vapour at the same level 
outside the tube. The space above A will not be saturated, 
and circulation will take place through continuous evapora* 

tion from A and condensation at B, and work can be obtained. We may 

make the idea more definite by imagining 

B. small engine above the capillary surface, 

as in Fig. 179, the whole being maintained 

at one constant temperature. If the pressure 

of the vapour from A exceeds the pressure 

of the surrounding vapour, let evaporation 

take place from A at the maximum pressure, 

and let the vapour go through the valve V 

and push against the piston P with this 

pressure. When some quantity of vapour 

baa passed through Y, let Y be closed and 

let F move forward with isothermal expan- 
sion of the vapour between it and Y till 

there is the same pressure on both sides of 

the piston. The excess of vapour pushed in 

front of P wilt produce condensation at B. 

Then let a valve be opened in F, and let 

P move back to Y. It is now ready for 

another stroke. This process can be carried 

on endlessly, and the piston does work while 

the substance is carried through a cycle which 

can be made perfectly reversilile by merely 

reversing the action of the valves. But in 

such a cycle no balance of work can remain over, so that our supposition 

of difference of pressure between the vapour from A and its surroundings 

must be false. 



T 
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It tu be the pressure of vapour at B and w' be ita value at A, and if 
h, the intervening height, is so small that we ma^^ regard the density 
of the vapour ct as uniform, we have 

<u-<u' = swfe. 

We may express h in terms of the surface tension T and the radius of curva- 
ture )■ of the surface. The pressure in the liquid just under the surface A is 



therefore the pressure in the liquid at the level of the plane surface is 



where p is the density of the liquid. But this is equal to t 
of the vapour outside at the same level, viz., 

(U = lo' + ^A 



r p-o-' 
a that the liquid is depressed in the tube, we 



The expression is sim{)ler if we introduce the difference of hydrostatic 
pressures F under the curved and under the plane surfaces. This is 

V=gph = g<7h^, 

whence / <u-co' = 

-^ f> 

If the height h is great we cannot take a- as uniform. We must 
then integrate the change in pressure with the varying density as we 
descend from A to B. 

Let dh be a small step down, and let dia be the change in pressure in 
the step, (T being the density. 

Then db, = (j<Tdh 

and ^ <u = Ko- (Boyle's law) 

, d<u gdh 
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and integratiiig from u' to oi, and A * to A 



We may apply tliis result to the caa6 of a small spherical dTop> 
radius r surface tension T. The hydroatatia pressure just within die 
drop will be greater than that under a plane surface at the same level 

by P= — . Hence the vapour-pressure from the drop will exceed that 
from the plane surface by — ■ — if F is not very great or r is not very 

small. If we cannot make these limitationB, then we must use the 
Ic^arithmic formula, and pat 

, <o 2T <r 
^ <o' r iof> 

Hence a apace over a plane liquid surface and saturated for that 
surface, is not yet saturated for a small drop, and such a drop if formed 
in any way will tend to evaporate and disappear. We can see, then, 
how in a dust-free space vapour can exist without condensation, though 
supersaturated as far as a plane surface is concerned. 

If, however, dust is present, a particle of it may have such small 
curvature that if any condensation occurs on it the vapour pressure of 
the liquid ie practically that of a plane surface. The liquid may spread 
round the particles, and from the beginning form drops of such size that 
the apace is saturated for them and they continue to grow. 

It ia to be noted that the alteration of vapour- pressure is very small 
until the radius of curvature is exceedingly minute. 

Thus, taking water vapour at 0°, we have its density - density <^ air. 



whence for water vapour 



^S-"---»• 
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FuttiDg p=l and T " 80 

. w 160 1 



r=10-»cin. ^=1-013 



r-lO-Tcm. --3-631 

or it is only when the drop is of the order of a miilioDth of a centi- 
metre that its vapour-pressure is sensibly greater th&a that from a plane 
surface, and if ^e dast particles are greater than this, a very small 
excess above normal saturation may make drops form on them. 

If no dust particles are present, we may perhaps still see how drops 
are formed if the pressure is great enough (chap. x.). For there may 
be groups of the vapour molecules formed here and there by collisions 
which are virtually small liquid masses. Now the radius of the sphere 
of action of a. molecule is of the order 10'^ (chap, ix.), so that if a group 
of size 10~^ is formed it may find the space saturated if the pressure is 
three or four times its normal value and it m^y continue to grow. 

The OonnectiOQ between Alteration of Vapoar-^easnre by 
Pressure on the Lic^nid and the Change in Melting-Point by 
Pressnre. — An alteration in the hydrostatic pressure to which a liquid 
or a solid is subjected, affects the vapour-pressure, whether the altera- 
tion is produced by capillarity, as in the rise or fall of a liquid in a 
tube, or by increasing or decreasing the atmospheric pressure on the 
surface, as when ice or water is contained in a vessel into which more or 
less air may be pumpeii. 

If we have a mixture of ice and water in such a vessel with their 
vapour only above the mixture, then their equilibrium point is the 
triple point. But if air be pumped in till the pressure is F, the equili- 
brium temperature of the ice and water falls by 

,,_p(..-.,)g 
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At this temperature we may nhow that the two vapour- pressures of 
solid and liquid are so changed by the pressure F that they are again 
equal, or we have, as it were, another triple point. This may be proved 
by imagining an arrangement to take the sul^tance 
through a one temperature reversible cycle. That used 
on p. 309 for the ordinary triple point is no longer appli- 
Suppose that the two vapour' pressures at the 
new equilibrium pressure are different, that of water say 
being the greater, then if there be water in a vessel 
{Fig. 180) containing air at pressure P at ihe level of 
the water surface the vapour in the air would be super- 
saturated for ice. But if the vessel be sufficiently lofty, 
then the pressure both of air and of water vapour will de- 
crease from below upwards. And at some height A, ice will 
'u equilibrium with the water vapour present. Then 
arrange a side tube of this height containing a cylinder 
of ice and supported a little above its base by upward 
pulls T. If now the cylinder is slowly pulled up by 
forces applied at the level C, evaporation will take place 
at A, condensation will go on at the water surface, and 
solidification at the base of the ice. Or if the cylinder 
is slowly let down, doing work against T, everything is 
reversed, and we have a one-temperature reversible 
Fig. 180. cycle from which work may be obtained. Our supposi- 
tion of different vapour pressures must therefore be false. 
It may be shown that the alteration given by thei formula of p. 315 
just accounts for this new equality of vapour-pressures. For if TA TA' 
(Fig. 181) represent the vapour- 
pressures of ice and water, re- 
spectively, below the triple point 
T, a pressure P on the surface 
alters the ice vapour pressure by 

TI- — = P(™,, where v, is the 

Pi 
specific volume of ice. That is, 
the new vapour-pressure line is 
IT, Ptruj above TA. Similarly, 
the new water vapour pressure 
line is represented by WT', 
Pffti, above TA' when c, is the 
specific volume of water. W is 
lower than I, since v^ is less 
than V,, and IW=P<T<Vi-p,). If 
"WT, IT meet at T, and if T 
be d6 below the triple point, 
evidently IW is equal to the 

difference of height of TA, TA' for the same temperature, 
p. 311 (3) this is 

V<rd9 
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whence ^^(vi - v^) = — ^ — 

..d de.?ih^ 

or the two vapour- pressures are equal at the new melting-point. 

The poiot T" is really above T, or as the melting-point falls by 
preesure the vapour-pre8sm:e rises. For if we take the water vapour 
pressure d0 below T when the water is under pressure F, it is 

where lo is the vapour- pressure at the triple-point 
But 






but 



then the second tenn on the right is positive, and <u' is greater than w. 

The results just obtained enable us to give a molecular account of 
the phenomena ot melting under pressure. The vapour-pressure of a 
substance depends on the number of molecules escaping from the surface 
per second, or upon the " mobility " of the molecules, and we may take 
the vapour-pressure as measuring this mobility. At the triple point the 
three states are apparently in equilibrium ; but this is only a " mobile 
equilibrium " due to the equality of the number of molecules passing in 
each direction across each separating surface. In other words, the 
mobility of each st&te is the same. Below the taiple point the vapour- 
pressures differ, and the mobilities differ also. Thus the liquid gives to 
the solid more molecules than it receives in return and the solid grows. 
The liquid evaporates more than the solid, and would distil over on to 
the solid in the space above their surface. But if pressure is put on the 
mobilities are increased, though not to the same extent, the denser, state 
being less increased than the less dense. Hence at the triple point 
equilibrium is destroyed, the ice having a greater mobility than the 
water, and the new point of equal mobility is below the triple point. 

We have applied the foregoing equations to the case M ice and 
water ; but it is evident that they apply to any case of a substance 
capable of existing in the three states or phases at the same time. 
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Solutions. 
Vapornv Pressure of a Solution always Less than that of the 

Solvent. — It lias long been known that when a salt is dissolved in a 
liquid the vapour-pressure of .the solution is less than that of the pure 
solvent, the reduction of pressure increasing with the proportion of salt 



It follows that if we have two vessels in an enclosure, as in Fig, 182, 
one containing pure solvent and the other containing a solution, the rest 
of the space being filled with vapour of the solvent — the salt being 
supposed to have no appreciable vapour — then the solvent will distil 
over into the solution, and the level of the latter will tend to rise till its 
surface is so high that the pressure of the 
vapour actually present at the new level is 
equal to the vapour-pressure of the solution. 

Let h be the difference in levels of the 
surfaces when equilibrium is attained, let <•> 
be the vapour-pressure of the pure solvent, 
111' that of the solution, andi <r the density of 
the vapour. We suppose that the solution is 
very dilute so that h will not be too great to 
suppose ir aniform in the column intervening 
between the levels of the two surfaces. Then 
we have 

<« = <«' -I- ^/< 



t 



lere p is the density of the solution, and if 

KiQ. 182. this is very dilute it is equal practically to that 

of the solvent. Let us put F=gph, ^en F is 

the escesB of hydrostatic pressure in the solution over that in the solvent 

at the level of the surface of the latter. 



Then 



Po- 



But (p. 315) if we put pressure F on to the solution its vapour- pressure 
1 by — , or since 



it is increased to the vapour-pressure of the solvent. Hence the solution 
will be in equilibrium with the vapour at such a height above the surface 
of the solvent that t^e hydrostatic pressure due to that height of liquid 
will make the vapour-pressure of the solution equal to that of the pure 
solvent. 

We can see this also by imagining a capillary tube, which the 
solution does not wet, to be fixed in the side of the solution vessel, as in 
Fig. 182, and of such narrow bore that the solution is depressed in it to 
the level of the surface of the solvent. Elvidently the vapour-pressure 
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at this surface must b« equal to that of the solvent, otherwise a one- 
temperature reversible cycle giving work could be arranged. Or, 
again, the vapour-pressure of the solution is made equal to that of 
the solvent by putting pressure on it, V—ffph, where h is the height 
at which the solution is in equilibrium with the vapour above the 
solvent. 

The pressure P which must be put on to the solution to equalise the 
vapour-pressures is, for a reason to be given later, called the OSmotic 
pressure. 

If the difference of vapour-pressures is too large to allow us to assume 
the vapour-donsity constant, we must use the logarithmic formula, whence 



P-^'log." 



This may be obtained, of course, exactly as on p. 316. 

Eaiung of the Boiling-Point. — One effect of the lowering of the 

vapour-pressure by solution is a rise in 
the boiling-point. Por, if the solvent 
vapour has a pressure ot 1 atmo. at a 
given temperature, the solution has a 
pressure less than 1 atmo. at that tem- 
perature, and it must therefore be raised 
to a higher temperature before it will 
boil. 

We can easily calculate the rise of 
boiling-point in terms of the osmotic 
pressure. !. 

ForifAO, BO, Fig. 183, represent the » 
pressures of solvent and solution vapours S 
at the normal boiling-point of the solvent, 
and AD, BU, the vapour-pressure lines as 
the temperatui'e rises, if we draw AC 
parallel to the temperature axis to meet Fig. IfiX 

BC in C, AC is the rise in boiling-point, 

say d$. As we suppose the solution to be dilute, AD and BC will be near 
together and may be regarded as parallel straight lines. This follows 







firming earlier working, which 
independent ot the temperature, 
constant, and AD is therefore practically parallel to BC if 



also from Raoult's researches (t 
show that for a given solution 
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by p. 320 and'p. 311 



P» 



(2) 



where L is the latent heat of the solvent, and $ is the absolute tempera- 
ture of the normal boiliag-point. 

Lowering' of the Melting-Point. — Another effect of aalt in Bolution 
which has long been known la a lowering of the melting-point. When 
the solution does begin to freeze, the solid which crystallises out is pure 
solvent. At the new melting-point, when solution and solid scJvent 
are in equilibrium with each 
other, their vapour- pressures 
must be equal. For if not, 
it, for example, the vapour ot 
the solution were the greater, 
a reversible one - temperature 
cycle could be arranged giving 

I«t T, Pig. 184, represent 
the triple point of the pure 
solvent, TA the liquid solvent 
vapour- pressure line, TB the 
solid solvent vapour -pressure 
line, SB the vapour-preaswre 
line of the solution, lower than 




T.r.pc, 



TA by — - where P is the osmotic 



Flo. 184, 

pressure of the solution ; o- the 
density of the vapour, and p that of the liquid, and let TB, SB meet in 
B. B ia the melting-point in the solution. Let it be d0 below T. 



We have 



AB = TS= — . 



But AB is equal to the difference of pure solid and pure liquid solvent 
vapour- pressures d6 below the melting-point, whence, as on p. 311, 



where L is the latent heat from solid to liquid. Bquatingtbe two values 
of AB 



The quantity P, the osmotic pressure, o 



<3) 
V regarding it, the 
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hydrostatic pressure .which must be put on the solutioti to res^re its 
va pour-pressure to equality with that of the solvent, can be found from 
either of these effects, lowering of melting-point or raiaiog of boiling- 
point, or going back to equation (1) it may be found from the difference 
of vapour-pressures. 

Though much work had been done by earlier observers* the effect of 
solution on vapour-pressure, and on melting-points was first put into a 
satisfactory form by Raoult, who worked not only with salts in water, 
but with solutes in other solvents. Herein lay the success he attained in 
formulating laws. For aqueous solutions are generally electrolytic and for 
these the osmotic pressure is irregular, probably for a reason which we 
shall give below. But with other solvents it is easy to make great 
numbers of non-conducting solutions, and these give more regular values 
leading to definite laws. Baoult showed f that 

1. ■— or the proportionate lowering of the vapour-pressure, is 

independent of the temperature for a particular solution, ether being the 
solvent. 

2. is proportional to the amount of salt or solute dissolved. 

„ ,, _ grammes dissolved in 100 of solvent 
molecular weight of solute 
= "gramme molecules" of salt per 100 grammes of solvent 
then in the case of ether as solvent 

-^ w is constant, 

or the lowering per gramme molecule is the same for different substances. 
Later he showed | that if n is the number of molecules of solute in N of 
the solvent, then for vei'y dilute solutions 



Still later § he found that 



N-H 



would hold for much stronger solutions if c were 0'9, and that as the 
dilution increased c tended towards 1. 

For electrolytic solutions, c may be very much more than 1, rising 
towards 2 for such salts as NaCl or KOt in water, and towards 3 for such 
salts as Ca Cl^ or Ba Cl^, in water. 

The law ^ = ,5^ impliesthattbeloweringof thevapour-pressure 

* See Ostwald's Sbiuiion, cbap. vii., for a history of the subject. 

+ C,R„ ciii. p. 1125. 188«. 

I a«.. civ. p. 976, I8H7. 

8 Zeil-fuT VKyi. Chem.. ii. p. 353, 1888. 
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ia proportional to the number of molecules of solute present, whatever 
their nature. When we have to multiply bj c, where e is nearly 2, it is 
taken to imply that the molecules of salt are for the most part dissociated 
each into 2. When we have to multiply by a number nearly 3, it is 
taken to imply that the dissociation is from one into three molecules and 
so on. 

For very dilute non-el ectroly tic solutione «, the number of salt 
molecules, is very small compared with N, the number of solvent molecules, 
and we may put 

<u N ^^ 

Substituting in (1) we get for the osmotic pressure 

If we put the relation between the pressure u and the density <r of 
hydrogen ae 



we may put that for any rarefied vapour of molecular weight M as 

whence p»2pE«. « ^^^ 

Further, if « is the density of the salt in the solution or the number 
of grammes per c.c, and if S is its molecular weight, then is the number 
of gramme molecules per c.c. Similarly ^ is the number of gramme 

molecules of the solvent per c.c. if the solution Is sufficiently dilute. 

Hence 1 = 1^ P 

N S ■ M 

. and substituting in (5) we get 

? = |Re (7) 

Comparing this with ^ = ~ Rfl we see that the osmotic pressure F is the 

pressure which the salt would exert if it were gaseous, and of the density 
at which it actually exists in the solution. This most remarkable result 
was first obtained in a very difierent way by Van t'Hoflt, and is known 
as Van t'Hoff's law of osmotic pressui-e. We shall give some account of 
bis theory later. 
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It will be useful to collect the results which we have obtained. Wo 
have for very dilute solutions 
Osmotic pressure P = (w-uj')^ (1) 

Raising of boiling-point or lowering of freezing-point of liquid density p 

rfe=Lp (2) and (3, 

Raoult'a experimental value of the difference of vapour-pressure, 

= ^ii = -IT- nearly 

where c is nearly 1 for non- electrolytes. For such non-electrolytes by 
substituting in (1) 

Whence Van t'Hoflfs result P" ^* ■ Efl (7) 

For the purpose of illustration let uB calculate the actual values for 
1 gramme molecule in solution in water. It must be remembered that 
as a rule aqueous solutions are electrolytic, and it is only for non- 
electrolytic solutions, such as one of cane sugar, that the results hold. 

We may determine the value of R from the density of hydrogen 
■0000896 at 0° 0. and I atmo. or lOUOOO dynes/sq. cm. 



Putting 



1014000 



we get R= 4-15 -x. 10' when m is in dynes/sq. cm. 

or = 40'9 when u is in atmos. 

When the solution is 1 gramme molecule per litre of water, =- which is 

the number of gramme molecules per c.c, is iVi^j,- Then (7) becomes 

P = 8-3x 10^x5 dynes/sq. cm. 
or -0818^ atmos., 

and if the temperature is 0° 0. this becomes 
P= 22-3 atmos. 
If there are n gramme molecules per litre 

P=.22'3xmat0° 
or =22-3re{l-l-ai)ate°0. 

It must be noted that this only holds for dilute solutions, so that in 
general n must be small, indeed a small fiaction. 
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The lowering of the vapaur-presbure is 

oi '^ N" luiJO "^ 1000 ~ 55'6 

"IF 

since N, the number of gramme molecules of water in a litre, is 1000/16. 
Thus at the boiling-point the lowering per gramme molecule in mm. of 
mercury is 



The raising of the boiling-point is obtained from (3) and (7) by putting 
e=373 ; L = 537x4-19x 10^; ,d = 1/1043 

,, 8-3 X 10* X 3732 X 1-043 



537x4T9'xlO' ■ 



The lowering of the melting-point is obtained from the same FormuUe by 
putting ^-273; L-.80x4I9 x 10^ ; p=] 

,„_8 3x 10^x27 3' 
' 80x4-19x10' 
= 1-85°. 
TbuE for cane sugar, Cjg H„ 0,p 8 = 342, and a solution containing 342 
grammes per litreof water will boil at 100-54° C, will freeze at -1-85*0., 
and will have a vapour- pressure less than that of pure water by 1 in 55. 
These results agree very closely with direct observation.* Observations 
have been made with a large number of salts and solvents, and when 
the solutions are non- electrolytic the agreement is equally close. 

If the lowering of the freezing-point or the raising of the boUing-point 
is greater than the values obtained from Tan t'HoS's formula — if, in 
fact, c in Eaoult's formula is greater than 1 we can reconcile the observa- 
tiona with the theory that each gramme molecule has the same effect by 
supposing that dissociation of the salt molecules has taken place, and that 
the dissociated ions are acting independently, each producing its own 
effect. Thus, if we have such a salt as ECl, and if a fraction A of it is 
dissociated, then of the total n molecules originally present only n (1 — X) 
remain single, while n\ have split each into two, so that we have 
n(l - A) -I- 2nX— n(l + X) molecules actually in solution. 

Hence the results just obtained must be multiplied by 1 -f-A, where 
1 -H A may rise to 2 if dissociation is complete. 

Thus with XGl in water a solution of 1 gm. molecule per 10 litres (rf 
water gives a depression not of 0*185°, but about 1'86 times as much ; 
whence we may conclude that 86 per cent, of the salt is dissociated. As 
the dilution increases so does the molecular depression of the freezing- 
pointy whence it is concluded that the dissociation also increases. This 
supposition of dissociation is confirmed by observations on the electric 

' Whetfaam, Solutiott, chap. vi. 
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conductivity of the solution, vbere the percentage dissociated comes out 
to neaFl^ the same value as that given by the depresaion of the freezing- 
point. 

The theory of osmotic pressure which we have just given appears to 
be the most satisfactory mode of treating tbe subject, in that it approaches 
it through tbe phenomenon of vapour-pressure and the effects of change of 
vapour-pressure, which are most easily subjected to direct measurement. 
But historically the idea of osmotic pressure was arrived at through tbe 
study of diffusion through membranes, and tbe difference of vapour- 
pressure was regarded as a secondary phenomenon. We shall give a 
brief account of the subject from this point of view, as it gives some 
excellent examples of the application of thermodynamic reasoning, 

Semi-Permeable Membranes.— It has long been known that if a 
mixture or solution of spirit and water be separated by bladder from pure 
water then tbe water passes into tbe solution more rapidly than the 
spirit passes out, and will maintain an excess of pressure on tbe spirit 
side. Dutrochet, who first carefully investigated this passage through 
membranes, gave to it the name osmosis. Graham in 1854 {Phil. Trans., 
1854, p. 177} showed that osmosis took place rapidly into alkaline solu- 
tions ; and in 1861 be published his celebrated memoir on Dialysis (Phil. 
Trails,, 1861, p. 1183), in which he divided substances into two classes : 
the crystalloids, which in solution will pass through membi'anes, and 
which include bodies susceptible of crystallisation ; and colloids, or glue-like 
substances, such as gum, gelatine, albumen, which will not pass, or only 
with great slowness. 

A new turn was given to tbe subject by Pteffer's discovery in 1877 
that membranes could be made through which a salt could not pass, 
while water could pass freely. One such membrane he made by filling a 
porous pot with a solution of potassium ferrocyanide and immersing it in 
a solution of copper-sulphate. Where the two solutions met in tbe pores 
of tbe clay an insoluble gelatinous precipitate was formed, supported by 
the clay and constituting the membrane. This membrane will allow 
water to pass through it easily, but is impermeable to sugar. It is there- 
fore termed a semi-permeable membrane. 

FfeSer working with sugar solution inside a semi-permeable mem- 
brane and water without, found that the water passed in more rapidly 
than it passed out, until a certain definite excess of pressure existed 
within the vessel over that without. This excess of pressure, the osmotic 
pfeemre^vre shall see later that it is identical with osmotic pressure as 
defined above — is found to be proportional to tbe amount of sugar in 
solution and to rise with the temperature. Thus the osmotic pressure 
was 53-1 cm. of mercury for 1 per cent, of sugar dissolved at 14-2° C, and 
it rose from 50-5 cm. at 6-8°C. to 54-8 cm. at 22°. Pfeffer also worked 
with some other solution. In 1884 De Vries (Fringsbeim's Jahrbiicher, xiv. 
p. 427, 1884) found that when certain vegetable cells, those of the epi- 
dermis on the under side of the midrib of the leaves of Tradeseaiitia 
discolor being tbe best, are placed in concentrated salt solutions the 
protoplasmic contents contract and shrink away from the cell walls, the 
protoplasm being apparently covered with a semi- permeable membrane, 
which allows the water to pass more freely from the dilute solution in the 
protoplasm than in the opposite direction. If the external solution is 
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gradually diluted a poiat is at last reached at which the protoplasm tends 
to fill the cell again, or the osmotic pressure of the coutente of the cell 
equals that of the solution. De Vries called the solutioas at this stage 
iwtonic. The same cells could be used for solutions of different salts, and 
he found that equimolecular solutions of similar salts are isotonic. 

Van t'Hoff's Application of Thermodynamics.^ 
In 1885 Van t'Hoff {Phil. Mag., xxnl, 1888, p. 81) 
pointed out that the osmotic pressure of sugar solution 
as obtained b; Pfeffer was the same as would be exerted 
hy the sugar in the gaseous form at the same density. 




34-2 



-of i 



Thus at 14° a 1 per cent, solution of sugar, 
gramme molecule should produce a pressure 

= 52-2 cm. 

almost exactly that found by Pfeffer. 
Van t'Hoff also showed that in the variations of the pressure with 
temperature as found by Pfeffer the pres-sure is proportional to the 
absolute temperature. He then applied thermodynamic reasoning to 
show that in any case the osmotic pressure is proportional to the absolute 
temperature if a certain assumption is made which will appear in the 
course of the proof. He used the conception of a semi- permeable mem- 
brane which will allow the 
solvent to pass, but which 
is impermeable to the solute, 
even though no such mem- 
brane may have been found 

The following is equiva- 
lent to Van t'Hoff's work. 
Suppose that we have a 
cylinder containing a quantity 
of solution with osmotic pres- 
sure p, separated from the 
pure solvent by a semi-per- 
meable piston, A, as in Fig. 
185. If there is a pressuie p 
on the piston A so that the 
Bolution is under excess pres- 
sure equal to the osmotic 
pressure, there will be equilibrium between solvent and solution through 
the membrane, and the piston can be moved either way reversibly. 

Let us take the piston through a reversible cycle represented on the 
diagram, Fig. 186, by ABGD, where abscissserepi'esent volumes, ordinates 
osmotic pressures, i.e. pressures by the piston on the solution. Beginning 
at temperature 9 at A, allow MN = dv of solvent to flow into the solution, 
the temperature being maintained at 9 by the addition of heat H. Then 
allow a further flow of solvent, with no further addition of heat, represented 



Fio. 186. 
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by the adiabatic BC, the temperature falling to 6-d$, Then let the 
piston be pushed back at 6-dO along CD, and finally back along the 
adiabatic DA to its initial position. 

Then the work done is ABCD = AEFB, 



and by the second law t 



9 ■ dv. 



de 



■ do=" 



Now, if the dilution is sufficiently great, further dilution neither gives 
out nor absorbs heat. Whatever in the action of 
solution does produce heat changes, is all finished by 
the time the solution is sufficiently diluted. We may 
picture the action perhaps as a separation of the salt 
molecules, and as a surrounding of each salt molecule 
by solvent molecules. When this is once done, it does 
not matt«r how many more solvent molecules we add, 
for we shall not alter the condition of the salt mole- 
cules. Hence H is, as with a gas isotbermatly expand- 
ing, equivalent to the external work done, and is if B^^^^>* 
no such work is done. 



e put 



U=pdr, 



Uigei' 



When the dilution has not proceeded so far that no ^ZZZZZ^'i 
heat is evolved or absorbed on further dilution, we 
cannot assume that ^^pdv, and we cannot draw the 
conclusion that p = cd. 

Having thus shown that osmotic pressure follows Fie. 187. 

one of the gas laws, Van t'Hoff then showed that 
when the solute is a gas, it follows from Henry's law' that the 
osmotic pressure is actually equal to the pressure the dissolved gas 
would exert if it occupied the same volume in the absence of the 
solvent. Henry's law states that a liquid at a given temperature 
always dissolves the samw multiple of its own volume of a given 
gas whetever the pressure of the gas. Or, put in another way — if a 
space contains a liquid and a gas, the liquid dissolving some of the gas, 
say n volumes at a given pressure, then if the volume and pressure 
be varied the relation between them will be given by Boyle's law, on the 
supposition that the one volume of the liquid counts for n volumes. To 
apply Heury'.s law to osmotic pressure, imagine a cylinder containing a 
quantity of liquid with gas dissolved in it (Fig. 187). Let A represent 
a movable piston permeable to the liquid only. Let B represent a fixed 
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partition permeable to tie gas only, and a solid piston against which 
any desired pressure can be exerted. Let us begin with A at the- 
bottom and G close against B, and let the pi-esBure of the gas 
necessary to keep the solution at its actual strength be P; let the 
osmotic pressure be p. Then A and C are in equilibrium if the pressures 
on them are p and P. Let Y be the volume of the liquid, and let the 
dissolved gas have Tolume nV at pressure F. Now move the piston A 
upward through the solution, pure liquid being left behind it, and at 
the same time allow the gas to pass through B and C to move forward, 
so that the solution is always of the same strength between A and B. 
Then C must move n times as far as A, and ultimately when A haa 
reached B the volume of gas between B and C is nY. The work done 
is pY - P«Y. Now, allow the gas between B and C to 
expand isothermally to some new volume nY + Y' and 
pressure F'. Let the osmotic pressure of the gas in 
■ B solution under pressure P' ^p'. Now let the pressure on 
A be made equal to p', and let C be moved down under 
pressure P" while A is moved down under pressure p'. C 
moves through nV while A moves back through V, 
Then we have «V volumes of gas dissolved under pres- 
1 sure F and Y' volumes still outside. If we now force 
the piston C down till all the gas is dissolved, at every 
pressure n volumes at that pressure will be in the liquid, 
so that the gas compresses into the liquid just as if we 
started with bY + Y' volumes at P, and ended with nY" 
Fia. 188. at P. Hence the work done on the gas in this last com- 
pression is just that done by the gas in the expansion from 
kV to wY + Y'. We have now gone through a one -temperature reversible 
cycle, and have total work zero, or 

^Y - PnV - p'Y - P'nV + equal and opposite 
works in change from mY to nY + Y' = 0. 
,-. ijV-PnV=yV-P'wV,' 
or p- nP = constant. 
But evidently if P = 0, ^ = 0, so that the constant = 
and^)=nP. 
No method has yet been found of extending this proof to dilute 
solutions of solids and liquids, and in the absence of anything correspond- 
ing to Henry's law we cannot expect buch extension. But we might 
perhaps espect the result to hold, inasmuch as in dilute solutions of 
solids and liquids the molecular distances of the solutes are of the order 
of gaseous molecular distances, even if we did not know it from the 
direct investigation of osmotic pressures by Pfeffer. 

It now only remains to show that Raoult's value of the lowering of 
the vapour pressure in solutions follows from Yan t'Hoff's law of the gas 
value of osmotic pressure. 

Let us suppose that we have a solvent of density p, vapour pressure 
(u, and density of vapour tr. Let it form a solution in which the osmotic 
pressure is P while the vapour pressure is u' and its density tr'. Let the 
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solution be under a semi-permeable piston A {Fig. ItJ8), and let solvant 
be above the piston, and let a movable piston B be above the solvent. 
Allow volume i; mass pv of the solvent to go through a one-temperature 
cycle, thus — 

(1) Let A be pu-hed down under pressure P till volume v of the 
solvent has passed out of the solute, work Pu being done. 

(2) Let volume v, mass pv, of solvent evaporate at pressure ui, pushing 

B up, forming volume ™ of vapour and doing work -^. 

(3) Let the vapour expand isothermally from volume ci to ^ at 

pressure w', doing work — - — , pw/ _ — - 1 approximately since ui and w 

are for dilute solutions not very different, 

(4) Let the vapour condense back on to the solution by some suitable 
contrivance, the solution now being under pressure m', the work done 
being "^. 

The cycle is now complete, and the total work is aero, or 

p>.-'^^-:'-"^',.(^,-!)+->'.o. 

But - = -, hy Boyle's law, whence 

n i\ 






at ui — oi= since io + <o' = 2(u' nearly. 

P 
If « be the density of the solute, and 8 its molecular weight. Van 
t'Hoff's gas value of P gives 

while if M be the molecular weight of the solvent 

Hence, substituting for F and <7 

'S 
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where n : 1^ = number of grfttnme moleculee of salt : cumber of gramme 
molecules of solvent. 

It IB not necessary to show how the lowering of the freezing-point 
follows from the value of the osmotic pressure. 

Molecular Theoiy of Osmotic Fressnre. — Since a solvent and a 

solution are in equilibrium on the two sides of a semi-permeable mem- 
brane when the solution is under pressure equal to what we have termed 
the gas pressure of the solute, we are uaturally led to look upon the 
pressure of the solution as consisting of two parts, that of the pure 
solvent and that of the solute, the latter being equal to its gas pressure. 
Hence the solvent alone has the same pressure on thetwo sides of the 
membrane. If the solute were actually gas, with the gas velocity 
assumed in the kinetic theory, and if its molecules moved among those of 
the solvent, quite independent of them, it would produce the observed 
osmotic pressure by its impacts against the membrane. 

But we cannot suppose that this independent motion exists, and it is 
remai'kable that if, instead of supposing that the molecules of solute 
move freely among those of the solvent, we go to the other extreme and 
suppose that they enter into some sort of combination with them, we can 
obtain the same value of the osmotic pressure,* 

Let us suppose that there are n molecules of solute to N of solvent, 
and let the vapour pressure of the pure solvent be u. Now, if each of 
the n molecules of solute attached itself to a molecule of solvent, and 
loaded it so that it had no tendency to evaporate, there would be N — n 
evaporating molecules in the solution to N in the solvent. Then the 
rate of escape from the liquid surface would be as N - n : N. If the rate 
of return were equally hindered, so that with equal density of vapour 
over solution and solvent the return of vapour molecules were also in the 
ratio N - n : N, then we should have equilibrium with the same vapour 
pressure in each case — just as we have equilibrium with the same vapour 
pressure over an open surface and over a surface partially covered with 
a perforated surface. But if, as is more natural in this case, we suppose 
the rate of return the same for the same vapour pressure, that is, if 
we suppose a vapour molecule to run the same chance of getting en- 
tangled whether it descends into solution or pure solvent, then over the 
solution the return will balance the reduced escape when the pressure of 
the vapour is less in the ratio !N - n : N. Hence 

w :u)' = N: N-n 



the approximate form of Raoult's law. 

* Phil. Mag., xlii., 1896, p. 289. 
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CHAPTER XX. 
THERMODYNAMICS OF RADIATION. 

General Principle — The Preaeure of Radiation^The Normsil Stream of Radia- 
tioQ, the 'lotal Stream, and tbe Eoecgy Densitj— The Preseiire on a fully 
Radiating Surface— The Relation between E and e in full Radiation, the Foortb 
Power Law— Full Radiation remains full Radiation in any Adiabatic Change — 
BelatiOD hetween Volume and Temperature in an Adiabatic Change— Entrop; — 
Application of Doppler'a I*rinciple — Change of Energy in a gi»en Wave Length 
— Chaise of Energy of each Wave Length in an Adiahatio Eipaneioa of full 
Radiation — Maiimnm Value of Energy for given Range of Wave Length — Form 
of the Function eipressing the Distribution of Energy in the Spectrum. 

Qeneral Principle. — The thermodynamic theory of radiation starts 
with the idea that a space containing radiation resemblea the working 
substance in a heat-engine, in that it exerts pressure on its boundary, 
that it can be compressed or extended, that it can receive more energj' 
as radiation from the boundary and can part with energy to the boundary 
by absorption, and finally that it can be taken round a cycle. This most 
fruitful idea is due to Bartoli, who in 1875 * showed that it was possible 
by means of radiation to transfer heat from a colder to a hotter body in 
a manner which will be understood from what follows in this chapter. 
Though the details of his calculation require amendment, he showed that 
the possibility of such transfer implies that radiation shall press agiiinst 
any surface upon which it falls t 

In 1884 Boltzmann | took up Bartoli's method. He used Maxwell's 
electromagnetic theory of radiation,§ according to which a pencil of 
light or radiation, incident normally on a surface, exerts a pressure 
on that surface equal to the energy per c,c , or equal to the energy 
density in the pencil. This pressure has now been shown to exist 
by Lebedew, and by Nichols and IIull.|[ Taking an enclosure full of 
radiant energy from a fully radiating surface, round a Carnot cycle, Boltz- 
mann showed that the density of tbe energy in a uniform temperature en- 
closure containing full radiation is proportional to tbe fourth power of 
th« temperature, that is, he deduced Stefan's law. The subsequent 
development of the theory is largely due to Wien.H 

* Bartoli's moat important paper was not fully published at first. It is given in 
foil in Einer's Repertorium dU Phytik, xxj,, 1886. n. 198. 

\ Another proof of such pressure ia gii 
xzxiL It depends on the energy in a tr 
inverBely aa the square of the wave length. 

X Wind. Ann., ui., 1884, p, 364. 

% Maxwell's EUetrvrity and Magnetiim, 18T3, vol. ii., contains the first account of 
this pressure. 

II Lebedew, Congris ItU. dt Phyt., ii. p. 133; Nichols and Hnll, Am. Acad. Arlt 
and Sciencet, xxxviii., 1903, p. 559. 

IT Congri! Int. dt Ph-ji., ii. p. 23. 
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The Fressare of Radiation.— We shall assume Maxwell's value 
for the pressure of radiation. He showed that a pencil of electro- 
magnetic waves exerts pressure each way in the line of propagation 
srically equal to the energy per c.c. or energy density in the pencil. 



On his theory there 




Fig. 



at right angles to the line of propa- 
gation. If, then, E is the energy density 
of the radiation falling normally on a 
receiving surface, it exerts pressure E per 
Kq. cm. on that surface. If the radiation 
is incident at 6 (Fig. 189), let AB be the 
trace of I sq. cm. of the surface, BC the 
trace of area AB cos d x 1 perpendicular 
to the pencil. The force on BC is E cos 6, 
and resolving, this gives a normal pressure 
on AB equal to E cos^^. There is also a 
tangential force on AB equal to E cos ^ 
sin 9, but this does not concern us here. 
If the pencil is totally reflected, the reflected 
ray also exerts pressure E cos^^. It may be 
noted that the tangential force in this 
case is equal and opposite to that due to 
the incident pencil, hut that if there is 

absorption the tangential force is not wholly neutralised. 

The Normal Stream of Radiation, the Total Stream, and 

the Energy Density. — We can describe the stream of energy from a 

full radiator by three quantities, between which there are necessary 

relations. These are 

1. The Normal Stream of Radiation N. 

If a sq. cm. is placed parallel to an emitting sq. cm., at a distance 
r from it along the normal, then if the energy 
frorn the emitting sq. cm, passing through the 

N 
other sq. cm. is -^ per second, K is the normal 

stream of radiation from the radiator. Or if 
ijS is an element of a radiator, d^' an element 
along the normal parallel to dSi and r from it 
the energy from rfS passing through d&' is 

r' 

2. The Total Stream of Radiation R. 
The total stream of radiation is the energy 

emitted from 1 sq, cm. per second round a hemi- Fio. 190. 

sphere. Let d% be an element of the radiating 

surface (Fig. 190). Draw a sphere radius r round rfS and let ON be the 
normal radius. The stream from ifS passing through an element rfS' of 




e at N is 



- per s 



If rfS' is at the end of a radius 



making 
pencils, 



I with ON, the stn 

— ^ — _ , Divide the hemispht 



through it is, by the law of inclined 
above dS into rings round 
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ON as axis. A ring between 6 and 8 + d$ will have aret 
and the tUdiation passing through it will be 



The total radiation Rt/S is obtained by integrating this over the 
hemisphere, i.e. from ^ = to 0=^, and we get 



^s = 25rN(/S /sir 



whence R = tN 

3. The Energy Density in a fully Radiating Eitdomre. — ^The energy 
density E can he expressed in terms ot R or N. For let the whole 
sphere (Fig- 1 90) be sending out radiation ; that passing through comes 
normally from every element of the surface. If U is the velocity of 
travel of the radiation, the energy density at O, due to an element i/S, 
... . NrfS . N(/8 . ^, . X /^ J -, 

will be -jY~i^ since — j- passes per second through a sq. cm. at 0, and it 

travels U em, in the second. Then the energy per c.c. is , or 

P 4 N 4R 

The Presaare on a fully Radiating Surfiace. — Now, put at 

(Fig. 190), a sq. cm. of fully radiating, fully absorbing surface at the 
temperature of the enclosure. The energy density of a pencil falling on 

it from an element dS of the sphere is ^ , and if dS> is at the end of 

a radius making 9 with ON this produces pressure — 

If we divide the hemisphere into rings each of area 2jrr^sinffrffl, then 

total pressure due to incident radiation = i 2BT'Ncos^fe \a6d6 

_ 2irN 
3U 

But the radiation issuing from the area at will be equal in evety 
direction to that incident, so that this wiU be doubled, and we shall have 



Total pressure ?=-—. = — - 



4^^4R E 
3U 3U"3 



Relation between E and in fall Radiation. Tbe Fourth 

Power Law.— Let us iiuagine a sphere of which the inside surface 
can be made, at will, fully radiating or totally reflecting. Let us suppose 
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that it can be surrounded at will by a perfectly conducting substance 
maintained at any desired temperature. Let us furtber suppose, and 
this is the essential feature of ^e method of working, that the sphere 
can be compressed againat or extended by the pressure of the radiation 



without doing any work ( 



- receiving i 



2i'gy 



from the 



matter or ether or whatever we suppose to be the medium in wbicb the 
radiant energy is localised. Let us suppose, in fact, that the surface 
of the sphere is a sort of semi-permeable membrane, permeable to the 



Fio. 191. 

radiation medium, but impermeable, when we so chooae, to the radiation 
and its energy. 

Now let us take the radiation-filled space through the following 

1. Start at temperature 6 with the inside surface fully radiating, 

and allow the surface to be pushed out by the pressure P = -s fronc 

radius r to radius dr, increasing the volume by ivr^dr. The surface ia 
surrounded meanwhile by a conductor maintained at 6, so that not only 
is work P X AirAir done, but radiant energy E x iin^ilr is supplied to fill 
the extra volume. Hence the total supply of energy at 9 is 

dq = iTTi^dr{V + -R) 

2. Now make the inside surface of the sphere non-conducting and 
totally reflecting, and allow the radiation within to push out the 
surface a little further, no energy being received from outside. This is 
an adiabatic expansion. The energy density decreases, both through the 
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increased volume and the work done on tlie boundary, and the new 
energy density will correspond to a lower temperature B - </$. The 
pressure will fall say to P - dP. We shall assume that the radiation is 
so altered in quality that at every stage of the ttdiabatic expansion it 
remains full radiation for the temperature to which it is reduced. We 
shall seek to justify this assumption below. 

3. When the adiabatic expansion is completed, and the temperature 
is 6 — d& replace tlie reflecting surface by one fully radiating and sur- 

, rounded by a conductor maintained at ^ - d$. Now compress the sphere 
at 9 — d8 to such an amount that 

4. On replacing the fully radiating surface by a totally reflecting 
one, an adiabatic compression will restore the system to the origins 
volume and temperature. 

This' cycle may be represented by Fig. 191, and evidently the net 
work done is dV-i:Trr'dr. 

Every part of the process is reversible, and indeed we have a Carnot 
cycle. Hence 

dQx4^ = dP-45n-2d;- 



substitute for 



Integrating log ^ = log E-f constant 

then E=ae* 

Comparing this with the value of the radiation 

given on page 250, 

4R 






e see that 



Full RadiattoD remains full Radiation in ao? Adiabatic 

Change. — Let us now examine this assumption, on which the rever- 
sibility of the cycle depends. Imagine an enclosure containing full 
radiation at 0, and let it expand odiabatically till the energy density 
corresponda to that In full radiation at S - dB. But let us suppose that 
the energy, though of the same density, is not of the same quality as 
the full radiation for B — d9. Suppose, for example, that the red is in 
excess and the blue in defect. Put into the enclosure substances at 
6 — dd, absorbing and radiating respectively red and blue rays. The 



IV Google 



SSS HEAT. 

red body will be heated and the blue will he cooled, and hy establishing 
a Gamot engine between them & little work can be obtained by equalis- 
ing the temperatures and by gradually bringing back the radiation 
towards the quality of full widiation. When we have arrived at this 
quality the temperature will be a little below d - d$. Now remove the 
^d and blue bodies and compress adiabatically till the original volume 
is reached. Since we started on this compression at a temperature 
below 6 - J$, when we arrive at the original volume we shall have a 
temperature below 6. Again, we shall have, by supposition, a quaKty 
differing from full radiation, and we can again insert different absorbing 
bodies, get out a little more work and lower the temperature still further 
in reducing to full radiation. Hence we have in Uie end the original 
volume, but colder, and we have obtained work in the process. That is, 
we have obtained work in a process the net result of which is merely 
the cooling of a body which may be, if we like, the coldest body in the 
system. This we must consider as contrary to experience, and so we 
reject the supppGition on which it is based, that full radiation after an 
adiabatic change ceases to be full radiation. 

EelatioiL between Volmne and Temperatare is an Adiabatic 
Change of Volume. — Let a volume V contain full radiation at tem- 
perature and with energy density E. Then the total energy is 

W = VB 
Now let V change adiabatically to V + dV. If P is the radiation 
pressure the work done is 



But this is equal to the diminution in internal energy, or 




W-("W" + dW)-?|^ 


or 


VdE + E(fV + 5^ = 




.-. VrfE + ^E./V=0 


Integrating 


EV* = constant 


But 


E = ae* 


Then 


^V»= constant 



or evi = 

If the space is spherical VI is proportional to or. Then 
$r = constant. 
Entropy. — If is the entropy per volume 1, then in an adiabatic 
change ^V is constant. 

But EYI is constant also and so is Ely. Hence 
<l> is proportional to E* or to ^ 

Application of Doppler's Principle in an Adiabatic Expansion. 
— If a train of waves is ^mected at a sunace which is itself moving, th en by 
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Doppler's principle the wave-length of the reflected train is altered. Sup- 
pose that the reflecting surface B is moving with velocity « away from the 
source A (Fig. 192). Consider first a normal pencil. It will appear, 
when reflected, to come from a source A', as far behind B as A is in 



front, 6o that A' is moving back with velocity 2u and the waves, which 
in the incident beam fill a length U equal to the velocity of radiation, 
length U + 2u. Hence if X is tije wave-length 
reflected. 



If the train is inclined at ^ to the normal, then (Fig. 193) the reflected 
train may be supposed to come from A', the image of the source A in the 




refiecting surface B, and again A' is moving back with velocity 2u. But 
this only increases the length of the reflected path by 2»coed. Hence 
the waves originally in TJ will be now spread over U + 2ucosO and 
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Now let UB apply this to radiation originally of ware-leDgtb A. in a 
perfectly reflecting sphere, which ia expanding with velocity 

" dl 
If a ray strikes the surface at d to the normal, its path between succes* 
sive reflections Is 2rco80, and it strikes the Borface s - g times P®r 

second. At each reflection its wave-length is increased by 

,, , 2ucosfl 
dk^K.—^- 

BO that the increase per second is 

dk . 2wcoBff V 



Then integrating, - is constant as the sphere expands, or the wave- 
length Ib proportional to the radius. 

Chaise of Ener^ in Radiation of a given Wave-Length in an 
Adiabatic Expansion. — Let ue suppose tluit a spherical enclosure only 
contains one kind of radiation of wave-length X, of energy density e, and 

exerting pressure y — 5- If the radius increases from r to t- + lir in an 

adiabatic expansion, the original energy is equal to the new energy + the 
work done ; then 

e . |iiT« = {e + rfe) . ^w<r + dr)' + | . im^dr 

„L ^^ . A<fr „ 



and integrating er* = constant. 

Change of Ener^ of each Wave-Length in Adiabatic Ex- 
pansion of full Radiation. — We shall assume that the above result 
applies to each wave-length separately when we have full radiation. 
If a sphere, then, containing full ladiation expands from radius r to 
radius r, 6 changing to ff where rd = r'ff (p. 338), then 



r XQ ia constant during the change. 
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Let the euergy density of the radiation in the range of wave-length 
from A to X + dX be denoted by edA.; e may be termed the energy per 
unit range about the wave-length A, By the expansion let A, k + Jk 
change to A', k' + d\', while edk changes to e'dk'. 

As shown above 

edkr* = e'dk'r^\ 

But dk' = -dk 

then er* = eV* 



or, comparing e, the energy per unit range, or in equal ranges dk, in two 
full radiations at different temperatures and taking corresponding wave- 
lengths given by kS = constant we see that e is proportional to the fifth 
power of the temperature. 

Suppose, then, at any one temperature we plot t^ as ordinate against 

kd as abscissa, we shall obtain a curve which will be identical for full 
radiation at all temperatures. 
Then we may put 

or e = 8^J{ke), 

where / is a function of the product kO only, 

Waxinmin Value of Energy for OiTen Ranffe of Wave-Length. 

For a given temperature, when ^ is a maximum, e : 
Then writing the maximum value of e as e„ 



Since ^ is the same for all temperatures, so also is k„$ the same for 

all temperatures where A,„ is the wave-length for maximum energy per 
unit range. 

Form of the Function eKpressing the Distribntion of Energy 
in th© SpectrunL— The methods used up to this point do not afford ua 
any information as to the form of the curve expressing the distribution 
of the energy in the radiation spectrum, except that it must be 
represented by 

At present it appears to be necessary to introduce some hypothesis as to 
the way in which radiation is produced, in order to find the form of f{k8). 
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We shall not discasg this subject, but shall refer the reader to Wien's 
paper already cited for a particular hypothesis by which he obtained as 
the value of e 

The work of Lummer and Pringsheim • and others showa that Wien's 
formula does not agree with experiment through a very wide range of 
wave-length. 

Plani t by another hypothesia obtains a value 

e"-l 

which agrees more closely with experiment X 

It may be noted that if X^ is small compared with e^, that is, if the 
radiation is well on the ultra-violet side of the maximum, e" ia large and 
Planck's formula is practically the same as Wien's. If, on the other 
hand, XO is large compared with Cg, e"—! may be put equal to a ^nd 
Planck's formuk becomes 

= t^ 

or the radiation of a given wave-length well on the ultra-red side of the 
maximum in proportional to the absolute temperature. 

* CoTi^ria Int. de Phyi., ii p. 41. 

t Deutick Phy,. GaeU., ISOO, p, 202 ; Sdenee AbOracti, It., No. 507, p. 230. 
: Rubens and Kurlbaum, Prewi. Ah WUt. BeHin, SiU. Ber. xU. 1900, p. 989; 
ScMnce AbtO-aeU, iv.. No, 371 p. 167. 
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INDEX 



ABfiOLnTB scale of tempeisture, 10, 12, 
268 e( seq., 294-295, 299-302; effi- 
cienc7, 267 ; comparison with a,ir- 
tbeimometer scale, 269 

Absorptive powers of surfaces, 22S 

Actinometer, 253 

Adiabatic change, temperatare change 
in, 2R5 ; expansion of radiation en- 
olosure, 338-341 ; gas e^Qadon, 295 

Adiaiiatics on Indicator diagram, 261 ; 
steeper than isothennals, 28T 

Air, expansion of, by heat, 3 ; tlier- 
mometric use of, 10 ; expansion with 
rise of teuiperatare under constant 
pressure, 42 ; coefficient of pressure 
increase with constant volume. 16- 
48 ; specific heat of, 83, 81, 85, 118- 
120; convection of, 91; heat oon- 
ductivitj of, 90-92, 106, 107 ; effusion 
of, HI; viscosity of, 116. 147; 
mean free path of, 117; colUsioD 
frequency. 147 ; effect of, on evapo- 
ration, 162, 163; dust particles in, 
168-173 ; isothermals ot, 190, 191 ; 
transparency to radiations, 235 ; 
value of specific beat ratio for, 289- 
296 ; intrinsic energy of, 296 et seq. 

Alr-pressare, relation of, to melting- 
point of ice, and boiling-point of 
water, 5, 6 

Air-thermometer by Regnaolt, 48-49; 
Callendar, 60, 51, 52 ; Bottomley, 50, 
scale, 269. 294-295, 299-302 

Aitken, on boiling, 165 ; on dust as a 
condensing agent, 168-170 ; dust 
coanter, 169; on dew, 219, 233 

Alcohol (ethyl), used for thermometers, 
9; boiling-point, 12, 175; specific 
heat of, 80-81, 183 ; beat conduc- 
tivity of, 106 ; vapour tension of, 
159 ; expansion of, under a pull, 
187; critical constanis of, 193; 
osmosis of, 327 ; (methyl), heat con- 
dnotivity of, 106 

Aluminium, speciSc hsat of, 81, 86 ; 
atomic weight, 76; atomic heat, 86 

Amagat, on the volume-pressure relation 

Amaury. See Jamin 
Ammonia, specific heat of, 81 ; radi- 
ations absorbed by, 236 



Andrews, on the isothermals and critical 
point of carbon dioxide, 188-190 

AngstrSm, method of measuring heat 
conductivities, 98; result for copper, 
99 

Aniline, boiling-point, 12 ; specific heat 
of, 80 

Anticyclone over cyclone, 58 

Argon, value of specific beat ratio for, 
138; motion of molecules in, 139; 
critical pressure of, 199 ; ciitioal 
temperatnre, 199 ; boiling-poiut, 199 

Atmosphere, water in the. 209-219 ; de- 
crease of temperature with height 

Atomic heat, 83, 84, 86, 130 
Atomic hypothesis. 129-132 
Atomic weight, 83, 86 
Atoms, 130 ti teq. 
Avogadro'a iaw, 137 



127 

Bartoli, on radiation, 248, 333 
Bartoli and Stracciati on specific heat 

of water, 78-80, 127 
Benzene, critical constants of, 193 
Berget, heat conductivity of mercury, 

Berthelot, on latent heat of steam, 179 

Beryllinm, atomic heat, 86 

Bismuth, heat conductivity of, 100; 
electric conductivity of, 100 ; 
velocity of light in, 100 

Boilers, heat conductivity of walls of, 90 

Boiling, 163-167 

Boiling-points, 175, 199 ; of water as a 
fixed point on tbermometric Bcales, 
i, 5 ; relation of, to pressure, 163- 
16S ; determination of, 176 ; rise of, 

Bolometer, 222, 227, 228, 253 
Boltzmann, on enei^y of molecules, 139; 

on FBdiation, 248, 253 
Borate of lead, radiation of, 227 
Boron, specific heat of, 82, 86 ; atomic 

beat, 86 
Bottomley, constant volume ther- 
■" -■- therinometer, 50 



IV Google 



Sii INI 

Boyle's ]&w, 41, 46, 134, 137, 162, 189, 
298, 308. 315, 329 

BojB, on the ice calorimeter, 73; on nidio- 
micrometei, 221 

Brass, expansion of, bj heat, 3, 9, 19. 
22, 26 ; specific beat of, 66-68 ; beat 
condQcti»ity of, 92, 98, 99, 100; 
electric condaatlvitr of, 100 ; radia- 
tion reflective power of, 230, 231 

Breezes, ,5k Winds 

Bridges, expaasioD of iron by beat io, 
17.26 

Bromine, atomic teaight. 83, 86 ; specific 
beat, 83, 86 ; atomic heat, 83, 86 

Bubbles, foimation of, 163, 166, 166 ; 
stability of, 167 

Bumping, 166, 168 

Bnosen, tbe ice calorimeter of. 72-T3. 
£05 ; on tbe influence of pressure on 
melting-point, 204 ; on latent heat, 
306 

Bureau International dee Folds et 
Mesurea, metbod of measnrii^; linear 
expansion of metals, 19. 20 

Oagniard de la Tour, on the critical 

point of alcohol, 88 
Cailletet, oo liquefaction of gases, 197 
Cailletet and Collardeaa, on tbe critical 

constants of water, 191-192 
Cailletet and Uatbias, on the critical 

yolume, 192 
Calcium carbonate, molecular heat, 87 
Callendar, the platinnm resistance :her- 

of air kept at constant volume with 
rise of temperature, 48; constant 
YOlame air thermometer of, 60 ; 
compensatfld air thermometer, 51-52 
Calorimeter, mode of using, 66 tt leq., 
95, 179 ; Buneen's ice, 72-73; Joly's 
steam, 73-75; Jolj's differential 
steam, 75-76 
Calory, 66 

Camphor, sublimation of, 208 
Cane sugar, a^jueous solution of, 32S 
Capstick. on speciSc heat ratio. 293 
Carbon, specific heat of, 81, 86 : atomic 

Carbon dioxide, expansion with rise of 
temperature under constant pres- 
sure, 42; molecalar weight, 84; 
specific heat, 84, 86. 293, 294 ; 
molecular heat. 84 ; effusion of, 141 ; 
isotherm ala of, 188-192; equation of. 
191, 195 ; critical constants of. 
196 ; corresponding presaure and 
volume of. 196 ; critical temperature 
and pressure of, 199 ; boifing and 
melting points of, 199 ; radiations 
absorbed by, 236 ; Intrinsic energy 
of, 299 

Carbon monoxide, molecular weight, 84 ; 



specific heat, 84 ; molecular heat, 
84; critical temperature and pres- 
sure, 199 ; boiling and melting 
points, 199 : radiations absorbed by, 
236 

Camellj, on melting-points, 204 

Camot engine aa a temperature scale, 
10 ; action of, 262-261 ; cycle, 262- 
261. 337 

Cazin, on specific heats of air, 293 

Centigrade acale, 4 

Change of state, 157-208 

Chemical energy, 114-116, 117, 129, 136 

Chimneys, convection in, 59-63 

Chloride oF potassium, dissociation of, 
in solutions, 326 

Chlorine, atomic weight. 83 ; specific 
heat, 83; radiations absorbed by, 
235 

Chree. on heat condactivity, 104 

Chronometers, balance wheel of. 27 

Circulation of air. conditiona requisite 
for, 60-63 

Clausins, on entropy, 277 

Clay, radiating power of, 210 

Cleavage of matter, 129 

Clement and Deaormei, on specific beat, 
291-292 

Cloads, leo. 169, 182, 216, 217, 313; 
cumulus, 216-217 ; ntrato-camulus, 
216; ripple, 2J6; rate of faU of 
drops in, 217-218 

Coal, radiating power of hot, 210 ; 
available heat from, 282, 283 

Cohesion, 133, 199 

Collardeau. See Cailletet 

Colliaion frequency of gas molecules.llT 

Compensation meaauiing bars and pen- 
dulums, 2" 
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nuclei, 168 et leq. 
Conduction, definition, 88 
Conductivity of electricity, 100 
Conductivity of heat, 88-107 ; passage 
from one body to another, 88 ; in tbe 
three stales of matter, 90 el leq. ; 
definition of, 93 ; diffuslvity, 94 ; 
measurements, 94; In aolida, by 
Peclet'a method, 95 ; by bar methods, 
96 ; Despretz's experiments, 96 ; 
Forbes's experiments, 97 ; Keumann 
and Angstriim's method, 98 ; Gray's 
experiments, 99 ; Bet^et's ejj>eri- 
raents, 99 ; experiments by Wiede- 
mann and Franz, 100; by Kundt, 
100; in solids of low conducting 
power and crjatala, 101 ; experi- 
ments by Senarmont, 101 ; and by 
Lees, 101-103; iu liquids, 103 et 
ttq. ; in gases, 106-107, 117. 118 
Conservation of energy, 108, 116-118 
Convection in water, 38, 90, 91 ; in 
liquids, 90 ; in gases, 90, 91 
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ConrereioD of thermometric acales, 6 
Copper, expansion of, by heat, 17, 22 ; 
specifio heat of, 81, 86 ; atomic 
weight, 86 ; atomic beat, 86 ; heat 
condactisity of, 89, 90, 96, 98, 99, 
100; electric Ganduotivity of, 100; 
Telocity of light in, 100; emiasive 
power of, 226, 227, 256 
Cork, heat condactivity of, 103 
Corooas, 217 
Correlation of different forms of energy, 

116 
Corresponding pressures, 196 
Corresponding temperatures, 196 
Corresponding volnmeB, 196 
Cotton, heat condnctirity of, 91, 103 
Coulier, as to condensation on nuclei, 168 
Critical constants, 190-196 
Critical points, 188-195, 199 
Critical pressure, 190-192, 199 
Critical volume, 191, 192 
Crookes, on radiometer, 149, 150 
Crova, on solar radiation, 254, 236 
Crystals, heat conductivity of, 101 
Cnbical dilatation. Set Volume-Ei- 



D ALTON, volume expansion of gases 
with heat nndor constant pressure, 
12; atomic hypothesis used by, 129 

Dark lines in solar spectrum, 213 

D'Arsonval, radio™ icro meter, 221 

Davy, Sir H., on heat energy, 111-112 

Davy lamp. 92 

Day, W. S., on specific heat of water, 
77; on the mechanical equivalent of 
heat, 124, 125 

De la ProTOstaye and Desains, on radia- 
tion, 226, 227, 229-231 

Delayed boiling, 165 

Desormes. Sfe Clement 

Despretz. method of measuring heat 
conductivity, 96, 97, 103, 104 

De Vties, on OBmosis, 327-328 

Dew, 218-219 ; formation of, 233 

Dewar, on liquefaction of gases, 197-198, 
199; on melting-point of ice nnder 
pressure, 204 

Dew point, measurement of, 209-215, 219 

Diamond, specific heat of, 61, 82 

Dieterici, on latent heat of steam, 180 

Diffusion of matter, 129 ; of gases, 134, 
142 ft leq. : of radiation, 231 

DiffuBivity of beat, 94 

Dilatometer, use of, in measuring ex- 
pansion of liquids with heat, 36-37 

Dines, hygrometer of, 210-211 

Dissipation of energy, 278 

Distillation, 161-163 

Doppler's principle applied to radiation. 



EX. 345 

Drops, formation of, 165 ; vapour pressure 
of, 316, 317 

Dolong and Petit's experiments on ex- 
pansion of mercury with heat, 30-31 ; 
law of beat capacity, 85 ; law of 

radiation, 246-248 
Dumas, method of determining vapour 

density, 176-177 
Dust, deposit of, on relatively cold 

bodies, 152 ; in air, 169, 170 
Dust-counter, 169 

Dust -free region about hot bodies, 162 
Dntrocbet, on osmosis, 327 



234 

Effusion of gages, 140 tt te^. 

Eidet-down, heat conductivity of, 103 

Elasticity, relation of specific beat to, 
288-290 

Electric arc, temperature of, 12 

Electric currents used to measure tem- 
peratures, 11, 12 

Electrical enei^y, 113, 114, US, 129; 
analogies with entropy, 276-277 

Bllicott's pendulum, "" 

Emissivity of heat, \ 

Energy, mdiant, 88 
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n of, 108 
108. 109; kinetic, 
110; heat. 111; str 
fht, 113 



various forms of, 
109; potential, 
tin, 112; sound, 
electrical, 



magnetic, 114 ; chemical, 114 ; 
identity of, 1 16 ; ratio between 
mechanical, and beat, 118 et $eq. ; 
relation of, to physical stAle, 167 ; 
to temperature, 162; balance of, in 
an enclosure, 237-240 ; loss of solar, 
267; dissipation of, 278; intrinsic, 
278, 279 ; available, 279-281 ; stream 
of, from a full radiator. 334, 335 ; 
change of, in adiabatic expansion. 
340-341; distribution of. In spec- 
trum, 341-342 

Entropy, 268, 272; definition of, 274; 
gain of, 271-275 ; entropy. tempera- 
ture diagrams, 275-276, 280 <( «j. ; 
quantities analogous to, 276-277 ; 
tendency of, to increase, 277-278, 338 

Ether, vapour tension of, 169. 160 ; boil- 
ing-point of, 175; specific heat of, 
182, 311 ; critical constants of, 193, 
195 ; corresponding pressure and 
volume of, 196 

Evaporation, 157, 158 

Exchanges, theory of, 237-243 ; uniform 
temperatare enclosures, 238-240 ; 
effect of the medium on radiation, 
310-342 ; bodies eiohwiging radia- 
tions. 24:! ; application of princi- 
ples, 242-243 

Expansion of gases by beat, 3, 11-62 
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n of liquids by heat, 2, 29-*0 

Bx{«iiBJon of metals b; beat, 2 ; between 
fixed points varies for each sub- 
■tance, 9 ; methods and resalts of 
meainring, 17-28 

ExpMieion of solids bj heat, 2, 17-26 



178,308 

Faraday, on ooneervBtion of energy, 108- 
109; on the critioal points, 188; 
on liquefaction of gaee«, 197 ; on 
legelation, 201 

Featberii, heat condnctlrity of, 90 

Fir, heat conductivity of, 103 

Fire-damp, 92 

Fizeau, method of meosariDg linear ex- 
pansion of solids, 23, 24 

Fogfl, 160, 169, 170, 171, 172, 218 

Forbes, eiperiment on conductivity of 
'- ""■ "' I regelatiou, 201- 



202; I 






1, 227 



Fourier, on heat conductivity, 107 

FrHni. Ba Wiedennaan 

Friction, 130, 131 

Friedlander, on dost partioles in air. 



Qalitzinb and Wilias, relation of re- 
fraotive index to critical point, 192 

Gannon. See Schuster 

Gaa, use of term, 158, 1B9 

Gas-eogine, 279 

Gaa thermometry, 46-48 

Gases, ezpantion of. with rise of tem- 
perature, 11-62 ; volame expansion 

of pressure with constant volume, 
44-46; gas thermometry, 46-48; 
Regnault^ normal air thermometer, 
48-49; hydrogen thermometer, 49- 
50 ; CaUendar's and Bottomley's 
constant volume thermometers, GO ; 
Bottomley's air thermometer. GO ; 

60-Gl ; Callendor's compensating 
thermometers, 51-52 ; convection of. 
65-63, 90, 91 ; specific heat of, 70- 
71; heat conductivity of 90, 91, 
106, 107, 147, 148; tinetic theory 
of, 133 ttttq.; liquefaction of, 197- 
199 ; transparency aud opacity of, 
234-238; spectra of , 242 ; adiabatics 
of, 261, 295-296; value of 7 for, 
290-296 ; energy taken up by ex- 
panding, 296 et leq. 
Gay-Lasaac, on volume expansion of 
gaaes under constant pressure, 42 ; 
expanslqn without external work, 



119, 120,261; method of determin- 
ing vapour density aa modified by 
Hoitm&nn, 176, 177 ; and Welter, on 
Bpeciflc heats of air, 292 

Germanium, atomic heat, 86 

Gibbs, W,, on phases of matter. 312 

Glaciers, motion of. 201-202 

Glass, sluggishness of volume change 
vrith temperature aa a source of 
error in thermometers, 7 ; sbonld 
be of uniform quality for thermo- 
meters, 8 ; expansion of, by beat, 19, 
22, 26. 27, 28. 29 ; heat conduotivity 
of. 89, 103 ; absorption of light by, 
226 ; radiatiun reflective power of, 
230 ; radiation transparency of, 234 ; 
radiating power of, 240, 243 

Glycerine, heat conductivity of, 106 

Gold, melting-point, 12; atomic we^ht, 
86 ; specific heat, 86 ; atomic heat, 
86; heat conductivity of, 99, 100; 
electric condoctivity of, 100 ; velo- 
city of light in, 109 ; radiation, 
emissive power of, 226; radiation, 
reflective power of , G31 

Graham, on osmosis. 32T 

Graphite, specific heat of, 82 

Gravitation, analogies with entropy. 276, 
277 

Gray, J. H., experiments on heat con- 
ductivities of metals, 98, 99 

Gridiron pendulum, 26, 27 

Griffiths, method of determiniug epecific 
heat of water, 76, 78. 80, 127 ; on 
the mechanical equivalent of heat, 
126, 127; on the latent heat of 
steam, 180-181 

Gnillaume, his nickel steel termed 
■■ Invar," 27 

Hail, genesis of, 218 

Halos, 216, 217 

Hampson, on liquefaction of gases, 198 

Harden, on liquefaction of gases, 197 

Haien, dew-point tables, 212 

Heat, idea conveyed by the term, 1 ; 
relation of work and, in steam 
engine. 9, 268 et ttq. ; quantity of, 
64 ; nnitor calory, 65 ; specific heat, 
66-87; heat enei^y. 111 tt teq. ; 
mechanical equivalent of, 116-128 ; 
latent. 157; heat engines, 261-264; 
relation of, to entropy, 276, 277 ; 
dissipation of energy into, 278 

Heat engines, ideal, 9, 10, 262 tt teq. 

Heat sensations, words used for express- 
ing, 1 ; relation of, to tbennal equi- 
librium, 2 

Helium, value of 7 for, 138; motion of 
molecules in, 139 

Helmholtz, on viscid water, 202; on 
ripple clouds, 216 ; on energy of the 
sun,2G7 
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Henry's law, 329 

Hering, on rapoor densities, 178 

Huffmann, modification ot Gaj-JjQssac'e 
method of determining vapour 
density, 176, 177 

Hope, method of determining point of 
maiimum density of water, 37, 40 

Hopkins, on the inflnence of pressare on 
(be melting-point, 204 

Hydrocbloiac acid, molecular weight, 84 ; 
specific heat, 84 ; molecular beat, 
84 ; radiations absorbed by, 235 

Hydrogen, thermometric use of, 10, 11, 
300 ; melting and boiling points, 12 ; 
expanaioa of, witb rise of tempera- 
ture. 42 ; co-elBcienC of presgnre 
increase when volume is kept con- 
stant under rising temperature, 46 ; 
atomic weight, 83; specilio beat of, 
83, 84, 85, 293, 294 ; atomic heat, 
83. 8G; beat conductivity of, 106. 
107; as standard scale, 124; value 
of y for, 139; effusion of, 141; 
viscosity of, 146, 147 ; mean free 
path of, 147, 149; collision fre- 
qoency, 147 ; nnmber of molecules 
in Ice. 149; diameter of molecules, 
149; critical point of, 1S8, 199; 
critical constants of, 191 ; liquefac- 
tion of. 197, 199 ; critical pressure, 
199 ; boiling and melting-points, 
119 ; transparency of. to ladiations, 
235; radiation of, 243; intrinsic 
enei^ ot, 299 

Hydrogen thermometer, 49-60 

Hydrometer, U-tube, for measuring ex- 
pansion ot liquids by heat, 29-36 

Hygrometer, Regnault's, 209-210 ; 
Dines'a, 210-211 ; wet and dry bulb, 
211-212 ; chemical, 212-213 

Hygrometry, 209-215 

loB, melting-point of, as zero of ther- 
mometric scales, 4, 6, 12 ; use of, in 
calorimetry, 72-73; specifio gravity 
of, 72; specific heat ot, 82; mole- 
cular beat of, 87 ; Davy's experi- 
ment witb, 111-112; action ot beat 
on,' 157, 158 ; vapour pressure of, 
173, 206, SOSttieq.; melting of, SOO, 
206; freeiing, 200; relative volumes 
ot water and, 201 ; regelation of, 
201-203 ; effect ot pressure on melt- 
ing-point of. 203-207, 317-319 ; 
isothermals of, 207 ; crystalline 
forms ot, 207 ; evaporation of, 208, 
309-312; haloes and parhelia due 
to crystals of, 216-217 ; preservation 
of, 233; formation of, 233, 234 
Iceland spar, heat conductivity of, 101 
Ice-water change of state, 307-312 
Indian ink, emissive power of, 226, 227, 
231 ; absorptive power ot, 229, 231 



Indiatubber, strain enei^y of, 112; in- 
dicator diagram for stress and 
strain in, 304 

Indicator diaigram for water-steam, 186- 
188; o! work done by a body in 
expansion, 259-260 ; for stresses 

Ingenbonsz, on diffusibility of beat, 94 

Iodine, atomic weight, 86 ; specific beat, 
86 ; atomic heat, 86 

Iron, linear expansion of, as rails, 
bridges, pipes, ic., 17, 22, 26, 26;. 
Itamsden's method of measuriug 
expansion of cast-iron bars, 18, 19;. 
method ot Bureau International des 
Folds et Mesures, 19, 20; expansion 
and contraction of, by heat and cold 
used for drawing walls together aud 
fixing hoops, 25 ; specific beat of, 65, 
81, 86; atomic weight, 86; atomio- 
heat, 86; beat conductivity of, 89, 
92, 97, 98, 99, 100; electric con- 
ductivity ot, 100; velocity of light 
in, 100; emissive power of, 226 ^ 
radiating power of, 239 ; value of 
y for, ^0; indicator diagram for 
stresses and strains in, 302-304 

Iscn tropics, 261 

Isometrics, 261 

Isopiestics, 261 

Isothermals, 186 et $eq., 260 

l.-otonic solutions, 3^ 

Jahih, on vapour densities, 176; on 
light and Its heat effect, 224 

Jamin and Amaury, on specific heat of 
water, 77 

Jamin and Richard, on specific heats, 
294 

Jolly, air thermometer devised by, 48-49 

Joly, steam calorimeter of, 73-75 ; dif- 
ferential steam calorimeter of, 75- 
76; on specific heat of water, 78; 
of air and other gases, 85, 294 ; on 
the mechanical equivalent ot heat, 
119 

Joule, on specific heat of water, 76 v 
on the mechanical equivalent of 
beat, 120-124, 127 ; on the velocity 
of molecules, 140-142 ; on hjdrc^en, 
199 ; on adiabatio changes, 287 ; on 
energy taken up by an expanding 
gas, 296 et leq. See alto Thomson 

Joule and Playfair, method of ascertain- 
ing temperature of maximum density 
of water, 38-40 



KAMHBBLIHGH-OHtJES, liquefaction of 
|ases, 198 

Kelvm (Lord), work scale of tempera- 
ture, 9 259; on beat conductivities 
of suijetances, 103 ; on effect of 
pressare on meltii^-point of ice, 203p 
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201. 309 ; on work done in ezpand- 
Ing gaaes, 297 tl nq, ; on vapoar 
pressure of cnrved liquid wtfacen, 
314-317 

Kidd. Ste H'ConQel 

Kinetic eoergj, coDception of, 1, 10!) 
el ttq., 129 et itg. ; relatioD of. to 
heat energy, 118-128, 130 eC leq.. 198 

Kinetic theory of mattei, 129-156; 
atomic hypotheses, 129-133; gases. 
133 et ttq. ; mean valne of the aquare 
of the velocity of translation, Vii- 
137; miitore of gaees, 137; Avo- 
gadro's law, 137 ; relation between 
V and temperature, 137 ; energy of 
translation and internal energy, 
138 - liO ; Joule's approximate 
method of calculating the velocity 
of mean square, 140; effusion or 
transpiration ibrough a. small orifice 
into a vacuum, 140; thermal tran- 
spiration, 141-U2; the mean free 
path. 142-143 ; length at same, 143- 
144; the mean free path calculated 
from the coefficient of viscosity of a 
gas, 144-147 ; conduction of heat in 
gases, 147-148; the diameter of mole- 
cnles and number of molecules per 
cubic centimetre, 148-149; forces 
acting on nneqaally heated surfaces 
in high vacua, 140-153; the gas 
eqnation of Van der Waals. 152-156 

Kirch ho tf, on vapour- press are of ice, 173 

KnobUuch, on diansion, 231 

Kopp. on molecular and atomic heats, 86 

Kundt, experiments on relation of light, 
heat, and electric condactivities of 
metals, J 00 

Knndt and Warburg, beat conductivity 
of gases, 107 

Karlbaum, on enei^y of radiation, 250, 



Lampblack, absorption of heat by, 225, 
231, 232 ; radiation, emissive power 
of, 226, 227, 231, 232, 239 ; radia. 
tion alHorptive power of. 230, S37 ; 
radiation diffusion by, 231; trans- 
parency to radiations of great wave 
length, 234 

Langlev, on radiation, 222, 226, 227-228, 
234, 2*2, 262. 253-254, 286 

Laplace, on velocity of aonnd, 290 

Larmor, on radiation, 333 

Latent heat, 157, 178-182, 204-205 ; first 
eqnation, 306-312 ; second equation, 
312-314 

Lavoisier and Laplace's method of 
measuring expansion of bars by 
heat. 20-23 

Le Chatelier, thermo-electric thermo- 
meter of, 12 

Lead, melting-point. 21 ; specific heat. 



66.66. 81, 82, 186; atomic weight, 
86; atomic he«t, 86; beat condac- 
tivity of, 100; electrlo conductivity 
of. 100; latent heat of, 206; emis- 
sive power of, 226 
Lebedew, on radiation pressure, 333 
I^ees, heat conductivity ot brass, 98, 99; 
of crystals. 101 ; of vadoos solids, 
102, 103 ; of liquids, 104-106 
Leslie, on radiation, 220-221, 226, 228- 

230 
Light, action of, on condensation nnclei, 
171, 172 ; resembles radiant energy, 
222-224 
Light energy, 113, 117, 129. 155, 156 
Linde, liquefaction of gas, 198 
Liquefaction of gases, 197-199 
Liquid-solid change of state, 200-208 
Liquid-vapour change of state, 157-199 
Liquids, volume expansion, 29; aa 
measured by U-tnbe method, 29-36 ; 
by the dilatomet^r, 36 ; Hatthies- 
sen's method, 37 ; convection at, 63- 
55, 90: specific heat of, 69 tt ttq.\ 
heat conductivity of, 90, 103-106 ; 
atoms and molecules of, 132 ; vapour 
pressures of, I72~175 ; isotbermals 
for, 260 
Lodge, on dost-free space about hot 

bodies, 152 
Lorberg, heat conductivity ot water, 104 
Ludin, on specific heat of water, 79, 80 
Lnmmer and Pringsheim, on lidiation, 

249. 342 
Lundquist, heat conductivity of water, 
104 

M'CoNNEL and Kidd, on ice, 202 
Magnetic enei^y, 114. 118, 129 
Magnus, on vapour pressure of water, 

175 
Mahc^any, beat conductivity of, 103 
Marble, beat conductivity of, 103 
Marsh gas, radiation absorbed by, 235 
Mathias. Stt Cailletet. 
Matter. See Kinetic theory ot Matter. 
Mattbiessen, hydrostatic method of 

measuring expansion of liquids and 

metals, 3T 
Maximum thermometer, 13 
Maxwell, heat conduotivity of gases, 106, 

107 ; on velocity of molecules, 136, 

on mean free path, 144 ; on viscosity, 

146 ; on number of molecules per cc. 

of gas, 149 ; on radiometer, 160 ; 

on presEnrc of radiation, 333, 334 
Mayer, on mechanical equivalent of beat, 

118, 120 



Melting, explanation of, 206-207 
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Helting-point, 199-204; iaflueDce of 
hydioGbBtic pressure on, 317-319 ; 
loweriDg of, 322 tt teg. 
Hembcanes peimeable to aome flaids, 
not to others, 327 

Hcnai tiibulaj briilge, allowanoe for ex- 
pansion by heat, 23 

Mercnry. mode of filling tbermometer 
tubes with, 3 ; freezing point, 9 ; 
boiling -point, 9, 12. 17S ; melting- 
point, 12 ; used in the mercurial com- 
pensating pendaliim, 27; expansion 
of, with heat, 30-37 ; atomic weight, 
86; specific heat, 84; atomic beat, 
86; heat conJoctivity of, 99; valae 
of T tor vapour of, 138 ; motion of 
moleonles in vapour of, 139 ; vapour, 
tension of, 169 

Hetals, beat conductivity of, 39, 90. 92, 
96 et teq. ; viscosity of, 202 ; ab- 
sorptive power of, 229, 232 ; radia .t 
reflective power of, 231-232 

Meyer. 0, E., on Che kinetic theory of 
gases, 134; on viscosity of gases, 
146, 147 ; on gas equations, 155 

Meyer, V., method of delennining vapour 
density, 177 

Mica, beat oooductivity of, 101 

Micnlescn. on the mechanical equivalent 
of beat, 125, 127 

Hinimam thermometer, 13 

Molecular heat. 83-87 

Molecules, 130 et Hq. ; collisions of, 133, 
131. .147, 152 tt uq. ; 161 et teq. ; 
velocities of, 134. 136 ; diameter of, 
148 ; number of, par cc, 148. 149 ; 
size of. 152 et leq. ; intemal ener^^ 
of, 165-156 

Morby. Set Reynolds 

Motion, energy of, 110, 131 

Muller, method of measuring linear ex- 
pansion of bars by, 21. 22 

Muller- Pouillet, on vapour pressure, 175 

NACCARI, on specific beat of metaU, 81 
Nemst, on Van der Waals' equation, 197 
Neumann, molecalar heat, 86 ; method 

of measoring heat conductivities, 

98 ; result for copper, 99 
Newt-oo's ricgs as a means of measuring 

linear eipaoBioo of solids, 23, 24 ; 

lawof cooling, 243-246; formula for 

velocity of sound. 290 
Nichols, on specific gravity of ice, 72 
Nichols and Hull, on radiation pressi 

Nickel, specific heat of. 81, 86 ; atoi 
weight. 86 ; atomic heat, 86 ; velo- 
city of light in. 100 
Nickel-steel, expansion of, by beat. 27' 
Miti^en, atomic weight, 83 ; speciGc 
heat. 83 ; atomic heat, 83 ; velocity 
of moleoales, 137; value ot y ' 



EX. 849 

139 : elfuBion of, 141 : critical points 
of, 188, 189; crirical constants of, 
191 ; critical pressure of, 199; boil- 
ing and melting points, 199 ; trans- 
parency of, to radiations, 235 
Nitrons oxide, radiations absorbed by, 
236 



Oak, heat conductivity of. 103 
Olefiaot gas, radiations absorbed by, 235 
Olzenski, on liqnefaction of gases, 197, 

Opacity, 234-235 

Osmotic pressure, 321 et ttq. \ molecular 
theory of, 333 

Oslwald, on the ice calorimeter, T3 

Oxygen, boiling-point, 12; atomic 
ive^bt. 83 ; specific heat. 83 ; atomic 
heat, S3, 86 ; velocity of molecules, 
136 ; value of y for, 139 ; effusion of, 
141; viscosity of, 146. 147; mean 
free path of, 147-149; coUisiou 
frequency, 147 ; number of mole, 
cules in 1 cc. 149 ; diameter of mole- 
cule, 149 ; critical point of, 188, 199 1 
liquefaction of, 197 ; critical pressure 
of, 199 ; boiling and melting points, 
199; transparency of, to radiations, 
236 

Paper, heat conductivity of, 89, 103 ; 
emissive power of. 226 

Paraffin, heat conductivity of, 103 ; 
melting-point of. nnder pressure, 204 

Parhelia, 217 

P^let. method of measuring heat con- 
ductivities, 95 

Pendulum, inQuence of beat on. as time 
measurer, 17, 26 ; principle of the 
gridiron. 26. 27 

Person, on latent heat. 205 

Pfeffer, on osmosis, 327 

Phosphorus, atomic weight, 86 ; specific 
beat. 86; atomic best. 86; physical 
states of. 167 ; supeifusion of, 201 ; 
latent heat of. 205 ; radiation of, 242 

Pictet, on liquefaction of gases, 197 

Pipes, enpansion ot it ' " 



■, 171 



iu, for carrying 



Pitch, flow of, 1 

Planck, on radiation, 248, 249, 342 

Platinum, thermometric use of its electri- 
cal resistance, 11 ; melting-point, 12 ; 
expansion of, with heat, 28 ; specific 
heat of, 81, 86 ; atomic weight. 86 ; 
atomic beat. 86 ; heat conductivity 
of, 99. 100 ; electric conductivity of. 
100; velocity of light in, 100; 
emissive power of, 227, 248, 256 

Platinum rhodium wire, used in thermo- 
metry, 12 
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Playfair. Sa JodIs 
FoTcelain, ladiation of. 242, 243 
FoaitioD. enei%; ot, 110. 131 
Potential energj, 110. Ill tt tq., 129, 

130.199 
FoDillet'a method of measoring expansion 

of bars. SO ; reaearclieH on the Ban's 

radiation, 251-252 
Pressure, influence of. on volame of gas. 

41 ; of gases. 134 ; relation of. to 

the boiliDg.point, 163-181 
Pringsheim, on spectra of gases, 156. 

Set aUo Lammei 
Pyrheliometer, 231 

QuiHTB, heat conductivity of. 101 

Radiant energy, 113, 129, 131, ttletuq. 

Jiadiation, deGoed. SS, 113, 220-236; 
radiant enei^y, 220 ; radiometers. 
220 ; thermopile. 221 ; radio-micro- 
meter, 221-222; bolometer. 222; 
radiant energy similar to light, 222, 
224 ; wave-length range of radiant 
ene^7. 224-225; radiometers mea- 
sure enei^y oqIt, 225-226 ; emiaaive 
powers, 226, 227 ; different wave 
lengths in, 22T-228 ; . absorptive 
powers, 228-230; reflecting powers, 
230; diffnsion, 231 ; general resnltB, 
231-233; deposition of dew, 233; 
formation of ice. 233-234 ; by gases 
and vaponra, 234^236; theory of 
eichanges of. 237-213 ' ' 

perature, 244^-257; varia 
of. with temperature. 244-245 ; 
Newton's law ot cooling, 245-246; 
Dulong and Petit'a law of, 246-248 ; 
Rosetti's law. 248 ; Stefan's law, 
248-250; constants of, 250 ; radiation 
'from sartaces which absorb selec- 
tively, 250-251 ; the solar oonalant, 
261-25T ; source of solar energy, 
267; thermodjnamioB of, 333-342; 
the pressure of, 334 ; the normal and 
the total mean of, 334-335 ; pressure 
on a fully radiating surface, 335 ; 
relation between energy density 
and temperature in full, 335, 337 ; 
full radiation unaltered in adiabatic 
change, 337-338 ; relation between 
volume and temperature, 338 ; en- 
tropy, 338 ; application of Doppler's 
principle, 338-340 ; change of energj 
in, 340-341 ; distribation of energy 
in the spectrum, 341-342 

Radiometer, 135, 149, 150. 151, 220; 
measures radiant energy only, 225- 
226 

Badiomiccometer. 221-222 

Railways, enpansion of steel by heat in, 
17, 24, 25 

Raindrops, rate of fall of, 217-218 



Ramsay and Toong, on vaponr presaiite 
of ice and water. 173, 312; on 
critical constants, 192 

Bamsden's method of mtaaoring linear 
expansion of metala, 18, 19 ; modi- 
fied form. 19, 20 

Raonlt, on boiling-points and vapour 
pressures of solutions. 321, 323 

Rayleigh, on gas densities. 176 

Reaumur scale. 5 

Red heat, temperature of. 12 

Red lead, emissive power of. 226 

Kedaced isothennals. 195-196 

Reflecting powers of snrfacea, 2'. 



Refra. 



relalio 



of. t 



the 



critical point, 1 
Refrigerator, 261 
Regelation, 201-203 
Regenerative method of liquefying gases, 



withri 



:of t* 



aperal 






preRsure, 42-44, 118-119 ; 
increase of pressure with rise of 
temperature and constant volnme, 
44-16, 118. 119; normal air thermo- 
meter, 48 ; eiperiments by, on 
specJBc heat, 68-71, 77. 80. 127. 181 ; 
on Dulong and Petit'a law, 85. 86 ; 
on molecular beat, 86 ; on vapour 
pressure of water, 172-175, 310 et 
teq. ; on vapour densities, 176, 213- 
215; on latent beat of steam, 179- 
182 ; on the critical constants of 
gases, 191 ; dew-point apparatus of. 
209-210; density ot water-vaponr, 
213 ; on vapour pressure of ice. 310 
etuq. 

Relative hnmidity, 209 rt uq. 

Reversible cycles, 272 et leq. 

Reversible heat engines, 2£2 tt teq. 

Reynolds, on thermal transpiration, 142 ; 
on the radio-thermometer, 150 

Reynolds and Horby, on the mechanical 
equivalent of beat, 126, 127 

Richard. See Jamin 

Ring vortei theory of atoms, 131 

Rock-salt, absorption of radiant enei^ 
bv, 225-243 ; refractive indei of, 
227 ; radiation transparency of, 234 

Boutgen, on specific heata of air. 293 

Rosetti's law of radiation, 248 ; obaecva- 
tions on solar radiation, 225, 256 

Botch, on exploration of air with kites, 
318 

Rowland, on specific beat of water, 77- 
78, 80, 127 ; ou the mechanical 
equivalent of heat.. 124. 126, 127, 128 

Rudberg, method of determining volume 
espaoaion of gas with rise of tem- 
perature under constant pressure 
42-43 
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Sandstone, heal condoctWity of, 103 

Schuster and Gannon, on the mechanical 
equivaleut of heat, 127 

Senarmont, heat conductivity of crystals, 
10) 

Shellac, lieat condnctivity of, 103 

Siemens, meaanrenient of temperature 
in resistance of plaCinnm wire to 
elecErioity, 11 

Silicon, specifio heat of, 82-86 

Bilk, heat conductivity of, 103 

Silver, melting-point, 12 ; eipaneion of, 
by heat, 22 ; specific heat of, 81-86 ; 
atomic weight, 86 ; heat conduc- 
tivity of, 90-99, 100 ; elactrio con- 
ductivity of, 100 ; veiocity of light 
in, 100 ; radiation, emissive power 
of, 226, 237 i radiation reflective 
power of, 230, 231 ; radiating power 

Singing of water, 1G3. 168 
Six's thermometer, 13 
Skin, heat conductivity of, 89 
Stag-wool, conductivity of, 91, 92 
Slate, beat conductivity of, 103 
Sodium, atomic weight, 86 ; specific 
heat, 86 ; atomic heat, 86 ; spectrum 
of vapour of, 156 ; spectrum of, 242, 
243 



of, 21 

Solar system, energy of. Ill 

Solid-gas change of state, 208 

Solid-liquid change of state, 208 

Solids, expansion of. with rise of tem- 
perature, 17-28 ; linear expansion 
of, 17, 18 ; Ramsden's method, 18- 
19 ; method of Bureau International 
des Poida et Mesures, 19, 20 ; 
Fouillet's method, 20 ; Lavoisier 
and Laplace's method. 20-33 ; 
Fizeau's method, 23-24 ; illustra- 
tions of linear expausions, 24-28 ; 
volaine expansion of, 28 ; methods 
of determining specific heat of, 66 
ft leq. s heat conductivity of, 90 el 
aeq, ; atoms and molecules of, 131- 
132 ; and of Tiscons,!!132 ; melting- 
points of, 199-204 ; latent heat of, 
204-205 ; evaporation of, 208 ; iso- 
tbermals tor, 260 

Solution, 129, 320-332 ; resemblance to 
fusion, 207, 208 ; vapour pressure 
of, 320; osmotic pressure, 331, 328- 
332 ; rise in boiling-point, 321-322 ; 
lowering of melting-point, 322-327 ; 
semi-permeable membranes, 327-328 

Sound energy, 112-113 ; velocity ot, 290, 
294. 295 

Specific gravity bottle method of deter- 
miuing the expausion of liquids 
with heat, 35-36 



IX. 351 

Specific heat, 65, 66, 288-290; method 
of mixtures, 6G-71 ; method of cool- 
ing, 71-72 ; melting ice method, 72- 
73 ; steam method, 73-76 ; electrical 
heating method, 76 ; specific heat of 
water, 76-82 ; infiuence of state on. 
82 ; relation to atomic and mole- 
cular heats, 83-87; of steam, 181- 
182; relation to elasticity, 288-290; 
ratio of I under constant pressure 
to that at coDstant volume, 288- 



Spectra of gases, liquids and solids, 155, 
156, 237, 228 

Speculum metal, radiation reflective 
power of, 231 

Sperm oil, adiabatios of. 287 

Spermaceti, melting-point of, under 
pressure, 204 

Spheroidal sfate, 182-188 

States of matter, 157-208 ; change ot 
state, 157 ; liquid-gas change, 158 ; 
terms "gas" and "vapour," 158- 
160; distillation, 160-163; boiling, 
163-167: stability of bubbles, 167- 
168 ; condensation on nuclei, 168- 
172 ; vapour pressures, 172-175 ; 
vapour density, 174-178 ; latent 
heat, 178-182 ; spheroidal state, 
182-184; water-steam change, 184- 
188 ; critical point, 188-190 ; critical 
coostants, 190-195 ; isothermals. 
195-196 ; liquefaction ot gases, 197- 
199; solid-liquid change, 200-^8; 
melting of ice, 200-204 ; of solids, 
204^207 ; Bolation, 207 ; sublimation, 
208 

St«am. latent heat of, used in calori- 
metry, 74 ; specific heat of, 82, 181, 
313 ; molecules of, 133 ; latent heat 
of, 157, 178-182 ; vapour density of, 
178, 2J4 ; entropy of, 281 ; volume 
of saturated, 303 

Steam engine acts by conversion of heat 
into work, 9, 261 el leq. ; efficiency 
of, 265e(se7.; 281-283 

Steam-water change of state, 185-188, 
306 tl ecq. 

Steel, expansion of, by heat. 19, 22. 25, 
26 ; magnetic enei^y of. 114 ; radia- 
tion reflective power of, 230, 231 ; 
stress and strain in, 305 

Stefan, heat conductivity of air, 106 ; 
law of radiation, 248-250, 333 

St-ewart, B., heat conductivity of iron 
and copper, 98, 99 ; on radiation, 
227, 334, 240, 341 

Stokes, on fall of drops in clouds, 218 

Stracciata. See Bartoli 

Strain energy, 112-113, 117-118 

Strains aud stresses, indicator diagrams 
for, 302-305 

Sublimation, 208 
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Sugar and semi-permeable membnuea, 
327 ; osmotic pressure of, 328 

Sulphate of quinine, abBorption of radiant 
energy by, 225 

Snlpbar, boiling-point, 12; atomic 
weight, 86 ; specific heat, 86 ; atomic 
heat, H6 ; heat condactivity of, 103 ; 
enperfnaion of, 201 ; sublimation of, 
20S; states of, 312 

Sulpburetted b ydrogen, molecular 
weight, Ij4 ; epeciflc heat, S4 ; mole- 
cular heat, g4 ; radiBtiomt absorbed 
by, 23S 

Sulphurous acid, molecular weight, 84 ; 
specific huat, S4 ; molecular heat, 
81 i radiations absorbed by, 235 

Sun, temperature of, 12, 243 ; spectrum 
of, 243; rateof radiation power, 261- 
2ST ; observations by Poiiillet, 261- 
253; VioUe, 253-255; Langley, 253, 
254, 256 ; Cro»a, 254, 266; Watter- 
Bton, 265 ; Rosetti, 266 ; Wilson and 
Gray, 255; Wilson, 265, 266 

Supercooling of liquids, 201 

Sapetfuaion, 201 

BupersaturatiOQ, 207-208 

Tait, heat conductivity of iron and other 
metals, 98, 99 ; of earth, 107 

Tammann. on crystalline forms of ice, 207 

Tate. Sa Fairbaim and Tate 

Telepathy, 115 

Temperature, 2 ; Centigrade and Fahren- 
heit scale of, 4 ; Reaumur's scale of, 
6 ; of human body as a filed point 
for thennometric scales, 5 ; work 
scale of, 9, 10. 266 et teq. ; absolute 
scale of, ]0, 266 tt teq. ; air scale of, 
10 ; hydri^en scale of, 11 ; electric 
re^tauce scale of, 11 ; table of, 12 
slope or gradient of, 88, 93 
lation of, to prc^esure on gasea, 13S 
to loss of enei^y in evaporation. 
162 i uniform temperature en- 
closures, 23T-240 ; radiations at 
difFerent, 132, 243; radiation and, 
M4-25T; variation of rate of 
radiation with, 244-215; New- 
ton's law of oooling, 245-246; 
Dulong and Fetit's law, 248; 
Stefan's law, 260; temperature of 
the sun, 255-257 ; relation of, to 
entropy, 276-277, 287 ; to ene^, 
378 ; decrease of, with height in 
the atmosphere, 296 

Thermal equilibriuni, 2 

Thermodynamics, 268-342; first law 
of, 128 ; second law, 26H ; the indi' 
cator diagram. 269-260 ; isother- 
mals, 260-261 ; adiabatics or iseu' 
tropics, 261 ; isopieetics and iso- 
metrics, 261 ; heat engines, 261-266 ; 
absolute or work scale of tempera- 



ture, 266-268 ; air tbermometer 
scale, 269 - 270 ; Qon-reversible 
cyclical engine, 270-271 ; reversible 
engine, 271-272; reversible cycles, 
272-273 ; entropy, 274-278 ; energv, 
278-281 ; possible cSlcienGy, of 
a Kteam engine, 281-283; of iso- 
thermal and adiabatic changes, 
284-305 ; heat taken in by a body 
ezpaodiug isothermalty, 284-285; 
adiabatic change, 285-305 ; speciflo 
heats, 288-296 ; temperature of 
change of state and solutions, 
306-331 ; the first latent heat equa- 
tion, 306-312; the second latent 
heat equation, 312-314 ; alteration 
of vapour pressure with curvature 
of liquid, 314-317 ; hydrostatic 
pressure in relation to vapour pres- 
sure and melting- point, 317-320 ; 
temperature of solutions, 320 et uq. ; 
osmotic pressure, 320-331, 3^ ; 
raising of the boiling-point, 321-322; 
lowering of the melting-point, 322- 
327 ; semi- permeable membranes, 
327-328; Van t'HoS's application 
of, 328^332 ; temperature of radia- 
tion, 333-342 ; stream of energv, 
334, 335 ; the fourth power law, 335- 
337 ; full radiation, 337-338 ; relation 
between volume and temperature, 
338; entropy, 338; application of 
Doppler's principle. 338-340 ; change 
of ene^f in adiabatic expansion, 
340-341 ; distribution of energy in 
the spectrum. 341-34! 
Tbermo-electric thermometer. 11, 12 
Thermometer, use of, 2 ; contraction of, 
3; fixing the points of a, 4-6 ; cali- 
brating, 7 ; certificated, 7 ; pre- 
cautions in using, 7 ; limits of 
accuracy of, 8 ; range of the ordi nary 
mercury, 8, 9 ; platinum resistance, 
11; thermo-electric, 11, 12; maii- 






13; 



Regnanlt's normal air, 48-49 ; hj- 
dn:^eu, 49 ; Callendar's constant 
volume, Bottomley's constant vol- 
ume, 50; Bottomley's air, 50; con- 
stant pressure gas, 50-51; Callendar's 
compensating constant pressure, 61- 
52; differential, 220-221 
Tbermoidle, 221 

Thomson, J. , on the change from gas to 
water, 187, 188 ; on influence of pres- 
sare on melting-point, 203-309 
Thomson and Joule, on intrinsic energy 

of air, 298 rt teq. 
Thunder cloud formation, 67 
Tilden, on specific beat of metals, 61 
Tin, atomic weight, 86 ; specific heat, 
86; atomic heat, 86; heat conduc- 
tivity of, 100; electric conductivity 
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of, 100 ; radiation emissive power 

of, 220 ; radiation reflective power 

of, 230, 231 
Tobin B7Btem of ventilation, 61, 62 
TonrmfUine, radiating power of, 240 
Trachyte, heat conductivity of, 103 
Trade winds, 56 

Trwlescantia disooior, osmoals in, 327 
Tnuoalation, motion of, 133, 134 ; energy 

of, 134 ; velocity of, 134-135 
Transparency, 234 

Transpiration or efEosion. See Effosion. 
Trap, heat ooudnctivity of, 103 
TraverB, on liqaefaction of gases, 197, 

Triple point, 309 
Tripler, liqnefaction of gas, 198 
Tyndali, on regelation, 201 ; on trans- 
parency and opaqaeneas of iodine 
in solution to radiation, 234 ; on 
radiation and abamption by gaaes, 
234r-236; on radiation of platinom. 



Unit of heat, 65 



Van t'HoS, on osmotic pressure, 324 et 
leq. ; application of thermodyna- 
mics, 323-332 

Vapour, nse of term, 1S8, 1S9; vaponr- 
liquid change of state, 157-200; 
latent heat of, 17S-182 

Vapour, density of gases, 175, 178 

Vapour-pressures, 172-175 ; of cnrved 
surfac^ 314-317 ; influence of hy- 
drostatic pressure on, 317-319 

Velocity of molecules, 133 et Kq. 

Ventilation, 61-63; Tobln system, 61, 

Vincent, on speclGc gravity of ice, 72 
Violle, on specific heat of platinum, 81 ; 

on solar radiation, 253^255 
Visible tays, temperature of, 12 
Volume expansion of solids, 28 

Watbb, expansion of, by heat, 3, 37-40; 
boiling-point of, as a fixed point 'in 
thermometric scales, 4, 5, 12 ; maxi- 
mum density temperature of, 37-40; 
specific heat of, as the standard for 
unit qoantity of heat, 65, 76-82, 
121-128; water equivalent for heat, 
capacity for beat, 66, 121-128; latent 
heat of, 73, 167, 200, 203, 205 ; heat 
condnctivitj of, 89, 90, 96, 103-106 ; 
conveationiD,90; molecules of , 133 ; 
physical state of, 157 ; distillation 
of, 161-163 ; boiling of, 163-167 ; 
spheroidal state of, 182-184 ; critical 
tempeiatoie and pressure of, 192, 
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195; freezing of, 200, 205-207; 
of, 20O-2OI; relacive 
a and. 201 ; supposed 
plasticity of, 202; isothermal of, 
207; in the atmosphere, 209-219; 
radiation absorption of. 243 ; en- 
tropy of, 271, 281 ; adiabaticB of, 
287; value of y for, 289; change 
from water to vapour, 309-312; 
osmosis of, 327 et teq. 

Water capacity for heat, 66 

Water eqnivalent for heat, 66 

Water-ice change of state, 307-312; 
ioSnenco of hydrostatic pressure on, 
317-319 

Water-steam change of state, 185-188, 
306 et ttq. 

Watertight joints, 17 

Water-vaponr in its relation to thunder 
clouds, and winds, 67; molecular 
weight, 84 ; specific heat, 84; mole- 
cular heat, &4; viscosity of, 146, 
147 ; mean free path, 147-149 ; col- 
lision frequency, 147 ; number of 
molecules in 1 cc, 149; mass of 
oae molecule, 149 ; diameter of 
molecule, 149 ; tension of, 158 et teq.; 
condensation of, on nuclei, 168 itieq.: 
pressure of, 172-176. 206, 211-215; 
hygrometty, 209; relative hamidity, 
209; dew point, 209 et teq.; ab- 
sorptive power for dark radiations, 
236 ; isothermal for, 260-261 ; change 
from water to, and from ice to, 309- 
312; pressure of, in cnrved snrface, 
316-317 

Water-wheel, efficiency of, 271-272 

WatterstoD, on temperature of the sun, 
255 

Wax, electricity of, 113; melting of, 200 

Weather, type of, in cyclones, 58-59 

Weather forecasting, 57-60 ; use of 
charts in. 58 

Weber, H. F., on specific heat of carbon, 
boron, and silicon, 81-82 ; heat con- 
ductivity of mercury, 99; of water, 
104 

Wells, on dew, 219, 233; on formation 
of ice, 233-234 

Wetter. See Gay-Lussac 

White-heat, temperature of, 12 

White lead, absorptive power of, 229 

Wiedemann, on specific heat of gases, 
84; of air, 119, 294 

Wiedemann ajid Franz, eiperiments on 
heat and electric conductivities, 100 

Wien, on radiation, 248, 249, 342 

Wilson, C. T. H., on condensation of 
water-vapour in air and gas, 171, 
172 ; on solar radiation. 255 

Wilson and Gray, on solar radiation, 
255 

Winds, 66; land and sea breezes, trade 
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winds, 66 ; origin of, GT, 6t 

cjolouea, 68 
Winkelmanu, beat condnctMty o 

107 ; on latent beat of attam, 1 
Wood, beat condnotivitj of, 8S 

103 
Wool, conductiTity of, 91, 103 
Work, as a measnre of temperatm 

relation of beat to, 9, 2GS tt 

work scale, 269 et tq. 
Wortbiugton, on expansion of al 

nnder a pull, 187 



Wroblewski. on liquefaction of gases. 



ZbbO point of tbermometer scales, 4, 7 ; 

absolute, of temperatnre, 10, 12 
Zinc, melting-point, 12 ; specific heat of, 

81, 86; atomic weigbt, 86; atomic 

beat, 86; beat condnctivity o^ 100; 

electric condnctivity of, 100 
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